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El suministro de energía es un tema de vital importancia que afecta especialmente a la 
sociedad debido a la emisión de Gases de Efecto Invernadero (GEI) y la necesidad de 
reducir el uso de combustibles fósiles. Es bien conocido que estas emisiones contribuyen 
al cambio climático y el calentamiento global, al mismo tiempo que conducen a una seria 
degradación del entorno y provocan enfermedades. Además, existen otras cuestiones 
serias relacionadas con el uso de fuentes de energía no renovable, como la seguridad en 
la cadena de suministro y su disponibilidad limitada. 
En este contexto, la energía solar de concentración (CSP, por sus siglas en inglés) destaca 
como una opción muy valiosa dentro del marco de las energías renovables. Su 
disponibilidad es su característica principal comparada con otras energías alternativas. La 
energía solar no está disponible bajo demanda cuando y donde es necesaria. Como 
consecuencia, la mayoría de las plantas CSP cuentan con un sistema de almacenamiento 
térmico. Este sistema almacena la energía térmica como calor sensible, a través de dos 
tanques a diferentes temperaturas llenos con una sal fundida (Sal Solar, NaNO3:KNO3 
60:40 %masa). El mismo material se utiliza como fluido de transferencia térmica para 
transportar el calor del campo solar al bloque de potencia. La madurez de esta tecnología 
está más que probada después de varias décadas desde que la primera planta CSP se puso 
en funcionamiento. Sin embargo, existen aún muchas oportunidades para desarrollar 
nuevos métodos de almacenamiento térmico o mejorar los que existen actualmente. 
Las modestas propiedades termofísicas (calor específico y conductividad térmica) están 
entre las principales desventajas de la Sal Solar utilizada actualmente, lo que obliga al 
uso de una gran cantidad de sal para poder almacenar calor durante el tiempo necesario. 
Varias soluciones se han propuesto, como el uso de otras sales inorgánicas dentro de 
complicados sistemas de almacenamiento térmico para alcanzar una tasa de transferencia 
de calor adecuada. Recientemente, ha emergido una opción que considera el uso de la 
nanotecnología. Esta solución consiste en añadir pequeñas cantidades de nanopartículas 
a las sales para mejorar su comportamiento térmico. Estos innovadores materiales se han 
denominado como nanofluidos basados en sales fundidas o materiales de cambio de fase 
nanomejorados, dependiendo del método empleado para almacenar la energía térmica: 
calor sensible o latente, respectivamente. 
Esta tesis analiza detalladamente el diseño, síntesis y caracterización de estos materiales. 
Su reciente descubrimiento, unido a las dificultades técnicas de trabajar con sales 
fundidas, han ocasionado que ciertas propiedades apenas se hayan estudiado. Se ha puesto 
especial atención en el desarrollo de un método preciso para medir el calor específico y 
un proceso de síntesis adecuado y escalable. La caracterización de los materiales incluye 
propiedades térmicas como el calor específico, la conductividad térmica, el calor latente 
y la temperatura de cambio de fase. También se han estudiado otras propiedades 
interesantes como la estabilidad de las nanopartículas en la sal fundida durante largos 








Energy supply is a vital issue which specially concerns the society regarding the emission 
of GreenHouse Gases (GHG), and the need to reduce the use of fossil fuels. Such 
emissions are known to consequently contribute to the climate change and global 
warming, while at the same time they can lead to serious degeneration of the living 
environment and diseases. Moreover, there are also other serious issues related to the use 
of non-renewable fossil fuel feedstock, particularly the security of supply and their limited 
availability. 
In this context, the Concentrated Solar Power (CSP) emerges as a high valuable option 
inside the frame of renewable energies. Its dispatchability is its main feature in 
comparison to other alternative energies. Solar energy is not available on-demand, when 
and where it is needed. As a result, the majority of the CSP plants are supplied with a 
thermal energy storage (TES) system. This system stores the thermal energy as sensible 
heat, by means of two tanks at different temperatures filled with a molten salt (Solar Salt, 
NaNO3:KNO3 60:40 wt%). The same material is used as Heat Transfer Fluid (HTF) to 
transport the heat from the solar field to the power block. The maturity of this technology 
is certainly proven after several decades the first CSP plant came into operation. However, 
there are still many opportunities to develop new methods of heat storage and to improve 
the presently existing ones. 
The poor thermophysical properties (specific heat and thermal conductivity) of the 
currently used Solar Salt is one of the main drawbacks, which compels the use of a huge 
amount of salt to store the thermal energy for the required time. Several solutions have 
been proposed, such as the utilization of other inorganic salts (as sensible or Phase Change 
Materials (PCMs)) inserted into complicated TES devices to achieve an adequate heat 
transfer rate. In recent years, a new attempt considering the potential of nanotechnology 
has arisen. This solution consists of adding tiny quantities of nanoparticles to the salts to 
improve their thermal performance. These innovative materials are named as Molten Salt-
Based Nanofluids (MSBNFs) or Nano-enhanced PCMs (NePCMs) depending on the 
method employed to store the thermal energy: sensible or latent heat, respectively. 
This PhD thesis goes into detail about the design, synthesis and characterization of these 
materials. Their recent discovery, together with the technical difficulties of working with 
molten salts made some properties to be hardly studied. The development of a precise 
method to measure the specific heat and a suitable and scalable synthesis procedure is 
considered with a special attention. The characterization of the materials involves the 
thermal properties such as the specific heat, thermal conductivity, latent heat and phase 
change temperature. Other interesting properties such as the stability of the nanoparticles 
in the molten salt in the long term and the rheological behaviour of these materials are 
also addressed. 
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1 INTRODUCTION, GENERAL BACKGROUND AND MOTIVATION 
1.1 INTRODUCTION 
Energy supply is a vital issue which specially concerns the society regarding the emission of 
GreenHouse Gases (GHG) and the need to reduce the use of fossil fuels. Such emissions are 
known to consequently contribute to the climate change and global warming, while at the same 
time they can lead to serious degeneration of the living environment and diseases. Moreover, there 
are also other serious issues related to the use of non-renewable fossil fuel feedstock, particularly 
the security of supply and their limited availability. 
The worldwide economic crisis since 2008 added additional challenges, leading the governments 
to establish new policies and financial incentives to support the implementation and development 
of renewable energies. The European Commission has set a target of achieving a 20% of the total 
energy consumption from renewable sources by the year 2020 [1], which will stabilize the CO2 
emissions, thus reducing the contribution to the global warming. 
Because of the use of fossil fuels, the current global CO2 emissions (2012) are 32.3 · 109 tonnes 
per annum (tpa), showing an alarming annual increment when compared to the 28.2 · 109 tpa 
emitted in 2005. Without effective measures to reduce this tendency, it has been forecasted that 
the CO2 emissions related to the energy consumption in the planet will further increase to 
35.6 · 109 tpa in 2020 and 43.2·109 tpa in 2040 [2]. 
The imposed reduction in CO2 emissions will require the immediate assumption of drastic 
measures. Among others, the development of highly-efficient energy capture, storage and re-use 
methods will be crucial in the next future. In the present situation, there is indeed a considerable 
scope for improving the energy efficiency. In the short or medium term, waste heat recovery and 
high temperature thermal energy storage can provide a huge leap to increase the energy efficiency. 
Currently existing power plants can use high temperature thermal energy storage to improve the 
energy balance of their operations, since the implementation of thermal storage will increase the 
flexibility and availability of heat and electricity in traditional or new power plants [3]. A report 
of the CSP Alliance gathers several studies where the Concentrated Solar Power (CSP) plants 
with thermal storage show a higher capacity value (selling price of the output electricity) than 
those without it (around 20 $/kWh of difference) [4]. 
In this context, the CSP emerges as a high valuable option inside the frame of renewable energies. 
This technology uses mirrors to reflect and concentrate sunlight onto the receivers. These 
receivers collect the concentrated solar energy and convert it into high-temperature heat used to 




current CSP plants under operation is their dispatchability. Solar energy is not available on-
demand, when and where it is needed. As a result, the majority of the CSP plants are supplied 
with Thermal Energy Storage (TES) systems. In this way, the solar energy is harvested when it is 
available, it is stored and then it is used when it is required, in the desired amounts and in a manner 
that is comparable to or better than conventional power plants. This is possible thanks to the 
development and industrial implementation of efficient and robust TES systems. Several decades 
after the first CSP plant came into operation, the maturity of this technology is undoubtedly 
proven. However, there are still many opportunities to develop new methods and to improve the 
presently existing ones. 
1.2 GENERAL BACKGROUND 
1.2.1 Concentrated Solar Power (CSP) 
1.2.1.1 The basic concept 
The solar radiation arriving at the Earth’s surface is composed of fairly scattered energy 
wavelengths. The photons comprising the solar radiation can be converted directly to electricity 
in photovoltaic devices 
These photons can also be used in CSP plants, where the solar radiation heats up a fluid that is 
used to drive a thermodynamic cycle. In these plants, it is necessary to concentrate the sunlight, 
using mirrors or optical lenses, to create a sufficiently high energy density and temperature level. 
Various strategies have been adopted for concentrating and capturing the solar energy in CSP 
technologies, giving concentrations of 25–3000 times the intensity of sunlight [5]. 
Concentrating systems (which are sometimes also used in photovoltaic devices) can only make 
use of direct radiation, and are therefore applicable in areas with clear weather. In cloudy or dusty 
areas, photovoltaic technologies (PV) without concentration are likely to be preferred [5]. Taking 
into account the Levelized Cost of Electricity (LCE), the price of kWhth is lower in the case of 
PV technologies. However, the main advantage of the CSP with respect to PV technologies is its 
dispatchability. The TES system allows producing energy during the night or cloudy periods. 
A CSP plant comprises four main sub-systems, as schematically shown in Figure 1-1: the 
concentrating system, the solar receiver, the storage and/or supplementary firing (“back-up 
system”) and the power block. They are linked together by a Heat Transfer Fluid (HTF) radiation 
transfer or fluid transport.  





Figure 1-1. Main components and sub-systems of a CSP plant including storage. Based on [3]. 
 
The solar receiver absorbs the concentrated solar energy and transfers it to the HTF. Then, the 
HTF is used to deliver high-temperature heat to the power block and/or to store solar heat in a hot 
storage tank. The HTF in the solar field and the power block working fluid may be the same, as 
in a CSP plant using Direct Steam Generation (DSG) [5]. 
1.2.1.2 The four CSP technologies 
As illustrated in Table 1-1, there are four CSP technologies that can be classified according to the 
method used to focus the sun’s rays and also according to the receiver technology. 
Regarding the method to focus the rays, there are two main systems: systems with a line focus 
(Parabolic Trough and Linear Fresnel) and systems with a point focus (Tower and Parabolic 
Dish). On the former systems, the sun rays are received in mirrors that track the sun along one 
axis and reflect the received rays to the focus, which remains on the same place whatever the sun 
position along the day. In those systems with a point focus, sun rays are received on mirrors that 
focus to the same point. The mirrors track the sun along two axes in order to harvest all the solar 
radiation along the day. 
Regarding the receiver, two different technologies are presently used, fixed receivers and mobile 
receivers. The receivers are fixed in Linear Fresnel systems and in the Tower systems. The first 
consists of several plane mirrors parallel to the receiver where the sun rays are reflected. The 
Tower systems are composed of heliostats which are tracking the sun position and focus to the 
tower. Mobile receivers are used in Parabolic Trough and Parabolic Dish systems. In the former 
case, the receiver consists in a parabolic reflector with the line receiver placed on their parabolic 
focus. In the Parabolic Dish system, the receiver is not a line but a point. Figure 1-2 provides 




Table 1-1. The four CSP technologies (based on [5]. Images from https://energy.gov/eere/sunshot/solar-multimedia). 
 FOCU S TY PE  
RECE IV ER  Line focus Point focus 
Fixed 





Parabolic Trough Parabolic dish 
  
 
Figure 1-2. A) Tower power. Gemasolar plant in Andalucia, Spain (Torresol Energy) [5]. B) Parabolic dish (DLR, 
Markus Steur) [5]. C) Solar receiver for trough technology (Ultimate Trough® test loop installation, California) with 
permission from schlaich bergermann partner. D) Solar receiver for Linear Fresnel technology (Plataforma Solar de 
Almería (PSA) [6]. 
 




In each technology, various options exist for the HTF, the storage technology, and the 
thermodynamic cycle. 
Synthetic oil and saturated steam are used as HTFs in commercial plants, while molten salt and 
superheated steam have come more recently into the market. The use of air (either at atmospheric 
pressure or pressurized) and of other pressurized gases (for example, CO2 and N2) is under 
development, while helium or hydrogen are used in the Parabolic Dish systems. 
Presently, liquid molten salt is the only commercial option for the thermal storage of the captured 
radiation to last some hours in order to better match the electricity production to the demand. 
Steam is sometimes used for short time (less than 1 hour) storage. 
Two types of thermodynamic cycles are currently employed for the production of energy: steam 
Rankine cycles, and Stirling cycles for parabolic dish concentrators [7]. Brayton cycles are 
presently under development. In these cycles a gas turbine is driven by pressurized gas heated by 
the solar collector. The combination of a Brayton cycle that supplies its waste heat to a Rankine 
cycle promises to achieve the best efficiency of all systems, and thus the highest electrical output 
per square meter of collector field [5]. 
1.2.1.3 Current performance and development status 
As of December 2016, the CSP market has a total capacity of 8784 MWe worldwide, among 
which 4800 MWe is in operation, 1260 MWe is under construction and 2709 MWe under 
development. Spain has a total operational capacity of 2304 MW, making it the world's leading 
country in CSP. USA follows Spain, having a total capacity of 1745 MW (Figure 1-3). Interest 
has grown in India, Chile, South Africa, Australia, China and a few Middle East countries [8]. 
Parabolic trough systems are currently the most largely proven CSP technology and dominate the 
global market, being installed in more than 80% of the CSP plants in operation and under 
construction. Tower systems have just started to be introduced into commercial applications while 
the Linear Fresnel plants are currently making the transition to commercial applications. Parabolic 





Figure 1-3. CSP Projects around the world (December 2016) [8]. 
 
1.2.2 Thermal Energy Storage (TES) technologies 
1.2.2.1 The basic concept 
A distinctive characteristic of CSP is the inherent option to incorporate TES. The main value of 
adding TES is that it enables a CSP plant to provide ‘dispatchable power’, helping the grid 
operator to reliably match supply and demand. 
The basic concept of using TES to extend the hours of generation of a CSP plant is illustrated in 
Figure 1-4. The CSP plant includes a solar field which is larger than would otherwise be needed 
to drive the steam turbine at full capacity during daylight. The excess heat generated during the 
sunnier part of the day is sent to storage, which can then be drawn on later in the day to meet 
demand for electricity when the sun is no longer shining, thus improving the usage of the power 
block, and therefore the productivity of the plant. Depending on the extent to which the solar field 
is over-sized in relation to the turbine capacity, incorporating thermal storage capacity can extend 
the operating period of the CSP plant by a few hours after sunset up to 24 hours. 





Figure 1-4. Extending operating hours of a 50 MWe CSP plant with thermal storage to follow the demand curve of a 
normal mid-summer day in Spain. Demand curve derived from RED Electrica de España and CSP load from 
computer simulation (https://demanda.ree.es/demandaEng.html) [5]. 
According to the method of storing the thermal energy, TES can be classified as sensible heat 
storage, latent heat storage and thermochemical storage. 
1.2.2.2 Sensible heat storage 
In sensible TES systems, the thermal energy is stored by raising the temperature of the storage 
medium, which is typically either a solid or a liquid. The thermal energy is released by lowering 
the temperature of the storage medium. The amount of energy stored depends on the quantity of 
the storage material (m), the specific heat capacity of the material (cp) and the temperature change 
(ΔT) and it is determined by Eq. 1-1. All the TES systems currently installed in CSP plants use 
sensible storage, e.g. by storing the thermal energy in oil, molten salt, steam, ceramic or graphite. 
𝑄 = 𝑚𝑐𝑝∆𝑇 Eq. 1-1 
The state-of-the-art on the use of storage material for CSP plants is the so called “molten salts”. 
For example, mixtures of nitrate salts such as Hitec® (40 wt% NaNO2, 53 wt% KNO3, 7 wt% 
NaNO3), Hitec XL® (48 wt% Ca(NO3)2, 45 wt% KNO3, 7 wt% NaNO3) and Solar Salt (60 wt%  
NaNO3,  40 wt%  KNO3) [10] have been commercially deployed in Parabolic Trough and Tower 
Systems. Synthetic oils (Therminol VP-1™ [11], Dowtherm™ [12], etc.) were the common 
working fluid in trough plants before the use of molten salts as HTF emerged (CSP plant 
Gemasolar (Spain), 2010). Solar Salt is relatively cheap and has the highest maximum operating 
temperature; however, it freezes at 220 °C, which in some cases requires quite expensive anti-
freeze systems. Hitec and Hitec XL have a more desirable freezing temperature of 120–140 °C 




1.2.2.3 Latent heat storage 
A latent TES stores and releases the thermal energy as latent heat during a material phase change. 
The materials employed for this purpose are known as Phase Change Materials (PCMs). Adequate 
materials for PCMs take advantage of the large latent heat that can be stored/released by changing 
a material from one phase to another (generally solid to liquid). Latent Heat Storage TES 
(LHTES) has attracted considerable attention for CSP applications over the past decade [6]. The 
amount of the energy stored is governed by, both the specific heat and the phase change enthalpy, 
and can be calculated by Eq. 1-2.  
𝑄 = 𝑚[𝑐𝑝,𝑠(𝑇𝑚 − 𝑇𝑠) + ℎ + 𝑐𝑝,𝑙(𝑇𝑙 − 𝑇𝑚)] Eq. 1-2 
where cp,s and cp,l are the average specific heats of the PCM in solid and liquid phases, 
respectively, Tm is the melting temperature, h is the phase change enthalpy, and Ts and Tl are 
temperatures of the solid and liquid PCM, respectively. 
Due to the nature of phase change, a large energy is absorbed/released to change the materials 
from solid to liquid (or viceversa), without changing the temperature of the system. Therefore, a 
LHTES system can offer nearly isothermal heat storage/releasing. If a temperature gradient is 
sought, LHTES offers a considerably higher storage density compared to a sensible storage 
system with the same temperature change. As a result, it enables a smaller (and potentially 
cheaper) storage system compared to a sensible storage system. Currently, no commercial LHTES 
system has been used in utility-scale CSP applications. 
Due to the high temperature requirements for CSP systems, inorganic salts/salt eutectics and 
metals/metal alloys are potential PCMs [13,14]. Salts have been the most studied PCMs to reduce 
the cost of thermal storage. However, salts have low thermal conductivity, which limits the heat 
transfer between the HTF and the PCM, particularly during discharging. This restricts the actual 
use of the system. Considerable efforts have been made to enhance the heat transfer within PCM 
storage systems, including extending the heat transfer surface by encapsulating the PCM [15,16], 
adding fins to the wall of the heat exchanger tubes [17], adding heat pipes or thermosiphons in 
the system [18] and composing high thermal conducting composite materials into the PCM [19]. 
Inexpensive metals and metal alloys containing zinc, aluminum, copper, magnesium and silicon, 
have also been investigated [20,21]. Since they are high thermal conducting materials, heat 
transfer is enhanced with respect to molten salt-based PCM. However, their higher fire risk, cost 
and density in comparison to inorganic salts reduce its applicability. 
 
 




1.2.2.4 Thermochemical energy storage 
In thermochemical storage the energy is stored by means of a reversible chemical reaction (Eq. 
1-3) 
𝐴𝐵 + 𝐻𝑒𝑎𝑡 ⇔ 𝐴 + 𝐵 Eq. 1-3 
In the endothermic reaction, generally a chemical reactant AB absorbs the heat supplied from the 
solar field and is dissociated into two products, A and B, which can be stored separately. In the 
reverse process (exothermic reaction), the chemicals A and B are put in touch to produce AB, 
with a heat release. The amount of heat stored in a thermochemical process is given by Eq. 1-4 
[22]. 
𝑄 =  𝑎𝑟𝑚∆𝐻 Eq. 1-4 
where, ar is the fraction reacted, m is the mass of the reactant AB and ΔH is the heat of reaction 
per unit mass. Thermochemical storage possesses high energy density, much higher than the latent 
heat or sensible storage processes, and negligible heat loss, which potentially offers a long-term 
storage option with relatively small storage volume. The sorption processes are usually able to 
store low and medium grade heat at a temperature below 400 °C and the heat of reaction is 
typically between 20 and 70 kJ·mol-1. The investigated processes include metal salts with water, 
ammonia, methanol or methyl-ammonia and metal alloys with hydrogen. Other type of chemical 
reactions allow the energy to be stored at temperatures over 400 °C with a higher heat of reaction, 
from 80 to 180 kJ·mol-1 [23].  
The volumetric energy density of thermochemical TES is 5–10 times higher than latent and 
sensible TES respectively [9]. Compared to sensible and latent heat storage, thermochemical 
storage is still at a very early stage of development and so far most of the systems were only tested 
at a laboratory scale for short discharging periods. Large-scale experiments are required to prove 
the efficiency and economic feasibility of the thermo-chemical storage system for both short and 
long-term storage. 
1.2.2.5 Types of TES systems 
TES systems in CSP plants can be classified as active or passive systems [22,24] (Figure 1-5).  
- An active storage system is mainly characterized by forced convection heat transfer into the 
storage material. The storage medium itself circulates through a heat exchanger, a solar receiver 
or a steam generator. This system uses one (thermocline) or two tanks as storage media. Active 
systems are subdivided into direct and indirect systems. In a direct system, the HTF also serves 





- Passive storage systems are generally dual medium storage systems: the HTF passes through the 
storage only for charging and discharging a solid material. The HTF carries energy received from 
the energy source to the storage medium during charging, and receives energy from the storage 
when discharging (these systems are also called regenerators). The main disadvantage of 
regenerators is that the HTF temperature decreases during the discharging as the storage material 
cools down. In addition, the heat transfer is rather low as usually there is no direct contact between 
the HTF and the storage material and the heat is transferred via a heat exchanger.
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Figure 1-6. Schematic view of (a) a two-tank direct TES system, which uses the same HTF in the solar energy 
receiver and in the TES system and (b) an two-tank indirect TES system, which uses different HTFs in the 
solar energy receiver and in the TES system, requiring an additional heat exchanger [25]. 
 
 
Figure 1-7. Thermocline indirect (a) and direct (b) integration of TES in a CSP system [26]. 
The storage system most commonly used in commercial Parabolic Trough plants, uses a two-
tank, indirect storage approach (Figure 1-7b). The thermal oil emerging from the solar collector 
may be diverted to a heat exchanger, where its heat is transferred to the heat storage medium – 
molten salt. The hot salt can subsequently be used to heat the thermal oil instead of the solar field. 
The molten salt is a mixture of sodium and potassium nitrate (60:40 wt%), also called Solar Salt, 
with a melting temperature around 238 ºC. The salt is transferred between the “cold” and the “hot” 
tank, which are at temperatures about 291 and 384 ºC respectively. This technology was first 




technology. An amount of 28,500 tonnes of Solar Salt for a total storage capacity of 1010 MWh 
are confined inside two tanks of 14 meters high and 36 meters of diameter. This system provides 
7.5 to 8 hours of thermal energy. 
An alternative two-tank system uses direct storage: the HTF also acts as the TES medium (Figure 
1-7a), removing the need for a heat exchanger, and hence reducing the cost and increasing the 
overall efficiency. The technical feasibility of this option has been demonstrated for thermal oil 
in a Parabolic Trough plant (the SEGS-1 plant in California), and for molten salts in a Parabolic 
Trough demonstration plant (the ARCHIMEDE plant in Sicily, Italy) and in central receiver 
plants (the SolarTwo plant in California and the Gemasolar plant in Spain). In practice, direct 
storage using thermal oil is limited to operating temperatures below 400 °C due to the thermal 
stability of the oil, and to low capacity systems due to the fire hazard associated with storing large 
quantities of hot oil. Molten salts have been proven to operate at temperatures up to 570 °C, 
reducing the amount of salt needed, but long-term experience of the reliability of the concept is 
not yet available. In this option, the “cold” and “hot” tanks filled-in with the Solar Salt work at 
temperatures of 290 ºC and 565 ºC, respectively. 
A single thermocline tank storage, which eliminates the need to have a second tank, enables a 
potential cost reduction of 35% compared to the two-tank storage [9]. In the thermocline systems, 
the hot and cold fluids are stored in the same tank, separated due to the thermal stratification [24]. 
Also, research has been conducted to use low-cost filler materials to reduce the overall required 
amount of the relatively higher cost molten salt storage medium [24]. 
In the active storage systems with steam accumulators, charging takes place when superheated 
steam or saturated water enters a pressurized storage tank that initially contains saturated steam 
and saturated water. The discharging process takes place by reducing the pressure in the storage 
tank. This results in the production of saturated steam that decreases in pressure as the discharging 
process occurs. Steam accumulators are well-suited for CSP plants with DSG: steam is produced 
directly in the solar field and then used in the power block to produce electricity. Steam that is 
produced in excess can be diverted to the steam accumulator. 
Passive storage systems are mainly solid storage systems (concrete and castable materials). In the 
case of concrete storage, the solar energy of the solar field is transferred from the HTF to the solid 
storage material system. The storage material contains a tube heat exchanger to transfer the 
thermal energy from the HTF to the storage (Figure 1-8). A tubular heat exchanger is integrated 
into the storage material (Figure 1-9). 
This heat exchanger corresponds to a significant share of the investment costs. The design of the 
geometry parameters, like the tube diameter and the number of pipes, is very important for the 




performance of the TES system. 
 
Figure 1-8. Scheme of a parabolic through power plant, with concrete (or castable ceramics) storage system [24]. 
 
 
Figure 1-9. View of the tubular exchanger into the concrete beam [27]. 
 
1.2.2.6 Challenges and cost reduction of the current two-tank system 
As detailed in the TES systems analysis, the most widely implemented system nowadays is the 
two-tank indirect configuration. Indeed, this system presents drawbacks regarding the overall 
plant performance and costs. The use of molten salts as HTF and storage material at the same 
time eliminates the need for expensive heat exchangers. In this way, the solar field can be operated 
at higher temperatures than with the current HTFs, increasing the temperature drop across the 
turbine. Higher temperature drops increase the efficiency of the turbine power-cycle and the 
stored energy density of the sensible portion of the TES system. These advantages are signaled 





Figure 1-10. Advantages of an active two-tank TES system according to Chiyoda Corporation (https://www.chiyoda-
corp.com/technology/en/green_energy/solar_energy.html) 
 
Nevertheless, the molten salts freeze at relatively high temperatures (120–220 ºC), and this means 
that special care must be taken to ensure that the salt does not solidify in the solar field piping 
during the night. Hence, the protection and maintenance against the salt freezing has to be 
carefully planned and managed, increasing maintenance and operation costs [24]. On the other 
hand, results reported by D. Kearney concluded that the use of the molten salt as a HTF made 
economic sense only if the solar plant included a thermal storage system [28]. 
A relatively easy way to improve the economics of this system is to increase the heat capacity of 
the storage fluid. The minimum required heat capacity for a sensible storage material is a function 
of the temperature drop across the turbine. The heat capacity and the temperature drop together 
determine the stored energy density of the TES system. Other factors are the costs of the storage 
material, the tank and the piping materials that are required for the TES system. For the two-tank 
storage system, the low-temperature tank is normally at 300 ºC, so the temperature drop across 
the power block is determined by the maximum operating temperature [29]. 
In view of these potential advantages and savings, the increase of the specific heat of molten salts 
has been a new field of research in the last few years. The addition of tiny amounts of 
nanoparticles to these molten salts has demonstrated to produce enhancements of their specific 
heat. These materials are known as Molten Salt-Based Nanofluids (MSBNFs) or Nano-enhanced 
PCMs (NePCMs) and have attracted the attention of many research groups worldwide. 
 





As stated on the previous introduction, the insufficient thermal properties of the molten salts can 
potentially be improved by doping them with nanoparticles. The inclusion of nanoparticles at 
minute concentrations has been claimed to significantly enhance the thermal conductivity and the 
specific heat capacity of the molten salts [30–32]. 
Thus, this thesis will focus on the addition of silica and alumina nanoparticles to the molten Solar 
Salt to enhance its specific heat capacity and thermal conductivity. Solar Salt is the currently used 
storage and HTF material in the direct two-tank TES systems. 
Besides, Sodium Nitrate has been selected as PCM to study how their phase change properties 
(latent heat and melting temperature) are affected by the presence of the nanoparticles. This PCM 
is considered a good candidate to be used in DSG solar power plants, because of the proper match 
between its melting temperature (306 ºC) and the phase change temperature of the steam (310 ºC 
at a pressure of 100 bar) [33,34]. Some authors have studied how the phase change properties are 
influenced by the addition of nanoparticles to inorganic salts with controversial results [31,32,35–
40]. However, the addition of nanoparticles to the Sodium Nitrate has not been investigated so 
far. 
The general focus of this thesis is to develop MSBNFs or NePCMs as close as possible to the 
current industrial requirements of the CSP technology.  
 
1.4 OBJECTIVES 
The present thesis aims to strengthen and to provide new knowledge in the field of TES and heat 
transfer by molten salts on the CSP plants. The main objective is to develop a nanostructured 
material based on nitrate salts with improved thermophysical properties, suitable to be employed 
as HTF and TES in CSP plants. Therefore, the synthesis procedure and the raw materials have 
been selected with the objective of a future commercial implementation. This material is intended 
to be used as sensible and latent storage media, and/or HTF in the thermosolar plants. This will 
be accomplished by fulfilling the following research objectives: 
- To develop precise and reproducible methods to characterize the specific heat and the 
nanoparticle size distribution in nanofluids or NePCMs based on nitrates. 
- To precisely characterize the thermal properties of the nitrate salts of commercial purity which 





- To properly select and analyze the nanoparticles (SiO2 and Al2O3) which are further added to 
the nitrate salts. The absence of chemical interactions with the molten salt is foreseen. 
- To develop a new synthesis method of the nanofluid or the NePCM ahead of the current state-
of the-art, by reducing the amount of water and energy required to perform the process. The 
method also aims to keep the size of the nanoparticles at the nanometric scale, by avoiding their 
clustering and agglomeration during the preparation. 
- To analyze the thermal properties of the developed nanofluids or NePCMs: the specific heat, the 
latent heat and the thermal conductivity. Specifically, the behavior of the material under the 
following cases is studied: 
 The influence of the nanoparticle percentage (0.5, 1.0 or 1.5 wt%) on the specific heat, 
latent heat and thermal conductivity of the material. 
 The influence of the synthesis method, the size and shape of the nanoparticles, and the 
base salt on the specific heat. 
- To evaluate the stability of the nanoparticles on the molten salt in the long term. 
- To determine the rheology of the nanofluids under variable shear rates and temperatures, 
studying the suitability of the rheological methods performed. 
In summary, this thesis is conceived to study the most important aspects concerning the industrial 
application of the MSBNFs or NePCMs based on nitrates. 
 
1.5 STRUCTURE OF THIS DOCUMENT AND METHODOLOGY 
This thesis has been organized in nine chapters (Figure 1-11): The Chapter 1 consists of a brief 
introduction and a general background of the thermosolar and TES technologies. Chapter 2 
presents an in-depth literature review on the molten salt-based nanofluids up to the present date. 
Chapter 3 describes the inorganic salts and nanoparticles used on the thesis as well as every 
experimental method employed for their characterization. Chapter 4 details the experimental 
study carried out to set up the synthesis procedure. Chapter 5 gathers the results of the thermal 
properties of Solar Salt-based nanofluids: thermal cycling, specific heat and thermal conductivity. 
Chapter 6 is devoted to the thermal properties of the Sodium Nitrate-based NePCMs. Chapter 7 
deals with the stability of the nanoparticles suspended in the molten salt in the long term. Chapter 
8 analyzes the rheological behaviour of the nanofluids. Chapter 9 gathers the main conclusions of 
the thesis and displays the challenges and future works in this research field. 




The scientific contributions (journal articles and conference proceedings) have been included 
along the text. A comprehensive list of them is detailed at the end of the document. 
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2 JOURNAL CONTRIBUTION 1. MOLTEN SALT-BASED NANOFLUIDS AS 
EFFICIENT HEAT TRANSFER AND STORAGE MATERIALS AT HIGH 
TEMPERATURES. AN OVERVIEW OF THE LITERATURE 
Authors: Belén Muñoz-Sánchez, Javier Nieto-Maestre, Iñigo Iparraguirre-Torres, Ana García-Romero and 
Jose M. Sala-Lizarraga 
Journal: Renewable & Sustainable Energy Reviews. (accepted for publication) 
Abstract: The research in the field of nanofluids has experienced considerable advances from their 
discovery two decades ago. These liquid mixtures with tiny quantities (<10% in volume) of nanometric 
size solid particles (<100 nm) in suspension have a great potential for thermal management applications 
due to their excellent thermophysical properties. The so-called traditional nanofluids (based on water or 
industrial oils) have been extensively studied so far with a special focus on the enhancement observed in 
their thermal conductivity. Experimental results, mechanisms and models regarding these materials have 
been published and reviewed on a large number of articles. A new kind of nanofluids based on inorganic 
salts has been developed in the last few years with the aim of storing and transferring thermal energy at 
high temperatures. These Molten Salt-Based Nanofluids (MSBNFs) are characterized by a considerable 
increase of their specific heat due to the presence of particles at the nanometric scale. On the contrary, the 
specific heat of the traditional nanofluids is lower compared to that of the base fluid. This surprising 
behaviour has caused an opened debate in the scientific community, which is currently dealing with these 
controversial results and the lack of theories and models for these materials. This article reviews the 
published scientific contributions on MSBNFs. The influence of several facts on the specific heat is deeply 
analysed, as well as the synthesis methods. Other important aspects related to the behaviour and 
development of the MSBNFs such as the stability of the NanoParticles (NPs) in the molten salt, their latent 
heat, viscosity and thermal conductivity, have also been reviewed in this article. Finally, the difficulties and 
challenges concerning the further development of these materials have been summarized and the main 
conclusions have been listed. 
Keywords: Nanoparticles · Nanofluid · Specific heat capacity · Thermal energy storage · Molten salt · 
Concentrated solar power 
2.1 INTRODUCTION 
Nanotechnology has become a worldwide revolution in the last decades. The possibility of 
manipulating materials at the atomic and molecular level has led to achieve extraordinary 
attributes and features unimagined before.  
In the framework of this broad field of research, nanofluids emerged recently as a promising 
material for thermal transfer and storage. They are composed of a base fluid where nanometric 
sized solid particles (less than 100 nm) are dispersed in volume concentrations typically lower 
than 10% [41]. The inclusion of nanostructures into a fluid causes an anomalous increment of its 




particles in the range of microns or millimetres to a fluid with the aim of improving its thermal 
properties is not a new idea. Maxwell was the first researcher who proposed a model for solid 
particles suspended in a fluid in 1873. In spite of their theoretical benefits regarding heat transfer 
features; these mixtures are limited on their practical application due to the particle sedimentation, 
the increment of the pressure drop in pipelines and the erosion they can produce [44–47]. In 
contrast to this situation, nanofluids have overcome the issue of stability because of the Brownian 
motion shown by nanostructures suspended in a liquid. These materials were first defined by Choi 
and Eastman in 1995 [42]. Goldstein and co-workers [48] specified that these particles may be in 
colloidal suspension. The initial experiments carried out by Choi and colleagues [43] consisted 
on dispersing CuO NPs in water to a concentration of 5% vol. An improvement of 60% was 
achieved compared to the thermal conductivity of the water. In addition, the new fluid gave 
excellent suspension results, with no significant settling of NPs. 
The increment of the thermal conductivity has been also accomplished by many other researchers 
on a wide diversity of nanofluids. Carbon-based nanostructures and/or ceramic and metallic NPs 
have been used as additives to the base fluids. A large number of publications has been devoted 
to the research of water-based nanofluids [41,45]. In addition, other base fluids, such as 
ethylenglicol [49–51] and several kinds of engine oil [52,53] have been employed. They are 
known as traditional nanofluids.  
However, several industrial processes require the application of fluids which operate at 
temperatures higher than those suitable for the above mentioned fluids. They are of special 
importance in Concentrated Solar Power (CSP) plants because their production depends on the 
efficient conversion of the thermal energy coming from the sun into electricity at temperatures 
higher than 300 ºC. The transport of the thermal energy is currently done through industrial oils, 
known as Heat Transfer Fluids (HTFs), which are thermally stable up to 400 ºC. The use of molten 
salts as HTFs has been put on practice in the last few years [10,54]. It allows working in a wider 
temperature range, thus increasing the process efficiency. Besides, the use of molten salts as 
Thermal Energy Storage (TES) material has been a common practice in CSP [24,55]. The main 
advantages of using molten salts for these applications are their low cost and thermal stability up 
to higher temperatures (>550 ºC). On the other hand, their poor heat transfer rate limits their 
industrial implementation. The improvement of their thermophysical properties (the specific heat, 
cp, and the thermal conductivity, k) is the key to push forward the TES systems and new HTFs in 
CSP facilities. 
With the aim of fulfilling this need, a new kind of nanofluid was developed six years ago by Shin 
and Banerjee at the University of Texas at Arlington [56]. They utilized an inorganic salt (the 
eutectic mixture Li2CO3-K2CO3 62:38 mol) as the base fluid and SiNPs as the addition material. 
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The specific heat of the developed mixtures presented the maximum enhancement (+100% of the 
base material) when only 1% by weight of NPs were mixed with the salt. The authors suggested 
that costs might be cut off by 50%, due to a combination of higher operating temperatures (higher 
thermodynamic efficiency) and the diminution in the amount of material required to store the 
same thermal energy. This work was the seed of the subsequent investigation of MSBNFs for 
many scientists around the world. The synthesis procedure and the specific characterization 
methods for these novel nanostructured materials were established by this research group for the 
first time. Several combinations of inorganic salts and different NPs can be presently found in the 
technical literature (Table 2-1). The results of the reported specific heat and other properties are 
controversial. Besides, the mechanisms which govern the interaction between the NPs and the 
molten salt are not still well-known nor understood. As a result, they are under the critical eye of 
the scientific community. 
As mentioned before, the main purpose of MSBNFs is the thermal energy storage and transfer in 
CSP plants. This material can be used on three different ways for this application: 1) as sensible 
storage media 2) as HTF and 3) as latent heat storage media (also known as Nano-enhanced Phase 
Change Materials, NePCMs). The desirable features of MSBNFs are listed below: 
- Enhanced heat transfer properties compared to the base fluid: higher thermal conductivity, 
higher specific heat and higher latent heat. 
- Stability of the NPs dispersion in the molten salt during long periods of time. 
- Stability and no degradation of the nanostructured material under thermal cycling. 
- Small or negligible increment of the viscosity due to the presence of NPs to allow an efficient 
pumping of the nanofluid. 
- Chemical compatibility and absence of physical erosion with the container materials. 
This review provides a comprehensive summary of the materials, the synthesis procedures and 
the thermal and rheological properties of MSBNFs according to the scientific publications up to 
date. The theoretical models which explain the increment of specific heat and the molecular 
simulation results are also described. Finally, the main challenges of these novel nanostructured 
materials are listed. The present study complements and enriches the information published in 
recent reviews [57,58]. The novelty of our study is the detailed analysis of the factors affecting 
the specific heat of MSBNFs such as the NPs concentration, their shape and nominal size, the 
synthesis procedure and the base salt employed. In addition, we have reviewed for the first time 
the latent heat, the thermal and long-time stability, the thermal conductivity, the microstructure, 
the chemical compatibility and the cost estimation of MSBNFs. 
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2.2 THEORETICAL MECHANISMS AND SIMULATIONS 
The study of MSBNFs is a relatively recent field of research, which is on its infancy. Until now, 
the major efforts of the research works have been focused on obtaining empirical results (Section 
2.5). The proposal of suitable models and mechanisms to elucidate the heat transference through 
these materials is still scarce. A brief review of the available models and computational 
simulations is reported below. These works are focused on modelling the enhancement of the 
specific heat of MSBNFs since this is the most significant feature of these materials. 
2.2.1 Mechanisms of specific heat enhancement 
The prediction of the specific heat of traditional nanofluids is usually made through the 
assumption of a thermal equilibrium between the NPs and the surrounding fluid. The model 
proposed in the Eq. 2-1 by Pak and colleagues [59] was improved by Zhou and co-workers in 
2008 [60] with the Eq. 2-2 to match more accurately their experimental results of alumina-water 
nanofluids. These expressions take into account the amount of the base fluid and NPs and the 
value of their specific heat respectively.  
𝑐𝑝,𝑛𝑓 = ф𝑐𝑝,𝑛𝑝 + (1 − ф)𝑐𝑝,𝑏𝑓 Eq. 2-1 
𝑐𝑝,𝑛𝑓 =
ф𝜌𝑛𝑝𝑐𝑝,𝑛𝑝 + (1 − ф)𝜌𝑏𝑓𝑐𝑝,𝑏𝑓
ф𝜌𝑛𝑝 + (1 − ф)𝜌𝑏𝑓
Eq. 2-2 
where cp is the specific heat (kJ·kg-1·K-1), ф is the volume fraction and ρ is the density (kg·m-3). 
Subscripts nf, np, and bf denote nanofluid, nanoparticle and base fluid, respectively. 
Most of the experimental results of conventional nanofluids are in agreement with the Eq. 2-2. 
The conventional nanofluids show a low specific heat due to the poor specific heat of the NPs (in 
general, cp,np<2 kJ·kg-1·K-1) compared to the base fluid (i.e. the specific heat of water is 4.2 kJ·kg-
1·K-1).  
Nevertheless, in the MSBNFs the disparity between the experimental results and those predicted 
by the Eq. 2-2 has been described on several works [37,56,61–64]. In this case, the specific heat 
of both the inorganic salt and the ceramic NPs is very similar (<2 kJ·kg-1·K-1).  
Shin and Banerjee [63] were the first researchers on proposing three theoretical models based on 
the previous heat transfer theories to explain these anomalous results (Figure 2-1). These 
mechanisms are focused on the interactions between the NPs and the liquid salt at a molecular 
level and may occur independently from one another. Several articles discuss these three models, 
along with the experimental results [31,39,56,57,65–67]. 
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Mode I. Higher specific heat capacity of NPs than the bulk material. There are both theoretical 
[68] and experimental [69] evidences which support that the specific heat of NPs is enhanced with 
the reduction in size. The reason is that the atoms placed onto the surface of the NPs are less 
confined and their low vibration led the NPs to have a higher surface energy. These atoms have 
quantized energy which is constrained by the NPs size. Increments up to 25% of the specific heat 
of ANPs were observed compared with the value of the bulk material [69].  
Mode II. Solid–fluid interaction energy. The existence of a great interfacial thermal resistance 
between NPs and the ions of the molten salt may increase the thermal storage potential of the 
nanofluid. This interfacial thermal resistance (known as Kapitza resistance) is due to the high 
surface area per unit mass, distinctive of NPs, and negligible at the macroscale [70].  
Mode III. ‘‘Layering’’ of liquid molecules at the NPs surface. The ions of the molten salt 
surrounding the NPs surface are ordered forming a special “semi-solid” liquid layer. It has 
superior thermal properties compared to the bulk liquid. Their thickness has been estimated by 
Molecular Dynamics Simulation (MDS) to be around 2-5 nm [63]. The amount of created “liquid 
layers” depends on the surface energy of the NPs. The existence of these peculiar structures was 
experimentally demonstrated by Oh and co-workers [71] with Transmission Electronic 
Microscopy (TEM). The images showed that the layers of liquid aluminium are adhered over a 
sapphire surface (Figure 2-2). In this way, there is a certain NPs size which may maximize the 
number of liquid layers adhered to its surface and achieve a maximum improvement of the 
specific heat.  
 
 
Figure 2-1. Models proposed by Shin and Banerjee for the enhancement of specific heat on MSBNFs. Reprinted with 






Figure 2-2. Semi solid layers of liquid aluminium at the interface of sapphire. Reprinted with permission from [71] 
M. Thoms [40] considered the models of Shin and Banerjee and discussed in depth the concepts 
and hypothesis about the adsorption of molecules at the liquid-solid interface. This author 
demonstrated experimentally the strong influence of the NPs size on the specific heat of MSBNFs. 
The existence of an adsorbed layer of salt ions around the NPs was proposed and its thickness 
was estimated to be around 5-7 nm. 
In addition Shin, Tiznobaik and Banerjee [72] proposed a general model to describe the specific 
heat enhancements in the MSBNFs. Fractal-like structures composed of ions of the inorganic salts 
have been observed in this kind of nanofluids (depicted in Figure 2-3. More examples included 
in Section 2.5.5). These special nanostructures possess superior thermal properties and are 
thought to be responsible of the high specific heat of the MSBNFs. The amount of the described 
structures is higher than the NPs concentration, which means that are also constituted by the salt 
components. Each ion establishes a different electrostatic interaction with the NPs and a 
concentration gradient on the NP surface occurs (Figure 2-4). 
 
Figure 2-3. A high-resolution TEM of the NPs and the nanostructures. Reprinted with permission from [72]. 
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Figure 2-4. (a) Homogeneously dispersed ionic compound. (b) One component is more attracted to the NP surface 
due to the difference in electrostatic interactions. (c) The component on the NPs surface starts to crystallize and forms 
a nanostructure. Reprinted with permission from [72]. 
They theorized that these special nanostructures have a substantial effect on the specific heat of 
the whole material and must be considered in the model predictions. Hence, they proposed the 
inclusion of a new term on the Eq. 2-2, which was rearranged as appears on the Eq. 2-3: 
𝑐𝑝,𝑡 =
𝑚𝑛𝑝𝑐𝑝,𝑛𝑝 + 𝑚𝑛𝑠𝑐𝑝,𝑛𝑠 + 𝑚𝑓̅𝑐𝑝,𝑓̅
𝑚𝑛𝑝 + 𝑚𝑛𝑠 + 𝑚𝑓̅
Eq. 2-3 
where cp is the specific heat (kJ·kg-1·K-1) and m is the mass (kg). Subscripts t, np, ns and f̅ denote 
the nanomaterial, the nanoparticle, the nanostructure and the remaining base fluid (without the 
nanostructure), respectively. 
On the other hand, Lu and Huang [61] studied for the first time the influence of the NPs size on 
the specific heat of Solar Salt (NaNO3-KNO3 50:50 mol) doped with ANPs. In addition to the 
experimental results (described in Section 2.5.1.2), they proposed a model based on the Eq. 2-2, 
considering the contribution of the nanolayer on the NPs surface theorized by Shin and Banerjee 
[63] (Eq. 2-4): 
𝑐𝑝,𝑚 =





 is the specific heat (kJ·kg-1·K-1) and W is the weight (kg). Subscripts m, layer, np, f and
nf denote the nanomaterial, the nanolayer, the nanoparticle, the base fluid and the nanofluid, 
respectively. 
They observed experimentally a reduction of the specific heat of the nanofluid compared to the 
base fluid. This diminution was more pronounced for a nanofluid containing smaller NPs. There 




Their experimental results fit perfectly with the Eq. 2-4. 
All these models were recently gathered and studied in detail by Khanafer and colleagues [73]. 
They analysed first the existing models for the traditional water-based nanofluids. Then, they 
discussed the mentioned contributions to formulate a prediction of the specific heat of MSBNFs. 
In view of the incongruences between different researchers, they remarked the fact that more 
experimental and theoretical investigation is needed.  
Ho and Pan [66] developed an interesting model to calculate the interfacial area of the NPs in a 
nanofluid composed of the Hitec salt (KNO3-NaNO3-NaNO2, 53:40:7 mol) and ANPs. This 
parameter is a reliable predictor of the specific heat enhancement of the MSBNFs since the 
interfacial interactions between the NPs and the salt are the key of the proposed model. The 
authors analysed exhaustively the NPs size with Scanning Electronic Microscopy (SEM) images 
and established the amount of isolated and agglomerated NPs. An expression of the available 
interfacial area was proposed from these data which takes into account the contribution of both 
individual NPs and clusters. 
Riazi and his colleagues [58] reviewed recently the specific heat of ionic liquids and MSBNFs. 
The interaction between the salt ions and the NPs were detailed extensively, with a special 
emphasis on the colloidal stability of the NPs on the molten salts. The three models proposed by 
Shin and Banerjee [63] were analysed and the inconsistencies between the results from different 
investigations were outlined. 
 
2.2.2 Molecular Dynamics Simulation (MDS) 
MDS is a powerful tool which provides information about the movement of atoms and molecules 
in a certain system. This is of special interest to compute some properties in MSBNFs which 
cannot be experimentally determined such as the heat transport at molecular level or the features 
of the nanolayer. In spite of its utility, a small number of studies have applied this technique to 
MSBNFs up to this date. 
Shin [30] performed the simulation of the interfacial thermal resistance of the eutectic mixture of 
carbonates (Li2CO3-K2CO3 62:38 mol) mixed with two different nanostructures: on one hand 
carbon nanotubes (CNT) and on the other hand SiNPs. The interfacial thermal resistance of the 
NPs may act as a thermal barrier to the improvement of the effective thermal conductivity. The 
objective was to determine the optimal size of the NPs which maximized the effective thermal 
conductivity). With regard to the CNT nanofluid, no significant differences of the interfacial 
thermal resistance were observed with variations of the initial NPs temperature, the number of 
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atoms in the system and the size of the CNT. The independency between the thermal conductivity 
and the NPs size was also analyzed on the simulations performed with silica-based nanofluids. 
These simulations showed that the “nanolayer” composed of the salt molecules and developed 
around the NPs surface possess higher density than the bulk molten salt. 
The interfacial thermal resistance of the eutectic mixture of carbonates (Li2CO3-K2CO3 62:38 
mol)-based nanofluids was also analysed by Jung [74]. First, a model for the enhancement of the 
specific heat was proposed and MDS was applied to several nanofluids (gold-water, sapphire-
liquid Al, copper-liquid Ar). These simulations were further compared to the eutectic mixture of 
carbonates with addition of SiNPs. According to the results, the author outlined the following 
conditions which may cause the specific heat enhancements on MSBNFs: the specific heat of the 
compressed phase (nanolayer) must be greater than the liquid phase, the NPs density must be as 
low as possible, the density difference between the nanolayer and NPs must be maximized and 
the NPs size must be under a critical threshold (5-6 nm). The interfacial thermal resistance of 
nitrate-based nanofluids was also investigated. The solvent composition (KNO3-NaNO3 40:60 
wt% and 60:40 wt%), the NPs nature (Al2O3, SiO2, SiC and Single-Wall Carbon NanoTubes 
(SWCNT)) and the NPs size were the factors analysed. A mixture of the eutectic mixture of 
carbonates and SWCNT was also simulated to compare the results with those of the nitrates. The 
MDS led to several conclusions about the interfacial thermal resistance of NPs in molten nitrates: 
independency of the NPs size, weak correlation with fluid composition and the SWCNT were the 
NPs with the highest interfacial thermal resistance. On the other hand, the carbonate-based 
nanofluids offered lower thermal resistance than the nitrate-based ones. 
The effect of the solvent composition on the specific heat of MSBNFs was also studied by Jo and 
Banerjee [65]. The eutectic mixture of carbonates (Li2CO3-K2CO3 62:38 mol) was the base fluid 
with the addition of graphite NPs. MDS gave information about the molecular structure of the 
nanofluid: the existence of a void around the NPs surface surrounded by the compressed layer 
was demonstrated. The chemical composition of the salt was different at the nanolayer and at the 
bulk. The results of these simulations were then correlated to the experimental evaluation of the 
nanofluid. The size of the compressed layer was estimated to be around 10-13 Å and seemed 
independent of the chemical composition of the salt. Besides, the concentration of K
+
 ions in the 
nanolayer was higher than in the bulk liquid due to the higher adhesion forces between this 
element and the graphite NPs. These findings reinforced the idea of the existence of a 
supplementary thermal storage mechanism in the MSBNFs due to the special properties of the 
nanolayer.  
The eutectic mixture of carbonates (Li2CO3-K2CO3 62:38 mol) was doped with Multi-Wall 




and the molten salt were also observed. It was found that the higher the content of Li2CO3 in the 
carbonate mixture, the smaller the density of the nanolayer. Similarly to a previous work by the 
same authors [65], a chemical composition gradient was observed in the compressed phase, where 
K
+
 had preference to be adsorbed rather than Li
+
. 
MDS was performed for SiNPs into the eutectic mixture of carbonates as the base salt [76] 
indicated an interfacial thermal resistance of 3.97·10-9 m2·K·W-1. The critical NPs size (15 nm) 
was deduced from this parameter. With higher NPs diameter the interfacial thermal resistance can 
be neglected and the effective thermal conductivity is maximized.  
In the doctoral dissertation of Nagaraj [77] a deep revision of the models of Shin and Banerjee 
[63] was performed and MDS was applied to calculate the interfacial thermal resistance and the 
interactions encountered in a nanofluid of Solar Salt (NaNO3-KNO3 50:50 mol) and SiNPs. The 
formation of the nanolayer around the NPs was confirmed. 
Miliozzi and colleagues [78] run a simulation of pure sodium nitrate in the solid and in the liquid 
state. The main focus was to know the material performance during the melting process since they 
propose a NePCMs based on molten nitrates. The simulation of the melting and solidification of 




Nanofluids are composed of a base fluid and a nanoadditive which is intended to improve its 
thermal properties. The range of potential combinations of additives and fluids is enormous. 
Nanofluids are usually categorized by the kind of nanomaterial employed [44,45,79,80]. 
Theoretically, any solid nanostructure with suitable features can be used as an additive to the base 
fluid [44]. These nanostructures can be classified into four groups according to their nature 
[44,81]: carbon-based nanostructures (carbon and graphite nanofibers, graphite nanoplatelets, 
graphene flakes), carbon nanotubes (single- or multi-walled), nanoparticles [79,80] (ceramic, 
metallic, metallic oxides) and nanowires (i.e. silver nanowires). Among them, the ceramic NPs 
have been selected as addition in most of the publications about MSBNFs. Some few exceptions 
use carbon-based nanostructures [65,75,82–84]. Due to this generalized tendency and simplicity, 
the word “nanoparticles” (NPs) is used from now on to denote both the NPs and the 
nanostructures. 
The base fluids that have been traditionally employed are water, engine oil, silicon oil, acetone, 
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decene and ethylene glycol [44,45,85]. The use of molten salts with high melting point as primary 
fluid is quite recent. To the authors’ knowledge, the first scientific publication on the field is the 
doctoral dissertation of Malik [62] in 2010, where a nanofluid composed of Solar Salt (NaNO3-
KNO3 50:50 mol) and alumina nanoparticles (Al2O3) was analysed. The need of improving the 
thermal features of the storage salts for CSP has undoubtedly played a major role on the current 
scientific interest on MSBNFs. In addition, other industries (i.e. the nuclear) could be also benefit 
from using these kind of nanofluids [86]. 
Because of the high melting temperatures of inorganic salts and its aggressive nature, the 
requirements of the potential NPs are more severe than those needed for traditional nanofluids. 
The key requisites are a small average diameter, stability at high temperatures, and a strong 
affinity to the adsorbate [40]. It is essential to ensure the physical and chemical stability of the 
NPs in this type of medium. On one side, they must be able to withstand high temperatures without 
softening or suffering deformations. On the other side, the absence of chemical reactions of the 
NPs with the molten salts at the operating temperatures must be guaranteed. Additionally, the NPs 
must be insoluble in the salt medium in order to avoid particle coarsening due to the Ostwald 
ripening [87].  
In view of the mentioned conditions, only some candidate materials can be employed in molten 
salts systems. Ceramic nanoparticles, specifically metal oxides, have focused the attention of the 
majority of the researchers working on MSBNFs. In fact, these were the first materials to be mixed 
and evaluated in the traditional nanofluids, primarily because of their ease of fabrication, low cost 
and chemical stability in solution [45]. The combinations of inorganic salts and NPs studied by 
each research group have been gathered in Table 2-1. At this point, the reader is warned that the 
composition of the mixture of nitrates known as Solar Salt slightly varies depending on the 
selected source. For the sake of ease, a unique composition of 50:50 mol is considered from this 
point. The same is applied the eutectic mixture of carbonates (Li2CO3-K2CO3 62:38 mol) which 
has been also extensively used as base salt. 




Table 2-1. Summary of the experimental works on MSBNFs including the base fluid and the NPs utilized. 
Research institution and 
country 
Base fluid (composition) 
Melting 
temperature, ºC 






Al2O3 Aeroxide AluC, Evonik, 13 nm (SEM) [36,37] 
SiO2  
Aerosil 300, Evonik, 7 nm (SEM) [36,37] 
---, 5-15 nm [78] 
TiO2 
Sigma-Aldrich, 20 nm [36] 
---, 21 nm [78] 
SiO2-Al2O3 Aerosil Cok84, Evonik, 2-20 nm (SEM) [36,37] 
SiO2-TiO2 ---, 5-15-21 nm [78] 
KNO3 334 
Al2O3 Aeroxide AluC, Evonik, 13 nm (SEM) [37,39] 
SiO2 Aerosil 300, Evonik, 7 nm (SEM) [37,39] 
SiO2-Al2O3 Aerosil Cok84, Evonik, 2-20 nm (SEM) [37,39] 





---, 26 nm (TEM)  [63] 
Melorium Tech, 10 nm [30] 
KCl-CaCl2-LiCl 
(44.2:50.5:5.3 mol) 




Al2O3 --- [32,89] 
SiO2 
Melorium Tech, 10 nm, 1-20 nm (TEM) [30,56,76,90–92] 
--- [32,93] 
MWCNT Melorium Technologies, ф=10-30 nm, L=1.5 µm [75,76,84,94,95] 
Graphite Sigma Aldrich, ф=50 nm [65,94] 
TiO2 
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Research institution and 
country 
Base fluid (composition) 
Melting 
temperature, ºC 







---, 40 nm [97] 
Alfa Aesar, 50 nm [74] 
SiO2 
--- [38] 
Melorium Tech, 10 nm declared [74] 
TiO2 Melorium Tech, 10 nm [74] 
Mica Spectrum Inc., 45 µm [74] 
KNO3-LiNO3 
(58.8:41.2 mol) 
130 SiO2 Melorium Tech, 10 nm declared [74] 
LiNO3-NaNO3 
(45:55 mol) 
192 SiO2 Melorium Tech, 10 nm declared [74] 
LiCl-LiNO3 
(12.5:87.5 mol) 
244 SiO2 Melorium Tech, 10 nm declared [74] 





Al2O3 Melorium Tech, 10 nm [98,99] 
SiO2 
Melorium Tech; 5, 10, 30 and 60 nm [67,100,101] 
Melorium Tech, 10 nm declared, 23 nm measured [99,102] 
Alfa Aesar, --- [103] 








120 SiO2 Melorium Tech; 5, 10, 30 and 60 nm [107–109] 




Table 2-1. Summary of the experimental works on MSBNFs including the base fluid and the NPs utilized. 
Research institution and 
country 
Base fluid (composition) 
Melting 
temperature, ºC 
NPs Supplier, nominal size Ref. 
LiNO3-NaNO3-KNO3 
(38:15:47 mol) 




<100 SiO2 Melorium Tech; 5, 10, 30 and 60 nm [111] 
MIT, EEUU 
NaNO3 308 
Al2O3 --- [87] 
SiO2 --- [87] 




Al2O3 --- [87] 
SiO2 --- [87] 
TiO2 --- [87] 
Li2CO3-K2CO3 
(62:38 mol) 




141 SiO2 Sigma Aldrich, 5-15 nm [40] 
LiNO3 254 Al2O3 
Nanostructured and Amorphous Materials, Inc., 
10 and 200 nm 
[40] 





222 Al2O3 Sigma-Aldrich, 13 and 90 nm [61] 






Sn@SiO2 --- [82,83] 
Al2O3 
Sigma–Aldrich Co. LCC, <50 nm, water 
nanofluid 20 wt% 
[66] 






MWCNT --- [83] 
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Research institution and 
country 
Base fluid (composition) 
Melting 
temperature, ºC 
NPs Supplier, nominal size Ref. 





SiO2 Cristalline, Sigma Aldrich, 12 nm 
SiO2 Amorphous, Nanostructured & Amorphous 
Materials, Inc., 20 nm 
[112] 
SiO2 Cristalline, Sigma Aldrich, 12 nm [64,113] 






Nanophase Technologies Corporation, 29 nm [31] 
QinetiQ Nanomaterials Limited, 29 nm [114] 
TiO2 
NanophaseNano Tek, 34 nm 
Sigma-Aldrich (TiOSO4) 
[31,35,115] 
ZnO Nano-structured and Amorphous materials, 40 nm [31] 
SiO2 Sigma Aldrich, 5-15 nm [31] 
Cu United State Research Nanomaterials, 70 nm [31] 
University of the Basque 
Country /  






SiO2 Sigma Aldrich, LUDOX® SM-30, --- [116] 
Al2O3 Kawaken Fine Chemicals, Co., Alumisol-10A, --- [117–119] 






Sigma Aldrich, 12-20 nm 
Nanocomposix, 20 nm 
In-house, 20 nm 
[120] 











2.4 SYNTHESIS METHODOLOGY 
The manufacturing process of MSBNFs is of critical importance since it has a direct impact on 
the subsequent properties of the material [37,56,65] (see Section 2.5.1.3). The process of 
combining the NPs with the salts must achieve the following objectives: 
- To obtain a homogenous dispersion of NPs into the salt matrix. 
- To maintain the NPs size in the nanometric range, avoiding agglomeration and clustering 
through every synthesis step. 
 
This section presents the procedures commonly used to prepare the traditional nanofluids; the 
usual stabilization techniques and their evaluation. The aim is to provide a general knowledge on 
the subject. The specific methods for the synthesis of MSBNFs are detailed and reviewed next. 
 
2.4.1 Common methods of producing nanofluids 
There are two different methods which have been commonly used to produce the traditional 
nanofluids: the single-step and the two-step method.  
The two-step method for preparing nanofluids is a step-by-step method which separates the 
nanofluids synthesis from the preparation of the NPs [44]. The NPs are first produced as a dry 
powder and then dispersed into the fluid in a second processing step. Some authors suggested that 
the two-step process is more suitable to prepare nanofluids containing oxide NPs than those 
containing metallic NPs [46,122] because of the higher stability on solution of the oxides. Since 
several companies have already scaled up the synthesis techniques to produce nanopowders, there 
are potential economic advantages in using such powders. An important problem that needs to be 
solved is the stabilization of the suspension prepared with these powders [44,123]. Stability is 
inherently related to the preparation of suspensions since the individual particles tend to quickly 
agglomerate before a complete dispersion can be achieved. This is due to the strong Van der 
Waals forces among the NPs. Ultrasonic vibration and other techniques are commonly used to 
obtain a better NPs dispersion and stability, as explained later. In spite of such disadvantages this 
process is still popular because of its economic interest [122,124]. 
To produce nanofluids with improved stability, the one-step methods have been developed 
[44,45]. The single-step methods are processes where the preparation of the NPs and the synthesis 
of the nanofluid are done at the same time. The NPs are directly prepared by Physical Vapour 
Deposition (PVD) or by a wet chemical method [46]. The PVD technique consists of condensing 
the nanophase powders from the vapor phase directly into a flowing low-vapor–pressure fluid. 
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In the one-step method the process stages of drying, storage, transportation and dispersion of the 
NPs are avoided. Consequently, the agglomeration is minimized and the nanofluid stability is 
increased. The main disadvantage of this method is that only fluids with low vapour pressure are 
suitable for the process, which limits its application [44,46,122]. Besides, undesired residual 
reactants remain in the nanofluids due to their incomplete reaction. The presence of these 
impurities may hinder the positive effect of the NPs addition to the molten salts [123]. 
The corrosive nature of the molten salts makes difficult the synthesis of the MSBNFs by the 
single-step method. In addition, the manipulation of the liquid salts at high temperatures is 
expensive and involves health risks. Therefore, the two-step procedure is generally used as 
described later in Section 2.4.3. 
2.4.2 Stabilization techniques 
One of the major challenges during the nanofluid preparation is to assure that the NPs remain 
dispersed into the base fluid. The stability of a nanofluid depends mainly on the characteristics of 
the suspended NPs, such as the particle morphology or its chemical structure. The base fluids and 
the NPs should be chosen properly to achieve a long-time stable suspension [45]. 
The Stokes law (Eq. 2-5) predicts the sedimentation rate of spherical particles into a fluid under 
stationary conditions.  
𝑉 =  
2𝑅2
9µ
 (𝜌𝑃 − 𝜌𝐿) · 𝑔 Eq. 2-5 
where V is the particle’s sedimentation velocity; R is the spherical particle’s radius; µ is the liquid 
medium viscosity; ρP and ρL are the particle and the liquid medium density, respectively and g is 
the acceleration of gravity.  
According to this expression, some strategies are effective on reducing the velocity of 
sedimentation and preventing the NPs agglomeration: maintain the NPs size as small as possible, 
increase the fluid viscosity and diminish the density difference between the NPs and the fluid. 
In addition, there are several experimental techniques which successfully increase the NPs 
stability along the time. The most common methods used in conventional nanofluids are: 
- Addition of surfactants. These substances improve the wettability between the nanostructures 
and the fluid. A good dispersion of the NPs is achieved with a tiny quantity of surfactants, making 
this option simply and economical [45,46,122,123]. However, some important drawbacks have 
been reported when using surfactants, like the contamination of the base fluid, the foam 
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generation with the rising temperature and a higher thermal resistance between the NPs and the 
fluid [123]. The surfactants presently available are organic-based substances that cannot whistand 
temperatures higher than 200 ºC [45,46,87,122]. As a result, their use is not suitable in the 
synthesis of MSBNFs. 
- Surface modification techniques. The NPs can be functionalized by adding chemical groups 
attached to their surface, avoiding the use of surfactants. These functional groups are selected 
according to the chemical nature of the components of the suspension [122,123].  
- pH control. The nanofluid stability is directly related to its electrokinetic properties. Stability 
can be achieved by a suitable surface charge density in the NPs (the electrical potential difference 
between the inner and outer surface of the dispersed phase in a colloid). The concepts of the 
IsoElectric Point (IEP) and the zeta potential play a crucial role in this stability strategy, as 
addressed by the international research community [5,6,77,78]. The theories behind this 
electrostatic stabilization are well developed and detailed for aqueous solutions. However, they 
are not valid for high ionic concentration media such as molten salts and require modifications 
[87]. 
- Ultrasonic vibration. In this technique, the stability is gained by breaking the agglomerates 
with a physical stimulus rather than using a steric or electrostatic stabilization. UltraSound (US) 
energy is able to disaggregate the agglomerated NPs. This disaggregation has not been achieved 
by other physical methods like magnetic or high shear stirring [45,46,122]. Ultrasonic baths and 
probes are of common use to disperse NPs in salt aqueous solutions during the preparation of 
MSBNFs as detailed in the following section. 
2.4.3 Production of MSBNFs 
All the analysed studies about the MSBNFs use the aforementioned two-step method. In general 
terms, four basic steps are followed to complete the synthesis process: 
1. Solid mixing. Weighing and mixture of the inorganic salt and the NPs in the solid state.
2. Dissolution. Addition of a certain quantity of distilled water to dissolve the salt.
3. Stabilization. NPs stabilization through the use of the ultrasonic power.
4. Drying. Water evaporation to obtain the final sample.
The principal concern on the production of MSBNFs is the scalability of the process. The 
described procedure is mainly conceived at a laboratory level. The large energy consumption 
required for removing this huge quantity of water and for the stabilization through ultrasonic 
waves is the main barrier to its industrial implementation. In addition, there are many variables 
which are difficult to control regarding the reproducibility of the method such as the power of 
sonication, the drying temperature and time and the solution concentration. Fortunately, some 




authors [66,87,110,115] have described other alternative processes which result more cost-
effective and with industrial interest. 
Commercial NPs in the form of dry powder are of common use 
[31,35,39,40,61,64,74,75,87,97,99,102,110–114,125] while some few researchers begin the 
process by using commercially available water-based nanofluids where the NPs are 
homogenously dispersed [66,83,89]. On the first case, the salt and the NPs are weighed and mixed 
in the solid state according to the desired concentration of each other. This technique requires a 
certain quantity of water to be properly carried out, and as a result distilled water is added to this 
combination. The most common mass ratio between the solid material and the mixing water is 
usually 1:100 [30,32,38,39,56,63,67,74,90,98,99,102,104,105,107,108,112], although the water 
amount has been reduced in other publications [40,61,64,78,83,113]. The reason for these 
differences is mainly related to the different US stirring conditions employed by different authors  
Ultrasonic stirring is employed to obtain and stabilize a good dispersion of the NPs into the fluid. 
This technique has demonstrated to be suitable to break the possible NPs clusters, generated and 
stabilized by the strong Van der Waals forces existing between them [46]. However, it has been 
reported that there is an optimal sonication time. If this time is exceeded, agglomeration may 
occur and this would affect the thermal properties of the synthetized material [46]. The sonication 
time can be noticeably reduced from hours to minutes if an ultrasonic probe is employed rather 
than an ultrasonic bath. Most of the researchers who are using the bath require sonication times 
higher than an hour, while only a few minutes are necessary with the aid of an ultrasonic probe 
[64,78,87,112,113].  
The sonication step is not required if a water-based nanofluid is employed as a source of the NPs 
instead of the NPs in the form of a solid powder [66,126,127]. 
The last stage in the synthesis procedure consists of removing the water by simple evaporation. 
The aqueous solution is typically poured into a Petri dish and then heated on a hot plate. The 
solid sample is removed after by mechanical scrapping. Different drying times (from 2 hours to 
overnight) and heating temperatures (60-200 ºC) have been reported in the literature. In this step, 
the boiling of water has to be avoided to prevent the agglomeration of the NPs. The physical 
collisions between them proved to cause the degradation of the specific heat 
[30,38,40,56,98,113]. Schuller and colleagues [32] explored other alternatives to the drying 
stage. The water on nitrate-based nanofluids was removed by the spray drying method. The 
obtained materials offered a higher specific than those synthesized by the traditional method (see 
Section 2.5.1.3). On the other hand, nanofluids based on the eutectic mixture of carbonates 
(Li2CO3-K2CO3 62:38 mol) were submitted to a low temperature vacuum evaporation by these 




The specific heat of these materials was not reported, and the method was discarded. 
Some authors have investigated other alternative mixing methods. The possibility of a direct 
blending of the NPs with the salts on their molten state has been evaluated [37,66,87,110]. A 
specific experimental set up was developed by Somani [87] (Figure 2-5). The NPs were initially 
dispersed in acetone by means of US. This nanofluid was injected into the bulk of molten nitrates 
and the NPs remained in the liquid while the acetone vaporized quickly. Finally, an ultrasonic 
probe was employed to disperse the NPs.  
 
Figure 2-5. Experimental setup for dispersing the NPs in molten salts. Reprinted with permission from [87]. 
 
Ho and Pan [66] designed also a specific device (scheme shown in Figure 2-6) to perform the 
synthesis. First, a certain quantity of ANPs from a commercial water-based nanofluid was added 
to the solid salt. The mixture was melted and stirred for three hours in the stainless steel crucible 
of the device. The nanofluid was collected through three sampling tubes which were filled and 
cooled under forced convection until the salt solidification. The time reduction of the salt 
crystallization helped to reduce the NPs precipitation. The authors underline the good 
reproducibility of the results obtained with their production system.  





Figure 2-6. Schematic diagram of a device to synthetize the MSBNFs. Reprinted with permission from [66]. 
 
An extrusion machine for polymers was employed by Chieruzzi and coworkers to synthesize 
nanofluids based on Solar Salt (NaNO3-KNO3 50:50 mol) [37]. The salt and the NPs were mixed 
in the proper quantities in the solid state and placed inside the device were the material was heated 
at 300 ºC for 30 min with stirring. According to the published SEM images of the material, the 
NPs dispersion was poor. On the contrary, the same nanofluid synthesized by the traditional hot 
plate method showed better homogeneity. 
The process followed by Seo and Shin [110] consisted in precisely weighing and mixing in the 
solid state a ternary nitrate salt with SiNPs. The mixture was placed inside a glass bottle and 
heated onto a hot plate at 300 ºC for 1 h. The nanofluid was synthesized four and the specific 
heat results were similar, which proved the reproducibility of this procedure. 
Schuller [32] and Lasfargues [31,35,114] mixed the dry solid salt and the NPs with the aid of 
steel balls. The major advantage of this procedure resides on its scalability and the chance to 
produce high amounts of MSBNFs. The main issue is the presumable heterogeneous dispersion 
of the NPs, although it is difficult to quantify [31]. Considering this issue, as well as the potential 
nanofluid contamination by the milling balls, the aqueous traditional method was definitely 
preferred by the authors [32].  
Finally, a pioneering work with the one-step synthesis method has been recently published [115]. 
A precursor of TiO2 NPs and Solar Salt (NaNO3-KNO3 50:50 mol) were milled in solid and the 
mixture was heated at 450 ºC for 30 minutes. The samples were then cooled down to promote a 
rapid crystallization of the salt. The resultant material seems to be homogeneous and the specific 






The characterization of MSBNFs has been mainly focused on the study of the specific heat and 
the influence of several factors on this property. Besides, the stability of the NPs dispersion in the 
molten salt, their latent heat (to act as NePCMs), the viscosity, the thermal conductivity and the 
material costs have also been studied by several researchers and reviewed in the following 
sections. 
2.5.1 Specific heat 
The influence of NPs on the specific heat of molten salts has been analysed in most articles dealing 
with MSBNFs. According to the models described on Section 2.2.1, the specific heat is generally 
enhanced when the molten salts are combined with the NPs. However, many authors have 
evidenced a decrease [30,36,37,40,61] of this property, instead of an increase. The inconsistences 
between the results obtained for the same nanofluid is of common occurrence. This may be 
probably related to differences on the raw materials, the synthesis procedures or the 
characterization methods employed to determine the specific heat. In this sense, it is of high 
importance to assure the accuracy of the selected measuring method [31,39,62].  
The subsequent paragraphs examine in detail the influence of the most relevant factors on the 
enhancement of the specific heat of MSBNFs.  
2.5.1.1 Influence of the NPs percentage 
The change on the specific heat caused by the addition of NPs to the base salt in different 
quantities is the aspect most widely analysed through the reviewed literature. The aim of these 
studies is to find out the percentage which maximizes the specific heat for a certain combination 
of inorganic salt and NPs. This amount of NPs is highly variable depending on the analysed 
research, probably due to the differences on the NPs size among the materials. This detail is not 
usually found on the literature. 
The combination of Solar Salt (NaNO3-KNO3 50:50 mol) and different amounts of SiNPs has 
been extensively studied. Figure 2-7 gathers the results of several publications about the 
increment of the specific heat versus the NPs percentage for this mixture. The maximum 
enhancement (31.1%) was obtained by Mondragón and colleagues [112] with 0.5 wt% of SiNPs. 
The authors proved that the NPs were well dispersed into the salt matrix with this amount, 
maximizing the interfacial area to interact with the salt components. A lower NPs concentration 
will lead to much dispersed and isolated NPs and higher quantities to agglomeration. However, 
other authors reported that the specific heat was maximized when the NPs quantity was 1 wt% 
[36,37,64,113], while the use of smaller or larger NPs concentration produced negligible effects, 
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or even a drop of the specific heat. Jung [74] attained a maximum increase of 23.3% of the specific 
heat when 2 wt% NPs was used.. Milozzi and co-workers [78] did not found significant 
differences when adding 1% or 3 wt% of SiNPs. Finally, Lasfargues [31] obtained small 
increments in comparison to those determined by other researchers, with a minimum at 1 wt% (-
0.42%) and a maximum at 0.5 wt% (4.26%). 
Figure 2-7. Specific heat enhancement vs. the concentration of different NPs mixed with the Solar Salt (NaNO3-
KNO3 50:50 mol). (s): measurement in the solid state, (l): measurement in the liquid state. 
The mixture of ANPs and the Solar Salt (NaNO3-KNO3 50:50 mol) has also been analysed in 
several studies. The results published in the reviewed articles about the specific heat enhancement 




































Solar Salt + SiNPs
Mondragón et al.(l) [112]
Lasfargues (l) [31]
Chieruzzi et al.(s) [36,37]
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Solar Salt + ANPs
Schuller et al. (l) [32,97]
Malik (l) [62]
Chieruzzi et al. (s) [36,37] 
Chieruzzi et al. (l) [36,37]
Lu & Huang, 13 nm (s) [61] 




































Solar Salt + TiO2 NPs
Chieruzzi et al. (s) [36]
Chieruzzi et al. (l) [36]
Jung (s) [74]
Jung (l) [74]
Milozzi et al. (l) [78]
Lasfargues et al. (l) [31,35] 




































Solar Salt + Other NPs
SiO2-Al2O3 - Chieruzzi et al. (s) [36,37] 
SiO2-Al2O3 - Chieruzzi et al. (l) [36,37] 
CuO - Lasfargues et al. (l) [31,35]
ZnO - Lasfargues (l) [31]




extensive work on this mixture were performed by Schuller and colleagues [32,97], who found 
the best results with an addition of 0.7 wt% of ANPs. They established a parabolic correlation 
between the specific heat and the NPs concentration, as shown in Figure 2-7 up right. Chieruzzi 
and colleagues [36,37] reported values that also fit into a parabolic correlation. They also found 
that the maximum enhancement takes place for 1 wt%, both in the solid and in the liquid states. 
However, the results reported by Malik and colleagues [62] and by Lu and Huang [61] did not 
match to this type of correlation. The maximum enhancements were obtained with 5.8% [61] and 
10 wt% [62] in liquid respectively. Lu and Huang [61] reported a decrease of the specific heat for 
any of the studied percentages (2.0, 5.8 and 9.6 wt%) compared to the base salt. No dependence 
of the NPs concentration was found on the specific heat but there was a direct relation with the 
NPs size as analysed in Section 2.5.1.2. The nanolayer effect (described in Section 2.2.1) was 
suggested as the main mechanism involved on the process. 
The discrepancies between the results obtained by different authors were also observed in 
nanofluids composed of the Solar Salt (NaNO3-KNO3 50:50 mol) with TiO2 NPs (Figure 2-7). 
The additon of 1 wt% of nano-titania, lead to a specific heat enhancement of 30.5% [78], 9.3% 
[74], 4.7% [31,35] and 6.3% [36,37] in works carried out by different authors. 
The Solar Salt (NaNO3-KNO3 50:50 mol) was also combined with other NPs (Figure 2-7). A 
mixture of SiO2-Al2O3 (82:18 wt%) was added to the salt with excellent results [36,37]. The 
specific heat was improved by 22.5% in the liquid state with a concentration of 1 wt% The authors 
considered the formation of the semi-solid nanolayer around the NPs surface as the main 
mechanism to explain this increment. SEM images showed a homogeneous distribution of NPs 
and no evidence of clusters for this concentration, while this was not the case for the nanofluids 
containing 0.5 and 1.5 wt% of silica-ANPs.  
Lasfargues [31] studied the addition of ZnO, CuO and Cu NPs to the Solar Salt (NaNO3-KNO3 
50:50 mol). The nanofluids containing different amounts of these NPs showed the same 
enhancement of the specific heat, with the exception of the nanofluids containing high amounts 
of CuO NPs (> 1 wt%). 
The eutectic mixture of Li2CO3-K2CO3 with the addition of several quantities of SiNPs was 
studied by Thoms [40] and Shin and coworkers [76]. The effect due to adding was studied in both 
of them. The maximum increments of specific heat were obtained with 1% [76] and 2 wt% [40] 
respectively. In contrast, other percentages (0.1, 0.5 and 2.0 wt%) did not improve this 
thermophysical property [76]. This behaviour is very similar to that found in the previous works 
[36,37,64,113] with the Solar Salt (NaNO3-KNO3 50:50 mol) as the carrier fluid and SiNPs. 
Other nanofluids were synthetized by adding MWCNT in concentrations of 0.05, 0.1, 0.5 and 1.0 




wt% to the eutectic mixture of carbonates (Li2CO3-K2CO3 62:38 mol) [76]. The enhancement of 
the specific heat was 9% in nanofluids with ≤0.1% of MWCNT and 17% for those containing 
≥0.5%. The authors hypothesize that the optimum concentration for this nanofluid is higher than 
1.0%. 
2.5.1.2 Influence of the NPs size and morphology 
Several studies have dealt with the effect of the NPs nominal size on the specific heat of MSBNFs. 
The results reported on the analysed articles have been gathered in Figure 11. It shows the 
variation of the nanofluid specific heat versus the NPs size. Two types of particles have been 
evaluated in these works, alumina and SiNPs.  
An interesting investigation was performed by Lu and Huang with Solar Salt (NaNO3-KNO3 
50:50 mol) and ANPs [61]. Spherical NPs of two different sizes, 13 and 90 nm diameter were 
added respectively. The nanofluids containing the smaller NPs showed a lower specific heat. A 
new model to compute the specific heat of MSBNFs was developed. This model accounted the 
nanolayer effect (Section 2.2.1). The experimental results showed that the nanolayer contribution 
is higher with smaller NPs. The specific heat of this nanolayer is between that of the solid (1.04 
kJ·kg-1·K-1) and the molten salt (1.59 kJ·kg-1·K-1). Consequently, the nanofluid containing 13 nm 
ANPs showed smaller specific heat than the salt without nanoparticles. The nanofluid with larger 
particles had almost no variation of the specific heat in comparison to the raw salt. 
Two nanofluids made of LiNO3 with ANPs of 10 nm and 200 nm diameter respectively, were 
analysed by Thoms [40]. A trend similar to that reported by Lu and Huang was found, with a 
decrease of the specific heat for the nanofluid with 10 nm NPs, and a negligible enhancement for 
that containing 200 nm NPs. The authors considered that the effects of the absorbed layer on the 
bigger NPs are negligible due to their reduced available interfacial area compared to the same 
weight of the small NPs. It is remarkable that the salt specific heat decreases when the ANPs are 
added. The smaller the NPs, the larger the reduction of the specific heat is. Solely when very large 
particles are added, the specific heat increases slightly (less than 4%). 
The works carried out with SiNPs of several sizes showed an increment of the salt specific heat 
with the addition of the NPs. Dudda and Shin [104–106] added 1 wt% SiNPs of four different 
sizes (5, 10, 30 and 60 nm) to the Solar Salt (NaNO3-KNO3 50:50 mol). A rise on the specific 
heat was observed as the NPs size increases (10% increase by adding 5 nm NPs, 28% increase 
with 60 nm NPs). The presence of special nanostructures with enhanced thermal properties 
(Figure 2-3) was confirmed by SEM images. The amount of these nanostructures increased with 
a higher NPs size. The authors suggested that too small NPs have more difficulties to be properly 
dispersed and tend to agglomerate. This may reduce the effective surface of the NPs and impede 
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the formation of a sufficient amount of the mentioned special nanostructures. 
The salt Hitec XL, composed of NaNO3, KNO3 and Ca(NO3)2 (49:30:21 wt%) was employed as 
the base salt on the studies carried out by Devaradjane and Shin [107,108]. Like in the study 
described on the previous paragraph, SiNPs of four different sizes were added, in a concentration 
of 1 wt% The maximum increase of the specific heat (34%) was obtained on the nanofluids 
containing 10 nm NPs, as shown in Figure 2-8.  
S. Changla [111] studied the nanofluid formed by 1 wt%-SiNPs and the (Li,K,Na)NO3-KNO2 
salt. The formerly commented trend, regarding the NP size, was also reported in this study. The 
explanation to these results has not been clearly demonstrated by any of the authors.  
When SiNPs (5, 10, 30 and 60 nm) were mixed with Li2CO3-K2CO3 [67], no dependence of the 
NPs size was observed. The specific heat increased around 25% in all nanofluids. A needle like 
structure, with large specific surface area, was observed by SEM, independently of the NPs 
nominal size. We consider that this difference in trend with the previous studies may be due to 
the crystallographic structure of these SiNPs, though there are not experimental evidences. 
Riazi and colleagues [120] conducted a pioneering study about the influence of the NPs shape on 
the specific heat of MSBNFs. SiNPs from different sources and morphologies were mixed with 
the Solar Salt (NaNO3-KNO3 50:50 mol) to create three different nanofluids. The specific heat 
results clearly demonstrated a strong dependence of the NPs morphology. The highest 
enhancement (17.6%) occurred in the material containing the smaller (19-92 nm) and more 
spherical SiNPs (nanosalt B). On the contrary, the specific heat remained unchanged compared 
to the specific heat of the raw Solar Salt in those cases where the added SiNPs were highly 
agglomerated, forming large clusters (nanosalt A and C). 
Figure 2-8. Specific heat enhancement vs. the NPs nominal size for different nanofluids. (s): measurement in the solid 



























NP nominal size , nm
Solar Salt + 1% SiO2 (s) [104,105]
Solar Salt + 1% SiO2 (l) [104,105]
Solar Salt + 1.97% Al2O3 (s) [61]
Solar Salt + 1.97% Al2O3 (l) [61]
Hitec XL + 1% SiO2 (l) [107]
(Li,K,Na)NO3-KNO2 + 1% SiO2 (l) [111] 
LiNO3 + 1% Al2O3 (l) [40]
Li2CO3-K2CO3 + 1% SiO2 (s) [103]
Li2CO3-K2CO3 + 1% SiO2 (l) [103]




As detailed on the previous paragraphs, the relationship between the nominal NPs size and the 
nanofluid specific heat is controversial. Most of the analysed publications [40,61,104–106] found 
better specific heat results by adding higher NPs to the base salt (results limited to the particle 
size ranges selected on each case). However, other authors [120] reported the opposite trend or 
even the absence of relationship between the NPs size and the specific heat enhancement 
[67,108,109,111]. The influence of the agglomeration on the specific heat was demonstrated by 
Riazi and coworkers [120], where the NPs sizes in the final nanofluid were measured by TEM. 
Therefore, it is worth mentioning that in many cases the nominal NP size is not maintained after 
the nanofluid synthesis. A certain degree of agglomeration occurs, and the effective particle size 
can be very different from the original size. The mentioned research works did not measure the 
NPs size on the final material, with the exception of [120]. 
2.5.1.3 Influence of the synthesis procedure 
Several methods have been employed to produce the MSBNFs. The hot plate method has been 
the most widely used procedure, but other manufacturing methods were tried. The synthesis 
procedure has a strong influence on the NPs dispersion inside the salt matrix. It also has a crucial 
influence on the agglomeration or clustering of the particles, and therefore on the final effective 
NP sizes in the final material. These two factors greatly determine the specific heat of the 
nanofluid. 
The impact of minor modifications on the traditional hot plate-method was analysed by Shin and 
Jo [56,65] with Li2CO3-K2CO3 based nanofluids. Shin and colleagues [56] added 1 wt% of SiNPs 
to the salt and dried the aqueous solution at 60 ºC and at 100 ºC. The results were significantly 
better on the drying at the lower temperature (101% of enhancement) than at the higher (74%). 
The higher specific surface in nanofluids dried at 60 ºC is the factor considered by the authors. 
Jo and coworkers [65] added 0.1 wt% of graphite NPs to the eutectic mixture of carbonates 
(Li2CO3-K2CO3 62:38 mol). The dispersion was dried by two different methods, a Petri Dish 
(Method 1) and in a glass vial (Method 2). The carbonate nanofluids which were dried on the 
Petri Dish (higher surface) achieved a larger enhancement of the specific heat as shown in Figure 
2-9A. According to the authors, the glass vial has a smaller drying surface and a longer time is 
needed to dehydrate the samples. Consequently, the NPs tend to be more agglomerated in the 
aqueous solution with the use of this method. The homogeneity of these nanofluids is very poor 
and the specific heat is worse than the nanofluids dried on the Petri Dish. 
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Figure 2-9. A: Specific heat enhancement of Li2CO3-K2CO3 (62:38 mol) and 1 wt% of SiNPs synthesized by drying 
in a hot plate (Method 1) or in a glass vial (Method 2). Adapted from [65]. B: Mean particle size of a 1 wt% SiO2 – 
Solar Salt nanofluid vs. the sonication energy. Two types of SiNPs were used. Adapted from [120]. 
Modifications on the drying stage were also evaluated by Schuller and coworkers [32]. The spray 
drying method was compared to the traditional drying onto a hot plate, to remove the water on 
nanofluids of Solar Salt (NaNO3-KNO3 50:50 mol) with ANPs. The increment of the specific heat 
on the spray dried materials was around 30-40%, depending on the amount of NPs. The same 
synthesis was replicated and the nanofluids were dried on the hot plate at 100 ºC. A specific heat 
enhancement between 10-20% was achieved in this case. Any explanation is given by the authors 
to this behaviour. 
With the aim of reducing the amount of the water employed to dissolve the salts and to disperse 
the NPs, the influence of this parameter was studied [126]. Three nanofluids of Solar Salt 
(NaNO3-KNO3 50:50 mol) and 1 wt% SiNPs were synthetized with a different amount of mixing 
water (31.60, 6.50 and 0.97 mL of water per g of dry material). The specific heat of the nanofluids 
synthesized with the highest and the lowest amount of water were of the same order (1.613 and 
1.575 kJ·kg-1·K-1) while the intermediate nanofluid gave lower specific heat results (1.384 kJ·kg-
1·K-1). It was considered that these differences were related to the degree of agglomeration of the 
NPs on each nanofluid. 
Riazi and his coworkers analysed the effect of the sonication power on the NPs agglomeration 
[120]. They used the Solar Salt (NaNO3-KNO3 50:50 mol) with the addition of 1 wt% of two 
kinds of SiNPs. The effective NP sizes in the final nanofluid were measured with Dynamic Light 
Scattering (DLS). An optimum US energy was reported (Figure 2-9B), which led to a minimum 
value of the particle size (4000 J·mL-1 for Silica A and 3000 J·mL-1 for Silica B). An important 
increase of the clustering occurred when the sonication energy was higher than 7000 J·mL-1 on 
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Solar Salt + 1% wt. SiO2 B
B
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The work by Chieruzzi and colleagues [37] compared the results obtained with an innovative 
procedure and those by the common hot-plate method. Solar Salt (NaNO3-KNO3 50:50 mol)-
based nanofluids with silica, alumina and silica-ANPs were synthesized by extrusion at high 
temperature, as detailed in Section 2.4.3. With independency of the NPs concentration, a 
diminution of the specific heat (compared to the pure Solar Salt) was observed on the nanofluids 
produced by this technique. On the contrary, the specific heat increased when the nanofluid was 
synthesized by the traditional method (e.g. an increment of 10.7% and 5.9% respectively for 
ANPs). The poor dispersion of the NPs into the molten salt obtained by means of the extrusion 
machine was claimed to be the main reason for this behaviour. 
2.5.1.4 Influence of the base salt composition 
Some studies analysed the specific heat of MSBNFs containing the same NPs but changing the 
base salts. Solar Salt (NaNO3-KNO3 50:50 mol) and KNO3 were evaluated in [37], mixed with 
SiO2, Al2O3 and a mixture of both (SiO2- Al2O3, 85:15) in a concentration of 1 wt% The increase 
of the specific heat was different in the two nanofluids, especially when the salt was mixed with 
alumina + SiNPs (Figure 2-10A). It was suggested that the difference might be due to the Na+ 
cations in the Solar Salt and their specific interaction with the NPs. S. Jung [74] investigated the 
specific heat of four nitrate-based nanofluids with 1 wt% of SiNPs. The presence of Li+ as the 
unique cation seems to be advantageous (Figure 2-10B). According to the author, the compressed 
phase contributes to the global specific heat in a different extension depending on the base salt.  
Figure 2-10. Specific heat enhancement vs. the base salt of MSBNFs. Adapted from [37] (A) and [74] (B). 
In other approach, Jo and Banerjee [75] evaluated the influence of the composition of a carbonate 
binary salt on the final results. In this study, Li2CO3 and K2CO3 were mixed in different 
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nanofluids were constituted by adding 1 wt% of MWCNT to five different mixtures of carbonates. 
The authors proved that there is a minimum of the specific heat for the eutectic mixture of 
carbonates (Li2CO3-K2CO3 62:38 mol) as can be seen in Figure 2-11A. These experimental results 
were in agreement with their MDS calculations. The research with the binary mixture of carbonate 
and 1 wt% of SiNPs confirmed just the opposite trend (Figure 2-11B). The specific heat was 
enhanced near the eutectic composition of the carbonate mixture. The results did not agree with 
the predictions of the simple rule of mixtures (Eq. 2-2), although the nanofluids containing low 
or high content of Li2CO3 showed a little increment (or even a decrease) of the specific heat, 
matching the conventional specific heat model (Eq. 2-2). 
Figure 2-11. Specific heat enhancement of the mixtures of carbonates (Li2CO3-K2CO3) with 1 wt% MWCNT (A) and 
1 wt% SiNPs (B) vs. salt composition. Adapted from [75] (A) and [30] (B). 
In a different approach, Tiznobaik and Shin [103] studied the influence of impurities on the 
specific heat. A nanofluid containing the eutectic mixture of carbonates (Li2CO3-K2CO3 62:38 
mol) and 1 wt% of SiNPs was produced and its thermal analysis revealed an increase of 26% on 
the specific heat compared to the base carbonate salt. However, this improvement disappeared 
when a minute concentration of NaOH (0.02 wt%) was added to the same material. According to 
the authors, an excess of OH
-
 ions may hinder the interaction between the NPs and the components
of the base salt. This would cause the absence of the nanostructure with superior thermal 
properties and therefore, the similarity of the specific heat to the base salt. This premise was 
demonstrated by SEM images. 
2.5.2 Latent heat and melting temperature 
The thermophysical characterization of MSBNFs to be used as NePCMs is still scarce. The Solar 
Salt (NaNO3-KNO3 50:50 mol) is the base fluid in most studies [31,32,35–38] while KNO3 
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less attention. The results usually include the latent heat, the melting and the onset temperature of 
the base salt and the nanofluid. For an easier comparison and analysis, the results of the latent 
heat of Solar Salt based-nanofluids published on the different articles have been gathered in 
Figure 2-12. In general, the results followed two general trends. On one side, the latent heat 
decreased with a higher amount of NPs [31,35]. All the studied NPs fulfilled this tendency, 
showing slight latent heat increments (maximum ≈ 5%) or even a reduction of this property. On 
the other hand, a parabolic correlation between the latent heat and the NPs concentration was 
observed [36,37]. The nanofluids containing 1 wt% of NPs achieved the maximum increment of 
latent heat for all kinds of NPs. They also offered the highest enhancement of the specific heat, 
and the authors suggested that these facts might be related. The combination of KNO3 and 1 wt% 
of SiNPs offered a high enhancement of the latent heat (12%), while the addition of Al2O3 or 
SiO2-Al2O3 resulted in a decrease (-9%) [37,39]. In addition, every of the previous studies found 
that the onset melting temperature did not change with the addition of the NPs. The melting range 
was broader than that of the base salt, with a slight increase on the peak-temperature melting 
point. 
The reason of this behaviour is still unclear. Chieruzzi and coworkers [36,39] suggested that the 
latent heat enhancement may be due to the existence of layers of small agglomerates where the 
NPs would be confined. These agglomerates may need higher energy to be melted, which would 
increase the latent heat. The results obtained by Lasfargues and his colleagues [31,35] support 
this affirmation. They also suggested that the dispersion of NPs and the presence of clusters may 
raise the entropy of the fluid and affect its thermophysical properties.   
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2.5.3 Long-term stability 
The thermal properties of the MSBNFs must be invariant over time. Otherwise, the potential 
applications of these materials would be highly reduced due to the impossibility of maintaining 
these improved thermal characteristics. Some authors have carried out stability tests to verify the 
behaviour of MSBNFs along the time, both as a fluid [31,32,38,87,112] and as NePCMs 
[32,64,89,113].  
In the first case, the material is always in the liquid state. As a consequence, the NPs embedded 
in the molten salt may collide between them due to their characteristic Brownian motion. As a 
result, they can constitute agglomerates of different sizes. If these aggregates reach a certain size, 
they will settle down and NPs will no longer be present in the bulk of the molten salt, except of a 
negligible quantity. This sample will lose its extraordinary heat transfer properties because of the 
high heterogeneity caused by the agglomeration and settling of the NPs. Therefore, the challenge 
is to maintain the unique attributes of these materials in the long term, preventing their 
agglomeration. The process of agglomeration and settling of the NPs is modelled by the Eq. 2-5 
as explained previously, in Section 2.4.2. 
If the material is analysed as NePCMs, in addition to the required stability on the liquid stage, the 
nucleation and crystallization stages should also be taken into account. These processes may 
change the settling mechanism of the NPs since their Brownian motion is physically limited by 
the nucleation and subsequent growth of the salt crystals. 
The stability evaluation is usually studied by comparing the initial and the final specific heat of 
the nanofluid. The salt is maintained in the liquid state for some hours [31,87,112] or cycled 
between two temperatures (with a phase change in the temperature interval [32,64,89,113] or 
without phase change [32,38]).  
A nanofluid of Solar Salt (NaNO3-KNO3 50:50 mol) and 0.5 wt% of SiNPs was maintained at 
500 ºC for 12 hours by Mondragon and coworkers [112]. A lower specific heat was measured on 
the upper part of the sample after this treatment. However, the bottom portion of the sample 
remained with the same value (Figure 2-13A). The authors attributed the decrease on the specific 
heat to the setting of the NPs.   
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Figure 2-13. Stability of SiNPs in Solar Salt on the liquid state (A) [112] and after several thermal cycles (B) [113]. 
Reprinted with permission. 
The study performed by Andreu-Cabedo and her colleagues [64,113] demonstrated that the 1 wt% 
silica- Solar Salt (NaNO3-KNO3 50:50 mol) nanofluid was stable when submitted to eight thermal 
cycles between 160 and 420 ºC, to know its behaviour as NePCMs. The mean specific heat of the 
liquid state (250-420 ºC) was always comprised on the test uncertainty, as can be seen in Figure 
2-13B.  
Contradictory results were found by Schuller and Betts [32,38], which evaluated the stability of 
a similar nanofluid (Solar Salt and 1% SiNPs). It was thermally cycled three times in the liquid 
state between 300 and 450 ºC for 6 hours. The material was unstable when the temperature rose 
above 400 ºC, showing a gradual decrease of the specific heat with each cycle. On the opposite 
side, these authors reported that the addition of ANPs to the Solar Salt was stable and the specific 
heat remained constant all along the tests performed. The reason of this different behaviour is still 
unknown. 
The stability test of the Solar Salt (NaNO3-KNO3 50:50 mol) doped with ANPs from [32,38] was 
performed at a larger scale (with several grams of nanofluid) and a longer experimental time (up 
to 448 cycles) [32]. The samples analysed were extracted from the upper, the middle and the 
lower part of the container. The specific heat of this nanofluid remained constant through multiple 
cycles, and almost independent of the analysed area (Figure 2-14A). The authors considered that 
the settling of the NPs did not occur in this case.  
The stability of a nanofluid made of the eutectic mixture of carbonates (Li2CO3-K2CO3 62:38 
mol) and 1 wt% of ANPs [32,89] was also evaluated. The tendency was the opposite as the 
previous research. The thermal cycling caused the settling of NPs and their accumulation on the 
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container walls. The specific heat of the cycled nanofluid was always higher than the base salt 
and the uncycled material. The ANPs concentration was measured on each sample and had no 
influence on the specific heat results. 
Figure 2-14. A: Specific heat vs. the number of cycles and the sampling area in Solar Salt with 1 wt% ANPs. The 
material was cycled between 300 and 400 ºC for 6 hours in each cycle. Adapted from [32].  
B: Specific heat vs. the test time at 300 ºC for different stabilization techniques. Adapted from [31]. 
Three strategies (bubbling, forced circulation and mechanical stirring) were investigated to 
improve the stability of Solar Salt (NaNO3-KNO3 50:50 mol) with 0.1 wt% of CuO NPs [31]. The 
nanofluid was maintained at the liquid state at 300 ºC. The study started by analysing the 
behaviour of the material under static conditions. Accumulation of the NPs at the bottom was 
observed after 840 hours. The specific heat was significantly reduced in comparison to the initial 
values (Figure 2-14B). Mechanical stirring provided a great NPs dispersion (according to SEM 
images) and the specific heat remained at the initial value and even increased as the test 
progressed. The other evaluated techniques were less effective on maintaining the initial 
thermophysical properties (specific heat, melting point and latent heat of fusion). 
Turbidity measurements were used in an exhaustive study [87] to evaluate the stability of NaNO
3
with silica, alumina and titania NPs respectively. A direct correlation was found between the test 
temperature and the NPs agglomeration rate. This behaviour is attributed to the increase in thermal 
energy of the NPs with temperature and their perikinetic collision rate constant. In addition, the 
density and the viscosity of the medium are reduced at higher temperatures. As a consequence, 
the settling rate rises and agglomeration is produced. However, other factors such as the initial 
NPs size and their concentration showed a weaker influence on the settling and the agglomeration 
rate. Finally, this study was reproduced using a mixture of NaCl-KCl (50:50 wt%) as the base-
salt. In this case, the setting rate was increased due to the lower viscosity and density of this 
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2.5.4 Thermal conductivity 
The research on MSBNFs has been mainly focused on the increase of the specific heat, as reported 
in the precedent sections. However, the expected increase on the thermal conductivity has also 
been studied, although in much shorter depth. The high melting temperature and the corrosive 
nature of the molten salts and MSBNFs hinder the measurement of this thermophysical property. 
Nevertheless, several studies have determined the thermal conductivity of MSBNFs in the solid 
state. Their values have been compared with those of the pure inorganic salts.  
D. Shin [30,102] employed the Laser Flash Analyser (LFA) technique to register the thermal 
diffusivity of the eutectic mixture of carbonates (Li2CO3-K2CO3 62:38 mol) with 1 wt% of SiNPs, 
in the solid state. The thermal conductivity was then calculated according to the Eq. 2-6 [31]. 
𝑘 = 𝛼 𝜌 𝑐𝑝     Eq. 2-6
where k is the thermal conductivity (W·m-1·K-1), α is the thermal diffusivity (m2·s-1), ρ is the 
density (kg·m-3) and c
p
 is the specific heat (kJ·kg-1·K-1).
A significant enhancement of this property was achieved with independency of the test 
temperature, achieving an increment of 47%, 36% and 37% above that of the pure carbonate, as 
shown in Figure 2-15. The theoretical models of Hamilton-Crosser and Maxwell-Garnett did not 
forecast any increase of the thermal conductivity. The author suggested that this unexpected result 
is due to the percolation networks observed on the SEM images (Section 2.5.5). 
Figure 2-15. Thermal conductivity of the eutectic mixture of carbonates (Li2CO3-K2CO3 62:38 mol) and 1 wt% of 




On the contrary, no increase of the thermal conductivity was found in the nanofluids constituted 
by Solar Salt (NaNO3-KNO3 50:50 mol) and ANPs in several concentrations [32]. The thermal 
diffusivity of the plain salt and the nanomaterials was measured by the LFA method at five 
different temperatures (65, 85, 105, 125 and 145 ºC). The thermal conductivity was calculated 
with this information. Table 2-2 shows the thermal conductivity obtained at 145 ºC. A decrease 
of the value with respect to the base salt was found with independency of the amount of NPs. 
 Table 2-2. Thermal conductivity of the Solar Salt with ANPs at 145 ºC. Adapted from [32]. 
Concentration of ANPs, % Thermal conductivity k, W·m-1K-1 Enhancement, % 
0.00 0.61 --- 
0.09 0.46 -24.59 
0.17 0.53 -13.11 
0.30 0.44 -27.87 
0.53 0.46 -24.59 
0.78 0.52 -14.75 
1.19 0.46 -24.59 
 
2.5.5 Nanofluid microstructure 
As explained in Section 2.2.1, the heat transfer properties manifested by MSBNFs are based on 
the changes induced by the NPs in the base salt. Specifically, the surface interactions between the 
nanometric particles and the salt ions are responsible of the thermal transfer enhancement. The 
analysis of the nanofluid microstructure on the reviewed articles encompasses the following 
objectives: 
- To confirm the presence of the nanostructures generated in the surroundings of the NPs. They 
are presumably constituted by ions of the base salt which are aligned and ordered around the NPs 
surface acting as nucleation sites for crystallization. These nanostructures look like long needles 
or networks over the amorphous salt crystals. They have been observed through SEM 
[30,63,67,90,91,98,99,104,105,107,110,114] (Figure 2-16) or TEM images 
[30,56,72,74,84,91,102] by several researchers (Figure 2-3 and Figure 2-17). It is not possible to 
know if these nanostructures are present in the same extension or aspect in the real nanofluid since 
the microstructure is analysed in the solid state. 





Figure 2-16. SEM images of the pure eutectic mixture of carbonates (Li2CO3-K2CO3 62:38 mol) (a,c,e) and the 
nanostructures observed after the addition of silica (b), alumina (d) and magnesia NPs (f). Reprinted with permission 
from [99]. 
 
Figure 2-17. TEM images of the eutectic mixture of carbonates (Li2CO3-K2CO3 62:38 mol) with SiNPs. The needle 
shaped structures are clearly observed. Reprinted with permission from [56]. 
- To have an approximate measurement of the individual NPs and the clusters size into the molten 
salt. This information is relevant to know the available surface of interaction and thus, the 
likelihood to generate the mentioned nanostructures. The analysis of this parameter has been 
usually carried out with SEM images [30,61,63,66,90,113] (Figure 2-18) and the DLS technique 
[64,78,112,113,118,120,126,127]. As indicated before, the evaluation of the size is not highly 
representative since a tiny amount of the sample is analysed. In addition, the accuracy of the 
measurement by means of the SEM images and by DLS has strong limitations. On the SEM, the 
biggest particles or agglomerates are more likely to be found. On the DLS, the analysis requires 
the dissolution of the sample in water, which can cause the break of NPs clusters originally present 




   
Figure 2-18. SEM images of silica-based nanofluids with A) Li2CO3-Na2CO3
 
[90] and B) BaCl2-NaCl-CaCl2-LiCl 
[30,63] as the base salts respectively. A network substructure is observed, interconnecting the SiNPs. Reprinted with 
permission from [30,63]. 
 
- To evaluate the dispersion of NPs into the molten salt matrix. A homogeneous distribution is 
highly desirable, to avoid great differences of thermal transfer between different regions of the 
material. SEM with Energy Dispersive X-Ray Spectroscopy (EDX) mapping has been used to 
know the elemental composition of a certain area of the material [35,39,61] (Figure 2-19). It is 
worth mentioning that the nanofluid microstructure has always been studied with the material on 
solid state. This indirect characterization is mainly due to the inexistence of suitable techniques 
or commercial devices working at high temperatures to know the real appearance of NPs into the 
molten salt [113]. 
  
Figure 2-19. EDX mapping of the Solar Salt (NaNO3-KNO3 50:50 mol) with 0.1 wt% CuO NPs (Yellow—Cu, 
Violet—N, Blue—K, Green—Na, and Red—O). Reprinted with permission from [35]. 
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2.5.6 Viscosity 
The knowledge of the rheological properties of MSBNFs is of high importance for their industrial 
operation. The ideal nanofluid is expected to possess improved thermal characteristics as well as 
a low viscosity to avoid an increase of the pressure drop and the required pumping power [44–
46,129,130]. The rise in viscosity by the introduction of the NPs into the molten salt has to be 
avoided, or at least minimized. A commitment should be reached between the faster heat transfer 
rates and the higher costs associated to the fluid pumping [74]. In addition, the nanofluid stability 
is also influenced by the viscosity of the medium and this factor should be also taken into account 
to develop a stable material through its lifetime [45,87]. The research on the rheological properties 
of MSBNFs is still scarce. The research reported in this area focus on evaluating the dependence 
of the viscosity on the NPs concentration, the temperature and the shear rate. 
Jung [74] analysed the viscosity of nanofluids based on Solar Salt (NaNO3-KNO3 50:50 mol). 
The shear rate varied from 1 to 1000 s-1
 
and the tests were carried out at 300, 350 and 400 ºC. 
SiNPs were added in a concentration of 0.5 and 1 wt% The pure Solar Salt showed a Newtonian 
behaviour whereas the nanofluids exhibited a shear thinning behaviour. For a certain shear rate, 
the nanofluid viscosity increased with the rise in the NPs concentration (Figure 2-20A). For a 
certain temperature (350 ºC), the viscosity decreased asymptotically when increasing the shear 
rate (Figure 2-20B). 
Figure 2-20. Viscosity of the pure Solar Salt (NaNO3-KNO3 50:50 mol) and its mixture with 0.5 and 1 wt% of SiNPs 
vs. test temperature at 1000 s-1 (A) and vs. the shear rate at 350 ºC (B). Adapted from [74]. 
Jo and Banerjee [84] reported a high increment of the viscosity in nanofluids composed by the 
eutectic mixture of carbonates (Li2CO3-K2CO3 62:38 mol) with MWCNT in different 



















Solar Salt + 0.5% wt. SiO2 
















Solar Salt B 
Solar Salt + 0.5% wt. SiO2 
Solar Salt + 1% wt. SiO2
Chapter 2 62 |
viscosity up to 130% (shear rate of 1000 s-1). The nanostructure agglomeration is responsible of 
this huge viscosity rise. The shear thinning behaviour was more evident at low shear rates and for 
nanofluids with higher MWCNT quantity. The Krieger–Dougherty model of viscosity, which 
accounts for the agglomeration, was used to predict the results. However, P. Estellé [131] 
proposed a modification in that model to consider the fibre-shape of MWCNT, which lead to a 
better fit of the experimental results. 
The Solar Salt (NaNO3-KNO3 50:50 mol) was utilized as the base fluid by Lasfargues and co-
workers [31,114] with 0.1 wt% of CuO NPs. The shear rate varied from 100 to 1000 s-1 and the 
temperature range was established between 250 and 450 ºC. A mathematical relation between the 
viscosity and temperature was deduced for the base salt with high accuracy [114] (Figure 2-21A). 
Both the Solar Salt and the CuO nanofluids showed a Newtonian behaviour, characterized by a 
constant viscosity with increasing shear rates (Figure 2-21B). The addition of NPs increased the 
viscosity of the Solar Salt as reported in the precedent studies [74,84]. According to the authors, 
additional energy is needed to move the NPs due to the existence of a vortex on their surface, 
which may explain the increment of viscosity. The shear rate, the shape of the particles, their 
concentration and the kind of NPs may have an impact on the viscosity of the final nanofluid.   
Figure 2-21. Viscosity of the pure Solar Salt and its mixture with 1 wt% CuO NPs vs. the test temperature at 1000 s-1
(A) and versus the shear rate at 350 ºC (B). Adapted from [114]. 
To summarize, the works of Jo, Banerjee [84] and Jung [74], indicate that the addition of the NPs 
may lead to changes on the Newtonian behaviour of the molten salts. In addition, the viscosity is 
greatly increased by the presence of the NPs. Lasfargues [31,114] found the opposite tendency. 
This may be due to many factors which influence the rheological performance of MSBNFs, such 
as the shape of the particles, their size and concentration, the nature of the base fluid, the test 
temperature and the tested shear rates. Lasfargues [31] considered that the possible clusters of the 
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According to this author, the rheological performance of the nanofluid is the same as the base 
salt. 
2.5.7 Corrosion 
The influence of the NPs on the corrosive behaviour of molten salts was studied by Schuller and 
coworkers [32,93]. The eutectic mixture of carbonates (Li2CO3-K2CO3 62:38 mol) was doped 
with 1 wt% of SiNPs. The nanofluid was introduced in stainless steel 304 containers to perform 
static corrosion tests. The exposure times were 2, 4 and 6 weeks at 520 ºC for both, the nanofluids 
and the pure salt. The results gave a clear indication of the non-corrosive nature of the carbonate-
based nanofluid for the evaluated steel. Figure 2-22 shows the corrosion rate determined on the 
pure and the doped salt. The reduction of the corrosion rate is clearly observed, with a mass loss 
reduction of 37, 59 and 49% for testing periods of 2, 4 and 6 weeks respectively. The authors 
considered two main hypotheses. The first one refers to the quick formation of a complex between 
the SiNPs and the salt which may act as a passive layer, thus preventing further corrosion. The 
second possibility is the migration of the SiNPs to the walls of the container and the formation of 
a physical barrier which may reduce the corrosion. 
Figure 2-22. Total mass loss of the raw carbonate and the SiNPs-doped carbonate. Adapted from [32,93]. 
2.5.8 Economic evaluation 
The further industrial implementation of the MSBNFs in CSP is currently remote and a wider and 
deeper characterization of these materials is needed first. Although this research topic is still on 
its first steps, the industrial interest can be boosted by demonstrating the cost reduction of the new 
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A few brief economic evaluations have been found through the scientific literature. The material 
costs as well as the savings produced by its improved thermal properties are considered. 
The researchers from Texas A&M University [32,62] employed a figure of merit developed by 

















An economic simulation was performed with the Solar Salt (NaNO3-KNO3 50:50 mol) and ANPs 
according to Eq. 2-4. The considered NPs concentrations were 10, 25 and 50 wt% respectively. 
The theoretical economic benefit based on the specific heat improvement was related to the 
material cost compared to the plain Solar Salt (Figure 2-23). The predicted increment of the cost 
of Solar Salt-based nanofluids for different percentages of ANPs are gathered in Table 2-3. 
Figure 2-23. Relative TES material costs according to the increment of the specific heat and the manufacturing cost 
increase. Reprinted with permission from [32,62]. 
Table 2-3. Predicted cost increase (%) for a nanofluid of Solar Salt (NaNO3-KNO3 50:50 mol) with ANPs. Adapted 
from [62]. 
Mass fraction Al2O3, 
% 
Increase in material cost, 
% 
cp increase leading to a 20% reduction of global 
costs 
0.1 0.9 126 
1.0 8.8 136 
10 87.6 235 
Miliozzi and coworkers [78] briefly discussed the cost of MSBNFs. The difficulty of conducting 
an accurate economic analysis of a roughly characterized material is emphasized. The considered 
scenario included an increase of the specific heat capacity of 20-30% (which was indeed 
experimentally determined). This involves a tank volume reduction, but the potential savings 




cannot be precisely quantified. The main barrier is the absence of information about the thermal 
diffusivity of the material. The calculated increment of the manufacturing costs was lower than 
2%. Some other costs should be added to it, such as the hypothetical industrial synthesis process, 
which has not yet been fully identified.  
 
2.6 CURRENT CHALLENGES AND FUTURE WORK 
The researchers working on MSBNFs must face several issues to create a solid knowledge and 
establish the future research topics on the field. In line with the features analysed through this 
review, the main barriers of MSBNFs and their possible solutions are laid out in the following 
paragraphs:  
- Characterization of the starting materials. The information about the properties of 
inorganic salts and NPs is very scarce or absent. Specific data of the actual nanoparticle size and 
shape is of great importance because of its influence on the final properties. In addition, the 
chemical compatibility between the salt and the NPs must be evaluated to guarantee the absence 
of future undesirable reactions. 
 
- Scalability and reproducibility of the synthesis procedure. The most common method to 
produce MSBNFs requires the use of huge quantities of water and ultrasonic power in a batch 
procedure. This procedure greatly hinders the industrial scalability and reproducibility of the 
method. Novel processes are needed to overcome these drawbacks, such as the direct mixing of 
NPs with the liquid salts at high temperatures. The key is to achieve a homogenous dispersion of 
the NPs in the salt. 
 
- Long-term stability of the NPs in the molten salt. Some studies have demonstrated that the 
NPs immersed into a molten salt suffer from agglomeration and settling after a few hours. 
Unfortunately, any feasible solution to delay or eliminate this issue has been proposed on the 
scientific literature until now. A deeper knowledge of the interactions between salts and NPs at a 
molecular level is necessary to advance in this matter. The use of physical techniques such as 
ultrasounds or mechanical stirring to break the agglomerates could be the answer. In addition, the 
use of novel functionalized NPs with surface modifications may also considerably reduce their 
agglomeration into the molten salt. 
 
- Standardization of measuring methods. The characterization of the thermophysical 




researchers. The huge number of methods found in literature to characterize the specific heat of 
MSBNFs makes difficult to draw comparisons, trends or conclusions for particular systems of 
salt-nanoparticle. The same situation occurs regarding other properties, such as the latent heat or 
the viscosity. 
 
- Devices for the characterization of high temperature fluids. Nowadays it is impossible to 
characterize some properties of MSBNFs because there are not commercial devices which can 
stand the high temperature and the corrosive nature of the molten salts. Particularly, the current 
methods to analyse the thermal conductivity are not technically suitable for fused salts. The same 
problem occurs to measure the nanoparticle size when the salt is on the liquid state. The analysis 
through indirect measurements (SEM, DLS, LFA), or the design of self-made apparatus, have 
been the applied solutions so far, with high limitations in terms of accuracy and 
representativeness. 
 
- Influence of the nanoparticle size. The relationship between the nanoparticle size and the 
specific heat of the nanofluid is not yet clear. As mentioned before, the initial size and shape of 
the NPs has not frequently been reported in the published articles, although the size that the NPs 
or the clusters have on the final material is reported on most publications. This size is analysed 
with SEM images or DLS in a few cases. In both techniques the material is on the solid state, 
thus, the absence of the real state of the sample makes it difficult to confirm or discard this 
dependence. 
 
- Viscosity. The rheological properties of MSBNFs are critical for a possible industrial 
application. Feasible and economical solutions must be developed to avoid an excessive 
increment of the viscosity. Nanofluids with higher viscosity than the base fluid lead to the increase 
of the pressure drop and consequently will require the use of pumping power.   
 
- Corrosion and erosion of containment materials. To the best of our knowledge, this issue 
has not yet received relevant attention from the scientific community of MSBNFs. Although these 
aspects have been studied for traditional nanofluids [129], it is necessary to know if the corrosive 
nature of the salt suffers of any change due to the presence of NPs. In addition, there may be 
physical erosion of pipes or tanks with the nanofluid movement. 
 
- Theoretical models and simulations. As explained in Section 2.2, some models have been 
proposed to justify the unusual high values of the specific heat of MSBNFs. In addition, MDS 
performed for some systems gives an initial idea of the processes which take place. However, a 
further development of these models and simulations with a higher number of combinations of 




salt-nanoparticle is necessary. The obtained predictions must be confirmed by experimental 
results and vice versa. More investigations involving their own simulation and experimental work 
at the same time are needed.  
 
- Economical evaluation. The likelihood of implementing these materials in the future is 
strongly dependent on their final cost. Although some cost-estimation has been found in the 
literature survey, much economic analysis remains yet to be performed. For example, a balance 
between the enhancement of thermal properties and the amount of NPs necessary to achieve it 
has not yet been determined. The inclusion of a high percentage of nanomaterials in the molten 
salts may fold the specific heat by several times but the cost might increase to an unacceptable 
level. Other aspects, such as the viscosity and the corrosion, should be taken into account as well. 
As emphasized before, the economic impact of the synthesis procedure must be seriously 










































3 RAW MATERIALS AND EXPERIMENTAL METHODS 
3.1 INTRODUCTION 
The present Chapter covers two objectives. First, the main features of the base salts and the 
nanoparticles selected for the study are detailed. Then, the methods and techniques used in the 
raw materials and nanofluids characterization are described with precision. All of them are 
gathered here as a compendium, since each of them is described again on the following chapters 
of results. The initial experiments which were carried out to optimize some of these methods are 
also included (Journal contribution 2 and Conference contribution 1 and 2). Finally, the 
characterization of the nitrates and the nanoparticles is explained. Most of the results included on 
this chapter have been used on the subsequent Chapters devoted to nanofluids characterization 
because they are the reference values to determine the improvement and/or modification obtained 
in the nanofluids. At the end of this Chapter, the Conference contribution 3 about the 
characterization of solar salt and boehmite nanoparticles has been reproduced. 
 
3.2 RAW MATERIALS SPECIFICATIONS 
In this section, the main features of the materials employed through the thesis are detailed. This 
will provide a clear insight on their properties to study their influence on the further synthetized 
nanofluids. 
3.2.1 Salts 
3.2.1.1 Sodium nitrate 
Sodium nitrate (NaNO3) is an inorganic salt found in natural deposits in few parts of the world, 
mainly in the Atacama Desert, in Chile [132]. Presently, it is synthetically produced for industrial 
applications [133]. At room temperature, its physical aspect is a white crystalline solid, odourless 
and colourless, moderately hygroscopic, saline in taste, and very soluble in water, ammonia and 
glycerol. Sodium nitrate is used as a fertilizer and in a number of industrial applications, including 
the manufacture of glass, explosives, and charcoal briquettes, as well as in the production of 
potassium compounds. 
Sodium nitrate can be found on several grades of purity. Table 3-1 shows the grades of sodium 






Table 3-1. Chemical composition, purity and supplier of the different NaNO3 grades used in this work [134–136]. 
SOD IUM NITR ATE ,  NANO 3  
Grade Analytical (ISN) Refined (RSN) Industrial (ISN) 
Supplier Labkem SQM SQM 
Melting point, ºC n.s. 308 n.s. 
Purity, % ≥ 99.5 ≥ 99.5 ≥ 98 
Cl-, ppm ≤ 5 ≤ 800 ≤ 6000 (total Cl) 
ClO3- / ClO-4, ppm ≤ 30 ≤ 350 n.s. 
IO3-, ppm ≤ 5 n.s. n.s. 
PO43-, ppm ≤ 2 n.s. n.s. 
SO42-, ppm ≤ 30 ≤ 1000 ≤ 5000 
CO32-, ppm n.s. ≤ 1000 ≤ 1000 
OH-, ppm n.s. ≤ 2000 ≤ 2000 
NO2-, ppm ≤ 2 ≤ 200 ≤ 200 
NH4 salts, ppm ≤ 20 n.s. n.s. 
Pb, ppm ≤ 5 (total heavy metals) ≤ 5 ≤ 5 
Cd, ppm n.s. ≤ 1 ≤ 1 
Cr, ppm n.s. ≤ 0.5 ≤ 0.5 
Hg, ppm n.s. ≤ 0.5 ≤ 0.5 
As, ppm n.s. ≤ 0.5 ≤ 0.5 
Mg2+, ppm ≤ 10 ≤ 200 ≤ 1000 
K+, ppm ≤ 50 n.s. n.s. 
Ca2+, ppm ≤ 20 ≤ 20 ≤ 100 
Fe, ppm ≤ 2 ≤ 10 ≤ 10 
Insoluble in H2O, ppm ≤ 50 200 500 
Moisture, % ≤ 1 0.1 0.1 
n.s.: not stated. 
3.2.1.2 Potassium nitrate 
Potassium Nitrate (KNO3) is found as a colourless transparent crystalline solid or as a white 
powder. It is soluble in hot water (1480 g/L at 80 ºC) but slightly soluble in cold water (808 g/L 
at 10 ºC). It releases oxygen when it decomposes on heating (400 ºC). It is a strong oxidizer and 
reactive with reducing agents, combustible materials, organic materials or metals. Potassium 
nitrate is a synthetic product, prepared commercially by the reaction of potassium chloride with 
sodium nitrate. It is used in the manufacture of gunpowder. It is also used in explosives, fireworks, 
matches, and fertilizers, and as a preservative in foods, especially meats. It is also sometimes used 
in medicine as a diuretic. Potassium nitrate is also used to produce optics glass and high grade 
craft glassware. Table 3-2 gathers its chemical composition [137–139]. 
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Table 3-2. Chemical composition, purity and supplier of the different KNO3 grades [137–139]. 
POTAS SIU M NIT RATE ,  KNO 3  
Grade Analytical (APN) Refined (RPN) 
Greenhouse 
(Multi-K GG) (IPN) 
Supplier Labkem SQM Haifa 
Melting point, ºC n.s. 333 n.s. 
Purity, % ≥ 99.8 ≥ 99.6 n.s. 
Cl-, ppm ≤ 5 ≤ 1000 n.s. 
ClO3- / ClO-4, ppm ≤ 30 ≤ 100 n.s. 
IO3-, ppm ≤ 5 n.s. n.s. 
PO43-, ppm ≤ 2 n.s. n.s. 
SO42-, ppm ≤ 30 ≤ 500 n.s. 
CO32-, ppm n.s. ≤ 200 n.s. 
OH-, ppm n.s. ≤ 100 n.s. 
NO2-, ppm ≤ 5 ≤ 200 n.s. 
NH4 salts, ppm ≤ 20 n.s. n.s. 
Pb, ppm ≤ 5 (total heavy metals) ≤ 5 n.s. 
Cd, ppm n.s. ≤ 1 n.s. 
Cr, ppm n.s. ≤ 0.5 n.s. 
Hg, ppm n.s. ≤ 0.5 n.s. 
As, ppm n.s. ≤ 0.5 n.s. 
Mg2+, ppm ≤ 10 ≤ 100 n.s. 
K+, ppm ≤ 50 n.s. n.s. 
Ca2+, ppm ≤ 20 ≤ 20 n.s. 
Fe, ppm ≤ 2 ≤ 10 n.s. 
Insoluble in H2O, ppm ≤ 50 ≤ 100 700 
Moisture, % ≤ 0.2 0.1 ≤ 0.2 
n.s.: not stated.
3.2.1.3 Solar Salt 
The TES material currently implemented in the CSP plants is called Solar Salt. It has been chosen 
as the base fluid in this thesis. It consists of a non-eutectic mixture of sodium and potassium 
nitrate (60:40 wt%). In Figure 3-1 the phase diagram of this blend is shown [140] and the 
composition of the Solar Salt is signalled (xNaNO3=0.64 molar fraction). According to this figure, 
the blend starts melting at 224 ºC and ends at 238 ºC. The use of this mixture instead of the eutectic 
one as TES material in the thermosolar energy plants is based only on economic considerations, 
due to the higher cost of KNO3 in comparison to the NaNO3 cost. 
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Figure 3-1. Phase diagram of the mixture of sodium and potassium nitrate [140]. The red line is the composition of 
the Solar Salt used as the base fluid on this thesis. 
Three Solar Salt mixtures were prepared by mixing sodium nitrate and potassium nitrate to a ratio 
60:40 wt% respectively. Each mixture was produced with the raw materials corresponding to a 
similar purity grade. Table 3-3 gathers the composition of these three mixtures. All of these blends 
were prepared in the same manner: the initial sodium nitrate and potassium nitrate were dried in 
an oven at 100 ºC for at least two hours to remove their humidity. Then, the required quantities 
of each salt were precisely weighed on a scale (ME204/M, Mettler-Toledo). Finally, the mixtures 
were melted at 396 ºC for 30 minutes into a furnace (Nabertherm) to ensure their homogeneity. 
Once the melting program was finished, the salts were extracted from the furnace and left to cool 
down at room temperature until their complete solidification. The samples were then crushed and 
milled into a mortar to obtain a fine powder. 







Acronym ASS RSS ISS 
NaNO3 Analytical Grade X 
NaNO3 Refined Grade X 
NaNO3 Industrial Grade X 
KNO3 Analytical Grade X 
KNO3 Refined Grade X 
KNO3 Greenhouse Grade X 
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3.2.2 Nanoparticles 
As established in the previous Chapter 2, only ceramic nanoparticles are able to withstand the 
high temperatures and corrosive nature of the molten salts. Alumina and silica nanoparticles 
belong to this group. They have been widely employed in contact with molten salts by many 
researchers, showing promising results. Therefore, the present study selected these nanoparticles 
with the aim of having a solid bibliographic background for a further comparison of the results. 
3.2.2.1 Alumina nanoparticles 
The source of alumina nanoparticles employed in the present study is a commercial water-based 
nanofluid (Alumisol-10A, Kawaken Fine Chemicals, Co.). This solution contains 10 wt% of 
boehmite nanoparticles. The technical features of this product are listed in  
Table 3-4. The nanoparticle size distribution and the TEM image provided by the manufacturer 
are depicted in Figure 3-2. The product is synthesized by the manufacturer employing the sol-gel 
method using aluminum alcoxides as raw materials. 
Table 3-4. Main characteristics of the commercial nanoparticles dispersion employed in this study [141].. 
ALUMI SOL -10A 
Supplier Kawaken Fine Chemicals 
Al2O3, % 9.8 – 10.2 
pH 3.4 – 4.2 
Average particle diameter, nm 5 - 15 
Stabilizer Nitric acid 
Appearance Slight white liquid 
Crystal system 
Boehmite, 
(aluminium oxide hydroxide, γ-AlO(OH)) 
Viscosity, cp (25 ºC) ≤ 50 
Specific surface area, m2·g-1 (5 h at 500 °C) 250.8 
Specific surface area, m2·g-1 (5 h at 1000 °C) 115.8 
Notes Water solution 
NO3-, ppm 7000 
PO43-, ppm < 2 




   
Figure 3-2. Nanoparticle size distribution (left) and TEM image (right) of the product Alumisol-10A [141]. 
 
The boehmite, is an aluminium oxihydroxide (AlOOH), precursor of the γ-Al2O3. It crystallizes 
on an orthorhombic dipyramidal lattice [142] and its structure consists of layers of the basic 




Figure 3-3. Schematic structure of boehmite: Basic structural unit (left), spacial configuration (middle and right) 
[142,143]. 
 
3.2.2.2 Silica nanoparticles 
The product known as LUDOX® SM-30 (W. R. Grace & Co.-Conn) was used as the source of 
silica nanoparticles. It is a commercial aqueous colloidal nanofluid containing 30 wt% of silica 
nanoparticles [144,145]. According to the manufacturer, it contains discrete, spherical particles 
of amorphous silica in the low nanometer size range. The nanoparticles, dispersed in water, are 
non-porous and exhibit non detectable crystallinity. Besides, the product is designed to have a 
monomodal and narrow size distribution (Figure 3-4) which gives the advantage that all particles 
will have similar available surface for interacting with the molten salt media. The main 
characteristics of LUDOX® SM-30 are gathered in Table 3-5. 
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Figure 3-4. TEM picture of monodisperse LUDOX® colloidal silica [145]. 
Table 3-5. Chemical composition, properties and supplier of the silica nanoparticles [144]. 
LUDOX®  SM-30 
Supplier W. R. Grace & Co.-Conn 
Counter ion Na+ 
Particle size, nm 7 
SiO2 Specific surface area m2·g-1 340 
Silica content, SiO2 wt% 30 
Sodium content (wet basis), Na wt% 0.5 
Sodium content (dry basis), Na wt% 1.7 
pH 8-11 
These small silica particles are formed by a dense silica core and a surface covered by silanol (Si-
OH) groups. Because of their small particle size and high surface area, these silanol groups 
strongly interact with other chemical groups. However, for the same reason, the free colloidal 
silica particles are very unstable and tend to react with each other to form large agglomerates of 
silica gel, prone to settling. To prevent the aggregation and gelling, the silica particles in 
suspension are stabilized by inducing a charge on the surface to make the particles repel each 
other. The colloidal silica products are divided into grades, depending on the employed 
stabilization route. The alkaline grade silica is stabilized by treatment with bases (NaOH or 
NH4OH) to provide a negatively charged surface, leaving the counter ions (Na+ or NH4+) in 
solution to balance the charge on the surface, as illustrated on Figure 3-5. The LUDOX® SM-30 
silica nanoparticles are stabilized with Na+.  





Figure 3-5. Structure of the colloidal silica nanoparticles [146]. 
In addition to LUDOX® SM-30, solid crystalline silica nanoparticles (Silica nanopowder, Sigma-Aldrich, St. Louis, 
MO, USA) were used to replicate the traditional synthesis method of the nanofluids.  
 
Table 3-6. Main properties of the solid silica nanoparticles [147]. 
S ILI CA N AN OPO WDE R  
Supplier Sigma-Aldrich 
Purity, % 99.8 
Diameter, nm 12 
Surface area, m2·g-1 175-225 
Boiling point, ºC 2230 
Melting point, ºC 1600 
pH 3.7 – 4.7 
Water content,  wt% < 1.50 
Trace metal analysis, ppm ≤ 2500 
 
3.3 EXPERIMENTAL METHODS 
3.3.1 Analysis of the salt impurities 
The main impurities of the nitrate salts with non-analytical grade and the nanofluids based on 
them were analysed and quantified. The chemical analysis was performed in the laboratory of 
Tecnalia following the common procedures of determination for each compound. Specific 
analytical methods were carried out to determine each type of contaminant: 
- Chlorides: The salt was dissolved in water and then analysed by Ionic Chromatography.  
- Sulphates: The sample was dissolved in nitric acid and the total amount of sulphur was analysed 
by Inductively Coupled Plasma / Optical Emission Spectrometry (ICP/OES). The results are 
expressed as sulphates. 
- Phosphates: The sample was dissolved in nitric acid and the total amount of phosphor was 
analysed by ICP/OES. The results are expressed as phosphates. 
- Nitrites: The salt was first dissolved in ultrapure water. In this solution, the colorimetric method 
was performed according to the American Public Health Association (APHA) standard “4500-
NO2 –B: Nitrite by colorimetry. Standard Methods for the Examination of Water and 
Wastewater”. 




- Calcium and magnesium: The sample was dissolved in nitric acid and the total magnesium 
and calcium was analysed by ICP/OES in the solution thus obtained. 
- Carbonates and hydroxides: The salt was first dissolved in ultrapure water. An acid-based 
titration was done over this solution with hydrochloric acid. The method was done according to 
the standards “UNE-EN ISO 9963-1:1996. Water quality. Determination of alkalinity. Part 1: 
Determination of total and composite alkalinity (ISO 9963-1:1994)” and “UNE-EN ISO 9963-




3.3.2 Nanoparticle size and Zeta Potential 
The determination of the size of the particles dispersed on the salt-nanoparticle dispersions was 
carried out by means of Dynamic Light Scattering (DLS). This is a non-invasive, well-established 
technique for measuring the size of particles and macromolecules in the submicron region, down 
to below 1 nanometre. It is used to measure the size of the particles suspended in a liquid [148]. 
Particles in suspension undergo Brownian motion, a phenomenon influenced by particle size, 
sample viscosity and temperature. The Brownian motion is the random movement of particles in 
a liquid due to the bombardment by the molecules that surround them. Light scattering is a 
consequence of the interaction of light with particles and also with the electric field of the small 
particles or molecules. When such particles are illuminated with a laser, the intensity of the 
scattered light fluctuates at a rate that depends on the speed of particle movement.  
The diameter measured in DLS is called the hydrodynamic diameter and corresponds to the 
diameter of a sphere with the same translational diffusion coefficient as the particle being 
measured. The hydrodynamic diameter depends not only on the size of the particle “core”, but 
also on any surface structure, as well as on the type and concentration of any ions in the medium. 
In the case of non-spherical particles, DLS will give the diameter of a sphere that has the same 
average translational diffusion coefficient as the particle being measured (Figure 3-6). This means 
that, for example, in the ANPs (needle-shaped) the results cannot be considered as absolute 
numbers but only serve as a comparison between them. 
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Figure 3-6. Example of hydrodynamic diameter (left) and equivalent sphere (right). The brown area around the 
particle are the molecules attached to its surface. Reprinted with permission from [149]. 
The result from a DLS experiment yields the intensity distribution of different particle size ranges. 
The intensity distribution is naturally measured according to the scattering intensity of each 
particle fraction or family. As a consequence, it can be overestimated, since a small amount of 
aggregation/agglomeration or the presence of a large particle species can dominate the 
distribution.  
This can be converted, using Mie theory [148], to a volume or number distribution. That means a 
distribution describing the relative proportion of multiple components in the sample, based on 
their volume or number rather than based on their scattering (intensity). 
When transforming an intensity distribution to a volume or number distribution, there are four 
assumptions that must be accepted: 1) all particles are spherical; 2) all particles are homogeneous 
(with the same composition and phase/crystalline nature); 3) the optical properties of the particles 
are known, i.e. the real & imaginary components of the refractive index and 4) there is no error 
on the intensity distribution. 
An understanding of these assumptions is particularly important, since the DLS technique itself 
produces distributions with inherent peak broadening, so there will always be some error in the 
representation of the intensity distribution. As such, volume and number distributions derived 
from these intensity distributions are best used for comparative purposes, or for estimating the 
relative proportions where there are multiple modes, or peaks, and should never be considered 
absolute. 
This is clearly illustrated in the Figure 3-7 for a sample consisting of equal numbers of particles 
with diameters of 5 nm and 50 nm. The number weighted distribution (plot on the left side) gives 
equal weighting to both types of particles, therefore emphasizing the presence of the fine 5 nm 
particles. The intensity weighted distribution (plot on the right side) has a signal one million times 
higher for the coarser 50 nm particles than for the 5 nm ones. Larger or aggregated particles show 











misinterpretations. The volume weighted distribution (plot on the center of the figure) is 
intermediate between the two former cases, being the volume of the bigger particles 1000 times 
larger than the volume of the smaller ones (volume of a sphere is equal to 4/3πr3) 
 
Figure 3-7. Example of number (left), volume (center) and intensity (right) weighted particle size distributions for the 
same sample [150]. 
 
In addition to the light scattering, the DLS device can measure the Zeta Potential (ZP) of a 
colloidal dispersion, which is used to evaluate stability of a fluid dispersion with nanoparticles. 
The ZP is a parameter which is related to the surface electrical charge, a property that all materials 
possess, or acquire, when suspended in a polar fluid (like water). It must be noted that only small, 
colloidal or nanosize particles can be suspended in a fluid, and it occurs due to an ionic-electrical 
stabilization between the particles and the fluid ions. An electrical double layer surrounds these 
small particles (Figure 3-8), locally forming an “ionic” concentration different from the ionic 
concentration of the solution. The electrical double layer is divided into two regions. The first 
region is called the Stern layer, formed by ions with charge opposite to that created onto the 
particle. The Stern layer is strongly bound to the particle and the ions move together with it. The 
second layer is known as the diffuse layer where the ions are less strongly attached [151]. The 
electric potential due to the surface charge at the outermost surface of the Stern layer is called the 
Stern potential. The electric potential at the end of the diffuse layer is the ZP. Thus, it is the 
potential difference between the dispersion medium and the outermost surface of the diffuse layer. 
At constant ionic strength of the medium, the higher the charge on the particle, the higher will be 





Figure 3-8. Scheme of the electrical double layer formed across a negatively charged colloidal particle. Reprinted 
with permission from [152]. 
 
In general, a high magnitude of the ZP (negative or positive) is an indication of an electrically 
stabilized system and the nanoparticles will not form clusters. When the ZP reaches zero 
(isoelectric point (IEP)) the nanoparticles tend to agglomerate. Larger information about the 
stability of colloidal dispersions and the ZP can be found in [148]. 
In this work, the DLS equipment used to characterize the nanoparticle size and its ZP was the 
Zetasizer Nano ZS (Malvern Instrument, Ltd. Malvern, UK). Tests were performed with 173° 
scattering angle. The analysis was performed on a liquid sample at room temperature. Therefore, 
the solid samples needed to be dissolved in distilled water prior to the measurement. The 
minimum and maximum concentration of the nanoparticles in this solution is related to their 
expected sizes, according to Malvern experts’ advices (Table 3-7) [153]. The samples were 
dissolved in distilled water just before performing the experiment to avoid any interference on 
results due to the sedimentation of nanoparticles. This water was previously adjusted to the pH of 
stability of the nanoparticles, as will be explained later. Then, the specific cells of the equipment 
(the cells for measuring ZP are different from those required to measure the particle size 
distribution) were filled in with a little amount of the sample solution (around 1 mL) and placed 
inside the device. The measurement was repeated three times on each sample to evaluate the 
method accuracy. It is important to remark the impossibility of establish an equivalence between 
the nanoparticle dispersion into the molten salt and into the water solution measured in the DLS. 
The nanoparticle sizes measured with this method are considered as an approximation to the real 
ones, in absence of a device capable of measuring at the high working temperatures of the 
inorganic salts. 




Table 3-7. Nanoparticle concentration on the measured solution according to their expected size. These values are 
recommendations from Malvern Instruments [153] 
Particle size, nm Minimum concentration Maximum concentration 
< 10 0.5 mg·mL-1 
Only limited by the sample material interaction, 
aggregation, gelation, etc. 
10 – 100 0.1 mg·mL-1 5% mass (assuming a density of 1 kg·m-3) 
100 -1000 0.01 mg·mL-1 1% mass (assuming a density of 1 kg·m-3) 
Before doing the measurements, a Standard Operating Procedure (SOP) is defined having into 
account some features of both, the nanoparticles and the solvent: the Refractive Index (RI), the 
viscosity and the absorption (Table 3-8). The Refractive Index of a dilute solution of Solar Salt 
was measured by a manual refractometer and the viscosity was considered to be that of the 
distilled water at 25 ºC. The refractive indexes of both ANPs and SiNPs were found on the 
Zetasizer Nano ZS software, as well as the data for a dilute solution of Sodium Nitrate. 
Table 3-8. Physical parameters of the Solar Salt, alumina and silica implemented on the measurement procedure. 
 Solar Salt Sodium Nitrate Alumina (Al2O3) Silica (SiO2) 
Refractive Index (RI) 1.343 1.331 1.760 1.460 
Viscosity (cp) 0.8872 0.8919   
Absorption   0.100 0.000 
The ZP of the solutions prepared with each type of nanoparticle was measured at different pHs. 
For each nanoparticle, several dispersions were prepared at different pHs ranging from 2 to 10. 
In every case, the pH was adjusted using nitric acid or sodium hydroxide diluted solutions. All 
the solutions were prepared at room temperature. The special cuvettes for the determination of 
ZP were carefully filled in with these solutions, avoiding the presence of air bubbles, to carry out 
the ZP measurements.  
The previous experiments done to optimize this measurement method are detailed later in the 
Conference contribution 2 [118]. 
 
3.3.3 Thermal properties 
3.3.3.1 Thermal stability 
The Thermogravimetric Analysis (TGA) measures the absolute amount and the rate of weight 
change of a sample as a function of time or temperature in a controlled environment. TGA has a 
wide range of properties that can be measured such as thermal stability, oxidative stability, 
interaction with different atmospheres, moisture and volatile content, and sometimes the 
composition of multi-component systems. The three most important characteristics that TGA 




temperature. A dTG curve is generated as the first derivative of the weight with respect to 
temperature or time.  The dTG curve can be used to provide both qualitative and quantitative 
information about the sample. Qualitative modes of analysis include identifying a material and 
distinguishing between two or more overlapping reactions. Quantitative modes include the 
analysis of the curve weight-time and the temperature at maximum weight loss/gain 
measurements [154].    
In this research, the technique was used to verify the thermal stability of salts and nanoparticles 
in the working temperature range of TES at CSP plants and to guarantee the absence of reactions 
between them.  
The following procedure was employed to determine the thermal stability of the raw Solar Salt, 
nanoparticles and Solar Salt-based nanofluids. About 20 mg of the dried sample was introduced 
in a platinum crucible specifically supplied for the TGA measurements. The crucible was placed 
in the TGA device (SETARAM SETSYS Evolution –1750, Setaram Instrumentation, France) and 
subjected to the following heating program. First, a heating-ramp from 20 ºC to 90 ºC at 5 ºC/min 
to remove humidity. This ramp was followed by a second heating-ramp from 90 ºC to 550 ºC at 
2 ºC/min. Then, the sample was hold at the highest temperature for 3 hours and cooled again until 
90 ºC (2 ºC/min). Finally, two additional heating and cooling cycles between 90 ºC to 550 ºC 
were applied in order to know if the weight losses were reversible or not. 
The analyses were always carried out under air atmosphere instead of an inert one, to account for 
the worst scenario. The weight loss of the sample was precisely registered along the time with the 
thermobalance. 
3.3.3.2 Specific heat  
The specific heat of the Solar Salt, Sodium Nitrate, ANPs, SiNPs and the nanofluids composed 
of these materials was determined by means of Differential Scanning Calorimetry (DSC). This is 
a well-established measuring method which is used at a large scale in different areas of research, 
development, and quality inspection and testing. A large number of properties and transitions 
related to the exchange of heat can be quickly identified over a large temperature range. The 
temperature where changes or reactions occur can be determined, as well as the characteristic 
energy exchange taking part on the occurred phenomenon. To do these measurements only some 
few milligrams of sample are required. Measurements obtained by DSC allow to determine the 
heat capacity (specific heat), the heat of transition, some kinetic data, the purity of compounds, 
the phase transition temperatures and their latent heats, the glass transition of polymers; it can be 
used to identify substances, to set up phase diagrams and to determine degrees of crystallinity of 
a material [155]. 




There are three main DSC technologies presently available in the market, with several relevant 
different operational features. This study employs a DSC technique based on implementing a 
defined temperature program to two different samples simultaneously (the same T program at the 
same time), the sample under study and a reference sample. The apparatus measures the difference 
of the heat flow rate between the sample under study and the reference during the test, to reach 
the same predefined temperature on each moment. 
DSC is the most widespread thermal analysis technique to measure the specific heat of a material. 
The american standard ASTM 1269E is one of the most utilized procedures to determine this 
property. The analysis is based on measuring -and comparing- the power to heat the sample and 
the power to heat a well-known reference material (usually sapphire) [32]. In recent years, a novel 
method known as Modulated Differential Scanning Calorimetry (MDSC) developed by TA 
Instruments has emerged as a reliable alternative. In this case, two simultaneous heating cycles 
are applied to the sample and the reference: a lineal cycle and a sinusoidal cycle “imprinted” onto 
the lineal cycle. The first cycle is measuring the total heat flow (comparable to the ASTM 
standard) while the sinusoidal (modulated) heating rate allows the direct calculation of the specific 
heat [156].  
The MDSC method has been successfully employed by several researchers to determine the 
specific heat of the MSBNFs [32,38,89,97,104,105,107,110,111]. An exhaustive study concluded 
that the specific heat of MSBNFs obtained by these two mentioned methods were equivalent [38]. 
However, the MDSC method gives the specific heat of the material without the need of measuring 
an empty crucible. 
3.3.3.2.1 Solar Salt and its nanofluids 
The apparatus employed in this work to determine the specific heat of the Solar Salt and the 
nanofluids based on it was a Differential Scanning Calorimeter Q100 (TA Instruments) with 
autosampler. It was used to perform the specific heat measurements with MDSC under an 
isothermal procedure. First, the solid material was dried at 100 ºC at least for 2 hours in an oven 
to remove the ambient humidity. Then, around 30 mg of the sample were introduced in a T-zero 
aluminium crucible (Figure 3-9) which was heated on a hot plate before being hermetically sealed 
afterwards. The crucible filling and sealing was done inside a glove box filled (Unilab plus ECO 
Mbraun, 200 mbar, argon atmosphere). That guarantees the absence of O2 (<0.5 ppm) and H2O 
(<0.5 ppm). Once inside the DSC, the sample was first stabilized at the desired temperature for 
an isothermal period of 10 min to achieve the salt thermal equilibrium. The data collection was 
carried out for 20 min at the same temperature. Nitrogen was used as inert gas inside the device. 
The specific heat was measured at 196 °C (solid state), 296 ºC and 396 °C (both in liquid state). 




The temperature modulation of the DSC technique was set-up to 0.6 °C of amplitude and a period 
of 110 s in order to provide good sensitivity. Three different portions of each sample were 
measured to obtain a representative result. This measurement method proved to achieve a high 
precision, as demonstrated in the Journal contribution 2 and Conference contribution 1  [157,158]. 
 
Figure 3-9. T-zero aluminium crucible utilized to the thermal analysis in DSC. 
The experimental tests were always performed from the highest to the lowest temperature. Thus, 
a complete melting of the sample was achieved at the beginning of the experiment (melting 
temperature of the salt is 238 ºC), which is beneficial in order to obtain the results from the solid 
state over a compact piece rather than on the initial fine powder. Initially, the sapphire sample 
commonly used as the reference material was measured under the same protocol to find out the 
possible device divergence with the theoretical values [159] and to correct the final sample results. 
The thermal program described is depicted in Figure 3-10. 
 
Figure 3-10. Thermal program used to measure the specific heat of the Solar Salt and its nanofluids. The temperatures 
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3.3.3.2.2 Sodium nitrate and its nanofluids 
The determination of the specific heat of the samples of Sodium Nitrate was done in a comparable 
manner to that of the Solar Salt. The sample preparation and encapsulation was exactly the same. 
The thermal program in the DSC (Figure 3-11) was adapted to the melting temperature of the 
Sodium Nitrate (308 ºC) and the objective of using it as PCM. Two isothermal steps at 326 ºC 
(liquid) and 256 ºC (solid) were conducted to know the specific heat in the liquid and the solid 
state, respectively. The conditions were the same that described for the Solar Salt samples, with 
a modulation of 0.6 ºC of amplitude and a period of 110 seconds. The samples were thermally 
equilibrated at the test temperature during 10 minutes prior to the data collection period (20 
minutes). 
 
Figure 3-11. Thermal program used to measure the specific heat of the Sodium Nitrate and its nanofluids. The 
temperatures of the isothermal periods, the cooling rate and the melting temperature (MT) of the Sodium Nitrate are 
signalled. 
3.3.3.3 Latent heat and melting temperature 
The phase change properties (latent heat and melting temperature) of the Sodium nitrate and its 
nanofluids were measured with the aim of using these materials as NePCMs. The analysis was 
performed in the DSC just after measuring the specific heat as described in the precedent section. 
The sample was first melted by increasing the temperature up to 350 ºC, followed by two heating 
and cooling cycles between 350 ºC and 200 ºC at a heating/cooling rate of 10 ºC/min. The results 
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3.3.3.4 Thermal conductivity 
The thermal conductivity of the salts and the nanofluids were indirectly determined by means of 
the thermal diffusivity, which was measured by means of the Laser Flash Analyzer (LFA) 
technique. This device works by shining a pulsed laser on the sample, which is absorbed by it, 
leading to a temperature rise at its surface and the propagation of the heat by conduction. The 
temperature distribution inside the sample depends only on the thermal diffusivity of the material 
if other conditions remain invariable. Further comprehensive information on this technique can 
be found elsewhere [160].   
The relationship between the thermal conductivity (k) and the thermal diffusivity (α) can be 
calculated from the Eq. 3-1: 
𝑘 = 𝛼 𝜌 𝑐𝑝            Eq. 3-1
where k is the thermal conductivity (W·m-1·K-1), α is the thermal diffusivity (m2·s-1), ρ is the 
density (kg·m-3) and cp is the specific heat (kJ·kg-1·K-1). 
The specific heat of this Eq. 3-1 was obtained from the DSC measurements, as detailed in the 
precedent section. The density was calculated for each temperature and salt according to the 
correlations reported in the literature [161]. 
A laser flash device model LFA427 from Netzsch, with a temperature range from -150 ºC to 2000 
ºC was used to measure the thermal diffusivity (α). The tests were conducted under a nitrogen 
atmosphere with a flow rate of 100 mL/min, a laser voltage of 500 V and a pulse period of 0.80 
ms. A platinum holder (ϕ = 12.7 mm, Figure 3-12, left) suitable to contain the molten salt was 
used in this work. A sample of approximately 92 mg was used for each measurement. Figure 3-12, 
left shows the empty holder prior to the measurements. An external graphite coating (Figure 3-12, 
right) is necessary to increase both the absorption of the laser on the sample’s front surface and 
the surface emissivity. A mathematical model considering a composite material structured on 
three layers (platinum + sample + platinum) is used by the device to calculate the thermal 
diffusivity [160]. Two portions of each salt or nanofluid were analysed in the LFA. Each of these 
portions were submitted to the explained experimental program twice. Then, all these data were 
used to calculate the mean thermal diffusivity and its Standard Deviation (SD), as well as the 
thermal conductivity results. 





Figure 3-12. Platinum holder (pan and lid) used to contain the salt, empty (left) and coated before the analysis (right). 
 
3.3.3.4.1 Solar Salt and its nanofluids 
The study of the thermal conductivity of Solar Salt-based nanofluids nearly inexistent in the 
literature and the studies are focused in the specific heat. However, the thermal conductivity 
influences strongly the heat storage and transfer processes. Thus, it is of high interest the 
evaluation of the increase of this property on the Solar Salt due to the addition of the nanoparticles. 
With this objective, the thermal diffusivity of the Solar Salt and its corresponding nanofluids were 
measured at 25 ºC, 196 ºC, 256 ºC and 396 ºC according to the method described previously. The 
measurement at 25 ºC was carried out with the aim of comparing the obtained results with those 
found on the published literature. The measurements were performed from the highest to the 
lowest temperature. 
3.3.3.4.2 Sodium Nitrate and its nanofluids 
As stated in the Chapter 1, Sodium Nitrate-based nanofluids are intended to be used as NePCMs 
due to its appropiate melting temperature (308 ºC) for DSG . The low thermal conductivity of the 
Sodium Nitrate is a serious drawback for its use as PCM, slowing down the heat transfer rate 
during the charging and discharging cycles. The addition of nanoparticles could increase this 
thermal conductivity and the thermal transfer. 
To check this hypothesis, the thermal diffusivity of the Sodium Nitrate and its nanofluids were 
measured at 400 ºC (liquid state), following the described procedure. 
 
3.3.4 Microstructure and composition 
The study of the microstructure of the nanofluids is useful to broaden the knowledge of the 
changes induced by the nanoparticles in the base salt. In this sense, the microstructure of the 
nanofluid could be linked to the improvement of the thermal properties, as proposed by some 
authors [30,63,99]. The objectives of this characterization are: to analyse the existence of 




by DLS and to evaluate the homogeneous dispersion of the nanoparticles into the matrix salt. 
3.3.4.1 Transmission Electron Microscopy (TEM) 
To identify the morphology of the nanoparticles the optical microscopes are unsuitable, and the 
SEM microscope presents large limitations due to their size range. Accordingly, the size and the 
shape of the SiNPs and ANPs were observed by means of TEM, using a device JEOL 2100 
operating at a voltage of 100 kV.  
3.3.4.2 Scanning Electron Microscopy (SEM) 
The Scanning Electron Microscopy (SEM) was employed to characterize the nanoparticle clusters 
on the solid salt, both in the Solar Salt and the Sodium Nitrate-based nanofluids. The SEM 
analysis was carried out on a field emission scanning electron microscope (FESEM, JEOL, 
7001F). Secondary Electrons (SE) and Back Scattered Electron (BSE) images were obtained for 
each sample, accounting for the relief and the composition of the salt surface respectively. 
Energy-Dispersive X-ray spectroscopy (EDX), an element analysis technique, was carried out 
when required.    
SE were used to observe the topography of the specimen surface with high resolution. As the 
intensity of the generated secondary electrons varies depending on the angle of the incident 
electrons onto the specimen surface, subtle variations of the surface roughness modify the signal 
intensity, and correspondingly the image obtained on the screen. BSE are mainly used to observe 
the compositional differences of the specimen. In the case of a polycrystalline specimen, the 
differences in crystal orientation are observed as the contrast in the image. In addition, the 
elemental analysis of the images was performed by EDX. Characteristic X-rays generated from 
the specimen spot where the electrons impact, are detected by a semiconductor detector and 
converted into electric signals. 
The three mentioned signals are originated at different depths on the sample. The electrons come 
from the main beam of electrons focused onto the sample surface, as seen in Figure 3-13. 
The specimen preparation involves placing the sample in the form of solid powder on a 
microscopy slide. The samples to be tested must be conductive so, due to the low conductivity of 
the inorganic salts, the specimens were covered with a graphite layer prior to their 
characterization. Because of the low melting temperature of the nitrates, a voltage of 5 kV was 
used. A Working Distance (WD) around 10 mm was used to improve the resolution obtained with 
such a small voltage. 
 





Figure 3-13. Electron beam and sample interaction. (Source: https://www.surfgroup.be/semedx) 
 
3.3.4.3 Crystalline structure 
X-ray diffraction (XRD) is generally used to identify the crystallographic composition of a 
crystalline sample. The intensity of the diffracted X-rays that impacted onto the sample surface is 
measured as a function of the incidence angle of the rays with respect to the sample surface. The 
angle of diffraction is related to the crystal lattice parameters. The XRD pattern of each compound 
is like its fingerprint. XRD is a well-known and mature technique and presently there is a large 
database of diffraction patterns corresponding to almost any available compound in the world 
[40]. The database has been formed by the diffraction patterns obtained by many researchers since 
the beginning of the last century. As a result, the XRD apparatus is aided with a computer system 
including a database with patterns. Information about the principles and the interpretation of the 
XRD can be found in books on Materials Science [162,163].   
On the present study, a XRD device Bruker D8 Advance was used to evaluate the crystallinity of 
the nanoparticles, the salts and the nanodoped-salts. The X-ray source was the Cu Kα line 
(λ=0.154 nm). The angle was scanned with a step size of 0.03° and a step time of 2 second. 
 
3.3.5 Long term stability 
The stability of the nanoparticles into the molten salt is a great challenge of the MSBNFs. In the 
traditional nanofluids (based on water or oils) the nanoparticles are stabilized by functionalization 
or the addition of surfactants, which is very difficult in the MSBNFs due to the high working 
temperatures. The nanoparticles in the ionic media of the molten salt tend to collide between them, 
agglomerate and set down. Thus, after this process the nanoparticles may not be longer dispersed 




Due to the novelty of the MSBNFs, there are not standard or agreed procedures to evaluate their 
stability in the long term. An experimental method has been designed, including the visual 
inspection of the molten nanofluid and its characterization by ICP (nanoparticle percentage), DSC 
(specific heat) and DLS (nanoparticle size). 
The Solar Salt and its nanofluids were melted inside a glass flask and maintained in the liquid 
state (at 396 ºC) in a furnace for a certain period. Pictures of these flasks were taken after 0.5 h, 
1 h and 5 h to further compare the aspect of the nanofluids. These periods of time were selected 
based on our own experience. In addition to this visual analysis, sampling was done at the same 
periods of time. As illustrated in Figure 3-14, these aliquots (around 10 mL) were extracted from 
the middle area of the liquid by a glass pipette and dropped on a glass surface. Once the picture 
and the sample were taken, the flask was returned into the furnace until the next sampling time. 
The samples were stored in a dry place for their further characterization, as detailed later. 
It is worth mentioning that the sampling should be done in the liquid state rather than get the solid 
material after cooling it down. Otherwise, the nanoparticles may agglomerate at the bottom during 
the solidification process, making impossible to analyze their properties under real conditions. To 
check this assumption, the nanofluid was left at room temperature after finishing the stability test 
until its solidification. Then, the glass flask was broken and a portion from the middle of the whole 
sample was extracted and characterized in the same manner as the previous samples. 
   
 
Figure 3-14. Development of the stability test: schematic representation and picture of the flask containing the 
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After that, the quantity of ANPs or SiNPs on each nanofluid and its aliquots was measured to find 
out how many of them remained dispersed on the nanofluid core after a certain period of time. 
With this aim, the amount of aluminium and silicon was determined by ICP-OES (Thermo ICAP 
7400 DUO) by an alkaline digestion. An amount of around 0.1 g of the solid sample was mixed 
with 1 g of lithium metaborate and put inside a platinum crucible. This mixture was melted in a 
furnace at 950 ºC for 20 minutes. The molten sample was then extracted in a beaker with an 
aqueous solution of HCl. The analysis was performed twice for each sample in order to obtain 
reliable results. 
The mass concentration of Al2O3 and SiO2 were determined from the percentages of Al and Si 
according to the Eq. 3-2 and Eq. 3-3, respectively. 
% 𝐴𝑙2𝑂3 =  
% 𝐴𝑙 · [𝐴𝑙2𝑂3]𝑚𝑤
2 · [𝐴𝑙]𝑎𝑤
Eq. 3-2 
% 𝑆𝑖𝑂2 =  
% 𝑆𝑖 · [𝑆𝑖𝑂2]𝑚𝑤
[𝑆𝑖]𝑎𝑤
Eq. 3-3 
where the percentages are expressed in mass fraction and mw and aw means molecular and atomic 
weight, respectively. 
In addition, the nanoparticle size distribution and the specific heat were determined according to 
the procedures explained in the precedent sections.  
3.3.6 Rheology 
In spite of the thermal properties of the MSBNFs, their rheology is also of high importance for 
their industrial implementation as HTFs or in the TES system. The introduction of the 
nanoparticles into the molten salt may lead to a rise of the viscosity. This will increase the 
pumping energy required and could occasionally require design changes of some elements. A 
commitment should be reached between the larger heat transfer rates achieved by the MSBNFs 
and the higher pumping costs. In addition, heat transfer is directly affected by viscosity because 
the Reynolds number changes. 
The viscosity and the shear stress of the Solar Salt and its nanofluids were measured under 
different shear rates and temperatures. The rheological study included two approachs: 
- Influence of the measuring system. Two different configurations were used: coaxial cylinders 




al. [164]. A coaxial cylinder rheometer consists of an inner concentrically rotating cylinder with 
an outer stationary cylinder where the test sample is placed, according to the schema shown in 
Figure 3-15, left. On the other side, a parallel plate rheometer consists of two parallel disks where 
the sample is placed with an adjustable gap (Figure 3-15, right). 
- Influence of the nanoparticle concentration. Nanofluids with RSS as the base fluid and different 
nanoparticle percentages were tested in one of the parallel plate rheometers. The results were 
evaluated with the theoretical predictions for these materials. 
 
 
Figure 3-15. Schematic representation of the geometry of the rheometers used in this study: coaxial cylinders (left) 
and parallel plate (right). 
 
The Table 3-9 summarizes the test conditions established for each of the three rheometers used 
in this study. 
Table 3-9. Experimental conditions of the viscosity measurements carried out with the three rheometers. 




AR 2000ex, TA 
Instruments 
MCR 3502, Anton 
Paar 
Configuration Coaxial cylinders Parallel plate (45 mm) Parallel plate (35 mm) 
Shear rate range, s-1 1-250 100-1000 1-250 
Tested temperatures, ºC 250, 270, 290, 300 300, 350, 400 300, 350, 400 
Sample amount, g 9 2 1.7 
Time for thermal 
stabilization, min 
60 5 5 
Number of cycles 
(1 cycle = min-max-min 
shear rate) 
3 5 2 
Shear rate points per 
range 
20 20 36 
Time at each shear rate, s 10 10 -- 
Acquired data at each 
shear rate 
2 1 1 
 




3.3.6.1.1 Coaxial cylinders (Rheometer 1) 
The viscosity of the undoped salts the nanofluids were measured with a programmable rotational 
rheometer (DV-III Ultra, Brookfield Inc., USA) coupled with a furnace (maximum temperature 
300 ºC) and a temperature controller. The coaxial cylinders system consists of a cone spindle 
which is introduced in a sample chamber (Figure 3-16). This assembly is placed inside a closed 
thermal chamber during the high temperature measurements avoiding the evaporation of the 
sample. The shear rate testing range was comprised between 1 and 250 s-1. The samples were 
tested at 250 ºC, 270 ºC, 290 ºC and 300 ºC (Test 1).  
Following the recommendations given by the rheometer manufacturer, around 9 g of the solid 
sample were placed inside the stationary cylinder and melted at the lowest temperature, 250 ºC. 
After the sample was molten, the spindle was slowly inserted and put into contact with the molten 
flluid with special care to prevent the formation of any bubble that may alter the results. The 
sample was held at the test temperature for 60 minutes to reach its thermal equilibrium before 
collecting the data. Then, three increasing and decreasing shear rate cycles were applied to obtain 
the different steady state flow curves versus temperature. On each cycle, measurements were 
taken at 20 different shear rates, 6 points per each shear rate. Once this experimental procedure 
finished, a new experiment starts by heating up the same previous sample at the next target 
temperature, 270 ºC, reproducing the same experimental procedure to obtain measurements. This 
process is repeated at the different temperatures until the last experiment is carried out at 300 ºC. 
At each new temperature, the sample is thermally equilibrated again for 60 minutes prior to 
replicate the test. The mean shear stress, the mean viscosity and the Standard Deviation (SD) of 
the measurements were calculated for each analyzed shear rate. The results for very low shear 
rates, under 50 s-1, were omitted due to their low repeatability (torque <10%), according to the 
Brookfield user manual [165].  
 
Figure 3-16. Left: The spindle and the sample chamber used for the rheological tests (Rheometer 1). Right: General 
view of the rheometer. The spindle is hanged on the device which applies the rotational force and then immersed into 





3.3.6.1.2 Parallel plate (Rheometers 2 and 3) 
It is well-known that the nanofluid viscosity values may differ depending on the employed 
rheometer geometry [164]. Thus, with the aim to determine if this could be the case in our samples 
and in order to attain reliable results, two high temperature rotational rheometers with parallel 
plate geometry were used. In these rheometers, the tests were done at higher temperatures (300 
ºC to 400 ºC) than in the coaxial cylinder device. These temperatures are in the range of the real 
operating conditions. Unfortunately, the maximum working temperature of the previous 
rheometer was 300 ºC. The data obtained at this temperature is further used to compare the 
performance of the two rheometers. 
On one side, the samples were measured with a rheometer AR 2000ex, from TA Instruments 
(Rheometer 2, Figure 3-17, left). About 2 g of the solid sample were placed between the parallel 
plates with a gap of 0.35 mm. The sample is heated up to the desired testing temperature and then 
analysed at shear rates between 10 and 1000 s-1. The testing temperatures were 300 ºC, 350 ºC 
and 400 ºC. Five cycles of increasing and decreasing shear rates were performed on each 
temperature, to find out the possible time dependency. 20 shear rate measurement-points were 
defined on each cycle and each measurement lasted 10 s. Because of the little amount of sample 
needed, the thermal equilibrium is shortly reached. Fresh sample was put on the device to carry 
out the tests at each temperature. 
The viscosity of the samples were also measured on the second parallel plate rheometer 
(Rheometer 3), an Anton Paar MCR 3502, where about 1.6 g of the solid sample were placed 
between the parallel plates of the rheometer, fixing a gap of 1 mm between them (Figure 3-17, 
right). The sample is heated up to the desired testing temperature, and then the test start. The shear 
rates employed ranged from 10 s-1 to 1000 s-1. The testing temperatures were 300 ºC, 350 ºC and 
400 ºC. 
 





Figure 3-17. The rheometers with the parallel plate configuration. Rheometer 2: AR 2000ex (left) and Rheometer 3: 
MCR 302 (right). 
 
It is worth mentioning that parallel plate rheometers require a precise amount of sample to attain 
reliable measurements (Figure 3-18). Underfilling the container may lead to errors and overfilling 
it may cause the loss of fluid [166]. The use of these two different rheometers was merely due to 
their availability on the laboratory at the time of performing the measurements. The main 
difference between them is the maximum possible shear rate to perform the experiments, while 
the rest of their features are similar and equivalent. The objective is to compare the results of the 
nanofluids analysed on each one with those of the coaxial cylinder rheometer. 
 







3.4 OPTIMIZATION OF EXPERIMENTAL METHODS 
3.4.1 Introduction 
The assurance of reproducible results with the experimental methods is an essential step before 
going on with the nanofluid characterization. This section is analysing the reproducibility and the 
optimization of the more important properties in this research: the specific heat and the 
nanoparticle size distribution. 
The following subsections consist of the reproduction of three contributions concerning the 
precision and details of the methods used to measure mentioned properties. 
3.4.2 Journal contribution 2. A precise method to measure the specific heat of Solar Salt-
based nanofluids 
Authors: Belén Muñoz-Sánchez, Javier Nieto-Maestre, Gorka Imbuluzqueta-García, Izaskun Marañón-
García, Iñigo Iparraguirre-Torres and Ana García-Romero  
Journal: Journal of Thermal Analysis and Calorimetry, 129 (2), 905–914. 2017. (Published) 
Abstract: A novel material has been developed for thermal energy storage at high temperatures ([300 °C) 
with enhanced thermal transport and storage properties. It is considered more efficient than the current 
molten salts used in the concentrated solar power plants. It is composed of an inorganic salt doped with a 
small percentage of nanoparticles (NPs), which are claimed to increase the specific heat compared with that 
of the raw salt. Thus, a precise determination of this thermal property is essential to perceive this 
enhancement. The specific heat of solar salt (SS) and a mixture of SS with 1 mass% of alumina NPs have 
been measured by the differential scanning calorimetry (DSC) technique. An isothermal procedure based 
on modulated DSC has been established to perform the measurements. The influence of the type of crucible, 
the amount of sample inside the crucible and the presence of moisture on the scattering of the data has been 
studied. Reliable results with a low uncertainty (\10%) were achieved by the use of T-zero aluminium 
hermetic crucibles, the mass increment of analysed sample (30 mg) and the absence of moisture inside the 
crucibles. 
Keywords: DSC · Specific heat · Solar salt · Nanoparticles · TES · CSP 
 
3.4.2.1 Introduction 
Molten nitrate salts have been of common use in CSP plants to store thermal energy as sensible 
heat  for several decades [167]. More recently, these materials have also been proposed and 
employed as  heat transfer fluid, HTF, to increase the operating temperature and thus the thermal 
efficiency of the system compared to the industrial thermal oils widely used in these plants [168]. 
Although the technology of molten salts for CSP is mature, their poor thermophysical properties 
(specific heat and thermal conductivity) are one of their most challenging problems. The addition 




of tiny quantities of nanoparticles to the molten salts has proven to significantly increase their 
specific heat [38]. In order to quantify the expected enhancement, it is essential to conceive and 
develop a reliable and precise measurement method. 
Differential Scanning Calorimetry (DSC) is the most widespread thermal analysis technique to 
measure the specific heat of a material. The large scattering of the results is one of the most 
important issues when measuring this property with a DSC device. There are many factors which 
could influence the uncertainty of the results within a certain extension. With the aim of 
establishing a systematic analytical procedure, it is essential to determine and control the sources 
of variability. In this sense, each material has a different behaviour depending on its nature. 
Accordingly, the experimental procedures should be adapted to its particular features.  
The ASTM 1269E is the most extended procedure to determine the specific heat of a material. 
The determination is based on measuring -and comparing- the power to heat the sample and the 
power to heat a well-known reference material (usually sapphire) [32]. In recent years, a novel 
method known as Modulated Differential Scanning Calorimetry (MDSC) has emerged as a 
reliable alternative. In this case, two simultaneous heating rates are applied to the sample: lineal 
and sinusoidal. The first one is the total heat flow analogous to the ASTM standard while the 
sinusoidal (modulated) heating rate allows the direct calculation of the specific heat [156].  
The MDSC method was successfully employed by several researchers to determine the specific 
heat on Molten Salt-Based Nano Fluids (MSBNF) [32,38,89,97,104,105,107,110,111]. An 
exhaustive study concluded that the specific heat of MSBNF obtained by these two methods were 
equivalent [38]. However, the scattering of the results and the associated uncertainty have been 
highlighted by numerous authors in this field [31,32,38,62,74]. Most of these publications only 
considered the deviations related to the measuring device. Betts [38] performed an extensive 
investigation about other sources of variability. The influence of the heating rate and the weight 
of the sample were analysed. As expected, the weight difference between the sample and the 
reference (sapphire) had influence on the measurement precision. 
Presently, there is still a need to define a procedure suitable for the determination of the specific 
heat of MSBNF. Increasing the precision of these measurements is still a challenge for the 
scientific community. Consequently, the main objective of this work consists of establishing an 
adequate and reproducible procedure to measure the specific heat of SS-based nanofluids. The 
proposed procedure uses the MDSC method. The influence of factors such as the sort of crucible, 





3.4.2.2 Materials and Methods 
The specific heat of two materials was analysed: the material known as SS (a mixture of 60% 
NaNO3 and 40% KNO3 by weight) and the same salt doped with the addition of alumina NPs (1% 
by weight). 
Pellets of industrial grade of NaNO3 (≥98%, SQM industries) and KNO3 (≥99%, Multi-KGG 
Greenhouse-grade, Haifa Group) were first crushed in a mortar to obtain a fine powder. The raw 
materials were dried in an oven at 100 ºC for two hours prior to weigh and then, mixed in the 
proper quantities to achieve the desired composition. Finally, the mixture was melted to 
homogenize the sample. The obtained material was hand-milled in a mortar, stored under dry 
conditions and then employed to perform the thermal analysis. The nanodoped material (SS1A) 
was prepared by dissolving the SS in deionized water, then adding the necessary amount of 
alumina NPs. The alumina nanoparticles consisted of a commercial aqueous suspension of 10 nm 
particles (Alumisol-10A, Kawaken Fine Chemicals, Co.). The water was then removed by heating 
at 100 ºC. The dried material was melted and cooled down at room temperature. The solid material 
was milled and manually stirred for homogenization. By milling and mixing the whole sample 
(about 10 g), the small portion which is filling the crucible (a few mg) is more homogeneous 
regarding its composition. The representative samples were obtained in this way. 
A Differential Scanning Calorimeter (DSC, Q100, TA Instruments) was used to perform the 
specific heat measurements with Modular Differential Scanning Calorimetry (MDSC) under an 
isothermal procedure. Several milligrams of the sample were introduced in an aluminium 
crucible, which was hermetically sealed afterwards. The sample was first stabilized at the desired 
temperature by an isothermal period of 10 minutes to achieve the salt thermal equilibrium. The 
data collection was carried out during 20 minutes at the same temperature. The gas atmosphere 
inside the device to perform all the measurements was nitrogen. Each experiment included the 
measurement of the specific heat at three different temperatures: 196 ºC (solid state), 256 ºC and 
396 ºC (both in liquid state). Following the recommendation of TA Instruments [169,170], the 
modulation was set up with 0.6 ºC of amplitude and a period of 110 s in order to provide good 
sensitivityeconds to attain a calibration constant, Kcp, near to 1.00. 
The experimental tests were always performed from the highest to the lowest temperature. Thus, 
a complete melting of the sample was achieved at the beginning of the experiment (melting 
temperature of the salt is 220 ºC), ensuring the good contact between the crucible and the material 
along the measurements, which would have not been the case if the measurements are taken with 
loose powder material.  
By means of the above defined measuring procedure, the influence of the following empirical 




parameters was studied: type of crucible (two different types evaluated), mass of the sample (two 
different amounts) and ambient humidity (three different conditions were employed). To evaluate 
the influence of these parameters six experiments were defined. The experimental conditions of 
these experiments are shown on Table 3-10. These experiments were carried out both, with the 
pure SS and with the SS1A. Each experiment was performed from three to six times with a new 
sample each time. The weight measurements were carried out using a scale with a precision of 
0.01 mg (Mettler Toledo Excellence Plus XP205 Deltarange). 












SS, SS1A 10 Ambient 6 
2 T-zero hermetic SS, SS1A 10 Ambient 6 
3 T-zero hermetic SS, SS1A 30 Ambient 6 
4 T-zero hermetic SS 30 Ambient 3 









Before the experiments took place, a sapphire sample with a mass of 25.55 mg was measured 
following the same protocol to find out the possible device divergence with the theoretical values 
[159] and to correct the final sample results. The sapphire is the most used reference material to 
perform the calibration of DSC before testing any sample. Its specific heat value is between 
0.0949 J g-1 K-1 and 1.3128 J g-1 K-1 depending on the temperature (-183.15 ºC to 1376.85 ºC). 
Höhne and colleagues [155] recommend calibrating the apparatus with a material of similar 
specific heat to that of the sample under study in order to obtain accurate results. Since the 
sapphire and the materials under evaluation correspond to ionically-bonded inorganic 
compounds, their specific heat belongs to a similar order of magnitude, which can be considered 
an acceptable approach for the development of the measurement and calibration procedure. The 
experimental specific heat obtained with sapphire at the temperatures of interest was compared to 
the theoretical values and a calibration constant, Kcp (theoretical/measured) was calculated. Its 
value was provided to the device which had into account this little divergence to further correct 
the sample results.  
The uncertainty of the measuring procedure and technique were evaluated by means of the 
sapphire measurements carried out for calibration. According to the obtained calibration constants 
Kcp, the mean uncertainty was under 2%. The uncertainty due to the experimental materials 




3.4.2.2.1 Influence of the type of crucible 
The results from the experiments reference 1 and 2 were used to study the influence of the crucible 
type on the specific heat determined by MDSC. Two kinds of aluminium crucibles were 
employed: the traditional hermetic crucible and the T-zero hermetic crucible (Figure 3-19). Six 
crucibles of each type were filled in with 10 mg of SS sample and then hermetically crimped. The 
SS and SS1A samples were analysed. 
 
Figure 3-19. T-zero crucibles (left) and traditional crucibles (right). Both are hermetic and made of aluminium. 
 
3.4.2.2.2 Influence of the weight of the sample 
The influence of the amount of material on the specific heat was evaluated by producing the same 
experiment with a different amount of material in each case. The T-zero hermetic crucibles were 
used, with sample amounts of 10 mg and 30 mg. The results of the experiments referenced as 2 
and 3 were used to carry out this study. 
3.4.2.2.3 Influence of the sample moisture 
The SS is a hygroscopic material and the presence of moisture inside the crucible may increase 
the scattering of the results. To evaluate this feature, three different experiments were devised 
(Experiments reference 4, 5 and 6 on Table 1). All these experiments were done with T-zero 
crucibles with 30 mg of SS, according to the best results obtained from the study of the two 
previous parameters. Three identical crucibles were analysed on each experiment. On the 
Experiment reference 4 they were sealed under a non-controlled atmosphere (the normal 
laboratory ambient). On the Experiment reference 5 they were first filled and heated on a hot plate 
(above 100ºC) before closing them. On the Experiment reference 6 all the material was inserted 
into a glove-box (Unilab plus ECO Mbraun, 200 mbar, argon atmosphere) and the crucibles were 
first filled and heated on a hot plate and then sealed under inert conditions. Although the crucibles 
of Experiment reference 5 and 6 were previously heated, they quickly lost this heat and were at 
ambient temperature when closing. This is due to their tiny size and material (aluminium). The 
existence of an underpressure on these crucibles is discarded. 
In order to know the presence of moisture on these samples, the DSC was used to record the heat 
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flow around 120 ºC. The enthalpy of fusion (∆Hf) measured at this temperature is directly related 
to the water contained inside the crucible. 
3.4.2.3 Statistical treatment of the measurements 
In all the experiments carried out in this study the weight of the filled crucibles was registered 
before and after the experiments to determine if any sample leakage or mass loss could have 
occurred during the experiment.  
The specific heat measurements were replicated three or six times depending on the experiment 
(Table 3-10) to study the data repeatability. These results were statistically treated afterwards. 
The mean value, the Standard Deviation (SD) and the Relative Standard Error (RSE) were 
calculated for each set of data, considering a Student’s t-distribution with a 95% confidence 















i Eq. 3-4 
where SD is the standard deviation, xi is an individual measurement, x̅ is the mean value of the 
sample and n is the number of replicas.  
n
SD
txxxCI  2 Eq. 3-5 
where CI is the confidence interval, x̅ is the mean value of the sample, ∆x is the amplitude of the 
interval, tα/2 is the percentile of the Student’s t distribution with a significance level of α and n-1 






RSE Eq. 3-6 
where RSE is the Relative Standard Error, ∆x is the amplitude of the interval and x̅ is the mean 
value of the sample. 
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3.4.2.4 Results and discussion 
3.4.2.4.1 Influence of the crucible type and the weight of the sample 
The results of the specific heat collected from the MDSC measurements were analysed according 
to the mentioned statistical procedure. The mean value, the SD and the RSE are shown in Table 
3-11 and for the SS and SS1A samples respectively. 
According to these results some trends can be noted. The use of the traditional crucibles 
(Experiment reference 1) caused a high scattering of the specific heat results at any temperature. 
The RSE were around 40% in SS and slightly lower in SS1A. These values are far from the target 
value for reliability (RSE ≤ 5%). On the other hand, the scattering was greatly reduced by using 
the T-zero hermetic crucibles (Experiment reference 2). The RSE was in this case around 9% for 
both samples, which means that the SS specific heat uncertainty was cut off by 30% and the SS1A 
by 10% compared with previous RSE results. Although these errors are still higher than the 
objective, it denotes a clear improvement. The experiments also revealed that the temperature of 
the experiment had a large influence on the scattering of the results. The measurements on the 
solid state (196 ºC) showed higher RSE, probably due to the presence of metastable solid phases 
generated during the cooling process [171]. In the Experiment reference 3 the sample weight 
inside the T-zero hermetic crucible was increased from 10 to 30 mg. As shown in Table 3-11 and 
Table 3-12, the RSEs were near the target and always under 10%. The RSEs of the samples SS1A 
were higher, as foreseen, because of the typical high heterogeneity of these nanostructured 
materials. The small percentage of nanoparticles employed in the composition (1 wt%), and the 
prone agglomeration of these particles, make it feasible that the small samples (mg) required for 
the measurements in the DSC, extracted from the same batch, could indeed present significant 
particle-percentage differences. 




Table 3-11. Influence of the crucible type and the sample weight on the scattering of the specific heat determined on 


















heat/J g-1 K-1 
1.902 2.458 3.910 
 SD/J g-1 K-1 0.849 0.217 0.102 




heat/J g-1 K-1 
1.992 2.521 3.707 
 SD/J g-1 K-1 0.800 0.228 0.236 




heat/J g-1 K-1 
2.142 2.505 3.322 
 SD/J g-1 K-1 0.762 0.178 0.122 
 RSE/% 37.34 7.47 3.85 
 
Table 3-12. Influence of the crucible type and the sample weight on the scattering of specific heat determined on 


















heat/J g-1 K-1 
1.741 3.431 2.900 
 SD/J g-1 K-1 0.490 0.222 0.194 




heat/J g-1 K-1 
1.633 2.855 2.686 
 SD/J g-1 K-1 0.381 0.152 0.026 




heat/J g-1 K-1 
1.670 2.636 2.832 
 SD/J g-1 K-1 0.311 0.149 0.234 





There are two features of the SS that may affect the uncertainty of the specific heat results: its 
low thermal conductivity and its high surface tension [161]. The first property means a low heat 
transfer rate in the material. Thus, a good thermal contact is essential between the sample, the 
crucible and the thermocouple of the device. The second factor causes the molten salt to “climb” 
through the crucible walls, which is known as creeping. This causes an undesirable effect since 
part of the salt is leaving the bottom of the crucible and loses the contact with the thermocouple 
which registers the test temperature. 
These two features are behind the different results found between the two kinds of crucibles. The 
dissimilar shapes of the traditional and the T-zero crucibles can be observed in Figure 3-19. A 
critical detail to be noticed is the flat shape of the T-zero crucible bottom. This feature allows a 
better thermal contact between the thermocouple and the crucible and, consequently, with the 
sample (Figure 3-20). The thermal energy is more homogenously carried through the sample and 
the results uncertainty become lower [40]. However, it is possible to reduce more the RSE in the 
measurements if the T-zero crucible is filled with a higher amount of the sample (30 mg). The 
explanation is related to the low viscosity and high surface tension of the SS. When the crucible 
is filled with 10 mg of the sample, some amount wicks up through the walls in the liquid state and 
the sensor may lose the contact with this part of the sample (Figure 3-21). If the T-zero crucible 
is filled with 30 mg of the sample most of its volume is full, so the wicking problem is negligible 
and the thermal energy transfer is consistent and reproducible. The described behaviour has been 
observed by Thoms [40]. Höhne and co-workers  also state that better contact conditions and 
higher masses lead to a higher sensitivity of the DSC system [155].  
 
Figure 3-20. Schematic section of the T-zero and the traditional crucibles showing the difference in thermal contact. 
Adapted from [40]. 
 





Figure 3-21. Opened Tzero pan with 10 mg of sample after measurement. The presence of sample on the lid is clearly 
observed. 
 
It is worth mentioning that the absolute specific heat of SS in these experiments are a bit higher 
than the literature values [38,61,74,97,104,105,113] despite the increasing accuracy achieved 
with Experiments reference 2 and 3. The salt absorbs water from the ambient since it is very 
hygroscopic and these experiments are done outside of a controlled atmosphere. As a 
consequence, the absolute specific heat may be influenced by the presence of residual water which 
turns into vapour at the tested temperatures (water vapour specific heat is around 2 J g-1 K-1 at this 
temperature range [172]). 
Moreover, the increment of the specific heat of SS1A compared to SS is only achieved in the 
Experiment reference 2 (39, 13 and 5% for each temperature respectively). There is not a clear 
explanation for this trend yet. There is not a complete agreement in the scientific community 
about the enhancement of specific heat on molten salts containing nanoparticles. Our research 
group is currently doing an exhaustive research on this field to confirm if this is occurring 
systematically or only under very specific conditions. 
3.4.2.4.2 Influence of the sample moisture 
The impact of any possible moisture contained in the samples has been considered. The SS is a 
highly hygroscopic material [38], which causes the sample to absorb the humidity from the 
surroundings very quickly, depending on the ambient humidity and temperature. As a result, each 
sample prepared under ambient conditions can contain a different amount of salt and water, 
impossible to control or quantify, which means higher variability of the measurements performed 
by MDSC. 
The results of specific heat, the mean values, the SD and the RSE are presented in Table 3-13 for 
the Experiments reference 4, 5 and 6 done with the SS. In agreement with these results, the 
samples which were closed under inert atmosphere (Experiment reference 6) produced the highest 
precision. The increased RSE of the Experiments reference 4 and 5 can be deemed to the presence 
of moisture. This is evidenced by the results of the latent heat determined on these experiments 




A graphical analysis is shown in Figure 3-22. An important reduction of the moisture content is 
achieved by heating the sample inside the crucible before crimping it (Experiment reference 5). 
The absence of water is evidenced by the lack of a peak on the heat flow registered in Experiment 
reference 6.  
The scattering of the data at the highest test temperature (396 ºC) is strongly influenced by the 
presence of water in the Experiments reference 4 and 5. The steam generated at this temperature 
may increase the pressure inside the hermetic crucible and distort the results of specific heat 
(which is calculated assuming a constant pressure).  
In the Experiment reference 6, the RSEs have been greatly reduced compared to the Experiments 
reference 4 and 5. The errors are in the range of the RSE target (5%) at any temperature. However, 
it is still possible to increase the results precision if more replicas of the SS are analysed. 
Table 3-13. Influence of the sample moisture on the scattering of the specific heat of SS samples 









Previous heating + 
ambient 
Previous 
heating + inert 
196 
Mean specific 
heat/J g-1 K-1 
1.632 1.605 1.502 
 SD/J g-1 K-1 0.040 0.011 0.038 
 RSE/% 6.04 1.77 6.20 
256 
Mean specific 
heat/J g-1 K-1 
2.223 1.716 1.703 
 SD/J g-1 K-1 0.031 0.054 0.038 
 RSE/% 3.45 7.78 5.54 
396 
Mean specific 
heat/J g-1 K-1 
1.619 1.659 1.666 
 SD/J g-1 K-1 0.121 0.155 0.015 




17.79 8.91 --- 
 SD/J g-1 0.61 0.04 --- 
 RSE/% 8.51 1.16 --- 
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Figure 3-22. Heat flow at around 120 ºC of samples tested under experiments reference 4 (a), 5 (b) and 6 (c). Note the 
absence of water in Experiment reference 6 (crucible closed under inert conditions). 
b)
c)
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3.4.2.4.3 Analysis of the combined three factors 
The Figure 3-23 shows graphically the RSE of the specific heat values determined on the SS 
samples analysed according to the three factors investigated on this research: crucible type, 
sample weight and moisture content. The error percentage is less than 10% in most cases. The 
best results (RSE≈5%) were found by using T-zero crucibles, filled in with 30 mg of sample and 
closed under an inert atmosphere (Experiment reference 6).  
Figure 3-23. The specific heat uncertainty of the SS samples in the performed experiments. 
For the sake of comparison, the specific heat of the same materials (SS and SS1A) determined by 
other authors are gathered in Table 3-14. The SD and RSE have been calculated and included on 
the table, as well as other important information, like the measurement method and the sample 
weight. 
A graphical comparison of these data is presented in Figure 3-24, where the specific heat and the 
SD are represented versus the test temperature. The data from the Experiment reference 6 have 
also been included on the graph. These data cannot be directly compared with each other due to 
the lack of details about the employed DSC procedure, differences on the salt and the nanoparticle 
sources and purities as well as the particular details on the synthesis method. Focusing on the 
DSC method, the number of replicas ranges between three [38,61,97] and six [74]. It is 
noteworthy to comment that a higher number of measurements does not imply a higher accuracy 
on the specific heat determination, but increases the precision. The analysis of these results points 
towards the potential relevance of using a large amount of sample to reduce the uncertainty. The 
results obtained with larger samples masses (15-25 mg) [104,105] rendered lower uncertainty 
than those collected from a sample weight around 10 mg [38]. However, in most articles the 
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Table 3-14. Analysis of the uncertainty of specific heat results of SS and SS1A reported by different authors 


















SS 313 1.590 0.031 8.39 3 Unknown Unknown [61] 
313 1.600 0.012 3.23 3 Unknown Unknown [61] 
350 1.580 0.021 5.67 3 8-18 ASTM [38] 
350 1.523 0.030 9.27 3 7-10 MDSC [38] 
335 1.480 0.090 16.88 5 Unknown ASTM [113] 
170 1.210 0.020 4.59 5 15-25 MDSC [104,105] 
350 1.470 0.020 3.78 5 15-25 MDSC [104,105] 
350 1.470 0.042 12.29 3 Unknown MDSC [97] 
180 1.191 0.075 16.10 6 Unknown ASTM [74] 
373 1.315 0.099 19.35 6 Unknown ASTM [74] 
SS1A 350 1.923 0.080 17.63 3 6-17 ASTM [38] 
350 1.823 0.037 6.51 3 8-10 MDSC [38] 
350 1.820 0.050 11.82 3 Unknown MDSC [97] 
180 1.324 0.015 3.15 5 Unknown ASTM [74] 
373 1.566 0.014 2.48 5 Unknown ASTM [74] 
Figure 3-24. The specific heat (and the Standard Deviation, SD) of SS and SS1A versus the test temperature in the 

























SS - Betts [38]
SS - Dudda, Shin [104,105] 
SS - Schuller et al. [32]
SS - Jung [74]
SS - Lu, Huang [61]
SS - Andreu-Cabedo et al. [113] 
SS1A - Betts [38]
SS1A - Schuller et al. [97]





The influence of the kind of crucible has not been analysed on any of these articles, neither the 
potential presence of humidity on the sample. As a result, the amount of the sample inside the 
crucible is the crucial factor to reduce the scattering of the results on these measurements.  
However, according to the results the absence of humidity during the preparation and the 
experimental manipulation of the samples is the most important factor to ensure a good precision. 
Indeed, this factor could explain why the scattering is reduced when the amount of material 
employed is higher and the preparation and measurement is carried out without humidity control. 
If small amounts of material are used, the samples will be fully saturated by the moisture existing 
on the laboratory atmosphere. On the contrary, the water absorption of large samples will be 
relatively low and the global humidity percentage on large samples will be low in comparison to 
small samples. 
As a result, the testing procedure developed in the present work requires a controlled atmosphere 
cabinet (glove-box) to carry out the sample preparation. Further research is required to 
quantitatively analyse the water uptake in relation to the atmospheric relative humidity of the 
laboratory. A deep knowledge of this aspect could lead to develop a new procedure that might not 
require the use of a glove-box.  
It is worth mentioning that the authors have been recently involved in a Round Robin Test about 
the specific heat of Solar Salt [173]. Nine partners were taking part on the experiments, including 
universities, research centres and private companies. The sample provided by the organizers was 
analysed according to the procedure developed in this research and the values of specific heat 
were within the average. This may denote the suitability and accuracy of the present method at 
measuring this kind of samples. 
3.4.2.5 Conclusions 
The determination of the specific heat of SS and nanodoped SS by means of the DSC usually 
yields a large scattering of the results due to several different factors. This study has evaluated 
the potential influence of the kind of crucible used on the DSC, the weight of the sample and the 
moisture contained on the sample. 
The use of flat-bottom crucibles (T-zero) instead of the traditional non-flat bottom crucibles helps 
in reducing the scattering of the results. This has been attributed to the better contact between the 
material and the crucible on the flat-bottom crucibles. 
The weight of the sample is an important factor to reduce the scattering of the results. The use of 
large samples improves the precision of the results. Several factors could be responsible for this 




behaviour, including the better contact between the sample and the sensor and the presumably 
lower humidity absorption percentage. However, further research is required to elucidate this 
assumption. 
The moisture absorbed by the sample during the manipulation to prepare the DSC specimens has 
shown to be the crucial factor to reduce the scattering of the results. The RSE is below 5% when 
the samples have been treated to remove any absorbed humidity and the DSC specimens are 
prepared in a controlled atmosphere in absence of moisture. 
The lowest scattering was found when the T-zero type crucibles were used, filled in with 30 mg 
of the sample and sealed under an inert atmosphere. The specific heat was determined according 
to a MDSC method with several isothermal stages. On these conditions, the RSE of the 
measurement is around (and even below) 5%, both for the SS and for the nanodoped SS (SS1A). 
This error represents a very low uncertainty.  
A reliable and precise procedure to determine the specific heat with the MDSC method has been 
established. The approach developed by this work is suitable for a particular material composed 
of solar salt and 1% by weight of alumina nanoparticles. A relative error not larger than 5% can 
be guaranteed when following this procedure. 
The samples should be prepared under an inert atmosphere. It is also recommended to use a large 
amount of sample (30 mg) and a T-zero hermetic crucible to improve the precision of the results.  
The experimental MDSC program recommended for determining the specific heat of SS and 
nanodoped SS (SS1A) consists of an isothermal procedure with 10 minutes of thermal 
stabilization followed by 20 minutes of data collection. The modulation parameters are 0.6 ºC of 





3.4.3 Conference contribution 1: Round Robin Test on the Measurement of the Specific 
Heat of Solar Salt 
Authors: Belén Muñoz-Sánchez, Javier Nieto-Maestre, José González-Aguilar, José Enrique Julia, Nuria 
Navarrete, Abdessamad Faik, Thomas Bauer, Alexander Bonk, María Elena Navarro, Yulong Ding, Nerea 
Uranga, Elisabetta Veca, Salvatore Sau, Pau Giménez, Pierre García and Juan Ignacio Burgaleta  
Journal: SolarPACES 2016. AIP Conference Proceedings 80017 (2017). doi:10.1063/1.4984438. 
(Published) 
Abstract. Solar salt (SS), a well-known non-eutectic mixture of sodium nitrate (60 wt%) and potassium 
nitrate (40 wt%), is commonly used either as Thermal Energy Storage (TES) material (double tank 
technology) or Heat Transfer Fluid (HTF) (solar tower) in modern CSP plants worldwide. The specific heat 
(cp, kJ·kg-1·K-1) of SS is a very important property in order to support the design of new CSP Plants or 
develop novel materials based on SS. A high scientific effort has been dedicated to perform a suitable 
thermophysical characterization of this material. However, there is still a great discrepancy among the cp 
values reported by different authors [174]. These differences may be due to either experimental error 
(random or systematic) or divergences in the starting material (grade of purity, presence of impurities and/or 
water). In order to avoid the second source of uncertainty (the starting material), a Round Robin Test (RRT) 
was proposed starting from a common material. In this way, the different methods from each laboratory 
could be compared. The study should lay the foundations for the establishment of a systematic procedure 
for the measurement of the specific heat of this kind of materials. Nine institutions, research centres and 
companies, accepted the proposal and are contributing with their results. The initiative was organized within 
the Workshop SolarPACES Task III – Material activity. 
3.4.3.1 Introduction 
A precise determination of the cp of the Solar Salt is essential to fulfil both research and industrial 
purposes. The investigation of new TES materials, the design of novel industrial TES systems 
and the improvement of their effectiveness are based on this property. With these aims, the 
analytical technology is improving day by day to achieve more accurate results and reduce the 
measurement errors in order to comply with the requirements of industry. Nowadays, the most 
widespread thermal analysis technique to measure the cp is the Differential Scanning Calorimetry 
(DSC). 
The sources of uncertainty for the cp measurement can be classified in two main groups:  
- Device precision: the experimental errors from the devices employed in the measurement 
(balance, DSC or other calorimeter) and their use (human error), they are also divided in random 
and systematic. 
- Starting material: the divergences on the starting material: lack of homogeneity, presence of 
impurities or moisture. 




The experimental errors are not easily minimized. The device supplier (DSC or other) usually 
reports a certain error for the equipment. However, the final error is the sum of many factors. For 
example, the calibration of the equipments (balance, DSC) is very important, as well as the skills 
of the person who will perform the measurements. In most cases, the final error is strongly 
influenced by the method of measurement. The election of the measurement method should be 
adapted to the properties of the material. The provider usually recommends the proper method for 
the application requested by the customer. In this way, there are standards that are commonly 
accepted for specific materials, but the technology is advancing and these standards should be 
revised periodically. 
In order to avoid the divergences on the starting material, it is strongly recommended to assure 
that the sample is representative of the starting material. Performing the measurements on 
different samples from the same starting material may reduce the errors due to the lack of 
homogeneity. In the case of thermal characterization, it is essential to remove traces of water from 
the sample prior to measurements. The presence of humidity may induce errors for two reasons: 
part of the weight introduced in the device for the cp measurement corresponds to water, and that 
the cp of water (4.18 kJ·kg-1·K-1at 25ºC) is much higher than the sample one. 
With the aim to compare different techniques of measurement, it is essential to eliminate the 
uncertainties due to the starting material.  In this way, a RRT becomes a powerful tool to compare 
the methods and devices employed by different laboratories. The same sample is delivered to all 
the partners involved in the RRT. All the partners do the same conditioning treatment prior to 
analysis. Therefore, the errors can only be attributed to the equipments and the methods employed 
by each partner. 
3.4.3.2 Aim 
The aim of this work is to perform a RRT for the measurement of the cp of SS. The different 
methods of measurement of cp will be compared for this specific application.  
3.4.3.3 Method 
3.4.3.3.1 Sample Preparation and Conditioning 
Sodium nitrate (Labkem, analytical grade) and potassium nitrate (Labkem, analytical grade) were 
dried at 100 ºC overnight in an oven (Raypa). A SS batch (120 g) was prepared by mixing 72 ± 
0.1 g of sodium nitrate with 48 ± 0.1 g of potassium nitrate. (60:40 wt%). The mixture was 
homogenized and melted in a furnace (Nabertherm) at 350 ºC for ½ h. After being cooled, the SS 




Prior to the sample preparation, the SS batch was dried in an oven at 100 ºC for 1 hour. Nine 
samples were prepared by weighing enough quantity to perform the measurements (~ 2 g) from 
the SS batch under argon and dry atmosphere (<0.5 ppm O2, <0.5 ppm H2O) using a glovebox 
(mod. UNIlabplus ECO, Mbraun). Samples were closed inside the glovebox and stored under dry 
conditions. Samples were delivered to participants within silica gel in order to protect them from 
moisture. The samples were dried for 1 hour prior to be measured. 
3.4.3.3.2 Standard ASTM E1269 
The standard ASTM E1269 [175]  is the most accepted procedure to measure the cp of materials. 
Three different heat flow measurements are required for the specific heat calculation: blank curve 
(two empty crucibles), sapphire curve (a crucible with a certified sapphire disc in the sample side 
and an empty reference crucible) and sample curve (a crucible with salt in the sample side and an 
empty reference crucible).  
The specific heat determination requires the use in the temperature program of an isothermal 
segment, followed by a dynamic segment where the data are collected, and a final isothermal 
segment because the signal needs to be stabilized (isothermals) before and after the dynamic 
segment. 
3.4.3.3.3 MDSC Testing 
TA Instruments developed an innovative technique [176] to measure the cp based on the 
registration of the heat absorbed (or released) by the sample when a modulated heating rate 
(changing heating rate) is superimposed on top of a linear heating rate. This modulation is defined 
by the amplitude (A, ºC) and the cycle time (s). MDSC can be applied either on dynamic or 
isotherm methods. The main advantage of this technique is that one single experiment is required 
to obtain accurate results. 
3.4.3.3.4 Calorimeter SETARAM 
The principle of working of this calorimeter is similar to DSC, but in this case the volume of cell 
is 12 cm3. The use of higher amounts of sample would hopefully lead to lower errors. This device 
allows a correct calibration of the measure thanks to its reference cell. It features a high precision 
Calvet 3D detector with a thermocouple network totally surrounding the reference cell and the 
sample cell so that heat flux could be measured in every direction. The calorimeter measures the 
heat flux difference between the sample and a reference material subjected to the same 
temperature variations under a controlled atmosphere, and thus allows calculating the 
corresponding cp of the sample material. 




3.4.3.4 Description of the Methods 
The description of the methods used by the partners is shown in Table 3-15 (dynamic) and Table 
3-16 (isotherm). The partner 1 performed several measurements using different methods, 
therefore it appears in four rows (2 dynamic and 2 isotherm). Basically, in dynamic methods, the 
measure of cp is done during a heating or cooling ramp. Before and after the heating ramp, there 
is an isotherm step. The parameter ΔT means the interval of temperatures where the heating ramp 
is applied (between isothermal steps). The range of temperatures (Range T) is the complete range 
of measurement. In the case of isotherm methods, the measurements are performed as fixed 
temperatures also indicated. The parameter Est (min) indicates the time for stabilization at the 
temperature of measurement. The modulate parameters are also specified (amplitude and period) 
where MDSC was used. 
Some other parameters about the crucible: the atmosphere (Atm) inside the crucible (argon or 
air), the material of the crucible (M), the type (hermetic or non-hermetic), the sample weight and 
the number of replica for the same starting material are also shown in Table 3-15 and Table 3-16.  
Table 3-15. Description of dynamic methods used by different partners to perform the cp analysis. 
   PARAMETERS CRUCIBLE 
   
  MDSC      Sample 
Weight 
 
Ramp ΔT A t Range T Flow Atm M Type N 






































































*P = Partner, Ramp = heating rate, ΔT = gradient of temperatures between isotherm steps. A = amplitude. t = period. 
Range T = range of measurement temperatures. Flow = flow gas during measurement. Atm = gas inside the crucible. 
M = material crucible. T-Zero = hermetic Al pan & lid from TA Instruments. N = number of replica 
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Table 3-16. Description of isotherm methods used by different partners to perform the cp analysis. All measurements 
were performed under a constant N2 flow in the device. 
PARAMETERS CRUCIBLE 
MDSC Sample 
Weight Est. Meas. A t Temperatures Atm M Type N 















MDSC 20 10 0.6 110 400/300/200 Ar Al T-zero 26-27 3 
*P = Partner. Est. = stabilization time. Meas = measurement time. A = amplitude. t = period. Temp = measurement
temperatures. Atm = atmosphere inside the crucible. T-Zero = hermetic Al pan & lid from TA Instruments. M =
material. N = number of replica. 
3.4.3.4.1 Specific Heat Result Analysis 
The cp results provided by the partners were statistically treated according to the following 
procedure [177]. The mean, the Standard Deviation (SD) and the Relative Standard Error (RSE) 
were calculated for each set of data, considering a Student’s t-distribution with a 95% confidence 















i Eq. 3-7 
where SD is the standard deviation, xi is one of the individual measurements, x̅ is the mean value 
of the sample and n is the number of replicas.  
n
SD
txxxCI  2 Eq. 3-8 
where CI is the confidence interval, x̅ is the mean value of the sample, ∆x is the amplitude of the 
interval, tα/2 is the percentile of the Student’s t distribution with a significance level of α and n-1 






RSE Eq. 3-9 
where RSE is the Relative Standard Error, ∆x is the amplitude of the interval and x̅ is the mean 
value of the sample. The RSE should not be confounded with the Relative Error (RE) that is 
calculated as the Absolute Error (AE) divided by the average of a finite number of samples: 






RE i  Eq. 3-10 
The RE gives an idea of the dispersion of each individual measurement with respect to the average 
among them. 
3.4.3.5  Results 
The results reported by all the partners are shown in Figure 3-25. As it can be seen in the graphic, 
some cp values are highly deviated from the average (inside red lines). The measurements resulted 
from the calorimeter SETARAM C80 were anomalous, and highly dispersed. Therefore, they are 
not presented. Further research should be done to achieve more confident results with this 
technique. A statistical analysis will be done. 
Figure 3-25. Results reported by the partners of the RRT on the measurement of cp of SS. 
In order to compare the accuracy of the results, three temperatures were selected (200 ºC, 300 ºC 
and 400 ºC), Figure 3-26 and Figure 3-27 show the SD and the RSE (%) calculated by the 
expressions Eq. 3-7 and Eq. 3-9 from the measurements reported by each partner. Partner 5 only 
provided two measurements (from two crucibles), the RSE is very high and no representative for 
this small number of samples. For this reason, it was omitted. The SD of Partner 5 is in the order 
of magnitude of the other partners.  
The SDs are lower than 0.1 kJ·kg-1·K-1 for all the partners except Partner 7, and in the order of 
0.05 kJ·kg-1·K-1 in most cases. Regarding to RSE (%), it was lower than 10% for all the partners 
except Partner 7. This limit of RSE (10%) can be considered too high. However, due to the low 
amount of measurements (in the order of 3-4 for most of the partners), it can be considered 
acceptable. 
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Figure 3-26. SD (kJ·kg-1·K-1) calculated from the results reported by each partner according to Eq. 3-7. 
Figure 3-27. RSE (%) calculated from the results reported by each partner according to Eq. 3-9. 
Table 3-17 shows the average of the cp measurements at the three selected temperatures (200, 300 
and 400 ºC) performed by all the partners. The average values shown in this table are graphically 
represented in Figure 3-25. Taking into account the measurements from all the partners, the SD 
and RSE are too high. This fact reveals a high dispersion between the results. The relative error 
(RE) of the measurement of each partner was calculated according to Eq. 3-10. REs from Partners 
4 and 7 were higher than the rest (36.75% and 20.38% at 200ºC). Particularly, the cp 
measurements of Partner 7 are more dispersed between them than the other partners’ ones (Figure 
3-26 and Figure 3-27). The origin of these deviations is not well known, but these results have 
been not considered for further statistical analysis. The revised results are shown in Table 3-18. 
It can be concluded that the average values for the cp of SS, according to the partners’ results, are 
1.442 kJ·kg-1·K-1 (200 ºC), 1.510 kJ·kg-1·K-1 (300 ºC) and 1.521 kJ·kg-1·K-1 (400 ºC). Table 3-18 
shows an acceptable RSE, lower than 6% for the three temperatures. The cp results are represented 
graphically in Figure 3-28, all the cp measurements are within the interval between 1.20 and 1.65 
kJ·kg-1·K-1. After the revision of results (Table 3-18), there are no REs higher than 10%, and most 
of them are lower than 5%. 
There is some discrepancy on the cp values at 200 ºC resulted from methods based on ASTM 
E1269 standard with respect to those derived from MDSC methods as shown in Figure 3-28. The 
MDSC methods produce lower results at this temperature than those produced by ASTM E1269-
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based methods, independently of the temperature program used (dynamic or isotherm). At 200 
ºC, the dispersion between the MDSC results is extremely low. The reason of this is not clear, 
maybe the lower conductivity of the salt in the solid state has an effect on the cp measurement, or 
maybe there is an endothermic process like a change on crystallinity at this temperature, or the 
proximity of the melting point (220ºC). Even, it is not well-known which of the measured values 
is more accurate. 
Table 3-17. Average values of cp (kJ·kg-1·K-1) measurements performed by the partners. 
cp  (kJ·kg-1·K-1) RE (%) 
200ºC 300ºC 400ºC 200ºC 300ºC 400ºC 
Partner 1 ASTM E1269 1.640 8.53 
Partner 1 MDSC Dynamic 1.370 1.500 7.57 0.30 
Partner 1 MDSC Isotherm 1.500 1.490 0.30 1.40 
Partner 1 MDSC Isotherm short program 1.540 1.91 
Partner 2 MDSC Dynamic 1.357 1.459 1.446 8.45 2.44 4.31 
Partner 3 ASTM E1269 1.544 1.474 1.480 4.17 1.44 2.06 
Partner 4 DIN51007 2.027 1.647 1.630 36.75 10.13 7.87 
Partner 5 ASTM E1269 1.500 1.550 1.555 1.20 3.64 2.91 
Partner 6 ASTM E1269 1.500 1.560 1.480 1.20 4.31 2.06 
Partner 7 ASTM E1269 1.180 1.240 1.310 20.39 17.09 13.31 
Partner 8 MDSC Isotherm 1.380 1.530 1.540 6.90 2.30 1.91 
Media 1.482 1.496 1.511 
SD 0.248 0.111 0.095 
RSE (%) 14.00 5.70 4.50 
Table 3-18. Average values of cp (kJ·kg-1·K-1) measurements, removing Partner 4 and 7. 
cp  (kJ·kg-1·K-1) RE (%) 
200ºC 300ºC 400ºC 200ºC 300ºC 400ºC 
Partner 1 ASTM E1269 1.640 7.80 
Partner 1 MDSC Dynamic 1.370 1.500 4.98 0.69 
Partner 1 MDSC Isotherm 1.500 1.490 0.69 2.06 
Partner 1 MDSC Isotherm short program 1.540 1.22 
Partner 2 MDSC Dynamic 1.357 1.459 1.446 5.88 3.40 4.95 
Partner 3 ASTM E1269 1.544 1.474 1.480 7.09 2.41 2.72 
Partner 5 ASTM E1269 1.500 1.550 1.555 4.03 2.62 2.21 
Partner 6 ASTM E1269 1.500 1.560 1.480 4.03 3.28 2.72 
Partner 8 MDSC Isotherm 1.380 1.530 1.540 4.29 1.30 1.22 
Media 1.442 1.510 1.521 
SD 0.082 0.038 0.061 
RSE (%) 5.95 2.32 3.35 
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Figure 3-28. Results reported by the partners 1, 2, 3, 5, 6 and 8 on the measurement of cp of SS. 
In the liquid state, no conclusions can be deduced about the goodness of the methods used. The 
deviations are very low for almost all partners. Only Partner 1, using an ASTM E1269-based 
method gave higher cp values at 400 ºC (1.64 kJ·kg-1·K-1) than the others. However, the 
measurements performed by Partner 1 following the ASTME1269 standard are very dispersed 
(SD > 0.05 kJ·kg-1·K-1). 
3.4.3.6 Conclusions 
A RRT on the measurement of the cp of SS was done involving 9 Partners. Eight of them used 
DSC devices. One of the partners used a calorimeter SETARAM C80. Each partner performed 
the cp test according to their own criteria and routine. The usual standard ASTM E1269 employed 
to the cp determination in a wide diversity of materials was shown to be adequate for the Solar 
Salt in terms of low results scattering. In addition, the MDSC method developed by the DSC 
supplier TA Instruments, also demonstrated its suitability. 
The next step on this research work will be the selection of the best measurement method with 
the standard ASTM E1269 and MDSC. All the partners will perform the tests under the same 
conditions to determine the cp of the Solar Salt with a high level of accuracy. 




3.4.4 Conference contribution 2: Nanoparticle size evaluation through Dynamic Light 
Scattering (DLS) technique in a nitrate salt doped with ceramic nanoparticles 
Authors: B. Muñoz-Sánchez, J. Nieto-Maestre, I. Iparraguirre-Torres, A. García-Romero 
Journal: Proceedings of the 6th International Congress of Energy and Environment Engineering and 
Management (CIIEM15). 2015 (Published). 
3.4.4.1 Introduction 
Nanostructured materials have attracted great interest in recent years because of the unusual and 
exceptional properties showed by them due to the presence of additives at the nanometric scale. 
Among other properties, the thermal transfer rate is greatly improved compared to the base 
material which means the key to push forward the current technology of thermal energy storage 
(TES) systems.  
In addition, a significant concern of the mentioned materials consists of developing suitable 
characterization methods since there are not standardized procedures which allow these 
nanostructured materials to be properly analysed. In particular, the present contribution deals with 
a material composed by an inorganic salt known as solar salt (60 wt% NaNO3 – 40 wt% KNO3) 
and boehmite nanoparticles (hydrated alumina, AlOOH) as an innovative medium to storage heat 
at high temperatures in concentrated solar power (CSP) plants. The presence of nanoparticles (not 
agglomerated) is thought to be the responsible of significant increments of the specific heat 
comparing to the base inorganic salt [72]. This can be detected through DLS, which is a particle 
size analysis technique based on the random Brownian motion of the nanoparticles. The objective 
of this research is to establish a suitable and reliable method of measuring the nanoparticle size 
based on the DLS technique applied to a nanostructured material containing boehmite 
nanoparticles in a matrix of solar salt. Moreover, through the study of the electrokinetic properties 
of the starting boehmite we will be able to stablish the best conditions to avoid nanoparticle 
agglomeration in the first steps of our synthesis procedure. 
In this study, the particle size and the zeta potential of an aqueous dispersion of boehmite 
nanoparticles was analysed by DLS. The starting material was Alumisol-10A, an industrial water 
nanofluid of boehmite nanoparticles (10 nm, Kawaken Fine Chemicals, Co.). This suspension 
was diluted in water to obtain a concentration of nanoparticles of 0.5 mg·mL-1 (following the 
device manufacturer recommendations). The influence of six different pH (2, 3, 6, 8, 9 and 10) 
on suspension stability was studied.  
Beside this sample, the final nanoparticle size and stability in the nanostructured material 




was performed as follows. Pellets of sodium nitrate (Industrial grade, SQM industries) and 
potassium nitrate (Multi-KGG Greenhouse-grade, Haifa Group) were mixed in the proper 
quantities to obtain the desired composition and then dissolved in water. After that, the necessary 
amount of boehmite water nanofluid was added to the salt aqueous solution. The water was 
removed by simple heating (100 ºC) and finally the material was melted at 450 ºC for half an hour 
to homogenize the sample. After cooling it at room temperature, the solid material was milled 
again and a representative portion was obtained. In order to perform the analysis, it is necessary 
to re-dissolve this solid material in water, since the measurement is always done over a liquid 
sample. Distilled water at the optimum pH (obtained from the experiments with boehmite 
explained in the previous paragraph) to avoid boehmite agglomeration was employed. The 
nanostructured samples were submitted to different experiments to evaluate the influence of 
several factors on the final results.  
- Nanoparticle concentration: Solid sample was dissolved in water to obtain concentrations of 
0.5, 0.1 or 0.01 mg·mL-1. 
- Measurement repeatability: Three replicas of the sample where analysed with the optimum 
concentration to find out the precision of the technique to evaluate the size of the nanoparticles. 
- Nanoparticle sedimentation: The three previous replicas were analysed after 15 and 30 minutes 
of the first measurement to elucidate if there is nanoparticle agglomeration during sample 
preparation and testing.  
3.4.4.2 Results and Discussion  
The size results from DLS Malvern software were analysed with the same Standard Operating 
Procedure (SOP) both for the initial nanoparticles and the final material. This procedure has into 
account some features both of the nanoparticles (the refractive index and the absorption) and the 
solvent (the refractive index and the viscosity). Several parameters [178] such as Z-average (Z-
ave), Polidispersity Index (PI), and the count rate were used to compare and evaluate the results 
accuracy. In addition, Z Potential (ZP) experiments allowed analysing the stability of boehmite 
nanoparticles with pH. The showed results correspond to the mean value of three measurements 
from which Standard Deviation (SD) and Relative Standard Deviation (RSD) have been 
calculated. 
The Z-ave is defined as the intensity - weighted mean diameter derived from the cumulants 
analysis of sizes. In DLS this is the most important and stable number produced by the technique. 
If the Z-ave is decreasing with successive measurements the sample may be unstable.  
The PI is a dimensionless measure of the broadness of the size distribution calculated from the 
cumulants analysis. Its value ranges from 0 to 1 being commonly in the range between 0.08 and 




0.70. Values lower than 0.08 mean nearly monodisperse sample and greater than 0.70 indicate 
very broad distribution of particle sizes. The count rate is the number of photons detected and is 
usually stated in a “per second” basis. This is useful for determining the sample quality, by 
monitoring its stability as a function of time. If the count rate decreases with successive 
measurements could be due to particle sedimentation, creaming or dissolution. The ZP is a 
parameter which is related to the surface charge, a property that all materials possess, or acquire, 
when suspended in a fluid. A stable dispersion has a ZP lower than -35 mV and higher than 35 
mV. The Iso Electric Point (IEP) is the pH corresponding to a ZP value of zero. 
Regarding the initial nanoboehmite dispersion, the results of Z-ave, PI and ZP at different pH can 
be seen in Table 3-19. A graphical representation of the ZP of boehmite versus pH can be found 
in Figure 3-29. 
 
Table 3-19. Initial nanoboehmite solution: Z-ave, PI and ZP results and dispersion parameters. 
pH 
















2 65.29 1.07 1.64 0.241 0.008 3.13 35.77 1.46 4.07 
3 64.46 0.77 1.20 0.243 0.004 1.55 33.70 1.70 5.04 
6 64.89 0.44 0.67 0.237 0.009 3.78 37.80 3.54 9.35 
8 69.31 0.43 0.62 0.242 0.006 2.27 40.10 2.10 5.23 
9 65.25 0.28 0.43 0.239 0.004 1.82 40.40 2.55 6.30 
10 1439.00 55.15 3.83 0.943 0.019 2.02 -32.70 1.11 3.41 
 
According to these data, some trends can be deduced. The size of boehmite nanoparticles is very 
similar (results are between 65-69 nm) at the pH range studied, except for pH 10. This behaviour 
is confirmed by ZP results. There is a change in the sign of ZP between pH 9 and 10, which means 
that nanoparticles are completely destabilized at pH>9 and this causes the agglomeration showed 
by the enormous increase of Z-ave result at pH 10. The IEP of this initial dispersion is around 9.5 
as can be easily checked in Figure 15. The behaviour of ZP versus pH has been still described by 
other researchers [179] and results are quite similar to ours. As a final observation, the PI shows 
that the size distribution of boehmite nanoparticles is quite narrow. It is also worth mentioning 
that RSD are low (<5%) in the most of the results and only ZP data dispersion is a bit higher. 
Along with this behaviour, pH 2 can be established as the optimum to work with this kind of 
nanoparticles in aqueous solution since even Z-ave values are in the range of 65 nm as experiences 
with pH 3, 6 and 9, the ZP values with pH 2 are in the stable region (>35 mV) and have higher 
precision than other results. Moreover, the pH of the starting commercial nanofluid (Alumisol-
10A) is 2 and it remains stable for months with any nanoparticle precipitation.  
The second part of our study is done over the nanostructured samples. As it was stated before, the 




out which nanoparticle concentration should be used in this aqueous dispersion. Following the 
DLS supplier instructions [153], there are some optimal concentrations depending on the expected 
nanoparticle size (Table 3-20).  
 
Figure 3-29. Initial boehmite solution: ZP versus pH. 
 
Table 3-20. Nanoparticle concentration on the measured solution according to their expected size. These values are 
recommendations from Malvern Instruments [153] 




< 10 0.5 mg·mL-1 
Only limited by the sample material interaction, 
aggregation, gelation, etc. 
10 – 100 0.1 mg·mL-1 5% mass (assuming a density of 1 kg·m-3) 
100 -1000 0.01 mg·mL-1 1% mass (assuming a density of 1 kg·m-3) 
 
Starting from the nanostructured solar salt based material doped with 1% boehmite nanoparticles, 
three dispersions at different concentrations (0.1, 0.01 and 0.005 mg·mL-1) were prepared. Results 
based on Z-ave as well as the corresponding PI are gathered in the Table 3-21 below. The 
intermediate nanoparticle concentration (0.01 mg·mL-1) offered the lowest Z-ave and also the 
lowest SD. The quite high PI values point out the broadness and not monomodal nature of the 
size distribution.  
 







SD (nm) RSD (%) 
Value 
(nm) 
SD (nm) RSD (%) 
0.1 2444.50 570.64 23.34 0.956 0.062 6.51 
0.01 1872.00 90.51 4.83 0.773 0.168 21.77 
0.005 2104.50 260.92 12.40 0.974 0.037 3.85 
 
Our second objective is to analyse the repeatability of the nanoparticle size determination with 




























device with the optimum concentration of 0.01 mg·mL-1. Figure 3-30 shows that Z-ave values 
were consistent (maximum RSD 12.66%) with a difference of 237 nm between the highest and 
the lowest result. 
Finally, it is well known that nanoparticles in dissolution may agglomerate and settle along the 
time specially when they are dispersed from the solid state without the aid of any mechanical 
system (e.g. ultrasonic power). This issue can lead to erroneous measurements (greater sizes than 
the real ones) and it is of interest to establish a maximum time to perform the test after re-
dissolving the solid sample. To verify this factor, two more measurements of the three previous 
replicas were performed at 15 and 30 minutes after preparing the sample. The count rate results 
indicate that for replica 1, there is a decrease in this parameter with the time. This behaviour is 
not the same for the other two replicas (Figure 3-30). A possible explanation would be that fewer 
nanoparticles are present in the liquid to be analysed because they may be agglomerated, so the 
probability of being intercepted by the laser beam would be lower or even they are settled at the 
bottom of the cuvette. In any case, since there are variations with the time of measurement in the 
Z-ave values (Table 3-22), it is important to test the sample just after its dissolution.    
  
Figure 3-30. Study of repeatability (left) and evolution of the count rate with the time (right). 
 

























0 1872.00 90.51 4.83 2010.00 254.56 12.66 1773.00 136.47 7.700 
15 1736.50 160.51 9.24 1904.00 94.75 4.98 1166.50 149.20 12.79 








































Time after the first measurement, min





The DLS technique has been used to characterize a nanostructured material composed by an 
inorganic salt doped with ceramic nanoparticles. The suitability and accuracy of this method to 
determine the nanoparticle size in this material has been studied and the optimal conditions to 
perform the analysis have been established. Boehmite nanoparticles are stable in the acid pH range 
showing an optimum working pH of 2. The nanostructured material showed a good repeatability 
regarding nanoparticle size with a dilution factor of 0.01 mg of nanoparticle per mL of water and 
nanoparticles remained stable in solution enough time to perform the measurement just after the 
sample preparation. The strength of this technique allows an easy and quick size determination 
requiring very low amount of sample. It would be interesting to compare the results with other 
size measurement techniques such as Scanning Electron Microscopy (SEM).    
 
  




3.5 RAW MATERIALS CHARACTERIZATION 
3.5.1 Salts 
3.5.1.1 Analysis of the salts impurities 
As described previously, the salts employed as TES materials in the CSP plants are not of 
analytical quality due to economic reasons. In this study, two different raw materials have been 
employed to synthetize the nanofluids made of sodium nitrate and potassium nitrate: the Refined 
Grade and the Industrial Grade. One pf the raw materials corresponds to the commercial Solar 
Salt currently used in the TES systems, while the other one corresponds to cheaper commercial 
Solar Salt, unsuitable because of corrosion problems with the materials of the storage tanks. It has 
been included in the study because the addition of nanoparticles may reduce the corrosion of this 
molten salt [32,93]. 
Working with commercial raw materials, non-analytical grades, is beyond the state-of-the-art 
(where high purity salts have always been used until now). As a result, it is required to analyse 
the presence of impurities as a new factor on the final properties of the nanofluids. 
Chemical analysis was performed with the aim of having a precise quantification of the impurities 
on the raw salts. The most abundant pollutants on sodium and potassium nitrate are listed on Table 
3-23. The analytical grade salts are not considered for this analysis since its low content of 
impurities is outside the detection limit of the used techniques. 
The impurity content of the two types of Solar Salt mixtures, the Refined Solar Salt (RSS) and 
the Industrial Solar Salt (ISS) (Table 3-24), are calculated from the results showed on Table 3-23, 
according to the amount of sodium and potassium nitrate respectively. Figure 3-31 shows the 
different physical appearance of the molten Solar Salt depending on its purity. 
















590 2,900 120 1,800 
PO43-, ppm 380 <50 <50 100 
SO42-, ppm 1,800 1,300 <50 <50 
CO32-, ppm <100 220 <100 400 
OH-, ppm <50 <50 <50 <50 
NO2-, ppm 60 70 250 1,300 
Mg2+, ppm 64 460 4 3 
Ca2+, ppm 16 105 55 62 
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Chlorides (total), ppm 400 2,460 
PO43-, ppm 230 40 
SO42-, ppm 1,080 780 
CO32-, ppm <100 290 
OH-, ppm <50 <50 
NO2-, ppm 140 560 
Mg2+, ppm 40 277.2 
Ca2+, ppm 31.6 87.8 
Figure 3-31. Visual appearance of the three Solar Salts in the molten state (396 ºC). ASS (left), RSS (middle), ISS 
(right). Solid impurities are clearly seen in RSS and ISS. 
3.5.1.2 Thermal stability 
Figure 3-32 shows the evolution of the weight of ISS and ISN under the thermal treatment 
described in the Section 3.3.3.1 of experimental methods. As expected, the weight loss in this 
temperature range is very small because the nitrates are thermally stable until 600 ºC 
[31,33,113,180]. According to the Table 3-25, the Solar Salt ISS suffered only a tiny weight loss 
(0.6%) near 550 ºC due to the start of its thermal decomposition, to yield nitrites and nitrogen 
oxides. Only the thermal stability of the ISS grade has been analysed because the differences 
between this grade and the ASS and RSS do indicate that they are thermally stable in the same 
range of temperatures. The weight loss of the ISN (Table 3-25) is also very small (1.2%), slightly 
higher than that of ISS, in agreement with the analysis of Bauer and co-workers [33]. 
ASS RSS ISS





Figure 3-32. TGA measurement of the ISS (left) and the ISN (right) salts. 
 
Table 3-25. Weight loss % at each temperature range for the TGA measurements of ISS. 
Sample Temperature interval, ºC Weight loss, % dTG* Minimum, ºC 
ISS 
20 -550 0.6 --- 
Residue 99.4 --- 
ISN 
20 -550 1.2 --- 
Residue 98.8 --- 
*dTG = Differential Thermogravimetry 
3.5.1.3 Specific heat 
The salts specific heat was precisely measured according to the method described in the Section 
3.3.3.2 of experimental methods. Table 3-26 shows the results of the three Solar Salts grades 
(different degree of purity). The specific heat values included on the table correspond to the 
average values determined on four batches of each salt. The obtained results agree with those 
published in the scientific literature [86,180] (Figure 3-33, around 1.550 kJ·kg-1·K-1 in liquid).  
Table 3-26. Average value and standard deviation (SD) of the measured specific heat of the three Solar Salts used to 
prepare the nanofluids. Values determined at three different temperatures, one corresponding to solid phases and two 
corresponding to liquid. 
Temperature, 
ºC 













196 1.398 0.044 1.406 0.046 1.397 0.058 
296 1.521 0.042 1.557 0.043 1.564 0.046 















































Figure 3-33. Specific heat of the Solar Salt according to the literature [180]. 
 
The specific heat of the Sodium Nitrate was also measured, both in the solid (256 ºC) and in the 
molten state (326 ºC). Results are gathered on the Table 3-27. The values are in agreement with 
the published ones [33] (Figure 3-34, an average value of kJ·kg-1·K-1 is encountered at 326 ºC). 
The high cp showed by the experimental results in the solid state is due to the proximity of the 
melting point. 
Table 3-27. Average specific heat and standard deviation (SD) of the Sodium Nitrate used to prepare the NePCMs. 
Determined at two temperatures (one on solid state, one on liquid state). 
Temperature, 
ºC 













256 2.826 0.069 2.453 0.051 2.431 0.034 
326 1.606 0.024 1.679 0.053 1.776 0.043 
 
Figure 3-34. Specific heat of Sodium Nitrate according to the literature [33]. 
3.5.1.4 Latent heat 
The Sodium Nitrate was characterized as PCM according to the method described in Chapter 3. 
The latent heat of fusion, the melting temperature, the latent heat of crystallization and the 
crystallization temperature were measured on the different Sodium Nitrate raw materials. The 
mean values and the SD are showed in Table 3-28. These thermophysical parameters are slightly 
different than those published in the literature, where the reported melting temperature is around 
306 ºC and the latent heat of fusion is 178 kJ·kg-1 [33]. Regarding the latent heat of fusion, the 




highest values corresponded to the ASN. The impure salts (RSN and ISN) attained lower values, 
and they seemed to be inversely related to the amount of impurities. This reduction on the phase 
change properties due to the presence of impurities is well known and has been demonstrated by 
Zhang and his colleagues [181]. It is associated to the lower crystallinity of these impure salts and 
thus, a more disordered internal structure and an easier melting process. On the crystallization 
stage, the latent heats are very similar to that of the fusion stage and have the same dependence 
of the salt purity. Regarding the melting temperature, the ASN has the highest value of the 
materials measured in this work. The RSN and the ISN progressively reduce this temperature with 
the increasing content of impurities. It is worth mentioning that the subcooling observed in the 
three salts is similar, which corresponds to a difference between the melting and the crystal 
nucleation temperatures around 10 ºC. 
Table 3-28. Experimental results of the phase change features of the Sodium Nitrate: latent heat of fusion ∆Hf, latent 
heat of crystallization ∆Hc, melting temperature (Tm) and crystallization temperature (Tc). SD = Standard Deviation. 
Salt 
Fusion Crystallization 
∆Hf, kJ·kg-1 SD, kJ·kg-1 Tm, ºC SD, ºC ∆Hf, kJ·kg-1 SD, kJ·kg-1 Tc, ºC SD, ºC 
ASN 180.53 1.15 310.98 1.03 181.43 1.15 300.79 0.42 
RSN 161.65 3.04 307.07 0.00 163.20 0.85 296.28 0.35 
ISN 124.67 3.06 300.01 0.27 126.37 3.27 292.19 0.81 
 
3.5.1.5 Thermal conductivity 
The thermal conductivity was indirectly measured through the thermal diffusivity in a LFA 
device, as detailed before. The Table 3-29 shows the thermal diffusivity (α) and conductivity (k) 
of the RSS, measured at the three usual temperatures. The results both for the α and k are very 
similar between them with independency of the solid or the liquid state of the salt. Compared with 
the literature values for these properties (illustrated in the Figure 3-35), the experimental thermal 
diffusivity results are higher (0.165 mm2·s-1 at 296 ºC and 0.180 mm2·s-1 at  396 ºC), while the 
thermal conductivity are very similar (0.48 W·m-1·K-1 at 296 ºC and 0.50 W·m-1·K-1 at 396 ºC). 
The differences could be attributed with the different techniques used by other authors and the 
non-analytical grade of the RSS. 
Table 3-29. Thermal diffusivity and thermal conductivity of the RSS in the solid (196 ºC) and in the liquid state (296 
ºC, 396 ºC). SD = Standard Deviation. 
Temperature, ºC 
RSS 
α, mm2·s-1 SD, mm2·s-1 k, W·m-1·K-1 SD, W·m-1·K-1 
196 0.203 0.009 0.441 0.047 
296 0.201 0.009 0.465 0.024 






Figure 3-35. Thermal diffusivity and thermal conductivity of the Solar Salt according to the literature [180]. 
In addition, the thermal diffusivity and the thermal conductivity of the ASN were also analysed 
(see Table 3-30). In opposition to the RSS results, in this case there is a perceivable difference 
between the solid and the liquid state. According to the Figure 3-36, the experimental results of 
thermal diffusivity are similar to those found by Kobayashi et al. [33] in solid and Kato et al. [33] 
in liquid. With respect to the thermal conductivity, the experimental results in solid are higher 
than those appearing in the literature. This discrepancy could be due to the different crystal 
structure of the solid Sodium Nitrate [33]. The thermal conductivity in liquid is in the range found 
in other publications. 
Table 3-30. Thermal diffusivity and thermal conductivity of the ASN in the solid (256 ºC) and in the liquid state (326 
ºC). SD = Standard Deviation. 
Temperature, ºC 
ASN 
α, mm2·s-1 SD, mm2·s-1 k, W·m-1·K-1 SD, W·m-1·K-1 
256 0.169 0.003 0.882 0.037 
326 0.195 0.004 0.604 0.047 





Figure 3-36. Thermal diffusivity and thermal conductivity of the Sodium Nitrate according to the literature [33]. 
 
3.5.1.6 Microstructure 
The analysis of ISS by SEM revealed that the Solar Salt crystals are rounded-shape. Figure 3-37 
shows two SEM images with 10,000x and 5,000x times of magnification and the EDX analysis 
of the ISS appears in Figure 3-38. These images were done with the QBSD backscatter electron 
detector, where changes in grey tones correspond to different salt compositions. Thus, the sodium 
nitrate crystals appear in a darker grey and the potassium nitrate ones. The obtained SEM images 
of the Solar Salt are quite similar to others described in diverse publications [31,74]. 
  
Figure 3-37. SEM images of the ISS done under QBSD with 10,000x (left) and 5,000x (right) of magnification. 










 Amount, wt% 
Element 1 2 3 
K 51.77 100 100 
O 38.37   
Na 6.59   
C 3.27   
Total 100 100 100 
    
Figure 3-38. ISS image (SEM) with the EDX spot analysis on the locations indicated on the picture. 
On the other hand, Figure 3-39 depicts the XRD spectrum of the ISS at room temperature. This 
crystallographic profile is coincident with the XRD spectra of KNO3 and NaNO3 of the reference 
database and the studies performed by Zhang [181] and Benages [171]. 
 
Figure 3-39. XRD spectra of the ISS. The diffraction peaks of both KNO3 and NaNO3 are depicted. 
 
3.5.1.7 Stability in the long term 
The thermal stability of the Solar Salt has been analysed in Section 5.1.2 and it is referred to the 
degradation of the sample due to high temperatures. However, the stability of the solid 
contaminants in the molten Solar Salt (non-analytical grade) is analysed in this section. This 
serves as a hint to further understand the stability of the nanoparticles on the molten Solar Salt 
depending on the purity of the latter. 




The precipitation of the contaminants at the bottom of the flask in the RSS and the ISS is easily 
seen in the pictures showed in Figure 3-40. The contaminants precipitation was occurring later 
than 1 hour after the melting of the salt on the ISS. A little white cloud was noticed at the bottom 
of the flask while the remainder liquid had lost the turbidity seen on the previous pictures. On the 
other hand, the RSS was more transparent than the ISS from the beginning due to its lower content 
of impurities. Both RSS and ISS became clear after 5 hours due to the precipitation of the 
impurities. The analysis of the bottom part of the solid samples revealed the composition showed 
in the Figure 3-41 and the Figure 3-42. Sulphates, phosphates and magnesium were the impurities 
with a higher presence in the lowest part of both samples. For the RSS, phosphates were the most 
abundant substance while magnesium was for the ISS. 
RSS ISS 
  
30 min 1 hour 5 hours 30 min 1 hour 5 hours 
      
Figure 3-40. Pictures of the RSS and the ISS during the stability test. Impurities settle down at the bottom of the glass 
flask only after 5 h in the molten state. 
 
TIME TIME
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Figure 3-41. Comparison between the amount of initial contaminants in RSS and those settled down after 5 hours in 
the molten state. 
Figure 3-42. Comparison between the amount of initial contaminants in ISS and those settled down after 5 hours in 
the molten state. 
3.5.1.8 Rheology 
The rheology of the Solar Salts RSS and ISS are analysed according to the method described 
before. The influence of the shear rate and the temperature is evaluated on the results. 
3.5.1.8.1 Influence of the shear rate 
Generally, the rheological behaviour of fluids is evaluated by comparing the variation of the shear 
stress (τ) as function of the shear rate (γ). Depending of this relationship, the fluids are classified 
as “time-independent”, “time-dependent” or “viscoelastic” fluids [182]. Most of the real fluids 
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Time-independent fluids are characterized by a specific shear stress under a certain shear rate, 
temperature and pressure. The flow curves of these fluids follow to the power law fluid model 
(Eq. 3-11) (also known as the Ostwald de Waele model) [183]. 
𝜏 = 𝑘 · 𝛾𝑛   Eq. 3-11
where k (Pa·sn) is the consistency index and n is the flow behaviour index. Power-law fluids can 
be subdivided into three different types of fluids based on the value of their flow behaviour index: 
n < 1  Shear thinning or pseudoplastic, decreasing viscosity with higher shear rates 
n = 1  Newtonian, constant viscosity with higher shear rates 
n > 1  Shear thickening or dilatant, increasing viscosity with higher shear rates 
Viscoelastic fluids are those with a behaviour characterized by the existence of a yield stress (τ0) 
which must be exceeded before the fluid will deform or flow. Among the models developed to 
explain this kind of fluids, the Bingham rheological model (Eq. 3-12) is widely accepted. It 
implies that the fluid is a rigid material under low shear stresses and has a Newtonian behaviour 
after overcoming the yield stress [182,183]. 
𝜏 = 𝜏0 + 𝜇0 · 𝛾 Eq. 3-12 
where τ is the shear stress applied over the sample, τ0 is the yield stress, µ0 is the plastic dynamic 
viscosity and γ is the shear rate. The flow behaviour of some particulate suspensions is close to 
this expression [182]. 
The time-dependent fluids are more complex and their viscosity depends not only on the shear 
rate but also on the duration of shearing and their kinematic history. 
3.5.1.8.1.1 Coaxial cylinder (Rheometer 1) 
The Figure 3-43 up shows the lineal dependence between the shear stress and the shear rate 
between 250 ºC and 300 ºC for the RSS and ISS. The dependence of the viscosity with the shear 
stress is also included with the aim of clarification (Figure 3-43, down). A linear regression based 
on the Bingham rheological model (Eq. 3-12) fits this trend (see Table 3-31). The results 
correspond to the mean of the six data obtained at each shear rate. The Bingham rheological 
profile implies a constant viscosity once the yield stress has been overcome. In agreement with 
the high coefficients of determination (R2 >0.99) found, it can be concluded that both salts show 
a Bingham profile. In the case of the ISS, the lineal fitting is not as good as in the previous 
samples. In the region of low shear rates (<100 s-1) and at certain temperatures (290 ºC and 300 
ºC) these materials show a shear thinning behaviour (Figure 3-43, up right). This could be related 
to the setting of the impurities at the bottom of the container since the salt has been in the molten 
state for several hours before collecting these data. 
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Figure 3-43. Up: Dependence between the shear stress (τ) and the shear rate (γ) on the RSS and ISS in the concentric 
cylinder method at temperatures between 250 ºC and 300 ºC. Down: Dependence between the viscosity (µ) and the 
shear rate (γ) on the RSS and ISS in the concentric cylinder method at temperatures between 250 ºC and 300 ºC. The 
error bars are the SD of the six measurements at each shear rate. 
Table 3-31. Yield stress (τ0), plastic dynamic viscosity (µ0) and coefficient of determination (R2) from the lineal 
regression according to the Bingham rheological model (Equation 1). 
RSS ISS 
Temperature, ºC τ0, Pa µ0, Pa·s R2 τ0, Pa µ0, Pa·s R2 
250 0.8038 0.0568 0.9957 0.4249 0.0680 0.9996 
270 1.0184 0.0514 0.9954 0.9391 0.0590 0.9996 
290 1.7570 0.0478 0.9945 1.3852 0.0360 0.9930 
300 1.1302 0.0498 0.9995 0.8813 0.0351 0.9950 
The effect of the shear rate on the Solar Salt viscosity has been briefly studied on the scientific 
literature. All these studies employed analytical grade raw materials (Lasfargues et al. [31,114] 
and Jung et al. [74,95]). In those studies, the Solar Salt is described as a Newtonian fluid. On the 



























































































































differences could be related to the purity of the raw salts, where both, RSS and ISS, contain solid 
impurities which may modify their rheological profile, as pointed out by [183,184]. Other 
important factors responsible of the differences between our results and those obtained by other 
authors are the limited shear rate range employed in the present work (1-250 s-1) In comparison 
to the wide shear rate range (1-1000 s-1) used on most other articles and the rheometer 
configuration (a cone-plate geometry was employed on the other studies). 
3.5.1.8.1.2 Parallel plates (Rheometers 2 and 3) 
The Figure 3-44 up shows the lineal dependence between the shear stress and the shear rate 
between 250 ºC and 300 ºC for the RSS and ISS. The dependence of the viscosity with the shear 
stress is also included with the aim of clarification (Figure 3-44, down).  In general, these flow 
curves can be fitted to the power law fluid model (Eq. 3-11). According to the Figure 3-44, several 
rheological performances can be noticed on these flow curves. 
The tests performed on the RSS (Figure 3-44, left) reveal two different tendencies. At low shear 
rates (<100 s-1) the fluids show a shear thinning behaviour, while at higher rates a shear thickening 
behaviour is displayed. As mentioned in the analysis of the results corresponding to the coaxial 
cylinder geometry, this change on the rheological behaviour may be related to the 
deagglomeration of impurities followed by a reagglomeration beyond a certain shear rate (100 s-
1). At shear rates lower than this value, the impurities are flow-oriented by the increasing shear 
rate and stays as individual particles. Beyond this point, the shear rate increases enough to make 
high energy collisions between the particles and they agglomerate again [182]. The good 
correlation of the shear thickening trend is shown on Table 3-32.  
On the other side, the samples of ISS exhibit a clear Newtonian behaviour (Figure 3-44, right). 
Accordingly, suitable fittings are also obtained in this case (Table 3-32). 
The Newtonian rheological profile of the Solar Salt proposed by Lasfargues et al. [31,114] and 
Jung et al. [74,95] is in agreement with the results of ISS. The upper shear rate employed on our 
study is the same employed by those authors (1000 s-1), and the rheometer geometry (parallel 
plate) is more similar than the coaxial cylinder to the the cone-plate configuration employed by 
them. The non-Newtonian character of the RSS can be explained by the strong influence of the 
impurities at reduced shear rates in the small volume of sample required on the experiments. The 
higher shear rates used with the ISS may led to the discussed Newtonian behaviour and the 





Figure 3-44. Up: Dependence between the shear stress (τ) and the shear rate (γ) on the RSS and ISS in the parallel 
plate method at temperatures between 300 ºC and 400 ºC. Down: Dependence between the viscosity (µ) and the shear 
rate (γ) on the RSS and ISS in the parallel plate method at temperatures between 300 ºC and 400 ºC. The error bars 
are the SD of the six measurements at each shear rate. 
 
Table 3-32. Consistency index (k), flow behaviour index (n) and coefficient of determination (R2) obtained when the 
experimental data are fitted to the power law fluid model (Eq. A.1). RSS-based nanofluids analysed between 1 and 
250 s-1 (Rheometer 3) and ISS-based nanofluids analysed between 10-1000 s-1 (Rheometer 2). 
 RSS ISS 
Temperature, ºC k, Pa·sn n R2 k, Pa·sn n R2 
300 0.0041 1.1374 0.9972 0.0036 1.0000 0.9935 
350 0.0014 1.2866 0.9973 0.0027 1.0000 0.9916 



















































































































3.5.1.8.2 Influence of the temperature 
The evolution of viscosity with the temperature usually follows an Arrhenius model, as seen in 
Eq. 3-13, although some authors use a simple polynomial regression [114,185]. 
/RT)exp(EAμ visc0  Eq. 3-13 
where µ is the viscosity, A0 is a constant, Evisc is the activation energy for viscous flow, R is the 
universal constant for the perfect gases, and T is the absolute temperature. Eq. 3-13 is commonly 
transformed into a lineal relationship by means of logarithms and known as the Vogel, Tamman 




 1000Alnμ  Eq. 3-14 
These three variables have a physical meaning: A is the result of calculating lnµ at a very high 
(infinite) temperature, B is the energy barrier to be overcome after any rearrangement of liquid 
molecules and C is the temperature at which the viscosity is infinite [45]. 
3.5.1.8.2.1 Coaxial cylinder (Rheometer 1) 
Figure 3-45 shows the mean viscosity of RSS and ISS determined for shear rates higher than 100 
s-1 at different temperatures. It was observed that at shear rates between 100 and 250 s-1 the 
viscosity values remained constant for the two salts with this coaxial cylinder rheometer (Figure 
3-43, down). 
The viscosity of the undoped Solar Salt is around 5.70 mPa·s for the RSS grade and between 4.00 
mPa·s and 7.00 mPa·s for the ISS grade. These viscosity values are higher than those reported by 
[164] for the analytical grade mixtures, probably due to presence of impurities on our salts. The 
viscosity of the RSS is independent of the test temperature, which is not in agreement with the 
commonly reported viscosity decrease when the temperature is risen.  
3.5.1.8.2.2 Parallel plates (Rheometers 2 and 3) 
Figure 3-45 shows the viscosity results of RSS at shear rates of 250 s-1 and the mean results for 
the ISS at shear rates from 300 s-1 to 1000 s-1 in the first salt and compared to those found in the 
literature. According to this Figure 3-45, the viscosity of the undoped RSS Solar Salt determined 
with the parallel plate rheometers lies in between 8.58 mPa·s and 6.43 mPa·s, and between 3.55 
mPa·s and 2.17 mPa·s on the ISS grade. The RSS viscosity values determined in this work are 
much higher than those published in the literature [164], while those obtained with the ISS grade 
lie within the average viscosity reported on the literature at different temperatures. These 
differences lay on the selected shear rate range and the presence of impurities on the salts used in 
this study. 
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Figure 3-45. Viscosity versus temperature of the experimental results of the RSS and ISS in the coaxial cylinder and 
the parallel plate rheometer and the results published by other authors. 





3.5.2.1 Thermal stability 
3.5.2.1.1 Alumina nanoparticles 
The thermal stability of boehmite nanoparticles is analysed in Figure 3-46 and Table 3-33 and 
reveals three different stages in our temperature range. The first weight loss (∆m=-11.3%) occurs 
between 20 and 90 ºC with a minimum around 80 ºC, due to the loss of humidity of the sample. 
A second step of dehydration (∆m=-13.3%) is observed in the range of 90-400 ºC with an 
endothermic peak in 390 ºC related to the desorption of intralaminar water located between 
boehmite nanoparticles. Finally, the boehmite starts the transformation in γ-Al2O3 that accounts 
the 5.6% of the mass loss. These changes are irreversible, as confirmed by the absence of weight 
change on the second and the third cycle of the thermal treatment. These results are in agreement 
with the specialized literature on this subject [186,187]. 
 
Figure 3-46. TGA measurement of the alumina nanoparticles. 
 
Table 3-33. Weight loss % at each temperature range for the TGA measurements of alumina nanoparticles. 
Temperature interval, ºC Weight loss, % dTG* Minimum, ºC 
20 - 90 11.3 76 
90 – 550 (1st cycle)  18.8 387 
550 – 90 (2nd cycle) < 0.5 --- 
90 – 550 (3rd cycle) < 0.5 --- 
Residue 69.9 --- 







































3.5.2.1.2 Silica nanoparticles 
The TGA and DTG curves of the silica nanoparticles are reported in Figure 3-47. The weight loss 
of the sample (Table 3-34) is characterized by two stages. The first region from room temperature 
to 90 ºC is linked with the loss of physically absorbed water from the surface of the nanoparticles 
(6.3 wt%). On the other hand, from 90 ºC to 550 ºC there is a lower mass loss (2.5 wt%) due to 
the chemically adsorbed water bonded to Si–OH through hydrogen bond. These results are in 
agreement with the thermal degradation of amorphous silica studied by Zhuravlev [188] and Liu 
and his co-workers [189]. 
 
Figure 3-47. TGA measurement of the silica nanoparticles. 
 
Table 3-34. Weight loss % at each temperature range for the TGA measurements of the silica nanoparticles. 
Temperature interval, ºC Weight loss, % dTG* Minimum, ºC 
20 - 90 6.3 69 
90 – 550 (1st cycle)  2.5 --- 
550 – 550 (2nd cycle) <0.5 --- 
550 – 550 (3rd cycle) <0.5 --- 
Residue 91.2 --- 
*dTG = Differential Thermogravimetry 
3.5.2.2 Nanoparticle size and Zeta Potential 
3.5.2.2.1 Alumina nanoparticles 
The alumina nanoparticles suspension (Alumisol-10A) was dissolved in water at different pH and 
measured with the DLS device according to the method described before. The Table 3-35 is 
gathering the results of the ZP, as well as the mean nanoparticle size (Z-ave) and the PI as a 







































function of the pH can be found in the Figure 3-48. The red lines in this figure indicate the region 
of electrical stability of the nanoparticles (ZP≥35 mV and ZP≤-35 mV). 
 
Table 3-35. Initial alumina nanoparticles (A10): Z-ave, PI and ZP results and dispersion parameters. 
pH 
















2 65.29 1.07 1.64 0.241 0.008 3.13 35.77 1.46 4.07 
3 64.46 0.77 1.20 0.243 0.004 1.55 33.70 1.70 5.04 
6 64.89 0.44 0.67 0.237 0.009 3.78 37.80 3.54 9.35 
8 69.31 0.43 0.62 0.242 0.006 2.27 40.10 2.10 5.23 
9 65.25 0.28 0.43 0.239 0.004 1.82 40.40 2.55 6.30 
10 1439.00 55.15 3.83 0.943 0.019 2.02 -32.70 1.11 3.41 
 
According to these data, some trends can be deduced. The size of the alumina nanoparticles is 
very similar (results are between 65-69 nm) in the pH range studied, except for pH 10. This 
behaviour is confirmed by the ZP results. There is a change in the sign of the ZP between pH 9 
and 10, which means that nanoparticles are completely destabilized at pH>9 and this causes the 
agglomeration showed by the enormous increase of Z-ave result at pH 10. The IEP of this initial 
dispersion is around 9.5 as can be easily checked in Figure 14. The behaviour of the ZP versus 
pH for alumina nanoparticles has been still described by other researchers [20–23] and results are 
quite similar to ours. As a final observation, the PI shows that the size distribution of boehmite 
nanoparticles is quite narrow (<0.5). Accordingly, it is possible to work with this kind of 
nanoparticles in a pH range from 2 to 9 since their ZP is inside the region of electrical stability 
(≥35 mV). The pH of the original commercial aqueous nanofluid (A10) is between 3.4 and 4.2 
according to the manufacturer and it remains stable for months without nanoparticle precipitation. 
The pH 2 was selected from that moment to work with alumina nanoparticles. 
Figure 3-49 shows the alumina nanoparticles size distribution for the pH 2. It is a monomodal 
size distribution where the sizes range between 10 and 190 nm and the mode is located at 15.69 
nm. Most of the nanoparticles (90%) are smaller than 21.70 nm. These nanoparticles sizes are 
higher than those offered by the supplier, probably due to some agglomeration after the addition 





Figure 3-48. ZP versus pH of the alumina nanoparticle dispersion (Alumisol-10A). 
 
 
Figure 3-49. Nanoparticle size distribution of the alumina nanoparticles. The mode of the distribution is signalled on 
the graph. 
 
3.5.2.2.2 Silica nanoparticles 
The silica nanoparticles suspension (LUDOX® SM-30) was dissolved in water at different pH and 
measured with the DLS device according to the method described before. Table 3-36 is gathering 
the results of the ZP, as well as the mean nanoparticle size (Z-ave) and the PI as a quality control 
of the measurement. A graphical representation of the ZP of LUDOX® SM-30 in function of the 
pH can be found in the Figure 3-50. The red lines in this figure indicate the region of electrical 
















































Table 3-36. Initial silica solution: Z-ave, PI and ZP results and dispersion parameters. 
pH 
















2 47.25 1.00 2.11 0.328 0.007 2.11 -6.05 0.81 13.45 
4 51.26 2.06 4.02 0.352 0.010 2.71 -34.65 1.06 3.06 
6 53.36 0.88 1.66 0.358 0.003 0.79 -33.20 0.28 0.85 
8 52.69 0.89 1.68 0.357 0.004 1.06 -34.75 0.92 2.65 
9 51.93 2.14 4.11 0.350 0.018 5.09 -29.85 1.20 4.03 
10 49.29 0.89 1.81 0.293 0.030 10.36 -36.75 5.87 15.97 
 
According to these data, some trends can be deduced. The size of the silica nanoparticles is very 
similar (results are between 47-53 nm) at the pH range studied, with lower values at pH 2 and 10. 
This behaviour is confirmed by the ZP results. They are quite uniform around the value of -34 
mV with independency of the pH. Only the sample dispersed in water at pH 2 is getting out this 
trend with a ZP value of -6 mV, which is inside the instability region and near from the IEP which 
may be close to a pH of 1.5. The behaviour of the ZP in function of the pH for silica nanoparticles 
has also been studied by Yoon [190] and Bumb [191] with quite similar results. As a final 
observation, the PI shows that the size distribution of silica nanoparticles is quite narrow (<0.5). 
Accordingly, it is possible to work with this kind of nanoparticles in a pH range from 4 to 10 since 
their ZP is inside the region of electrical stability (≤-35 mV). The pH 9 was selected to work with 
silica nanoparticles. 
Figure 3-51 shows the alumina nanoparticles size distribution for the pH 9. It is a monomodal 
size distribution where the sizes range between 10 and 105 nm and the mode is located at 13.55 








Figure 3-50. Initial silica solution: ZP versus pH. 
 
 
Figure 3-51. Nanoparticle size distribution of the silica nanoparticles. The mode of the distribution is signalled on the 
graph. 
 
3.5.2.3 Specific heat 
The specific heat of the nanoparticles was measured by DSC according to the thermal program 
detailed before. The objective was to have our experimental results to be further included on the 
model used to estimate the specific heat of the nanofluids. 
3.5.2.3.1 Alumina nanoparticles 
The specific heat of the alumina nanoparticles is exposed in Table 3-37. As showed along with 
our experimental results, the values appearing in the literature for the bulk material are lower than 
ours. This could be due to the increment on the specific heat of alumina nanoparticles with respect 















































results is not possible since they did not perform measurements at high temperatures.  
Table 3-37. Specific heat of the alumina nanoparticles measured at the three temperatures of interest (SD = Standard 
Deviation) and comparison with the literature. 
Temperature, ºC 
Alumina nanoparticles 
Furukawa et al. [193] Auerkari [194] 
cp, kJ·kg-1K-1 SD, kJ·kg-1K-1 
196 1.195 0.039 1.015 0.999 
296 1.237 0.009 1.087 1.057 
396 1.471 0.031 1.136 1.099 
 
3.5.2.3.2 Silica nanoparticles 
The specific heat of the silica nanoparticles is gathered in Table 3-38. As showed along with our 
experimental results, the values appearing in the literature for the bulk material are in agreement 
with ours. 
Table 3-38. Specific heat of the silica nanoparticles measured at the three temperatures of interest (SD = Standard 
Deviation) and comparison with the literature. 
Temperature, ºC 
Silica nanoparticles 
CRC Handbook [30] 
cp, kJ·kg-1·K-1 SD, kJ·kg-1·K-1 
196 0.970 0.112 0.988 
296 0.943 0.243 1.052 
396 1.157 0.143 1.116 
 
3.5.2.4 Microstructure and composition 
3.5.2.4.1 Alumina nanoparticles 
Figure 3-52 presents the TEM image of the initial alumina nanoparticle (Alumisol-10A). This 
figure gives an idea of the nanoparticle size which is in the range of that obtained by the DLS 
technique (Figure 3-49). On the other side, it can be deduced from the image that the morphology 






Figure 3-52. TEM image of the alumina nanoparticles. 
Figure 3-53 exhibits the recorded XRD patterns for the alumina nanoparticles before and after 
being heated at 450 ºC (as detailed before). The spectrum of the boehmite (AlOOH) nanoparticles 
(precursor of alumina) showed several peaks typical of this material as is supported by the XRD 
spectra database software of the device and the specialized literature [195,196]. After the thermal 
treatment, there is a decrease of the crystallinity and the pattern is more diffused. This is probably 
due to the loss of the intralaminar water and the incipient conversion to γ-Al2O3, which was 
revealed by the TGA tests results (Figure 3-46). 
 








3.5.2.4.2 Silica nanoparticles 
Figure 3-54 presents the TEM image of the initial silica nanoparticles (LUDOX® SM-30). This 
figure gives an idea of the nanoparticle size which is in the range of that obtained by the DLS 
technique (Figure 3-51). On the other side, it can be deduced from the image that the morphology 
of the silica nanoparticles consists of spheres which are clustered together forming chains. 
 
Figure 3-54. TEM image of the silica nanoparticles. 
Figure 3-55 exhibits the recorded XRD patterns for the silica nanoparticles before and after being 
calcinated at 450 ºC (as detailed before). The spectrum of the silica nanoparticles showed that the 
material is amorphous, as declared by the supplier of the LUDOX® SM-30. 
 





3.5.3 Conference contribution 3: Preparation of Nanofluids Based on Solar Salt and 
Boehmite Nanoparticles: Characterization of Starting Materials 
Authors: Belén Muñoz-Sánchez, Javier Nieto-Maestre, Iñigo Iparraguirre-Torres, José Ángel Sánchez-
García, José Enrique Juliá and Ana García-Romero 
Journal: SolarPACES 2016. AIP Conference Proceedings 80017 (2017). doi:10.1063/1.4984438 
(Published). 
Abstract. A nanofluid composed of Solar Salt (SS) and boehmite nanoparticles (A) in a concentration of 
1% by weight, is proposed as thermal storage medium for Concentrated Solar Power (CSP) plants. A wide 
characterization of the raw materials has been done, focused on their thermal stability and the nanoparticle 
primary size and shape among other properties such as its specific heat and crystalline structure. Some 
features of the final nanofluids have been also investigated: thermal stability, nanoparticle sizes and their 
distribution and specific heat. The showed results confirm that these materials are thermally stable in the 
working temperature range both individually and combined. In addition, the synthesis procedure 
implemented is effective to keep the nanoparticle sizes in the nanometric range (<100 nm). These findings 
mean the first step to carry on research and characterization of this nanofluid. 
 
3.5.3.1 Introduction 
Feasibility of solar thermal technology has been widely demonstrated, becoming a safe bet in the 
energy mix. Growing interest from both public and private sector has led to achieve considerable 
advances and improvements in recent years. However, one of the critical factors to make this 
energy option more competitive is to extend plant operation time when sun is not available 
(cloudy weather or at night). This would allow to produce energy in a constant way and to adapt 
operation to energy demand. In this way, there is a need of storing the thermal energy when sun 
is shining to use it afterwards. 
The current system employed in CSP plants consists of an inorganic salt composed of a eutectic 
mixture of sodium and potassium nitrate (60:40 by weight) which store the energy as sensible 
heat. It is known as SS and the configuration is the two-tank molten salt system. This salt is cheap, 
environmentally friendly and thermally stable at the temperatures of the CSP installation, which 
makes it interesting as thermal storage medium. However, its main drawback is its poor heat 
transfer rate due to the low thermophysical properties, such as the specific heat (cp) and thermal 
conductivity (k) in the liquid state. This implies the need of a huge quantity of material to store 
the required energy for the solar plant. In this context, effective solutions are needed to increase 
the heat transfer characteristics of this material. 
Nanofluids have been recently proposed as a successful answer to the mentioned issue. 
Nanofluids are described as liquid suspensions containing nanometre-sized particles (<100 nm). 




They have been widely studied for the last twenty years as a way to increase the thermal 
conductivity of the base fluid. Inside this broad research topic, the specific study of molten-salt 
based nanofluids is quite recent (first works date from 2010 [56]) and this technology is still at its 
infancy. As a consequence, there are some controversial published results related to the cp 
enhancement of the inorganic salts when nanoparticles are present. The mechanism that is 
governing this behaviour is still not very well-known, though it seems clear that the available 
nanoparticle surface area plays an important role [66,113]. 
In this work, a nanofluid based on SS containing boehmite nanoparticles in a concentration of 1% 
by weight is studied. In particular, we have developed a specific characterization of the initial 
materials as a starting point to create a nanofluid with improved thermal properties. Some other 
properties have been measured in the final material, mainly to assure that nanometric sizes are 
kept after the manufacturing procedure and the nanoparticles have not been highly agglomerated.  
 
3.5.3.2 Experimental 
3.5.3.2.1 Raw Materials 
3.5.3.2.1.1 Boehmite nanoparticles 
The starting material was Alumisol-10A, an industrial water nanofluid (Kawaken Fine Chemicals, 
Co.) containing 10% by weight of boehmite nanoparticles with a primary size of 10 nm according 
to the manufacturer. 
3.5.3.2.1.2 Solar Salt 
Solid pellets of sodium nitrate (Industrial grade, SQM industries) and potassium nitrate (Multi-
KGG Greenhouse-grade, Haifa Group) were crushed in a mortar and mixed in the proper 
quantities to obtain the desired composition (60:40 by weight of NaNO3:KNO3). 
3.5.3.2.2 Nanofluid Synthesis Procedure 
Boehmite nanoparticles were included in the SS at a concentration of 1% by weight to create the 
nanostructured material (SS1A). The synthesis was performed as follows. Initial materials were 
dissolved in water to obtain initial solutions of 15% and 1% by weight for SS and A respectively. 
The necessary amounts of these solutions were mixed under agitation. The water was removed 
by simple heating (100 ºC) in a furnace and finally the material was melted at 450 ºC in an oven 
for 30 minutes to homogenize the sample. After cooling it at room temperature, the solid material 





3.5.3.2.3 Characterization Methods 
3.5.3.2.3.1 Thermogravimetric analysis (TGA) 
The thermal stability both of the starting materials (A and SS) and the final nanofluid (SS1A) was 
analysed. About 20 mg of the dried samples were put in a platinum crucible and heated in a TGA 
device (SETARAM SETSYS Evolution – 1750, Setaram Instrumentation, France). The heating 
program consisted of a first heating from 20 to 90 ºC at 5 ºC/min to remove humidity followed 
by a second stage from 90 to 550 ºC at 2 ºC/min. Then, the sample was maintained at the highest 
temperature for 3 hours. Finally, it was submitted to two thermal cycles of heating and cooling 
between 90 and 550 ºC to know if possible changes are reversible or not. The analyses were 
always done under air atmosphere. 
3.5.3.2.3.2 X-Ray Diffraction (XRD) 
A XRD device Bruker D8Advance was used to have information about the crystal structure of 
the raw materials A and SS. For the boehmite, two different spectra were taken: after simple 
drying of Alumisol-10A (100 ºC) and after applying the same thermal treatment of the 
nanostructured material (450 ºC, 30 min) in order to know its final conformation. A comparison 
between the boehmite structure before and after this thermal program was done. In addition, SS 
spectrum was compared with other bibliographic sources. 
3.5.3.2.3.3 Dynamic Light Scattering (DLS) 
The nanoparticle size distribution of A and SS1A was characterized using the DLS technique 
(ZetaSizer nano ZS, Malvern Instruments, Ltd. Malvern, UK). The starting boehmite dispersion 
Alumisol-10A was used to measure the initial sizes and the final nanofluid SS1A was measured 
after melting, cooling it at room temperature and carefully milling. A certain quantity of distilled 
water is needed to be added to the sample prior to the analysis according to their nanoparticle 
expected size. The nanoparticle concentration was 0.5 mg per mL of water for the starting 
boehmite and 0.1 mg·mL-1 for the synthetized material, in agreement with Malvern experts’ 
advices. The presence of dissolved nitrates in SS1A was taken into account into the operating 
procedure implemented on the device to analyse this sample. 
3.5.3.2.3.4 Transmission Electron Microscopy (TEM) 
The size and shape of primary boehmite nanoparticles were observed by means of TEM using a 
device JEOL 2100 operating at a voltage of 100kV. The elemental composition of boehmite was 
analysed by means of Energy Dispersive X-ray Spectroscopy using an EDX system (Oxford 
Instruments INCA Penta FETX3) attached to TEM. 
 




3.5.3.2.3.5 Scanning Electron Microscopy (SEM) 
The dispersion of nanoparticles in solid SS1A samples was evaluated using a field emission 
scanning electron microscope (SEM) (JEOL, 7001F). Specimens were metallized in a thermal 
evaporator. Secondary Electrons (SE) and Quadrant Back-Scattering Detector (QBSD) images 
and digital image processing were used to characterize the nanoparticle clusters in the solid salt. 
The elemental composition of the material was analysed by means of Energy Dispersive X-ray 
Spectroscopy using an EDX system (Oxford Instruments INCA Penta FETX3) attached to SEM. 
3.5.3.2.3.6 Differential Scanning Calorimetry (DSC) 
A DSC device (Q100, TA Instruments, US) was used to measure the specific heat (cp) of the raw 
materials A, SS and SS1A through Modular Differential Scanning Calorimetry (MDSC) with an 
isothermal procedure. Three temperatures, 196 ºC (SS in the solid state), 256 ºC and 396 ºC (SS 
in the liquid state) were tested. Some milligrams of the sample were introduced in an aluminium 
pan hermetically sealed under an inert atmosphere. The samples were first stabilized at the desired 
temperature and then subjected to an isothermal period of 10 minutes to achieve the salt thermal 
equilibrium prior to the data collection (20 minutes). The modulation was set up with 0.6ºC of 
amplitude and a 110 seconds period according to the TA Instruments expert advices. The 
explained isothermal program was always performed from the highest to the lowest temperature. 
Thus, in the case of SS a complete melting of the sample was achieved at the beginning of the 
experiment (melting temperature 220ºC). In this way, the sample inside the crucible in the solid 
state behaves as a compact piece rather than the initial fine powder. The sapphire sample 
commonly used as the reference material was first measured under the same protocol to find out 
the possible device divergence and correct the final sample results. 
Three different replicas were measured for each sample and the average cp and its Standard 
Deviation (SD) were obtained.  
 
3.5.3.3 Results and discussion 
3.5.3.3.1 Thermal Stability 
The first and most important step to validate the feasibility of a certain nanomaterial to be included 
in a matrix of molten salt is its thermal stability. It is essential to analyse both the possible changes 
of the nanomaterial and also those of the mixture with the salt at the working temperature range. 
Figure 3-56 shows the thermogravimetric (TGA) curves from 20 ºC to 550 ºC in the first thermal 
cycle for A, SS and the nanostructured material SS1A. The differential thermogravimetric (dTG) 




consequently the changes in the rate of weight loss. 
The thermal analysis of boehmite nanoparticles revealed three different stages in our temperature 
range. The first weight loss (∆m=-8.4%) occurs between 20 and 90 ºC with a minimum around 
80 ºC, due to the loss of humidity of the sample. A second step of dehydration (∆m=-13.3%) is 
observed in the range of 90-400 ºC with an endothermic peak in 390 ºC related to the desorption 
of intralaminar water located between boehmite nanoparticles. Finally, the boehmite starts the 
transformation in γ-Al2O3 that accounts the 5.6% of the mass loss. These results are in agreement 
with literature on this subject [186,187]. 
According to the curves, the SS is thermally stable and the weight losses are minor (0.6%). It is 
considered that formation of nitrites (the main mechanism of thermal degradation of nitrates) 
starts around 450 ºC but at temperatures lower than 600 ºC it occurs in a very little extension [33]. 
The curve which represents the SS1A sample is very similar to that of the SS and mass losses are 
slightly higher due to the presence of boehmite and its dehydration processes explained before. 
The three samples registered neglectful weight losses (under the detection limit of the device) 
after their thermal cycling, so it is considered that any thermal events found in the first heating 
cycle are irreversible. This is of quite importance because a stable sample of solar salt with 
boehmite nanoparticles can be obtained by melting it at the suitable temperature. Therefore, it is 
considered that boehmite is a valid nanomaterial to be mixed with the solar salt. 
 









3.5.3.3.2 Crystalline Structure 
Figure 3-57 exhibits the recorded XRD patterns for A (before and after calcination) and SS. The 
spectrum of boehmite nanoparticles showed several peaks typical of this material as is supported 
by XRD spectra database software of the device and the specialized literature [33]. After the 
thermal treatment at 450 ºC, there is a decrease of crystallinity and the pattern is more diffused. 
This is probably due to the loss of intralaminar water and the incipient conversion to γ-Al2O3, 
which was revealed by the TGA tests results. 
On the other hand, the peaks appearing in the SS spectra are also in agreement with the 
aforementioned database. This XRD pattern will be further employed in the nanostructured 
samples to get knowledge about possible changes happened in the crystalline structure of SS 
induced by the addition of boehmite. 
  
(a) (b) 
Figure 3-57. XRD spectra of boehmite before and after calcination process (a) and Solar Salt (SS) (b). 
 
3.5.3.3.3 Nanoparticle Size, Morphology and Distribution 
It is generally accepted that the nanoparticle size in the final synthetized material is the key factor 
responsible of the anomalous increment of the thermophysical properties in the molten-salt based 
nanofluids [66,113]. Therefore, it is of high importance to control and limit the nanoparticle 
agglomeration through the synthesis procedure in order to stay in the nanometric range (<100 
nm). The nanoparticle shape may have also some influence on the further interaction with the 
anions and cations of the SS. The distribution of nanoparticles into the salt matrix is also 
interesting to discard a high heterogeneity of the sample.  
The size distribution of A and SS1A obtained from DLS is shown in Figure 3-58. The boehmite 
initial sizes are in the range from 8 to 25 nm with a maximum in 13 nm. Bigger sizes are found 
in the sample SS1A due to the nanoparticle agglomeration occurred during the preparation of the 




maximum is located in 68 nm. A tiny quantity of the nanoparticles suffered a higher degree of 
agglomeration with a size around 712 nm. 
Figure 3-59 presents two TEM images of the initial boehmite. On one side, the Figure 3-59 (a) 
gives an idea of the nanoparticle size which is in the range of that obtained by DLS technique. On 
the other side, it can be deduced from both images that the morphology of the boehmite 
nanoparticles consists of several layers arranged in a fiber-like structure.  
Finally, SEM images of SS1A were examined to get knowledge about the clusters sizes and its 
distribution along the SS matrix. Images taken on the solid sample both with the SE and QBSD 
detector can be seen in Figure 3-60 (a) and (b) respectively, along with their elemental 
composition from EDX analysis. These images are similar to the ones published by other research 
groups working with nitrate salts [66,113]. The matrix of salt is seen as a group of globe-shaped 
crystals with two different grey tones corresponding to the components of SS (NaNO3 in darker 
grey). This colour differences can only be seen in QBSD images (Figure 3-60 (b)). The 
nanoparticles appear embedded in the SS crystals with a different shape. The marked-red areas 
were analysed with EDX to confirm the presence of nanoparticles. In Figure 3-60 (a) an 
agglomerate of around 5 x 3 µm was found and its elemental composition revealed that aluminium 
is present in that area. Some quantity of chloride was also found because this element is contained 
in the industrial-grade nitrates which have been employed. The cluster analysed in the indicated 
area in Figure 3-60 (b) is about 1 µm in size and aluminium appears in the elemental composition. 
Some carbon appears due to contamination of the sample and little quantities of chloride were 
found again. It is worth mentioning that in both Figure 3-60 (a) and Figure 3-60 (b) the EDX 
analyses were also performed in areas outside those marked in red. No aluminium was found in 
those regions. 
The analysed DLS results show that the manufacturing method followed to produce SS1A is 
adequate since most of the nanoparticles remains in the nanometric range in the final material. 
This is an important first step that would allow achieving an enhancement in cp when further DSC 
analyses were done. In addition, the microscope images have confirmed the size distributions of 
nanoparticles both before and after adding them in the SS.  





Figure 3-58. Boehmite nanoparticle size distribution for the initial boehmite (A) and the nanostructured material 
(SS1A).  
  
Figure 3-59. TEM images of boehmite nanoparticles. 
  
Element Weight% Atomic% 
   
O 59.52 73.68 
Na 13.13 11.31 
Al 4.69 3.45 
Cl 1.63 0.91 




Totals 100.00  
 
Element Weight% Atomic% 
   
C 13.67 23.81 
O 33.17 43.36 
Na 9.46 8.61 
Al 1.48 1.15 
Cl 8.93 5.27 
K 33.28 17.80 
   
Totals 100.00  
 









3.5.3.3.4 Calorimetric analysis 
Our main objective consists of improving the thermal performance of the nanostructured material. 
This starts by measuring the cp of the raw SS in a precise manner. These results would allow 
comparing the value of this thermophysical property in the pure salt with the salt containing 
nanoparticles. The cp of raw boehmite has been also evaluated in order to establish a theoretical 
value of the specific heat of the mixture by applying the traditional mixing rule. Results of the 
specific heat capacity of A, SS and SS1A (theoretical and experimental) are presented in Table 
3-39. In addition, the enhancements in cp obtained with the addition of nanoparticles have been 
calculated from the experimental SS1A results. The collected data for the SS and A are in 
concordance with the results provided by the specialized literature [195,197]. The results indicate 
that A has a lower cp than the SS and therefore, their mixture may have a decrease of this property 
with respect to the SS. However, an improvement has been obtained for any of the temperatures, 
being especially high in the solid state. The observed behaviour is in agreement with the findings 
of other authors [66,113]. Further work is needed to understand this performance and investigate 
the factors that are affecting this property. 
Table 3-39. Specific heat and SD of boehmite (A), solar salt (SS) and final nanofluids (SS1A) at the studied 
temperatures. 
Sample 
Specific heat, cp (kJ·kg-1·K-1) 
196 ºC 256 ºC 396 ºC 
A 1.195 ± 0.039 1.237 ± 0.009 1.471 ± 0.031 
SS 1.424 ± 0.020 1.552 ± 0.002 1.568 ± 0.025 
SS1A (Theor.) 1.421 1.548 1.567 
SS1A (Exp.) 1.693 ± 0.025 1.631 ± 0.027 1.618 ± 0.028 
Enhanc. (%) 18.87 5.07 3.19 
 
3.5.3.4 Conclusions 
A novel nanomaterial composed by boehmite nanoparticles dispersed in a matrix of molten solar 
salt (an inorganic salt based on nitrates) is proposed as an effective thermal storage material in 
solar power plants. The initial materials have been characterized prior to the synthesis in order to 
know their suitability to the final application. Thermal analysis revealed that boehmite undergoes 
several dehydration events at the working temperature range but they seem to be irreversible. 
Solar salt remains stable with little weight changes at these temperatures. The crystalline structure 
was analysed by XRD and the loss of crystallinity may be related to the thermal dehydration of 
boehmite. In addition, DLS and TEM were employed to analyse the initial nanoparticle size (13 
nm) and shape (laminar). The synthetized nanomaterial (SS1A) has been also characterized. Its 
thermal stability results to be very similar to that of the SS with no weight changes. Finally, the 




nanoparticle size remains in the nanometric range (68 nm) after the mixing and manufacturing 
procedure, which is quite important to obtain improvements of the specific heat. This property 
was also analysed and enhancements were found both in the solid and the liquid state compared 
to the base SS. In addition, the specific heat results of both boehmite and the SS are in the range 
of the published values. 
Further characterization of the nanostructured material is needed in order to understand the 
mechanism responsible of the enhancement of thermal properties respect to the base salt. Future 























































4 SYNTHESIS PROCEDURE 
4.1 INTRODUCTION 
This Chapter details the procedure followed to obtain the nanofluids. The studies performed in 
this work show that the synthesis method followed to produce the MSBNFs or NePCMs largely 
determine the nanoparticle size into the molten salt and thus, the thermal performance of the 
nanofluid. 
A new synthesis methodology has been developed, which is beyond the start-of-the-art. This 
procedure offers advantages In comparison to the traditional hot plate method commonly reported 
on the literature, as well as in comparison to a less usual method based on spraying the 
nanoparticles over the solid salt (Journal Contribution 3).  
The method developed in this work was optimized as detailed in the Journal Contribution 3 and 
in the Conference Contribution 4. 
4.2 JOURNAL CONTRIBUTION 3. BEYOND THE HOT PLATE METHOD FOR THE 
SYNTHESIS OF MOLTEN SALT-BASED NANOFLUIDS: DEVELOPMENT OF TWO INNOVATIVE 
PROCEDURES 
Authors: Belén Muñoz-Sánchez, Javier Nieto-Maestre and Ana García-Romero 
Journal: Advanced Materials (to be submitted) 
Abstract: The research on nanofluids with inorganic salts as the base fluid is increasing lately due to the 
high enhancements of specific heat showed by these materials. These increments are directly related to the 
high free surface of the nanoparticles interacting with the molten salts, which mainly depends on the 
nanoparticle percentage, size and shape. In order to achieve Molten Salt Based Nanofluids (MSBNFs) with 
the desired particle concentration and size-distribution, it is essential to pay attention to the synthesis 
procedure. The different variables involved (temperature, time, stirring…) should be carefully selected and 
the particle size-distribution monitored during the fabrication of the nanofluids. Two new production 
methods of Solar Salt-based nanofluids have been developed in this work, named as “sprayed 
nanoparticles” and “low-water hot plate”. The results have been compared to those obtained by the 
traditional hot plate method. According to the nanoparticle size distribution and to the specific heat, the 
most effective synthesis method is the so called “low-water hot plate”. Its novelty lies on the use of water-
based nanofluids as a source of nanoparticles, rather than solid nanoparticles. This circumstance eliminates 
the need of ultrasounds to disperse the nanoparticles and reduces the mixing water required to carry out the 
process by 100 times. The second part of this research is devoted to the optimization of this synthesis 
procedure with the objective of producing the smallest possible nanoparticle size in the final nanofluid. 








Nanofluids are defined as the colloidal suspension of nanoparticles (size under 100 nm) into a 
base fluid. These composite materials were first synthetized by Choi and Eastman [42] in 1995 
and their main attribute and novelty lies on the spectacular enhancement of the thermal 
conductivity compared with their base fluid. Therefore, these innovative materials have a high 
application potential on those industries involving thermal transfer and storage processes, such as 
the Concentrated Solar Power (CSP) technology.  
The current solar power facilities face some challenges in terms of material designing. A molten 
inorganic salt (a mixture of molten nitrates called “Solar Salt”) is used both, as Heat Transfer 
Fluid (HTF) to transfer the heat from the sun to the steam cycle and as Thermal Energy Storage 
(TES) material, to increase the working hours of the plant. The main drawbacks of this material 
are the low specific heat and thermal conductivity, which restraint the heat transfer rate desirable 
for this application. 
In this case, the nanofluids technology could significantly overcome this issue. The materials 
consisting of a dispersion of nanoparticles into fused salts are known as Molten Salt-Based 
Nanofluids (MSBNFs) and constitute a research area inside the field of nanofluids. These 
MSBNFs were first synthetized by Shin and Banerjee [56] in 2010, who claimed a significant 
increase of the specific heat (100%) In comparison to the base salt. Since then, many 
investigations have supported this finding and the specific heat has been the most studied property 
on these materials. 
Among other factors, the synthesis procedure of the MSBNFs has a direct impact on the thermal 
performance of the material, as revealed by several investigations 
[31,32,37,56,65,66,110,115,120]. The route followed to produce the material affects the 
nanoparticle size and their homogeneous dispersion into the salt matrix. If the nanoparticles 
agglomerate, the surface available to interact with the salt ions will reduce. Controlling this fact 
is the key to obtain a successful nanofluid. 
The synthesis technique known as “the hot plate method”, first used by Shin and Banerjee [56], 
has been the most usual procedure to develop MSBNFs. In general terms, this process involves 
the following four steps: 
- Salt dissolution. Mixture of the inorganic salts in the solid state to produce the required 
composition. Addition of a certain quantity of distilled water to dissolve the salt. 
- Nanoparticle addition. Addition of the solid nanoparticles to the salt solution. 





- Drying. Pouring the dispersion on a Petri dish to evaporate the water onto a hot plate. 
The principal concern of this method is the low scalability of the process. Despite the inorganic 
salts are highly soluble in water, the dispersion of the nanoparticles with ultrasonic power requires 
a great quantity of liquid (the usual ratio of solid salt and water is 1:100). In summary, the large 
water and energy consumption needed to stabilize the nanoparticles and, subsequently, to remove 
the employed high amount of water are the main barriers to its industrial implementation. This 
situation led some authors to modify the technique. However, these are minor modifications, such 
as changing the drying temperature [56], the drying surface [65], evaporate the water by spray 
drying or low temperature vacuum [32], or tuning the power of sonication energy [120]. Several 
authors developed the following synthesis methods, different from the “hot plate method”: the 
direct addition of the solid nanoparticles into the molten salt [37,66,110], the in situ production 
of nanoparticles inside the molten salt by using a precursor [115] and the solid milling of 
nanoparticles and solid salt with metal balls [31,32,35]. The results obtained in these works in 
relation to the thermal properties of the MSBNFs have been gathered in Table 4-1. 
Table 4-1. The MSBNFs synthesis methods published in the scientific literature different from the hot plate method. 
Comments on the main features and the specific heat determined In comparison to that obtained by the hot plate 
method. 
METHOD REFERENCE CHARACTERIZATION COMMENTS 
HOT PLATE MODIF IC ATI O NS  
Drying temperature and 
surface 
Shin and Banerjee 
[56] 
Specific heat, TEM 
Specific heat increases by drying in a 
hot plate at 60 ºC, rather than in a 
bottle at 100 ºC. Higher 
agglomeration reported on the latter 
condition. 
Drying surface 
Jo and Banerjee 
[65] 
Specific heat, molecular 
dynamics simulation 
Drying the material in a larger 
surface (hot plate) increases the 
specific heat in comparison to drying 
it in a bottle (reduced area). 
Spray-drying Schuller et al. [32] 
Specific heat, melting 
temperature, heat of 
fusion 
Spray-drying increased the specific 
heat in comparison to hot-plate 
drying. The melting temperature was 
not affected, while the required heat 
of fusion decreased.  
Low temperature 
vacuum 
Schuller et al. [32] --- 
The method was discarded due to the 
violent boiling of the solution in 
vacuum. 
Sonication energy Riazi [120] 
Nanoparticle size 
distribution 
The sonication energy was tuned 
until the particle-size was 












METHOD REFERENCE CHARACTERIZATION COMMENTS 
NEW METHODS  
Addition to molten salt 
(extrusion at high 
temperature) 
Chieruzzi et al. [37] 
Specific heat, melting 
temperature, heat of 
fusion, SEM 
The material produced by the hot 
plate method has higher specific 
heat, similar melting temperature, 
higher heat of fusion and a more 
homogeneous nanoparticle 
dispersion than the extrusion at high 
temperature method. 
Solid milling 
Schuller et al. [32] --- 
The method was discarded due to the 
low homogeneity observed after 
milling. 
Lasfargues [31] Specific heat 
The absolute values of specific heat 
were similar both in the solid milling 
and the hot plate method. 
According to the available published articles, there is a lack of systematic research regarding the 
relationship between the nanoparticle size and the production route, despite the importance of 
controlling the nanoparticle size to obtain the desirable thermal behaviour. Additionally, there is 
also an urgent need to research synthesis methods suitable to be industrially scalable and 
reproducible. This research aims to give some insight in the relationship between the synthesis 
method and the thermal properties by comparing three synthesis procedures of Solar Salt-based 
nanofluids: the traditional hot plate method and two novel procedures developed in this work, 
named as “sprayed nanoparticles” and “low-water hot plate”. In the first part of this research, the 
materials obtained by the three processes are compared in terms of nanoparticle size and the 
specific heat. Then, the procedure with the best results has been optimized.  
 
4.2.2 Materials 
Two different batches of Solar Salt with the composition 60:40 wt% of NaNO3:KNO3 were 
prepared, each one of different purity, labelled as ASS (analytical grade solar salt) and RSS 
(refined grade solar salt). To do it, the following materials were employed: 
- To produce the Analytical grade, ASS: Labkem, NaNO3≥99.5 wt% and Labkem, KNO3≥99.8 
wt%. Both salts have an extremely low level of impurities and have been selected to synthetize 
nanofluids comparable to those reported on the literature (which include salt of this purity).   
- To produce the Refined grade, RSS: SQM, NaNO3≥99.5 wt% and SQM, KNO3≥99.6 wt% 
These materials correspond to those empoyed to produce the salt used in the CSP plants. 
In both cases, the raw nitrates were ground in a mortar, dried in an oven at 100 ºC to remove the 
moisture and mixed in the mentioned proportions. Then, these mixtures were melted in a furnace 




the salts cooled down at room temperature until their solidification outside the furnace. Finally, 
they were grounded in a mortar to obtain a fine powder. The base materials ASS and RSS were 
ready to be further mixed with the nanoparticles. 
Two types of ceramic nanoparticles were added to the base salts:  
- Alumina Nanoparticles (ANPs). They were purchased from Kawaken Chemicals. The material 
consists of an industrial water-based nanofluid, Alumisol-10A, containing fiber-shaped boehmite 
nanoparticles (L=50 nm, ϕ=10 nm) at 10 wt% according to the manufacturer. The boehmite 
(aluminium oxyhydroxide, AlOOH) is a precursor of the γ-Al2O3. 
- Silica Nanoparticles (SINPs). Two type of silica nanoparticels were employed. On one side, 
solid crystalline silica nanoparticles (Silica nanopowder, Sigma-Aldrich, St. Louis, MO, USA) 
were used to replicate the traditional hot plate method. On the other side, a dispersion of colloidal 
silica at 30 wt%, LUDOX® SM-30, from Sigma-Aldrich was used as a source of spherical SiNPs 
in the novel methods. 
 
4.2.3 Synthesis methods 
This section describes in detail the three nanofluid fabrication processes evaluated in this work. 
The Table 4-2 shows the nanofluid materials and composition produced by each of these 
procedures. 
Table 4-2. Designation and composition of the nanofluids produced with each synthesis method. 
Base salt Nanoparticle Nanoparticle amount, wt% Designation Method 
ASS 
Silica nanopowder 1 ASS1Si_1 Traditional hot plate 
LUDOX® SM-30 1 ASS1Si_2 Low-water hot plate 
RSS 
LUDOX® SM-30 1 RSS1Si_1 Sprayed nanoparticles 
LUDOX® SM-30 1 RSS1Si_2 Low-water hot plate 
Alumisol-10A 1 RSS1A_1 Sprayed nanoparticles 
Alumisol-10A 1 RSS1A_2 Low-water hot plate 
 
4.2.3.1 The traditional hot plate method 
In this research, the traditional method has been used only for comparative purposes. The 
crystalline SiNPs were added to the ASS in a concentration of 1 wt% (ASS1Si_1) by following 






- Salt dissolution. Initially, the ASS was dried in an oven at 100 ºC for at least 2 hours to remove 
the moisture which may contain. Then, the required quantity of the salt to produce 1 g of 
nanofluid (0.99 g) was precisely weighed in a balance. Deionised water was added to this solid 
salt in an amount of 100 mL per gram of salt (100 mL) and the combination was stirred until 
the complete dissolution.  
- Nanoparticle addition. The corresponding quantity of SiNPs (1 wt%) was weighed and added 
to the former mixture (0.01 g). 
- Stabilization. An ultrasonic probe (UP200St, Heilscher) was used to achieve a correct dispersion 
of the SiNPs in the salt dissolution. The working conditions were fixed at 70% of power with 1 
cycle/s during five minutes. After this slot of time, the dissolution was clear and transparent 
which was indicative of the complete dispersion of the nanoparticles.  
- Drying. The solution was poured onto a glass Petri dish (ϕ = 15 cm) and heated at 100 ºC 
overnight until the water was completely removed. The solid material was finally recovered 
from the Petri dish by scratching its surface and kept in a dry place until their characterization. 
 
4.2.3.2 The sprayed nanoparticles technique 
This method is proposed with the objective of finding a process suitable to be industrially scalable. 
It is designed with the focus of potential implementation on the mining industries which currently 
provide the Solar Salt to the CSP industry. The nanoparticles could be added to the solid salts 
during the last stage of the purification process presently carried out in these companies, thus 
minimizing the costs and enabling the potential commercialization of this product for thermal 
storage. 
The addition of anti-sticking agents to the Solar Salt, among other compounds, is common in the 
mining industry. The production process, among other stages, includes a drying stage which 
basically consists of a conveyor belt where the solid nitrates are feeded to a rotary kiln where will 
be further dried. Diverse additives are sprayed onto the nitrate crystals in the course of this route. 
In the same manner, the commercial aqueous nanofluids used in this research (as the source of 
nanoparticles), Alumisol-10A or LUDOX® SM-30, can be added at this point of the treatment 
(Figure 4-1). 
Two nanofluids composed of RSS-1 wt% of SiNPs (RSS1Si_1) and RSS-1 wt% of ANPs 
(RSS1A_1) were produced with this process. A simple configuration was devised to replicate the 
industrial method at a laboratory level, taking special care to ensure that the critical aspects 
resemble those of the industrial process. First, 300 g of the solid salt RSS were spread in a 
rectangular Pyrex glass container of 40 x 27 cm (length x width). The necessary amount of 
Alumisol-10A or LUDOX® SM-30 was sprayed onto the solid salt on each case. The samples 
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were then dried in an oven at 100 ºC overnight. The doped salts were recovered, milled and 
homogenized prior to their analysis. 
Figure 4-1. Schematic drawing of the proposed sprayed nanoparticles technique. 
4.2.3.3 The low-water hot plate method 
The following procedure is based on the traditional hot plate method. However, there are two 
significant differences in this case: ultrasounds are not required and the amount of water is 
substantially reduced. The method comprises four steps (Figure 4-2): 
- Salt dissolution. First, the Solar Salt (of the desired purity) was dried in an oven at 100 ºC for at 
least 2 hours to remove any trace of moisture. Then, the required amount of the salt to produce 
10 g of nanofluid (9.9 g) was precisely weighed in a weight-scale. A concentrated solution (50 
wt%) is produced by dissolving the Solar Salt in a “deionized modified water” (9.9 mL) under 
mechanical stirring and mild temperature (≈50 ºC). The “deionized modified water” consists of 
deionized water were sodium hydroxide or diluted nitric acid have been added to achieved the pH 
of stability of each nanoparticle (pH=2 for the ANPs and pH=9 for the SiNPs). The pH suitable 
to stabilize each type of nanoparticle was experimentally determined according to measurements 
of Zeta Potential of the Alumisol-10A and LUDOX® SM-30 products. 
- Nanoparticle addition. The necessary quantity of nanoparticle dispersion (1 g of Alumisol-10A 
or 0.33 g of LUDOX® SM-30) was precisely weighed and added to the previous solution. Mild 
stirring was applied to properly mix both materials, but avoiding clustering of nanoparticles due 
to physical impacts. After some minutes, the solution was carefully poured drop by drop onto a 
glass Petri dish (ϕ = 15 cm) with the aid of a plastic Pasteur pipette. Immediately after stopping 
the stirring, the crystallization of the nitrates was observed. The solution was near its saturation 
point and the nanoparticles act as nucleation points. 
- Drying. The Petri dish with the solution is carefully covered with a filter paper to avoid 
contamination. It was subsequently heated in an oven at 100 ºC where it remained overnight to 
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remove any water trace. The solid sample was then recovered by scrapping the Petri dish surface 
with a metallic spatula. 
- Melting. Finally, the solid material was put into a glass flask and melted in a furnace at 396 ºC 
for 30 minutes. The flask was then removed out from the furnace and left to cool down at room 
temperature. This final solid sample was crushed and milled in a mortar until a fine powder was 
obtained. 
Figure 4-2. Steps of the low-water hot plate method for nanofluid synthesis. 
Three nanofluids were synthetized with this procedure, one to compare with those of the 
traditional method (ASS1Si_2) and two more analogous to those from the sprayed nanoparticles 
technique (RSS1Si_2 and RSS1A_2). 
4.2.4 Characterization 
4.2.4.1 Nanoparticle size distribution 
The size of the ANPs and SiNPs was measured on each nanofluid with the aim of establishing a 
relationship between the size and the thermal properties. The nanofluids were characterized using 
the Dynamic Light Scattering method (DLS, ZetaSizer Nano ZS, Malvern Instruments, Ltd. 
Malvern, UK). The nanoparticle size distribution of these nanofluids was thus obtained as the 
number of nanoparticles at each size-range, between 0.4 and 10,000 nm. The results obtained 
include the most frequent size of the distribution (the mode) and the particle diameter below which 
90% of the nanoparticles (D90) are found. 
4.2.4.2 Specific heat 
A Differential Scanning Calorimeter (DSC, Q1000 TA Instruments with autosampler) was used 
to determine the specific heat, by using the Modular Differential Scanning Calorimetry (MDSC) 
under an isothermal procedure. Around 30 mg of the sample were introduced in an aluminium 
crucible, which was hermetically sealed afterwards. The sample was first stabilized at the desired 
temperature for an isothermal period of 10 min to achieve the material thermal equilibrium. The 
data collection was carried out for 20 min at the same temperature. Nitrogen was used as inert gas 
inside the device. The specific heat was measured at 196 °C (solid state), 296 ºC and 396 °C (both 
Initial solution of salt and dispersion of 
nanoparticles 
 Mixing  Drying Melting 
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in liquid state). These temperatures correspond to the working temperatures of the SS in real 
conditions on CSP facilities. The temperature modulation of the DSC technique was set-up to 0.6 
°C of amplitude and a period of 110 s in order to provide good sensitivity. Three different portions 
of each sample were measured to obtain a representative result. This measurement method proved 
a high accuracy [157,158]. 
4.2.5 Results and discussion 
4.2.5.1 Determination of the best synthesis method 
4.2.5.1.1 Nanoparticle size distribution 
The Figure 4-3 gathers the size distribution of each nanofluid analysed in this study. The mode 
of each distribution is pointed out over each curve. The aim is to study the evolution of the 
nanoparticle size-distribution in the different stages of the process. As a result, measurements 
were carried out after each stage, and the curves included on the Figure 4-3 correspond to these 
stages: 1) the initial nanoparticles dispersed in water, 2) after mixing the nitrates and the 
nanoparticles, 3) after drying the solution and 4) after melting the nanofluid. It is worth 
mentioning that some of these stages were not followed in some cases. Specifically, the 
nanofluid made under the traditional hot plate method was not melted in order to resemble the 
process reported in the literature. Also, the sprayed nanoparticles method does not include the 
stage 2) of mixing. 
The ASS1Si_1, Figure 4-3 up left, shows a distribution of the initial solid SiNPs out of the 
nanometric range (<100 nm), as could have been foreseen due to the difficulty on breaking the 
initial solid nanoparticle agglomerates, even with the application of ultrasounds. Once the 
nitrates were added to the solution, the distribution remains almost identical. However, some 
agglomerates are observed with sizes around 700 nm, as a result of the high agglomeration due 
to the screening by the salt ions of the electrostatic repulsion forces between the nanoparticles. 
During the nanofluid drying stage, these agglomerates act as nucleation points and attract the 
nanoparticles towards then, ending on the final distribution with its highest percentage at 712 
nm.  
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There are not many references in the literature about the nanoparticle size of the MSBNFs and 
therefore the comparison of the results obtained in this work is limited to those few ones. Andreu-
Cabedo et al. [113] studied the Solar Salt with 0.5 wt% of SiNPs. These researchers found a 
nanoparticle size-distribution with the largest percentage of nanoparticles at 240 nm. This value 
is smaller than the value encountered in this study but the nanoparticle concentration in their 
nanofluid is lower, which could be responsible for the difference. Miliozzi et al. [78] also used a 
DLS device to measure nanoparticle size-distribution on nanofluids of Solar Salt with 1 wt% of 
SiNPs, among others. They obtained a Z-ave of 900 nm, a parameter which can be equivalent to 
the mode of the distribution in some cases. Riazi et al. [120] showed the dependence of the 
sonication energy with the nanoparticle sizes in a nanofluid equivalent to ours. They found 
distributions with a mode around 300 nm after dispersing the nanoparticles with the optimum 
sonication energy. 
Regarding the two nanofluids made by the sprayed nanoparticles method (RSS1A_1 and 
RSS1Si_1, Figure 4-3 up centre and up right), it is remarkable the low size of the initial 
nanoparticles, both for the ANPs and the SiNPs. This is the great advantage on using water-
based nanofluids as a source of nanoparticles (Alumisol-10A and LUDOX® SM-30) and the 
main difference with the previous nanofluid. After spraying these dispersions over the nitrate 
particles and during the mixture, most of the ANPs remained with a nanometric size while the 
SiNPs grew until 300 nm. This fact may be related to the higher viscosity of the Alumisol-10A 
(≤50 cp [141]) compared to that of LUDOX® SM-30 (4.8-6.8 cp [198]). During the drying step, 
the water is removed more slowly in the nanofluid which contains ANPs, which allows an 
ordered nucleation and growth of the nanoparticles. In this synthesis method, the homogeneous 
impregnation of the nanoparticles-aqueous-dispersion onto the solid salt is the most critical 
point. In order to have reliable conclusions, the nanoparticle size distribution after the drying 
step was studied on five replicas of 5 g extracted from the total amount of solid material (300 
g). The Figure 4-4 shows the most frequent size on each of these samples, both for the 
nanofluid RSS1A_1 and RSS1Si_1. In the first case (Figure 4-4, left), the ANPs sizes range 
from 50 to 100 nm with the exception of one replica at 875 nm. On the case of the nanofluid 
RSS1Si_1 (Figure 4-4, right), the most frequent sizes measured on the different replicas are not 
so close to each other and the determined mode values are comprised in the range 175 – 422 nm. 
With respect to the last step of melting, the Figure 4-3 shows that the size-distribution width of 
these nanofluids shortens in comparison to the previous distributions. This could be related to 
the formation of big agglomerates (micron-sized) when the sample is submitted to high 
temperatures. Since in this last stage of melting the nanofluids are melted during a significant 
time, the formed big agglomerates may settle down and, as a result, they would not have been 
detected by the DLS.  
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The results obtained by the low-water hot plate method are shown on Figure 4-3, second row. 
In the case of the nanofluid ASS1Si_2, differences with the results obtained by the traditional 
method can be found in every synthesis stage. The initial nanoparticle distribution is in the 
nanometric range since the SiNPs are well dispersed and stabilized in the LUDOX® SM-30. 
These nanoparticles experience a noticeable size increase when are added to the dissolved 
nitrates because of the high ionic strength of this medium. After the mixture is dried, the solid 
material has a narrow distribution with a maximum at 50.75 nm. The comparison of the 
nanofluids RSS1A_1 (produced by spraying the nanoparticles) and the RSS1A_2 (low-water 
hot plate method) gives very similar distributions after the mixing and drying steps. However, 
after being melted, the particle size of the nanofluid RSS1Si_2 (mode of 295 nm) is bigger than 
the RSS1Si_1 particle size (mode of 68 nm).   
The homogeneity of the nanofluids RSS1A_2 and RSS1Si_2 after the drying step is plotted on 
the Figure 4-4, together with the homogeneity obtained on the sprayed nanoparticles method 
(RSS1A_1 and RSS1Si_1). The nanofluid with ANPs produced by the low-water hot plate 
procedure, RSS1A_2, has smaller sizes (mode around 30 nm) and lower data dispersion. The 
mode of the nanoparticles in the nanofluid RSS1Si_2 is close to 400 nm, with a higher 
repeatability between the replicas than the RSS1Si_1, produced by the sprayed nanoparticles 
method. Similarly, Schuller et al. [32] used the spray drying method to remove the water of the 
solutions of salts and nanoparticles and also found a low homogeneity on the produced nanofluids. 
Figure 4-4. Nanoparticle size-distribution of the nanofluids RSS1A and RSS1Si synthetized by two methods. Five 
replicas of each nanofluid were analysed by DLS to determine their homogeneity. The mode values and their 
















































































The comparison of the nanoparticle sizes on the nanofluids synthetized by the three methods lead 
to the following conclusions: 
- The use of water-based nanofluids as the source of nanoparticles is beneficial in comparison to 
solid nanoparticles in order to obtain dispersions in the nanometric range from the beginning. 
- The materials produced by the traditional hot plate method show large nanoparticle 
agglomerates, often several hundreds of nanometres size, once the water is removed. As a result, 
this technique is not recommended to produce this type of materials. 
- The sprayed nanoparticles method has a better control of the nanoparticle agglomeration 
through the entire process. However, the materials produced by this procedure are poorly 
homogeneous (large scattering on the results obtained from different samples). This 
heterogeneity is deemed on the high variability found between different portions of the same 
nanofluid. Further research is required to modify the procedure in order to make it feasible for 
industrial implementation. 
- The low-water hot plate method is presently the best option to avoid the formation of large 
nanoparticles agglomerates during the synthesis procedure. 
4.2.5.1.2 Specific heat 
The specific heat of the nanofluids and its increment in comparison to the base salt have been 
determined. The results from each nanofluid and their base salts are gathered on the Figure 4-5, 
where the increments have been included as well. 
On one side, the specific heat of the nanofluids based on ASS and SiNPs is clearly larger when 
they are produced by the low-water hot plate procedure, while decrements are observed in those 
from the traditional hot plate method. The reason is maybe directly linked with the big size of the 
nanoparticles observed in the traditional procedure (ASS1Si_1) according to the particle size 
distribution in the previous section. 
On the other side, the specific heat of nanofluids based on RSS was always increased both for the 
sprayed nanoparticles and the low-water hot plate method. These increments were higher for the 
nanofluids from the sprayed nanoparticles procedure, especially for those containing SiNPs. The 
maximum difference of specific heat between the two methods was found in the solid state for 
the nanofluid RSS1Si (13% vs. 3%). The origin of these differences is not clear, as it is not directly 
related to the nanoparticle size distribution (very similar in both methods).  





Figure 4-5. Specific heat of the nanofluids (synthetized by the three methods) and the base salts (ASS and RSS). The 
specific heat increment (%) In comparison to that of the original salt is indicated on each case. 
 
4.2.5.1.3 Global analysis 
In general, the materials produced by the traditional hot plate method gave worse results on the 
characterized parameters than those produced by the two new methods developed in this 
investigation. The sprayed nanoparticles procedure generated nanofluids with a promising 
potential, although further research is required in order to reduce the heterogeneity of these 
materials. In addition, it should be mentioned that the economic feasibility for the industrial 
implementation of this technique will rely on their adoption by the current suppliers of the Solar 
Salt. Therefore, at this moment, the low-water hot plate method renders the best performance 
between the three studied procedures. The most remarkable differences of this procedure 
compared with the traditional hot plate are the following ones: 
- The use of ultrasound to disperse the nanoparticles is avoided. This is possible due to the use of 
commercial aqueous nanofluids (where nanoparticles are still well dispersed) instead of solid 
nanoparticles. 
- The amount of water needed to disperse the nanoparticles and dissolve the salts is reduced by a 
hundred times.  
- This method ends by melting the nanofluid as an additional step to homogenise the sample 
before using it. 
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the cost reduction, using salts of non-analytical grades and commercial nanofluids as the source 
of nanoparticles, enhances the possibility of producing this material at an industrial scale. 
4.2.5.2 Optimization of the low-water hot plate method 
This section aims to tune up the synthesis conditions of the Solar Salt-based nanofluids in terms 
of the nanoparticle size distribution in a nanofluid of RSS with 1 wt% of ANPs. This composition 
was selected because the RSS is currently used in the CSP plants and the ANPs represents the 
worst case, because they are thought to have higher agglomeration than SiNPs. 
As described in Section 4.2.3.3, this procedure is composed of several stages: salt dissolution, 
nanoparticle addition, drying and melting. The influence of several factors at each of these 
production stages has been analysed: 
- Salt dissolution. The salt concentration on the initial dissolution. 
- Nanoparticle addition. The temperature and the mixing speed of the solution during the 
nanoparticle addition and mixing with the salt. 
- Drying. The drying temperature and the ratio S/V (surface of drying to volume of solution). The 
ratio S/V is important since the increase of the drying surface (with the same volume of solution) 
will reduce the drying time and consequently, the nanoparticle agglomeration. 
- Melting. Even though the melting stage of the materials can lead to some differences on the 
behaviour of the materials, no variables were studied at this stage and the nanofluid was always 
melted at 396 ºC for 30 minutes. These parameters were carefully selected. On one side, the hot 
thermal storage tank in the CSP plants is at this temperature. On the other side, the melting time 
was the minimum to guarantee the complete melting of the whole amount of nanofluid and to 
avoid an excessive nanoparticle agglomeration. The stability of the nanoparticles in the molten 
salt is outside the scope of this investigation, which only analyses the influence of the synthesis 
procedure of the nanofluid and not their further behaviour under working conditions (the 
nanofluid will be in the molten state between 296 ºC and 396 ºC for several years). The material 
was heated under a controlled thermal program to avoid possible projections of material by the 
flash evaporation of the water trapped inside the salt crystals. 
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50% wt. - After mixing
50% wt. - After driying
10% wt. - After mixing


























30 ºC - After mixing
30 ºC - After driying
50 ºC - After mixing
50 ºC - After drying
66 ºC - After mixing
























0 rpm - After mixing
60 rpm - After mixing
130 rpm - After mixing
























0 rpm - After driying
60 rpm - After drying
130 rpm - After drying

























Surface to volume (S/V) ratio
1.168 m-1 - After mixing
1.168 m-1 - After driying
0.186 m-1 - After mixing
0.186 m-1 - After drying
0.117 m-1 - After mixing
























50 ºC - After mixing
50 ºC - After driying
100 ºC - After mixing




Table 4-3. Nanoparticles size-distribution as a function of the low-water hot plate process variables evaluated in this 
study. SC: Salt Concentration, MT: Mixing Temperature, MS: Mixing Speed, S/V: Surface to Volume ratio, DT: 
Drying Temperature. The best conditions found are in bold. 
Analysed 
parameter 
























10 30 130 1.168 100 24.36 5.80 23.80 40.90 7.47 18.30 
50 30 130 1.168 100 21.04 1.88 8.93 34.30 2.76 8.05 
MT 
50 30 130 1.168 100 21.04 1.88 8.93 34.30 2.76 8.05 
50 50 130 1.168 100 18.16 4.38 24.12 38.50 2.47 6.44 
50 66 130 1.168 100 37.84 9.01 23.81 60.80 9.37 15.40 
MS 
50 30 0 1.168 100 58.77 7.05 11.99 90.20 13.10 14.50 
50 30 60 1.168 100 37.84 5.65 14.93 66.70 15.10 22.60 
50 30 130 1.168 100 21.04 1.88 8.93 34.30 2.76 8.05 
50 30 880 1.168 100 21.04 5.22 24.80 56.30 15.60 27.60 
S/V 
50 30 130 0.117 100 78.82 8.10 10.29 138.00 19.10 13.80 
50 30 130 0.186 100 43.82 8.41 19.19 66.00 15.70 23.70 
50 30 130 1.168 100 21.04 1.88 8.93 34.30 2.76 8.05 
DT 
50 30 130 1.168 50 43.82 8.97 20.47 71.00 20.90 29.50 
50 30 130 1.168 100 21.04 1.88 8.93 34.30 2.76 8.05 
 
4.2.5.2.1 Influence of the salt concentration 
Figure 4-6 up left, shows the nanoparticle size-distribution of two nanofluids of RSS1A obtained 
with different salt concentrations (50 wt% and 10 wt%). After the mixing stage, the nanoparticle 
sizes for the lower nitrate salt concentration (10 wt%) are higher than those ones for the higher 
concentration (50 wt%). After the drying stage, both experiments showed similar mean 
nanoparticle sizes, however the size distribution is wider for the lower nitrate salt concentration 
(10 wt%). 
The reason of this difference is that the nitrates are fully dissolved and strongly linked to the water 
molecules. In the saturate solution (50 wt%), almost all of them are restricted to interact with the 
nanoparticle suspension (Alumisol-10A), which is added drop by drop. This causes these drops 
to remain unmixed with the bulk solution, forming a sort of “micelles” (Figure 4-7). As the 
nanoparticles are isolated from the dissolved salt, their size distribution is very similar after the 
drying step.  
The nanoparticles are clearly bigger when working with the diluted solution at 10 wt% The mode 
size after drying is similar but the distribution of sizes is wider than in the former case (50 wt%). 
According to the Table 4-3, the 90% of the nanoparticles are below 40 nm after drying the diluted 
solution and under 34 nm for the saturated one. 




Figure 4-7. Mixing of the ANPs in a saturated RSS solution (50 wt%). “Micelles” of ANPs are observed after adding 
the nanoparticle suspension drop by drop. 
These findings are important regarding the reduction of the amount of water needed to perform 
the synthesis, which is one of the main objectives of this research. The advantage of using a salt 
concentration near their saturation point (65 wt%) is interesting in terms of water reduction. As 
drawback, this amount of salt needs more time to be dissolved at room temperature but this time 
can be diminishing by increasing the mixing temperature. 
4.2.5.2.2 Influence of the mixing temperature 
Three different nanofluids of RSS1A were made from aqueous mixtures of salt and nanoparticles 
at different temperatures: 30 ºC, 50 ºC and 66 ºC. (Figure 4-6, up centre). The experiments were 
done with a salt concentration of 50 wt%, since was the best conditions from the previous 
experiments. During the mixing step (continuous lines), there is a clear influence of the 
temperature. The nanoparticle size-distribution obtained at 30 ºC is narrower and the mode is also 
lower than those at 50 ºC and 66 ºC. This behaviour may be due to the rupture of the 
aforementioned “micelles” when the temperature increases. After drying the samples, the 
differences are greatly reduced and the curves for 30 ºC and 50 ºC are very similar in terms of the 
mode size and the distribution width. According to the Table 4-3, the 90% of the nanoparticles 
are below 34 nm for the mixing process carried out at 30 ºC, 30 nm when it was carried out at 50 
ºC and 60 nm for the samples produced at 66 ºC respectively. 
The smaller nanoparticle sizes were found when the aqueous solution was mixed at the lowest 
temperature (30 ºC). This fact is very interesting in terms of energy savings during the production 






4.2.5.2.3 Influence of the mixing speed 
Figure 4-6, shows the nanoparticles size-distribution of the nanofluids produced using different 
mixing speeds (0 rpm, 60 rpm, 130 rpm, 880 rpm). After the mixing stage (Figure 4-6 up right), 
the nanoparticles sizes have a high dependence of the mixing velocity. The highest sizes are found 
when the nanoparticles are added under static condition (0 rpm). The application of mild agitation 
(60 rpm and 130 rpm) reduced the nanoparticles sizes. However, extremely large mixing speed 
causes the agglomeration of the large particles, while small particles are also present, thus 
resulting on a broad distribution. The same type of broad size-distribution remained after drying 
the mentioned samples, as showed in Figure 4-6 down left and Table 4-3. The 90% of the 
nanoparticles (D90) are under 90 nm, 66 nm, 34 nm and 56 nm for mixing speeds of 0 rpm, 60 
rpm, 130 rpm and 880 rpm respectively. 
4.2.5.2.4 Influence of the surface to volume ratio 
Figure 4-6 down centre, shows the distribution of nanofluids dried with different surface to 
volume ratios (1.168 m-1, 0.186 m-1 and 0.117 m-1). This parameter correlates the surface of the 
container with the volume of the solution to be dried. The water removal should be as fast as 
possible to minimize the nanoparticle agglomeration during this step. However, the boiling of 
water must be avoided in order to minimize the physical collisions of nanoparticles that may lead 
to their agglomeration. In this way, the boiling temperature of the solution must not be reached 
during drying. As detailed in the method description, 15 cm diameter glass Petri dishes are used 
to dry the nanofluid. Their total surface is equal to 0.017 m2. The volume of the solution inside 
the glass Petri dish was measured before drying, so that the parameter S/V was calculated. The 
volume of the prepared solution changed while the drying surface was constant by using the same 
glass Petri dish. In such way, the experiments were done with S/V ratios of 1.168, 0.186 and 0.117 
m-1. 
The mixing step was done under the best conditions from the previous sections: 50 wt% of salt 
concentration, 30 ºC and 130 rpm. In principle, the size distributions after the mixing step under 
these conditions should not be influenced by the S/V ratio. However, the lower the S/V ratio the 
higher the nanoparticle sizes were. This is probably due to the higher time needed to add the 
nanoparticles to the solution (higher volume), giving more chances to their agglomeration. 
Particle sizes out of the nanometric range (>100 nm) were measured on the distribution of the 
experiments with 0.186 m-1 and 0.117 m-1.  
The dashed lines on the Figure 4-6 are the DLS analysis after drying these samples. They follow 
the same trend described before and the 90% of the nanoparticles are smaller than 138 nm, 66 nm 
and 34 nm for the S/V of 0.117 m-1, 0.186 m-1 and 1.168 m-1 respectively (Table 4-3). 
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The relationship between the nanoparticle size distribution and the S/V ratio is asymptotically 
inverse (Figure 4-8). The result from the S/V = 0.186 m-1 is very near from the change of tendency 
of the curve. More tests should be done with intermediate or higher S/V ratios to confirm this 
trend, since only three points have been tested. The results obtained here constituted a first step 
to further optimize at an industrial level this parameter of the S/V ratio. 
Figure 4-8. Relation between the nanoparticle size (in terms of mode or D90) and the surface to volume ratio during 
the synthesis of nanofluids by the low-water hot plate method. 
4.2.5.2.5 Influence of the drying temperature 
Figure 4-6 down right, shows the nanoparticles size-distribution of nanofluids produced at 
different drying temperatures: 50 ºC and 100 ºC. As mentioned earlier, if the drying step is too 
long, the agglomeration of the nanoparticles on the aqueous solution may occur. In this sense, at 
100 ºC the drying speed will be faster than at 50 ºC. However, the results indicate that the 
difference on the size-distributions between the mixing stage (continuous line) and the drying 
stage (dashed line) is not significant for neither of the two temperatures. The 90% of the 
nanoparticles are under 71 nm and 34 nm when the solution was dried at 50 and 100 ºC 
respectively (Table 4-3). 
The results found in this stage reveals that it is possible to dry the aqueous solutions at 50 ºC with 
the subsequent saving of energy or at 100 ºC, which is time-saving. In both cases, the size 
distributions are inside the nanometric range. 
4.2.5.2.6 Summary of the results 
The Table 4-3 summarizes the results of every studied variable on the nanofluid preparation. As 
an outline of the previous paragraphs, the following conditions can be established for each 
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- Salt dissolution. The influence of the salt concentration on the final nanoparticles size-
distribution was analysed at concentrations of 10% and 50 wt% With these values, the salt 
concentration of the initial dissolution did not to affect the final nanoparticle size distribution. 
Since from an industrial and social point of view reducing the amount of water to be added is of 
crucial importance, the optimization of the process leads to select the minimum water percentage 
in the mixtures. 
- Mixing temperature. The influence of the mixing temperature on the final nanoparticles size-
mode was evaluated at 30 ºC, 50 ºC and 66 ºC. The size-distribution mode obtained on both 
conditions were very similar at 30 ºC and 50 ºC, while it reaches higher values at 66 ºC.  
- Mixing speed. The influence of the mixing speed on the final nanoparticles size-distribution was 
evaluated by performing experiments on a wide stirring range from 0 to 800 rpm, executing 
experiments under four different stirring rates on this range. The results indicate a certain stirring 
(>0 rpm) was needed in the process as well as avoiding an excessive speed (<800 rpm) to 
maintain narrow distributions. The results were analogous with mild stirring (60 and 130 rpm). 
- Surface to volume ratio on the drying stage. The surface to volume ratio (S/V) significantly 
affected the agglomeration of the nanoparticles. It was preferred to remove the water with a S/V 
as high as possible, at least with a value of 1.168 m-1. However, the minimum value of S/V in 
order to achieve a nanometric size distribution (0-100 nm) was 0.186 m-1.  
- Drying temperature. The drying temperature should be lower than the boiling temperature of 
the solution to avoid bubbling (>100 ºC due to the increased boiling point of concentrated salt 
solutions). The nanoparticles size remained in the nanometric range when drying takes place at 
100 ºC, while a small agglomeration was determined when they are dried at 50 ºC. This is 
probably due to the drying time increment required to carry out the drying at a lower 
temperature. Therefore, to optimize the process a temperature as large as possible is preferred 
in order to shorten the drying time, to prevent agglomeration and reduce processing time. 
4.2.6 Conclusions 
This research analyses the relationship between the synthesis method and the nanoparticle size 
and specific heat of Solar Salt-based nanofluids. The study was scheduled to take into account the 
industrial viability of the method as well as their suitability to avoid the nanoparticle 
agglomeration. 
Three methods of production have been compared in terms of the nanoparticle size-distributions 
and the specific heat. Two of them have been developed on the present work (“sprayed 
nanoparticles” and “low-water hot plate”) while the third one corresponds to the method most 
widely encountered on the published literature (“traditional hot plate”).  
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The low-water hot plate procedure developed in this work demonstrated to be the most convenient 
and advantageous: agglomeration of nanoparticles through the synthesis steps was prevented to a 
large extent, and nanoparticles were homogeneously dispersed into the salt matrix. The specific 
heat of these materials were significantly higher than those of the base-salt. 
In the second part of this investigation the influence of several processing variables on each step 
of this procedure has been evaluated. The best processing conditions on the analysed range were: 
salt concentration of 50 wt%, mixing temperature between 30 ºC and 50 ºC, mixing speed between 
60 rpm and 130 rpm, ratio S/V higher than 1.168 m-1 and a drying temperature of 100 ºC. 
However, some of these variables should be further analysed if the process is industrially 
implemented. A statistical design of experiments would be advisable on that case.  
These results indicate that a promising processing route is feasible although there is still a long 
way to industrialization in this particular field. A systematic research is needed in this sense, 
looking for the industrial consideration of the synthesis procedure as a way to push forward the 




4.3 CONFERENCE CONTRIBUTION 4:  THE INFLUENCE OF MIXING WATER ON THE 
THERMOPHYSICAL PROPERTIES OF NANOFLUIDS BASED ON SOLAR SALT AND SILICA 
NANOPARTICLES 
Authors: Belén Muñoz-Sánchez, Javier Nieto-Maestre, Iñigo Iparraguirre-Torres, José Ángel Sánchez-
García, José Enrique Juliá and Ana García-Romero 
Journal: SolarPACES 2015. AIP Conference Proceedings 1734, 050031 (2016); doi: 10.1063/1.4949129 
(Published). 
Abstract: The use of nanofluids (NFs) based on Solar Salt (SS) and nanoparticles (NPs), either as Thermal 
Energy Storage (TES) material or as Heat Transfer Fluid (HTF), is attracting great interest in recent years. 
Many authors [36,113] have reported important improvements on the thermophysical properties (specific 
heat capacity cp, thermal conductivity k) of NFs based on SS and ceramic NPs. These improvements would 
lead to important savings and better performance of TES facilities on new Concentrated Solar Power (CSP) 
plants due to lower quantities of material required and smaller storage tanks. To achieve these advantageous 
features in the final NFs, it is essential to avoid NP agglomeration during their preparation. Different 
synthesis procedures have been reported: mixing of solid NPs within a SS solution by means of ultrasounds 
[36,63,113], direct mixing of solid NPs and molten salt [66]. In this work, NFs based on SS and silica NPs 
were synthetized from a SS-water solution and a commercial water-silica NF called LUDOX® SM-30 
(Sigma-Aldrich). The influence of the mixing water volume (MW) on the cp of NFs was evaluated. With 
this aim, the cp of these samples was measured by Differential Scanning Calorimetry (DSC) both in the 
solid and the liquid state. In addition, the distribution of sizes was measured during the whole preparation 
process by Dynamic Light Scattering (DLS). Further information about sizes and uniformity of the final 
NFs was obtained from Scanning Electron Microscopy (SEM) images. X-ray Diffraction (XRD) patterns 
of the SS and final NF were performed. 
4.3.1 Introduction 
CSP plants require more and more efficient TES in order to supply energy during nights or cloudy 
periods. When using SS as TES material or HTF, an enhancement in cp would lead to important 
savings in the cost of the whole process. The use of SS-based NFs is attracting great interest in 
recent years.  
Different authors [36,63,113] have reported an increase in the cp of SS by addition of a small 
amount of NPs. The dispersion of NPs within a base fluid is known as nanofluid (NF). The most 
employed method for preparing salt based NFs consists of three steps: (1) mixing solid salt and 
NP, (2) adding water, (3) sonication and (4) drying. Sonication helps to achieve nanometric sizes 
and a uniform mixture. Other authors [66] have directly mixed the NPs within the molten nitrate 
salt under stirring. Table 4-4 shows the method of preparation and the total amount of water in 
every case. 
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Table 4-4. Preparation methods for different authors and the total amount of water used (mL·g-1). Enhancements of cp 
with respect to the base salt were comprised within 19 and 34% in the liquid state for the different authors. 
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An adequate control of the distribution of NP sizes during the preparation steps is essential to 
achieve an improvement of the cp for the final NFs. The higher the NP available surface (Sa) in 
the molten salt media, the higher the interaction between the NPs and the ions within the molten 
medium. A high Sa can only be achieved by keeping particle sizes at the nanometric scale (< 100 
nm), even in the molten state. Therefore, agglomeration and sedimentation of NPs must be 
avoided. During the preparation of NFs, water can prevent the agglomeration of NPs by 
maintaining them adequately solvated. However, two factors may be taken into account: on one 
hand, the more the total amount of water, the less the agglomeration of NPs. On the other hand, 
from the point of view of technical and economic feasibility, the use of big quantities of water 
will increase the overall cost of the process. A commitment between these two factors must be 
reached. The lower amount of water that guarantees the good performance of final NFs at a 
reasonable industrial cost must be used. 
In this work, a novel procedure for preparing SS-based NFs is proposed starting from a water 
dispersion of NPs, rather than from solid NPs (as those exposed in Table 4-4). A thorough control 
of the distribution of sizes was performed in order to achieve NFs with enhanced cp. A correlation 
between the distribution of sizes for the NFs (in terms of Sa) and the cp was found. The influence 








4.3.2.1 Synthesis procedure 
4.3.2.1.1 Materials 
The materials used for the synthesis of NF were the following: sodium nitrate (SQM, Industrial 
grade, prills), potassium nitrate (HAIFA, Multi-K, prills) and LUDOX® SM-30, a commercial 
colloidal dispersion of silica NP in water provided by Sigma-Aldrich. All the chemical products 
were used as received. 
4.3.2.1.2 Preparation of solutions 
SS was prepared by mixing 60 wt% sodium nitrate and 40 wt% potassium nitrate, followed by 
melting at 450 ºC for ½ hour to ensure the homogeneity of the mixture.  
Starting from the SS prepared as explained in the previous paragraph, two aqueous solutions of 
SS were prepared: 15 wt% and 50 wt% (SS/water). As the second concentration was near the 
saturation limit, SS was slowly added to warm water (about 50 ºC) under smooth stirring. 
A diluted dispersion of silica NP of 1 wt% was prepared by simple dilution of LUDOX® SM-30 
with an alkaline water at pH 9 (The pH of water was set at 9 with NaOH). 
4.3.2.1.3 Preparation of nanofluids 
SS-based NFs were prepared following the scheme shown in Figure 4-9: 
 
Figure 4-9. Preparation of NFs 
 
Many variables can be modified during this preparation procedure (drying and melting 
temperature and time...). A complete study of these variables would be of interest, but it is beyond 
the scope of this paper.  
The amount of Mixing Water (MW) in the solution mixing step (Figure 4-9) is a variable of great 
Chapter 4  
 
192 | 
importance to control the degree of agglomeration. Water coming from salt solution and NP 
dispersion was also considered in the total amount of water. During the preparation of NFs, an 
adequate grade of solvation will prevent silica NP from agglomeration.  
Starting from a solution of SS 15 wt% and a diluted dispersion of silica NP at 1 wt%, two trials 
were performed: (1) with MW 25 mL and (2) with no MW. In an attempt to set the water content 
to a minimum, an additional trial was done, starting from SS 50 wt% and LUDOX® SM-30 with 
no MW (3). The order of addition in the trial 1 was the following: first the silica dispersion and 
second the nitrate solution. Both solutions were added within the initial MW. For the trial 2 and 
3, the silica dispersion was added directly into the nitrate solution, as no mixing water was used. 
The additions were performed, all at once, and under smooth stirring. 
Drying was performed inside an oven (trade Raypa), at 100 ºC in a glass Petri dish of 150 mm x 
30 mm (diameter x width), covered with a filter paper, for the needed time to complete drying of 
the sample. Drying volume was the same for the three trials. All samples were dried in the same 
conditions. Melting was performed in a furnace (Nabertherm) at 450 ºC for ½ hour. After melting, 
all samples were rapidly cooled at room temperature until their complete solidification. 
4.3.2.2 Characterization 
4.3.2.2.1 Dynamic Light Scattering 
During the synthesis procedure shown in Figure 4-9, monitoring of the NP sizes was performed 
by Dynamic Light Scattering. For this purpose, a ZetaSizer nano ZS, supplied by Malvern 
Instruments (UK) was used. Prior to the measurement, a dilution of the sample at a concentration 
of 0.1 mg·mL-1 was done, in agreement with Malvern experts’ advices. The Sa of the dispersed 
NPs was calculated considering that NPs were spherical, according to DLS measurement 
assumptions. 
4.3.2.2.2 Scanning Electron Microscopy 
The dispersion of NPs in the solid samples was evaluated using a field emission Scanning Electron 
Microscope SEM (JEOL, 7001F). Specimens were metallized in a thermal evaporator. Secondary 
Electron (SE) and Quadrant Back Scattering Electron Detector (QBSD), attached to an Energy 
Dispersive X-Ray Spectroscopy system (EDX) were used to measure the size and composition of 
NP clusters in the solid salt.  
4.3.2.2.3 X-Ray Difraction 
A XRD device Bruker D8 Advance was used to evaluate the crystallinity of the samples. XRD 




4.3.2.2.4 Differential Scanning Calorimetry 
A DSC device TA Instruments Q100 (US) was used to measure the specific heat (cp) of the 
different samples through Modular Differential Scanning Calorimetry (MDSC) with an 
isothermal procedure. Three temperatures, 196 ºC (solid state), 256 ºC and 396 ºC (liquid state) 
were tested. Some milligrams of the sample were introduced in a pan and then hermetically sealed. 
All the samples were first stabilized at the desired temperature, and then subjected to an 
isothermal period of 10 minutes in order to achieve the salt thermal equilibrium prior to data 
collection (20 minutes). The modulation was set up with 0.6 ºC of amplitude and a 110 seconds 
period according to the TA Instruments expert advices. The explained isothermal program was 
always performed from the highest to the lowest temperature. Thus, a complete melting of the 
sample was achieved at the beginning of the experiment (melting temperature 220 ºC). In this 
way, the sample within the crucible in the solid state behaves as a compact piece rather than the 
initial fine powder. First, the sapphire sample commonly used as the reference material was 
measured under the same protocol to find out the possible device divergence and correct the final 
sample results. Three replica were measured for each sample. The average and the standard 
deviation (SD) for the three measurements were obtained.  Results were discussed in relation to 
the degree of agglomeration and the preparation procedure for every sample.  
4.3.3 Results and discussion 
4.3.3.1 Preparation of samples 
All the samples (trials 1, 2 and 3) were prepared as shown in Figure 4-9. Table 4-5 shows the total 
amount of water per gram of final NF, including MW and water from the starting SS solution and 
NP dispersion. 
Table 4-5. Preparation conditions for trials 1 to 3. 
 Preparation conditions 
Trial SS concentration 
( wt%) 
Mixing Water MW 
(mL) 
Total amount water 
(mL·g-1 NF) 
1 15 25 31.60 
2 15 0 6.50 
3 50 0 0.97 
 
4.3.3.2 Dynamic Light Scattering 
During the NF preparation process, silica NPs tended to agglomerate. As a consequence, the 
distribution of sizes measured by DLS moved towards higher sizes. In Figure 4-10, the 
distribution of sizes after every step of the preparation process is shown. The three trials are 
compared. 
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In the first step, silica dispersion, the distribution of sizes for the trials 2 and 3 (Figure 4-10a) are 
identical (same Sa 1.23 m2·g-1 Table 4-6), as they were measured directly from diluted silica 
dispersion. Though, the distribution of sizes was slightly moved towards higher values for the 
trial 1 (Sa 1.02 m2·g-1 Table 4-6). In this case, the silica dispersion was added to 25 mL of water 
under smooth stirring. Silica NPs were slightly agglomerated by simple collision under forced 
convection. 
As long as silica NPs were adequately dispersed in water, none or very little agglomeration 
occurred. When this NP dispersion was mixed within the nitrate solution, higher NP sizes were 
found for trials 2 and 3 (lower Sa with respect to the previous step, silica dispersion). Higher 
degree of agglomeration, also shown by a notable decrease in Sa of 63% (Table 4-6), was observed 
in trial 3, where a concentrated nitrate solution (50 wt%) received a silica NP dispersion (30 wt%). 
In this case, the quantity of water, coming from nitrate solution and NP dispersion, was not enough 
to keep ions solvated and NPs dispersed, silica NPs collided by Brownian movement or forced 
convection and higher NP sizes were observed in DLS measurements (Figure 4-10b). In the case 
of trial 1, the quantity of water was enough to maintain ions adequately solvated and NPs 
dispersed at the same time (Sa remained constant in 1.02 m2·g-1, Table 4-6). A wider distribution 
of sizes was observed for trial 2 that is also an indication of a certain degree of agglomeration (Sa 
decreased 30%, Table 4-6). 
A notable increase in the degree of agglomeration occurred during the drying step. As water was 
being removed from the solution of SS, this became more and more concentrated in solvated ions. 
Then, there was less water to maintain silica NPs dispersed and agglomeration took place. Higher 
degrees of agglomeration would be expected for the more concentrated solutions (Trial 2 and 3). 
However, the experimental results showed the contrary effect. These trials (2 and 3) required less 
time to get dried. Therefore, there was less time for agglomeration. The shorter the duration of 
the drying step, the lower the degree of agglomeration of NPs in the drying solution. This is an 
important result for the scaling-up of this method that would lead to considerable savings in 
production cost as the requirement of water can be reduced to a minimum. 
After the melting step, narrower distributions of sizes were obtained with respect to the drying 
step. This can also be deduced from the increase in the Sa for the three trials (Table 4-6), more 
significant for trials 1 and 3. The loss of intramolecular water from silica NPs, not removed during 
the drying step, may be the responsible for the decrease in size of silica NPs. Stronger interactions 







Figure 4-10. Distribution of sizes for the three samples of SS doped with silica NPs ( ── Trial 1; ──  Trial 2; ── 
Trial 3). Preparation steps: (a) Solution mixing – Silica dispersion, (b) Solution mixing – Nitrate solution, (c) Drying, 
(d) Melting. 
 
Table 4-6. Available particle surface (Sa) through the different synthesis steps. 















1 25 15 1.02 1.02 0.12 0.25 
2 0 15 1.23 0.85 0.15 0.16 
3 0 50 1.23 0.45 0.17 0.23 
 
4.3.3.3 Scanning electron microscopy 
Figure 4-11 shows SEM images for the three trials and EDX analysis. The differences in bright 
and contrast can be associated to changes in composition in QSBD images. Sodium (dark) and 
potassium (bright) nitrate crystals can be easily identified by variations in the grey tone. Silica 
NPs are distinguishable as a cotton-shaped structure, proved by the presence of silicon element. 
The EDX analysis covered an area of 1-5 µm3, so it gave an approximate idea of the composition 
of the selected point, but X-Rays coming from adjacent areas were also captured. Oxygen was 
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Figure 4-11. (a) Trial 1 QBSD image and composition EDX. (b)  Trial 2: QBSD image and Composition EDX.          
(c) Trial 3: QBSD image and SE image with Composition EDX. 
An estimation of the cluster size was performed for Trial 3 (Figure 4-11). The cluster seemed to 
be grouped in agglomerates of ~100 nm (Figure 4-11). Clusters were probably divided into these 
agglomerates when solved in water. 
Useful information about the uniformity and sizes of NPs has been obtained from SEM images 
interpretation. However, the SEM technique has only given an approximate idea of the 
agglomerate size distribution.  
4.3.3.4 Differential Scanning Calorimetry 
Table 4-7 shows the cp and SD for the three trials at three temperatures (196 ºC, 256 ºC and 396 
ºC). Comparing the cp values (Table 4-7) with the Sa calculated in Table 4-6, a relation between 
these two variables can be deduced, as shown in Figure 4-12. The higher the Sa, the higher the cp. 
This fact can be explained by the increase in the interactions between the surface of NPs and the 
nitrate salt media. There is not an important difference in cp in the liquid state, 256 ºC and 396 ºC 
(0.4% and 2.4% respectively) between the trial 1 (0.25 m2·g-1) and trial 3 (0.23 m2·g-1). The 
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Table 4-7. cp results for NF based in SS and silica NP in the solid (196 ºC) and the liquid state (256 ºC and 396 ºC) 








256 ºC (liquid) 396 ºC (liquid) 
1 25 15 1.773 ± 0.014 1.627 ± 0.007 1.613 ± 0.004 
2 0 15 1.289 ± 0.084 1.440 ± 0.083 1.384 ± 0.079 
3 0 50 1.471 ± 0.033 1.620 ± 0.035 1.575 ± 0.034 
 
Taking into account that preparation of trial 1 with Sa 0.25 m2·g-1 required a total amount of water 
of 31.6 mL·g-1 NF and trial 3 with Sa 0.23 m2·g-1 required a total amount of water of 0.97 mL·g-1 
NF (Table 4-5), the total amount of water does not seem to affect the degree of agglomeration in 
the melting state. Final available surfaces are almost the same value for both trials, and moreover, 
the cp values in the melted state are very similar in both cases. Therefore, the total amount of 
water can be reduced to a minimum during NF preparation, maintaining a good thermophysical 
performance of the final NF. 
 
Figure 4-12. cp (kJ·kg-1·K-1) vs Sa (m2·g-1) for SS doped with NP of silica. 
 
4.3.3.5 X-Ray Diffraction 
Figure 4-13 shows the XRD diffractograms obtained for the three trials and the starting SS. The 
position of peaks (vertical lines) corresponding to NaNO3 (blue lines), KNO3 (green lines) and 
crystalline silica (yellow lines) are displayed in order to follow better the results. As it can be seen 
in Figure 4-13, the three trials and starting SS show the sodium and potassium nitrate peaks, as it 
was expected. The differences in peak intensity are not relevant because they could be related to 
random orientation of nanocrystals in powder samples, since the weight ratio of SS/silica is 
constant for the three trials (100:1). In addition, there is not peak broadening that can be associated 
with differences in the size of crystals. Although silica is usually in amorphous state, a small 
proportion of NPs are shown in crystalline way. As it can be seen, it shows a peak at 21° associated 
with crystalline phase SiO2. 




Figure 4-13. X-Ray diffraction patterns for Trials 1 to 3 and starting SS.  
 
4.3.4 Conclusions 
A novel method for preparation of NFs based in SS and silica NPs is exposed. The key feature of 
this procedure consists of starting from a stabilized water dispersion of silica NPs, rather than 
solid nanoparticles. In this way, the use of US is not required, as NPs are well dispersed and less 
agglomerated in the raw material. The preparation procedure consists of the following steps: (1) 
addition of silica dispersion, (2) addition of nitrate solution, (3) Drying and (4) Melting. The 
influence of the total amount of water on the distribution of sizes was evaluated. The nanoparticle 
sizes after drying does not seem to be affected by the total amount of water. Shorter drying times 
and therefore, less time for agglomeration, may be responsible of this fact. In the melting step, a 
general increase in Sa, and consequently decrease in NP sizes was observed. The final Sa was 
similar for the minimum total amount of water (0.97 mL·g-1 NF) and the maximum one (31.6 
mL·g-1 NF): 0.23 and 0.25 m2·g-1 respectively.  For economic reasons, the use of the minimum 
total amount of water is preferred (0.97 mL·g-1 NF): no MW, starting from a nearly saturated SS 
solution (50 wt%) and a non-diluted commercial silica dispersion called LUDOX® SM-30. 
The results from SEM analysis show that, in the solid state, nanoparticles are covering the nitrate 
crystals forming clusters of micrometric sizes. These clusters are formed by smaller agglomerates 
of ~100 nm in size. These results agree with the distribution of sizes measured by DLS, as clusters 
may be divided into nanometric agglomerates in water solution. 
The higher the Sa (lower agglomeration), the higher the cp of NFs. This can be explained by higher 
interaction surface between NPs and the molten salt medium. As stated in the previous paragraph, 
Sa was similar for the minimum and maximum total amount of water, 0.23 and 0.25 m2·g-1 
respectively. In the liquid state (256 ºC and 396 ºC), the cp of final NFs are also in the same order 
of magnitude, around 1.6 kJ·kg-1·K-1. This means that the total amount of water can be reduced 




NFs with very low degree agglomeration and adequate cp to be used as TES materials can be 
prepared by means of the proposed method. The lower amount of water used with respect to other 
methods reported in literature, and the avoidance of US, would lead to lower fabrication costs at 
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5 THERMAL PROPERTIES OF SOLAR SALT-BASED NANOFLUIDS 
5.1 INTRODUCTION 
This Chapter analyses the specific heat and the thermal conductivity of Solar Salt-based 
nanofluids containing alumina and silica nanoparticles. In the first section, the Journal 
Contribution 4 studies the specific heat of these materials, both experimentally and considering 
the mechanisms proposed in the literature. Following, the Journal Contribution 5 gathers the 
thermal conductivity results of these nanofluids obtained with the LFA method. In the same 
manner, the experimental data have been compared to the existing theoretical models in order to 
give a better understanding of the enhancements obtained. 
5.2 JOURNAL CONTRIBUTION 4: FACTORS INFLUENCING THE SPECIFIC HEAT 
ENHANCEMENTS OF SOLAR SALT-BASED NANOFLUIDS 
Authors: Belén Muñoz-Sánchez, Javier Nieto-Maestre and Ana García-Romero 
Journal: Solar Energy Materials and Solar Cells (to be submitted) 
Abstract: The exceptional specific heat showed by inorganic salts with nanoparticles (called Molten Salt-
based Nanofluids, MSBNFs) is currently a matter of controversy in the scientific community. The 
acquisition of a deep knowledge in this issue on several Solar-Salt based nanofluids was the core of this 
research. Specifically, the influence of the concentration of nanoparticles (0.5 – 1.5 wt% alumina or silica) 
and the purity grade of the base salt (analytical, refined or industrial grade) on the specific heat of final 
nanofluids was studied. The lack of repeatibility on results was due to the inherent heterogeneity of the 
nanofluids and their tiny amount of sample filled inside the DSC crucibles. Theoretical rules’ predictions 
for specific heat enhancements were not aligned with the experimental data. No clear correlation between 
the specific heat and the available surface of nanoparticles was found, as opposed to other researchers. The 
SEM images were useful to have information on the nanoparticle dispersion and to prove the existence of 
a special nanostructure constituted by the nanoparticles and the ions of the molten salt. 
Keywords: Solar Salt · Specific heat · Nanoparticles · TES · CSP 
 
5.2.1 Introduction 
In 1995, Choi and Eastman [42] defined for the first time the concept of nanofluid as a suspension 
of colloidal particles with a size under 100 nm in a base fluid. The main attribute of these new 
materials is their enhanced thermal conductivity in comparison to their base fluid. In addition, the 
nanometric size of the particles allows overcoming their instability in the fluid, which occurs with 
the micrometric particles. This important discovery has diverse applications on industries 
involving thermal transfer and storage. One of the fields where the nanofluids present a high 




In this kind of industry, the thermal energy coming from the sun needs to be transferred to the 
water-steam circuit through a Heat Transfer Fluid (HTF). This fluid is currently an inorganic 
molten salt at the new generation of CSP plants (power tower) with working temperatures 
between 400 ºC and 550 ºC. Moreover, the same molten salt is also used as Thermal Energy 
Storage (TES) material in order to harvest the heat (as sensible storage, 300-400 ºC) for being 
further used in cloudy periods or at night. The main drawback of this salt is its low specific heat 
and thermal conductivity, which restraints the heat transfer rate. 
In view of this scene, the use of nanoparticles together with the molten salts is highly beneficial. 
These new composite materials are known as Molten Salt-Based Nanofluids (MSBNFs) and Shin 
and Banerjee [56] were the pioneers on their study in 2010. Since then, many researchers have 
addressed this issue. Most of them have analysed the enhancements of the specific heat of this 
materials compared with the base salt. The studied nanofluids include several combinations of 
inorganic salts and nanoparticles, but the majority are composed of Solar Salt (a mixture of 
NaNO3 (60 wt%) and KNO3 (40 wt%) commonly used in CSP Plants) and Alumina Nanoparticles 
(ANPs) [32,36,37,61,74,97] or Silica Nanoparticles (SiNPs) [31,36–38,62,64,74,78,104–
106,112,113,120]. The improvement of specific heat is strongly influenced by several factors such 
as the concentration [31,32,36,37,61,62,64,74,78,97,112,113] or the size [61,104–106,120] of the 
nanoparticles. Other studies have also studied the effect of the nanoparticle type, comparing ANPs 
with SiNPs when added to the Solar Salt [36,37,74]. The role of the synthesis method has been 
considered by Schuller et al. [32] and Chieruzzi et al. [37] for Solar Salt and ANPs as well as 
Muñoz-Sánchez et al. [126], Riazi et al. [120] and Chieruzzi et al. [37] with the addition of SiNPs. 
The amount of nanoparticles dispersed into the molten salt is considered the factor with the 
highest influence on the results and, consequently, the most studied so far. The Figure 5-1 is 
gathering the specific heat increments of Solar Salt-based nanofluids with different percentages 
of ANPs (Figure 5-1, left) and SiNPs (Figure 5-1, right), respectively 
[31,32,36,37,61,62,64,74,78,97,112,113]. These figures evidence the inconsistencies between the 
results from different authors for the same nanofluid. These differences could be attributed to 
changes on some of the mentioned factors, such as the synthesis procedure or the initial size of 
the nanoparticles. In addition, it seems that the crystal structure of the nanoparticles may be 
another factor to be considered [112]. 
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Figure 5-1. Specific heat enhancements from the literature of Solar Salt with different percentages of ANPs (left) and 
SiNPs (right). The solid lines represent the results of the nanofluid (liquid state) and the dashed lines those of the 
nanocomposite (solid state). 
Apart from the experimental work, other authors developed theoretical models and simulations to 
explain the extraordinary thermal properties of the MSBNFs. In general, the prediction of the 
specific heat of nanofluids is usually made through the assumption of a thermal equilibrium 
between the nanoparticles and the surrounding fluid. The mathematical model from the Eq. 5-1 
was proposed by Zhou et al. in 2008 [60] to match their experimental results of water-based 
nanofluids with ANPs. This expression takes into account the amount of the base fluid and the 













 Eq. 5-1 
where cp is the specific heat (kJ·kg-1·K-1), ф is the volume fraction of nanoparticles and ρ is the 
density (kg·m-3). Subscripts nf, np, and bf denote nanofluid, nanoparticle and base fluid, 
respectively. 
The Eq. 5-1 is not able to predict the experimental enhancements of the specific heat in MSBNFs, 
as described in several works [37,56,61–64]. In view of this discrepancy, Shin and Banerjee [63] 
proposed three different hypothesis to explain these enhancements: 1) the nanoparticles have 
larger specific heat than normal size particles due to their reduced size, 2) the interfacial thermal 
resistance between the nanoparticles and the molten salt is very large due to the high 
interface/volume relationship and 3) a nanolayer of the molten salt molecules surrounds the 
nanoparticle surface, which is supposed to have a specific heat higher than that of the 
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particular issue though unfortunately, they did not provide any mathematical expression related 
to these assumptions. However, other authors obtained experimental results that can support the 
first model, the increase of the specific heat of a nanomaterial compared with that of the bulk 
material. Focusing on the nanoparticles most commonly used, the ANPs are supposed to 
experience an enhancement of 25% of the specific heat [71], while this phenomena is increasing 
by 10% the specific heat of the SiNPs [199]. On the other side, the existence of a nanolayer or a 
nanostructure (including both the nanoparticles and the ions of the molten salt) has also been 
demonstrated by Scanning Electron Microscope (SEM) images [30,99]. 
This investigation aims to determine the factors involved on the specific heat enhancement of 
Solar Salt-based nanofluids. With this objective, the nanoparticle concentration (0.5, 1 or 1.5 
wt%), the purity of the Solar Salt (analytical, refined or industrial grade) and the nature and shape 
of the nanoparticle (fiber-shaped ANPs or nearly round-shape SiNPs) was studied as influencing 
factors on the specific heat of the nanofluids. In addition, the repeatability of the results is 
determined. The theoretical increment of specific heat is also calculated with the published 
methods and compared with the experimental results. The relationship between the specific heat 
and the available surface of the nanoparticles to interact with the molten salt is examined. Finally, 
the existence of a nanostructure on the studied nanofluids is verified by SEM images. 
5.2.2 Experimental 
5.2.2.1 Materials 
Three Solar Salts (60:40 wt% of NaNO3:KNO3) of different purity were prepared: the analytical 
grade, ASS (Labkem, NaNO3≥99.5 wt%; Labkem, KNO3≥99.8 wt%); the refined grade, RSS 
(SQM, NaNO3≥99.5 wt%; SQM, KNO3≥99.6 wt%) and the industrial grade, ISS (SQM, 
NaNO3≥98.0 wt%; Haifa Multi-K GG, KNO3≥95.0 wt%). 
The raw nitrates were ground in a mortar, dried in an oven at 100 ºC to remove the moisture and 
mixed in the mentioned proportions. Then, these mixtures were melted in a furnace at 396 ºC for 
30 minutes, to ensure their homogeneity. Once this melting program was finished, the salts were 
cooled at room temperature until their solidification and finally grounded in a mortar to obtain a 
fine powder. As a result, the ASS, RSS and ISS were ready to be further mixed with the 
nanoparticles. Each of these salts was prepared in several batches of approximately 100 g which 
were identified, characterized and used to prepare the nanofluids. This procedure allowed a more 
precise comparison of the thermal properties of the nanofluids with their specific base salt. 
Two types of ceramic nanoparticles were selected, ANPs (Figure 5-2, left) and SiNPs (Figure 5-2, 
right). ANPs were purchased from Kawaken Chemicals as an industrial water-based nanofluid, 
Alumisol-10A, containing fiber-shaped boehmite nanoparticles (L=50 nm, ϕ=10 nm) at 10 wt% 
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according to the manufacturer. The boehmite (aluminium oxyhydroxide, AlOOH) is a precursor 
of the γ-Al2O3. On the other side, a dispersion of colloidal silica at 30 wt%, LUDOX® SM-30, 
from Sigma-Aldrich was used as a source of spherical SiNPs. 
 
Figure 5-2. TEM images of the ANPs (left) and the SiNPs (right). 
5.2.2.2 Synthesis of the nanofluids 
Several nanofluids were synthetized with contents of 0.5%, 1% and 1.5 wt% of nanoparticles and 
the three mentioned Solar Salts (Table 5-1) to study the influence of these variables on the specific 
heat. The nanofluids were prepared by the well-known hot plate method for MSBNFs. First, the 
Solar Salt of desired purity was dissolved in distilled water (50:50 wt%) and then the proper 
quantity of Alumisol-10A or LUDOX® SM-30 was added respectively drop by drop under mild 
stirring. This solution was poured carefully into a hot plate (ϕ = 15 cm) and the water was then 
removed by heating at 100 ºC in an oven for at least 2 hours. The dried material was scrapped off 
from the hot plate, melted at 396 ºC for 30 minutes and cooled down at room temperature. The 
solid material was milled and a representative sample was taken to be further characterized. 
Table 5-1. Name and composition of the nanofluids used in this study. 
 ASS,  wt% RSS,  wt% ISS,  wt% ANPs,  wt% SiNPs,  wt% 
ASS 100.0 − − − − 
ASS05A 99.5 − − 0.5 − 
ASS1A 99.0 − − 1.0 − 
ASS15A 98.5 − − 1.5 − 
ASS05Si 99.5 − − − 0.5 
ASS1Si 99.0 − − − 1.0 
ASS15Si 98.5 − − − 1.5 
RSS − 100.0 − − − 
RSS05A − 99.5 − 0.5 − 
RSS1A − 99.0 − 1.0 − 
RSS15A − 98.5 − 1.5 − 
RSS05Si − 99.5 − − 0.5 
RSS1Si − 99.0 − − 1.0 





 ASS,  wt% RSS,  wt% ISS,  wt% ANPs,  wt% SiNPs,  wt% 
ISS − − 100.0 − − 
ISS05A − − 99.5 0.5 − 
ISS1A − − 99.0 1.0 − 
ISS15A − − 98.5 1.5 − 
ISS05Si − − 99.5 − 0.5 
ISS1Si − − 99.0 − 1.0 
ISS15Si − − 98.5 − 1.5 
5.2.2.3 Thermogravimetric analysis 
This technique was used to verify the absence of any thermal degradation at the working 
temperatures in the CSP plant (≤550 ºC). About 20 mg of solid sample was put in a platinum 
crucible and heated in the TGA device (SETARAM SETSYS Evolution –1750, Setaram 
Instrumentation, France). The heating program consisted of a first heating from 20 to 90 ºC at 5 
ºC/min to remove humidity followed by a second stage from 90 to 550 ºC at 2 ºC/min. Then, the 
sample was maintained at the highest temperature for 3 hours. Finally, it was submitted to two 
thermal cycles of heating and cooling between 90 and 550 ºC to know if possible changes were 
reversible or not. The analyses were always done under ambient atmosphere. The weight loss of 
the sample was precisely registered along the time with the thermobalance. Five materials were 
submitted to this thermal test: the ANPS, the SiNPs, the ISS and the nanofluids ISS1A and ISS1Si. 
5.2.2.4 Specific heat 
A Differential Scanning Calorimeter (DSC, Q1000 TA Instruments with autosampler) was used 
to determine the specific heat, by using the Modular Differential Scanning Calorimetry (MDSC) 
under an isothermal procedure. Around 30 mg of the sample were introduced in an aluminium 
crucible, which was hermetically sealed afterwards. The sample was first stabilized at the desired 
temperature for an isothermal period of 10 min to achieve the salt thermal equilibrium. The data 
collection was carried out for 20 min at the same temperature. Nitrogen was used as inert gas 
inside the device. The specific heat was measured at 196 °C (solid state), 296 ºC and 396 °C (both 
in liquid state). These temperatures correspond to the working temperatures of the SS in real 
conditions. The temperature modulation of the DSC technique was set-up to 0.6 °C of amplitude 
and a period of 110 s in order to provide good sensitivity. Three different portions of each sample 
were measured to obtain a representative result. This measurement method was proved to achieve 
a high precision [157,158]. 
The specific heat of each nanofluid and its base salt (owing to the same batch of Solar Salt) were 
always measured consecutively to assure a proper comparison. 
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5.2.2.5 Nanoparticle size distribution 
The size of the ANPs and SiNPs was measured on each nanofluid with the aim of establishing a 
relationship between these sizes and the thermal properties. The nanofluids were characterized 
using the Dynamic Light Scattering method (DLS, ZetaSizer Nano ZS, Malvern Instruments, Ltd. 
Malvern, UK). The nanoparticle size distribution of these nanofluids was thus obtained as the 
number of nanoparticles at each size between 0.4 and 10,000 nm.  The available surface of the 
nanoparticles to interact with the molten salt can be inferred from this data by using the following 
relation (Eq. 5-2): 









where Sa is the available surface of nanoparticles per gram of nanofluid (m2·g-1), φNP is the fraction 
of nanoparticles in the nanofluid, ρNP is the density of the nanoparticles, n is the number of size 
classes in the distribution, Ni is the number of nanoparticles of each size and Di is the diameter of 
each nanoparticle. 
5.2.2.6 Nanofluid microstructure 
The physical distribution of the nanoparticles in the matrix of Solar Salt was evaluated in the solid 
samples by using a Field Emission Scanning Electron Microscope (FESEM LEO 440i, Leica-
Zeiss). The specimen preparation involves placing the solid sample on a microscopy slide covered 
with a graphite layer. After this, the specimens were metalized with platinum in a thermal 
evaporator prior to their characterization. Secondary Electrons (SE) images were useful on giving 
quantitative information of the nanoparticle and agglomerate sizes. The Energy-dispersive X-ray 
spectroscopy (EDX) technique was used to know the atomic composition in certain areas of the 
pictures. 
5.2.3 Results and discussion 
5.2.3.1 Thermogravimetric analysis 
The thermogravimetric profile of ANPs (based on boehmite nanoparticles) is analysed in Figure 
5-3, up left and reveals three different stages in the studied temperature range. The first weight 
loss (∆m=-11.3 wt%) occurs between 20 and 90 ºC with a minimum around 80 ºC, due to the loss 
of humidity of the sample. A second step of dehydration (∆m=-13.3 wt%) is observed in the range 
of 90-400 ºC with an endothermic peak at 390 ºC related to the desorption of intralaminar water 
located between boehmite nanoparticles. Finally, the boehmite starts the transformation in γ-




the absence of weight change on the second and the third cycle of the thermal treatment. These 
results are in agreement with the specialized literature on this subject [186,187]. 
The TGA and DTG curves of the SiNPs are reported in Figure 5-3, up right. The weight loss of 
the sample is characterized by two stages. The first region (from room temperature to 90 ºC) is 
linked with the loss of physically absorbed water from the surface of the nanoparticles (-6.3 wt%). 
On the other hand, from 90 ºC to 550 ºC there is a lower mass loss (-2.5 wt%) due to the 
chemically adsorbed water bonded to Si–OH through hydrogen bond. These results are in 
agreement with the thermal degradation of amorphous silica studied by Zhuravlev [188] and Liu 
and his co-workers [189]. 
Figure 5-3 middle, is showing the evolution of the weight of ISS under the thermal treatment 
described above. As expected, the weight loss in this temperature range is minimum because the 
nitrates are thermally stable until 600 ºC [31,33,113,180]. According to this Figure 5-3 middle, 
the Solar Salt suffered only a tiny weight loss of 0.6 wt% related to the start of its thermal 
decomposition near 550 ºC. Although only the ISS have been analysed, it is considered that ASS 
and RSS are thermally stable in the same range of temperatures. 
The nanofluid ISS1A (Figure 5-3, down left) reduces its mass in 1.2  wt% between 20 ºC and 550 
ºC (two fold the weight loss of the ISS), reaching a total loss of 5.5 wt% after the first cycle (3 
hours at 550 ºC). In the second and the third cycle, where the sample was a few minutes at 550 
ºC, the additional mass reduction is only around 0.5 wt% on each case. It is significant that most 
of the weight loss occurs at the isothermal step of 550 ºC (4.3% over a total of 6.8%). This could 
be related to some kind of degradation caused by the ANPs in contact with the molten nitrates at 
the mentioned temperature, promoting the decomposition of nitrates in nitrites and oxygen. A 
similar trend is observed in the thermogram of the ISS1Si (Figure 5-3, down right), although the 
weight loss is smaller than in the previous nanofluid (-3.3 wt%) and only after the isothermal step. 
It is though that the SiNPs are also reducing the thermal degradation temperature of the Solar Salt, 
as the ANPs. The degradation of nanofluids of Solar Salt with SiNPs were described by Schuller 
et al. [32] by registering a lower specific heat when the sample was submitted to thermal cycles 
until 450 ºC. 
In view of these findings, the use of Solar Salt-based nanofluids as HTF (working temperature of 
550 ºC) is not recommended due to the high weight loss registered when the nanoparticles are in 
contact with the molten nitrates at this high temperature. This limitation should be checked with 
other nanoparticles and base salts as a first step before performing any other characterization. As 
a result, the nanofluids on this study are considered only as TES material, which implies the use 
of lower temperatures (≤400 ºC). 





Figure 5-3. TGA measurement between 20 ºC and 500 ºC of the ANPs (up, left), SiNPs (up, right), ISS (middle), 
ISS1A (down, left) and ISS1Si (down, right). 
5.2.3.2 Specific heat 
Figure 5-4 gathers the increments of the specific heat in the solid (196 ºC) and the liquid state 
(296 ºC and 396 ºC) of every synthetized nanofluids. It is important to remark the high variability 
found between the results of equivalent nanofluids (with the same base salt, type and 
concentration of nanoparticles) prepared independently. In addition, the inconsistencies also 
occur when the same nanofluid was tested again, as explained at the end of this section. Thus, the 


















































































































































































Figure 5-4. Increment of the specific heat of nanofluids with ANPs (left column) and SiNPs (right column) added 
respectively in different percentages to the ASS (up row), RSS (middle row) and ISS (bottom row). The error bars 
displayed are calculated as the sum of the experimental errors in the specific heat determination of the base salt and 
the nanofluid on each case. The existence of several bars of the same nanofluid is referred to the analysis of different 
replicas prepared independently. 
 
The results of the Figure 5-4 can be analysed under several criteria: the nanoparticle 
concentration, chemical composition and shape; the test temperature and the base salt. The 
amount of nanoparticles added into the Solar Salt does not seem to be directly related to a higher 
increase of the specific heat. Although the maximum enhancements were obtained at 1.5 wt% of 
nanoparticles in some cases (ASS15A, ASS15Si, RSS15Si), the nanofluid ASS05A, containing 
only 0.5 wt% of ANPs showed similar improvements. The ISS-based nanofluids had noticeable 
enhancements (around 30%) with 1 wt% of both ANPs and SiNPs only in some cases, while very 
modest increases were experienced by these nanofluids with 0.5% and 1.5 wt% of nanoparticles. 
The presence of impurities in the base salt seems to play an important role in the interactions 
between the nanoparticles and the molten salt, and thus, a possible effect on the specific heat of 
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The impact of the nanoparticle mass concentration on the specific heat of nanofluids may be due 
to two opposite phenomena. On one side, a minimum quantity of nanoparticles is needed to 
achieve an enhancement on the specific heat of the molten salt. This needs the development of a 
high thermally conductive-nanolayer on their surface as suggested by Shin and Banerjee [63] or 
dendritic structures as proposed by Tiznobaik et al. [99]. This minimum quantity has not been 
determined yet by any author and may be different depending on the base salt and the feature of 
the nanoparticles such as their initial size and shape or their crystal structure. On the other side, 
the presence of a large amount of nanoparticles greatly increases their chances of agglomeration, 
reducing the surface available to develop the nanolayers. As a consequence, in this case the 
increments of the specific heat would be smaller and even absent. As detailed in the introduction 
(Figure 5-1), the influence of the nanoparticle percentage on the specific heat of Solar Salt-based 
nanofluids has been addressed by several authors. Although there is not a common trend when 
their results are compared, the highest increments were obtained with 1 wt% of nanoparticles in 
three investigations [32,36,113] while minimum impacts were observed at 0.5% and 1.5 wt% of 
concentration.  
The effect of the Solar Salt purity on the results is similar to that found for the mass percentage 
of nanoparticles. The difference between the three types of Solar Salt employed as base fluids in 
this study (ASS, RSS and ISS) is their increasing amount of impurities, which are either dissolved 
or dispersed in the molten salt. Having this into account, it is thought that the presence of solid 
impurities may accelerate the agglomeration and settling of the nanoparticles, reducing the 
chances of rising the specific heat of the base salt. 
The ASS-based nanofluids (Figure 5-4 first row), which only have the nanoparticles as solid 
material dispersed into the molten salt, showed increments of around 20% in three of the nine 
analysed nanofluids. In addition, their global data dispersion (the sum of the scattering of the 
Solar Salt and that of the nanofluid) is below 5% in any case. The other ASS-based nanofluids 
had weak increments around 3% and only one of them showed a decrement of the specific heat. 
For the RSS-based nanofluids (Figure 5-4 middle row), the raise of the specific heat is lower than 
the previous nanofluids (<7%), with the exception of one of those containing 1.5 wt% of SiNPs 
(≈15%). There are also diminutions compared to the base salt (up to -5%) in six of these 22 
nanofluids. Finally, the nanofluids with the ISS as their base salt (Figure 5-4 bottom row) are 
those with the higher variability in the results. The maximum enhancements are around 30% in 
two of the 19 nanofluids while the most frequent result is between 5% and 10% (in eight of them). 
These nanofluids have a higher dispersion on the results, a fact probably related to the increment 
on the impurities of the base Solar Salt and, consequently, the low homogeneity of the sample. 




heat of these nanofluids. The impurities may speed up the settling of the nanoparticles when they 
are dispersed into the molten salt (at 296 ºC and 396 ºC). They may be accumulated at the bottom 
of the crucible, generating a layer with lower specific heat (as the specific heat of the nanoparticles 
is smaller than that of the molten salt). The exceptional specific heat enhancements observed in 
some cases (for example ISS1A) can be related to the presence of remaining low size 
nanoparticles in the bulk of the molten salt after the settlement of the bigger ones. This effect may 
be subjected to a high variability. However, the nanoparticles suspended in the molten salt are 
very unstable and these enhancements are not expected to remain in the time. 
5.2.3.2.1 Repeatability of the results 
As described in the Section 5.2.2.4, the results and the data scattering were obtained by analysing 
three crucibles in the DSC device for each prepared nanofluid. This method is highly precise as 
demonstrated in an earlier publication [157]. This procedure is referred to the repeatability of the 
measurements performed on the same nanofluid. According to the Figure 5-4, the variability 
between several replicas of equivalent nanofluids (same base salt and nanoparticle concentration 
and type) is quite high. To verify these results, five replicas of three particular nanofluids (RSS1A, 
RSS1Si and ISS1Si), fifteen nanofluids in total, were analysed again by filling and measuring 
three new crucibles. In the Figure 5-5 (first row and second row, left), the enhancements obtained 
from the former and these new DSC tests are depicted. The result of each test is the mean specific 
heat of the analysis with three crucibles. According to the three first graphs (RSS1A, RSS1Si and 
ISS1Si), the difference of the results between the two tests is evident and any clear pattern can be 
inferred from them. This means a low homogeneity of the nanofluids, which may be caused by 
the agglomeration of the nanoparticles and the presence of impurities on the base salts RSS and 
ISS. In general, most of the nanofluids based on RSS (with both nanoparticles) shows specific 
heat enhancements or decrements with independency of the temperature. That means that results 
are not conditioned by the solid or liquid state of the salt. Half of the nanofluids of RSS1A have 
specific heat enhancements, while this is seen for a 70% of the RSS1Si. This trend could be due 
to the easiness of the ANPs to agglomerate. The results are highly inconsistent in the nanofluid 
ISS1Si, which could be related to the greater amount of impurities of the ISS in comparison to 
the RSS. 
In addition, another experiment was done to check the important enhancements of the nanofluids 
ISS1A (≈35%) and ISS1Si (≈30%). After six months of this first test, the same crucibles were 
measured again. In addition, a new set of three crucibles were filled with these nanofluids and 
analysed, in the same manner as the previous experiment. The results are gathered in Figure 5-5, 
down right, where the solid colour bars are referred to the ISS1A and the line pattern bars are the 
results of the ISS1Si. The red bars correspond to the old crucibles and the yellow bars to the new 
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ones. As showed by this figure, the improvements of the specific heat are not maintained after 
this period of time, either in the samples contained in the old or the new crucibles. The most 
plausible reason could be the absorption of the ambient humidity of the solid materials along the 
time, changing their crystalline structure. Thus, a different material with different properties is 
being compared with the initial one. Only Schuller et al. [32] performed a similar research. They 
repeated the measurements of specific heat of Solar Salt and ANPs after one and two months and 
did not found any variations on the results. 
 
 
Figure 5-5. Specific heat increments of RSS1A (up left), RSS1Si (up right), ISS1Si (down left) and ISS1A (down 
right). The first and the second test results were obtained from two sets of three DSC crucibles. In the last graph, the 
solid color is the ISS1A nanofluid and the line pattern is the ISS1Si. 
 
5.2.3.2.2 Theoretical models 
In order to compare these theoretical predictions with our experimental results, the specific heat 
enhancement of the nanofluids was calculated according to the Eq. 5-1 proposed by Zhou et al. 
[60]. In addition, the increment of the specific heat of the nanoparticles proposed by Shin and 
Banerjee (first model) [63] was also computed. The density values considered were 3,950 kg·m-
3 and 2,650 kg·m-3 for the ANPs and the SiNPs respectively [200]. The density of the Solar Salt 
was determined as 1,974 kg·m-3, 1,906 kg·m-3  and 1,838 kg·m-3 at the temperatures of 196 ºC, 
296 ºC and 396 ºC according to the expression proposed by Janz et al. [201]. The specific heat of 
the nanoparticles was experimentaly determined at the temperatures of interest with the same 
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Table 5-2. Specific heat (cp) and data dispersion (SD) of the nanoparticles at the three tested temperatures. 














ANPs 1.195 0.039 1.237 0.009 1.471 0.031 
SiNPs 0.970 0.112 0.943 0.243 1.157 0.143 
The Table 5-3 gathers the experimental and theoretical results according to the models discussed 
in the introduction. In general, it is seen that the increments predicted by the models are quite tiny 
or even non-existent compared to the empirical ones. Thus, there must be additional factors 
involved on the heat transfer of the MSBNFs that have not been taken into account. The third 
model of Shin and Banerjee [63], which considers the existence of a solid salt-layer around the 
nanoparticles with a considerably larger specific heat could be playing an important role. 
Unfortunately, the evaluation of this model cannot be made by experimental methods, but solely 
by modelling and simulation tools. 
Table 5-3. Enhancements of specific heat of the nanofluids according to the temperature. The mean experimental 
results are compared with the calculations made with Eq. 5-1 (Zhou et al. [60]) and the first model proposed by Shin 
and Banerjee [63]. 




















ASS05A 10.29 -0.18 0.09 9.11 -0.28 -0.01 9.35 -0.09 0.25 
ASS1A 3.58 -0.35 0.17 1.94 -0.53 -0.02 0.87 -0.17 0.47 
ASS15A 9.85 -0.50 0.25 6.58 -0.77 -0.03 6.46 -0.25 0.69 
ASS05Si 3.84 -0.38 -0.30 3.80 -0.53 -0.45 3.41 -0.38 -0.27 
ASS1Si 3.28 -0.76 -0.58 4.28 -1.05 -0.89 5.25 -0.75 -0.54 
ASS15Si 17.09 -1.12 -0.86 15.39 -1.55 -1.31 15.84 -1.10 -0.79 
RSS05A 2.47 -0.14 0.14 0.24 -0.24 0.03 0.21 -0.06 0.28 
RSS1A 3.80 -0.27 0.26 0.21 -0.47 0.05 0.38 -0.12 0.55 
RSS15A 6.83 -0.39 0.38 -0.50 -0.69 0.08 0.25 -0.17 0.79 
RSS05Si -0.58 -0.35 -0.04 -1.90 -0.51 -0.20 -2.61 -0.36 0.12 
RSS1Si 2.42 -0.69 -0.09 3.56 -1.00 -0.40 3.88 -0.70 0.23 
RSS15Si 9.06 -1.02 -0.13 5.72 -1.48 -0.58 6.88 -1.03 0.33 
ISS05A 5.22 -0.19 0.07 3.23 -0.26 0.01 1.61 -0.09 0.25 
ISS1A 9.46 -0.37 0.14 3.22 -0.51 0.01 0.29 -0.17 0.48 
ISS15A 7.76 -0.54 0.20 2.51 -0.74 0.01 2.85 -0.24 0.70 
ISS05Si 2.75 -0.40 -0.13 3.69 -0.52 -0.23 3.61 -0.38 0.07 
ISS1Si 4.29 -0.78 -0.25 4.24 -1.03 -0.46 5.99 -0.74 0.14 
ISS15Si -0.86 -1.15 -0.37 0.51 -1.52 -0.67 0.26 -1.09 0.20 
 
5.2.3.2.3 Available surface of nanoparticles 
In agreement with the previous results, the existence of a nanolayer around the nanoparticles with 
a significant heat transfer rate seems reasonable to explain the obtained specific heat increments. 
In order to maximize the impact of this nanostructure, it is important to promote the development 
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of a high amount of this material. In this sense, the interest is having a high available surface of 
nanoparticles where the nanolayer will be further developed. This parameter can be easily 
calculated from the nanoparticle size distribution (Eq. 5-2). 
In the Figure 5-6, the available surface of the nanoparticles (Sa) of each nanofluid is displayed 
together with its specific heat enhancement. In general, the Sa of the nanofluids containing ANPs 
is bigger than those with SiNPs in its composition. This difference is attributable to the needle-
shape of the first versus the nearly spherical-shape of the latter. The DLS device is measuring the 
hydrodynamic diameter of the nanoparticles or clusters, assuming that they are perfect spheres. 
The high aspect ratio of ANPs (L=50 nm, ϕ=10 nm) compared to the SiNPs may cause the big 
values of Sa of the first. Consequently, the results of nanofluids containing ANPs should be 
considered with caution. According to the graphs in Figure 5-6, there is not a clear correlation 
between the Sa and the specific heat enhancement. However, some trends can be inferred from 
each of the nanofluids. The specific heat of the ASS with ANPs seems to decline with increasing 
available surface of the nanoparticles, which is in contradiction with our hypothesis. A plausible 
explanation can be that a great Sa also implies more isolated nanoparticles and the high cp-
nanostructures are very far from one another to produce a real impact on the global cp. The 
samples with the higher enhancements (16%; 0.08 m2·g-1 and 18%; 0.3 m2·g-1) are out of this 
trend. However, these samples correspond to ASS05A and ASS15A. Therefore, the concentration 
of nanoparticles is responsible of these enhancements. The nanofluids of ASS with SiNPs have a 
direct correlation between these two variables (Sa and cp). A maximum enhancement of cp is found 
for the ASS15Si nanofluid, which also has the highest Sa. 
The nanofluids based on RSS have different behaviours depending on the nanoparticle. Those 
containing ANPs have a direct increment of the cp with the Sa for values lower than 0.07 m2·g-1 
and beyond this point, the improvements of cp are independent on the available surface of 
nanoparticles. This independence could be caused by the impurities contained in the RSS, which 
may hinder the correct development of highly conductive-nanostructures. They are probably 
located over the nanoparticle surface, with a possible overestimation of the Sa when the sample is 
measured in the DLS. Hence, for values of Sa higher than 0.07 m2·g-1, no more nanostructures 
between the nanoparticles and the salt ions are created, maybe because these surfaces are still 
impeded with the impurities. In the nanofluids of RSS with SiNPs there is a maximum increment 
of the specific heat at 0.06 m2·g-1. Only two of these nanofluids have a Sa higher than 0.10 m2·g-
1, while there were four when the ANPs were present. The nanofluid RSS15Si is reaching a 
notable enhancement of the specific heat (around 15%) but it has not the highest Sa (0.23 m2·g-1 
compared to 0.39 m2·g-1 for the nanofluid RSS1Si). As described previously for the ASS-based 
nanofluids, the concentration of nanoparticles seems to influence the thermal improvements more 
than the available surface.  
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Finally, the results of the ISS-based nanofluids are analysed. On one side, those with ANPs in 
their composition have an inverse dependence between the cp and the free surface of the 
nanoparticles. Only one of the nanofluids, ISS1A, is outside this rule with a remarkable 
enhancement of 34% (in the liquid state) and a Sa of 0.26 m2·g-1. On the other side, the nanofluids 
which contains SiNPs do not show any clear dependence between these two variables. The 
nanofluid with the biggest available surface of nanoparticles, 0.36 m2·g-1, has also the biggest 
increment of specific heat (30%). 
As remarked before, these results are conditioned by the overestimation of the ANPs size and the 
existence of impurities on the base salts (RSS and ISS). These factors may be behind the absence 
of a clear correlation between the cp and the Sa in most of the pairs nanoparticle + salt. The 
distribution of sizes of the ASS-based nanofluids doped with SiNPs may be more accurated due 
to the spherical nature of SiNPs. In conclusion, there should be more unknown factors playing a 













































































































































































Figure 5-6. Increment of the specific heat of nanofluids versus their available surface. Nanofluids with ANPs (left 
column) and SiNPs (right column) added respectively to the ASS (up row), RSS (middle row) and ISS (bottom row).  
5.2.3.3 Nanofluid microstructure 
The analysis of the nanofluids by SEM is very helpful for several purposes. The use of this 
technique allows to confirm the presence of the special nanostructures responsible of the enhanced 
specific heat. Moreover, the nanoparticle or cluster sizes can be quantitatively estimated as well 
as the homogeneous dispersion of the nanoparticles in the matrix of the base salt. 
The Figure 5-7 shows two SEM images of the ISS without nanoparticles. They revealed that the 
crystals are rounded-shape and with a smooth surface. In these images, the sodium nitrate crystals 
appear in darker grey and the potassium nitrate ones in a brighter tone. The white and brilliant 
tiny particles are presumably chloride crystals coming from the impurities of the ISS. It is 
considered that the other base salts ASS and RSS have a similar aspect. The obtained SEM images 
are alike others described in diverse publications [31,74]. 
 














































































The Figure 5-8 gathers the images of four different nanofluids, with the RSS as the base salt 
(RSS1A and RSS1Si) and their analogous with the ISS (ISS1A and ISS1Si). Every of these 
images shows the distinctive matrix of Solar Salt covered by individual or clustered nanoparticles. 
In the Figure 5-8 left side, it is evident the fibre shape of the ANPs and their agglomerates. The 
high number of isolated nanoparticles with a high aspect ratio is significant in the nanofluid ISS1A 
(Figure 5-8 left side, down). The two pictures on the right side are clearly showing the near 




Figure 5-8. SEM images of four representative nanofluids based on RSS (up) and ISS (down). The images were done 
under Secondary Electrons (SE) with 30,000x (RSS1A), 20,000x (RSS1Si and ISS1Si) and 10,000x (ISS1A) of 
magnification. The specific heat enhancements and the surface available of nanoparticles is written on each image. 
Finally, the elemental composition of the ISS1A nanofluid was analysed with EDX. This 
nanofluid was selected for its high increment of the specific heat (39.17%). The two images in 
Figure 5-9 reveals the existence of the nanostructure theorized by Shin and Banerjee [63] and 
demonstrated experimentally in [30,99]. The composition of the indicated area on each picture is 
described in Table 5-4, where the aluminium has an important percentage but the sodium, 
potassium, nitrogen and oxygen coming from the ISS are also present. The chloride is coming 
from the impurities of the ISS. 
RSS1A 
∆cp (196 ºC) = 6.46% 
Sa = 0.2210 m2·g-1 
RSS1Si 
∆cp (196 ºC) = -3.43% 
Sa = 0.092 m2·g-1 
ISS1A 
∆cp (196 ºC) = 39.17% 
Sa = 0.2620 m2·g-1 
ISS1Si 
∆cp (196 ºC) = 27.15% 
Sa = 0.3566 m2·g-1 




Figure 5-9. SEM images of a ISS1A nanofluid including the area where the EDX analysis have been performed (see 
Table 5-4). 
Table 5-4. Results of the EDX analysis of the pictures showed in Figure 5-9. 
 ISS1A 
 ∆cp (196 ºC) = 8.30% ; Sa = 0.2367 m2·g-1 
Element 
Amount,  wt% 
A B 
O 30.81 53.46 
N --- 14.67 
Na 43.13 6.31 
K 10.77 18.75 
Al 15.29 6.24 
Cl --- 0.58 
Total 100 100 
 
5.2.4 Conclusions 
This research has deeply studied how the specific heat of Solar Salt is improved by the addition 
of nanoparticles and the factors which impact on this property. The thermogravimetric tests 
determined that the mixture of the Solar Salt and ANPs or SiNPs is thermally degraded at 550 ºC, 
which restrain the use of these nanofluids only as TES material (maximum temperature 400 ºC). 
Regarding the specific heat results, the influence of the nanoparticle percentage seems to be 
related to the purity of the base salt. The highest enhancements were obtained at 1.5 wt% if the 
ASS and the RSS were the base salt, while the addition of only 1 wt% of nanoparticles to the ISS 
achieved great increments. However, these results had no repeatability: either between equivalent 
nanofluids which were synthetized independently or with repeated measurements on the same 
material. Theoretical models revealed insufficient to explain the experimental results, since they 
predicted very low or inexistent increments. The relationship between the specific heat and the 
available surface of the nanoparticles is erratic and did not provide any clear conclusion. Finally, 
the microstructure of the nanofluids is useful to know the dispersion of the nanoparticles and the 






Along the authors’ opinion, there is still a huge research work to be done in this field. First, the 
inconsistencies between the experimental results should be greatly reduced. Second, the 
development of simulation and modelling tools for these materials is essential to perform a more 
effective experimental work. 
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5.3 JOURNAL CONTRIBUTION 5: ANOMALOUS THERMAL CONDUCTIVITY RISING OF 
MOLTEN NITRATES BY THE ADDITION OF NANOPARTICLES 
Authors: Belén Muñoz-Sánchez, Javier Nieto-Maestre, Nuria Navarrete, José Enrique Juliá, Helena 
Navarro, Yulong Ding and Ana García-Romero 
Journal: Nano Energy (to be submitted) 
Abstract: This research experimentally analyses the thermal conductivity on Solar Salt-based nanofluids 
for the first time. Silica and alumina nanoparticles were added respectively in concentrations of 0.5, 1 and 
1.5 wt% to the Solar Salt. The specific heat of these nanofluids was precisely measured by Differential 
Scanning Calorimetry (DSC) and the results were used to determine the thermal conductivity from the 
thermal diffusivity obtained in a Laser Flash Analyser (LFA) device. Important enhancements on both the 
specific heat (up to 17%) and the thermal conductivity (up to 60%) were obtained on the nanofluids with 1 
and 1.5 wt% of silica or alumina nanoparticles. Theoretical models were not able to predict these large 
improvements of the thermal properties. Finally, the influence of the available nanoparticle surface on the 
specific heat and the thermal conductivity of the nanofluids was analysed. A parabolic correlation was 
found between these thermal properties and the available surface of nanoparticles in the nanofluids 
containing silica nanoparticles. 
Keywords: Solar Salt · Thermal conductivity · Nanoparticles · TES · CSP 
 
5.3.1 Introduction 
The worldwide increasing energy demand compels to use and develop new technologies based 
on renewable resources. The main disadvantage of these sustainable energy sources is their 
intermittence and thus, their low availability on demand in comparison to the non-renewable 
energy resources. In this context, the Concentrated Solar Power (CSP) technology is of high 
importance due to its proven dispatchability and efficiency. The use of a Thermal Energy Storage 
(TES) system in the current CSP plants allows to extend the plant operation time by some hours 
when the sun is not available (cloudy weather or at night). The presently employed TES systems 
store the energy as sensible heat. They consist of two tanks at different temperatures (around 300 
ºC and 400 ºC, respectively) filled with a molten salt. This salt is a mixture of sodium and 
potassium nitrate (60:40 wt%) known as Solar Salt (SS). In addition, the working temperature in 
the solar field is becoming increasingly higher in modern central receiver plants (tower), and Heat 
Transfer Fluids (HTFs) with a higher range of thermal stability are required. Thermal oils 
(Dowtherm™, Therminol® VP-1) have been mostly used until now as HTFs in parabolic trough 
plants. However, their degradation temperature is very low (400 ºC). Hence, SS represents a great 
alternative to these oils due to its wider range of working temperature (220 ºC – 600 ºC). 
Despite the advantages shown by the SS (low cost, thermal stability, environmentally friendly), 




potential to improve them. A simple and a cost-effective way consists of adding nanoparticles to 
the SS. This new type of materials is known as Molten Salt-Based Nanofluids (MSBNFs) and has 
attracted great interest by the scientific community in recent years [57,58]. The main feature of 
these nanofluids is the relevant increase of the specific heat compared to the base salt, which has 
been systematically observed [31,36,98,112,113]. The amount of stored heat is directly related to 
the specific heat, so the enhancement of this property allows storing more energy and thus 
extending the CSP plant production. In addition, the enhancement of the specific heat has only 
been reported to take place in MSBNFs, while nanofluids based on water or oils have not shown 
it [202]. However, the mechanisms which govern the interaction between the nanoparticles and 
the molten salt are not still well-known, neither understood. Due to these reasons, most of the 
scientific research on the field has been devoted to the study of the specific heat, while other 
properties have received very little attention. 
Another significant property related to heat storage and transfer is the thermal conductivity. Very 
few studies on MSBNFs consider this property [30,32,102], and they only measured the material 
on the solid state due to technical issues. In addition, these investigations found opposite trends 
when nanoparticles were added to the inorganic salts. 
The experiments from Shin et al. [30,102] revealed significant enhancements on the thermal 
conductivity of nanofluids of carbonates (Li2CO3–K2CO3 62:38 mol) with 1 wt% of silica 
nanoparticles in the solid state (between 47% and 37% increment of the thermal conductivity at 
150 ºC and 350 ºC). In contrast, Schuller et al. [32] observed a decrease of the thermal 
conductivity of the SS mixed with 1 wt% of Silica Nanoparticles (SiNPs). These decrements were 
independent of the nanoparticle concentration (0.09 wt%–1.19 wt%) and ranged between -13.11% 
and -27.87% at 145 ºC. In both investigations, the thermal diffusivity was measured by a Laser 
Flash Analyser (LFA) and the thermal conductivity was further calculated with this value together 
with the density and the specific heat of the nanocomposite. 
The theoretical models of Hamilton-Crosser and Maxwell-Garnett were analysed by Shin et al. 
[30,102] but they did not forecast any increase of the thermal conductivity. The authors suggested 
that the unexpected great experimental results are related to the percolation networks observed on 
the SEM images of the nanocomposites. 
The scarcity of studies on the thermal conductivity of MSBNFs does not allow having a real 
image of their potential as thermal storage and heat transfer materials, or comparing their thermal 
behaviour with the low temperature nanofluids (based on water or oils).   
In this investigation, the specific heat and the thermal conductivity of nanofluids based on SS 
with Alumina Nanoparticles (ANPs) and SS with Silica Nanoparticles (SiNPs) have been 
determined. The influence of the nanoparticle concentration has been analysed on each of these 
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nanofluids, as well as the impact of the temperature on this property.  
 
5.3.2 Materials 
To synthetize the SS, sodium and potassium nitrate of refined grade were acquired from the 
Chilean company SQM (purity of the NaNO3≥99.6 wt% and the KNO3≥99.8 wt%). The salts were 
first crushed in a mortar, dried in an oven at 100 ºC to remove the moisture and mixed in the 
required proportions. 
Two kinds of ceramic NPs were used as addition to the SS. On one side, the source of ANPs was 
an industrial water-based nanofluid (Alumisol-10A, Kawaken Chemicals) containing fiber-
shaped boehmite nanoparticles (L=50 nm, ϕ=10 nm) at 10 wt% according to the manufacturer. 
The boehmite (aluminium oxyhydroxide, AlOOH) is a precursor of the γ-Al2O3. On the other 
side, a dispersion of amorphous colloidal silica at 30 wt% (LUDOX® SM-30, Sigma-Aldrich) was 
used as the origin of spherical SiNPs (mean diameter 7 nm). 
5.3.3 Synthesis of the nanofluids 
Six nanofluids (Table 5-5) were prepared by dissolving the SS in water (50:50) and then adding 
the proper quantity of Alumisol-10A or LUDOX® SM-30 to the solution under stirring in order 
to achieve the desired NPs concentration (0.5, 1 or 1.5 wt%). The water was then removed by 
heating at 100 ºC in an oven. The dried material was melted at 396 ºC for 30 minutes and cooled 
down at room temperature. The solid material was milled and a representative sample was taken. 
Table 5-5. Name and composition of the samples used in this study. 
 SS,  wt% ANPs,  wt% SiNPs,  wt% 
SS 100.0 − − 
SS05A 99.5 0.5 − 
SS1A 99.0 1.0 − 
SS15A 98.5 1.5 − 
SS05Si 99.5 − 0.5 
SS1Si 99.0 − 1.0 
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5.3.4 Characterization 
5.3.4.1 Specific heat 
A Differential Scanning Calorimeter (DSC, Q1000 TA Instruments with autosampler) was used 
to perform the specific heat measurements with Modular Differential Scanning Calorimetry 
(MDSC) under an isothermal procedure. Around 30 mg of the sample were introduced in an 
aluminium crucible, which was hermetically sealed afterwards. The sample was first stabilized at 
the desired temperature by an isothermal period of 10 min to achieve the salt thermal equilibrium. 
The data collection was carried out during 20 min at the same temperature. Nitrogen was used as 
inert gas inside the device. The specific heat was measured at 196 °C (solid state), 296 ºC and 396 
°C (both in liquid state). These temperatures have been employed because they correspond to the 
working temperatures in real conditions. The measurement was carried out under modulation 
(Modulated DSC) with 0.6 °C of amplitude and a period of 110 s in order to provide good 
sensitivity. Three different portions of each sample were measured to obtain a representative 
result. This measurement method is proven to achieve a high precision [157,173]. 
5.3.4.2 Thermal conductivity 
The thermal conductivity of the salts was determined by a LFA. This device works by sending a 
pulsed laser to the sample, leading to a temperature rise at its surface and to the propagation of 
the heat by conduction. The temperature distribution inside the sample depends on the thermal 
diffusivity of the material. This parameter has a direct relationship with the thermal conductivity 
as given by Eq. 5-3: 
pck   Eq. 5-3 
 where k is the thermal conductivity (W·m-1·K-1), α is the thermal diffusivity (m2·s-1), ρ is the 
density (kg·m-3) and cp is the specific heat (kJ·kg-1·K-1). 
The specific heat was precisely determined by the method detailed before. The density values of 
the salts were obtained from the specialized literature [203] for the test temperatures (196 ºC, 296 
ºC and 396 ºC). The tests were conducted under inert atmosphere (N2, 100 mL·min-1) using a laser 
voltage of 500 V and a pulse of 0.80 ms. A platinum holder (ϕ = 12.7 mm) was used to contain 
the molten salt. Figure 5-10, left shows this holder prior to the measurements. An external graphite 
coating (Figure 5-10, right) is necessary to increase both the absorption of the laser on the 
sample’s front surface and the surface emissivity. The device employs a mathematical model 
considering a composite material structured on three layers (platinum + sample + platinum) to 
calculate the thermal diffusivity [160]. 
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Figure 5-10. Platinum holder used to contain the salt, empty (left) and the coated holder before the analysis (right). 
5.3.4.3 Nanoparticle size distribution 
The size of the ANPs and SiNPs on the nanofluids was measured with the aim of establishing a 
relationship between the available nanoparticle surface and the thermal properties. The initial NPs 
dispersion (SiNPs, ANPs) and the produced nanofluids (SS05A, SS1A, SS15A, SS05Si, SS1Si 
and SS15Si) were characterized using the Dynamic Light Scattering method (DLS, ZetaSizer 
Nano ZS, Malvern Instruments, Ltd. Malvern, UK). 
The measurement involves the dissolution of a few milligrams of the solid material into distilled 
water previously adjusted at the pH of stability of each of the nanoparticles (2 for the ANPs and 
9 for the SiNPs), evaluated trough the Z potential. The sample was analysed just after being 
dissolved, to avoid the nanoparticle agglomeration in the meantime. The number of nanoparticles 
of each diameter was obtained as the result of this test. 
The available surface of the nanoparticles to interact with the salt can be inferred from this data 
by using the following relation (Eq. 5-4): 









where Sa is the available surface of nanoparticles per gram of nanofluid (m2·g-1), φNP is the fraction 
of nanoparticles in the nanofluid, ρNP is the density of the nanoparticles, n is the number of size 
classes in the distribution, Ni is the number of nanoparticles of each size and Di is the diameter of 
each nanoparticle. 
It has not been possible to determine the nanoparticle size distribution of the nanofluids in the 





5.3.5 Results and discussion 
5.3.5.1 Specific heat 
5.3.5.1.1 Experimental determination 
According to the Table 5-6, the specific heat of the pure SS is around 1.3 kJ·kg-1·K-1 in solid (196 
ºC) and 1.5 kJ·kg-1·K-1 in the molten state (296 ºC and 396 ºC). These values are in agreement 
with the results published by other authors [86,180]. The specific heat of the SS is affected by the 
addition of ANPs or SiNPs (see Table 5-6 and Figure 5-11). The error bars in the Figure 5-11 are 
accounting the error propagation into the final results. 
In the solid state (196 ºC), specific heat increments are seen with independency of the kind or 
amount of nanoparticles. The maximum enhancements obtained are around 6% for SS1A and 
SS15A and nearly 17% for the SS15Si nanocomposite. However, the results are different when 
the salt is in the liquid state (at 296 ºC and 396 ºC). On one side, the specific heat of SS-based 
nanofluids doped with ANPs is similar to that of the undoped SS. The scattering of the cp results 
for these nanofluids is high due to their heterogeneity. On the other side, the addition of 0.5 wt% 
SiNPs to the SS (SS05Si) causes slight specific heat decrements in comparison to the molten SS 
(around 1.5%). If a higher amount of SiNPs is added, these decrements are reverted into 
improvements around 3% in SS1Si, and these values are three times higher (15%) in SS15Si. 
As a summary, the ANPs seem to increase the specific heat of the SS only when the salt is solid 
while the results remain unchanged in the molten state. This may be related to a better heat 
conduction across the needles of alumina when they are in contact with the solid salt. The 
agglomeration and the sedimentation of the ANPs in the molten SS may hinder the enhancement 
of the specific heat in the liquid state (296 ºC and 396 ºC). The addition of the SiNPs to the SS is 
very effective on improving the specific heat of the undoped salt both in solid and liquid, 
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Table 5-6. Specific heat (cp) and Standard Deviation (SD) of the undoped SS and the nanofluids at the three tested 
temperatures. The samples SS (1) and SS (2) denote the initial mixture of SS used for the nanofluids with ANPs and 
SiNPs respectively. 













SS (1) 1.236 0.024 1.420 0.024 1.436 0.023 
SS05A 1.276 0.016 1.408 0.007 1.424 0.006 
SS1A 1.312 0.005 1.427 0.009 1.439 0.027 
SS15A 1.311 0.012 1.416 0.006 1.440 0.000 
SS (2) 1.348 0.015 1.526 0.019 1.557 0.014 
SS05Si 1.398 0.043 1.510 0.014 1.524 0.029 
SS1Si 1.416 0.020 1.581 0.023 1.607 0.021 
SS15Si 1.574 0.021 1.725 0.028 1.785 0.010 
Figure 5-11. Experimental increment of the specific heat of the nanofluids with ANPs (left) and SiNPs (right). 
Evolution with the nanoparticle concentration and the temperature. 
The influence of the nanoparticle concentration on the specific heat of these nanofluids has been 
studied by several authors in the recent literature (Figure 5-12). In the nanofluids with ANPs 
(Figure 5-12, left) Chieruzzi et al. [36] found the highest increments with 1 wt% of nanoparticles 
both at solid and liquid state. The results in the solid state are better, similarly to ours. Schuller et 
al. [32] also determined a similar increase with 1 wt% ANPs. The ANPs used in these studies 
were spherical particles while those employed in the present work are needles, which may easily 
settle down when dispersed into the molten salt. In addition, it is also possible that the ANPs 
employed in different articles correspond to different crystalline phases (information about this 
important feature is generally not reported). This could strongly influence the final results. 
The results of the nanofluids with SiNPs reported by different authors are conflicting with each 
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nanofluids, similarly to Andreu-Cabedo et al. [113] but with noticeably higher increments when 
1 wt% of SiNPs were used (25% increment) in the latter case. An opposite trend is described by 
Lasfargues [31], who reported improvements when 0.5 wt% and 1.5 wt% of SiNPs were added 
to the SS. A very interesting pattern was observed by Mondragón et al. [112] depending on the 
crystallinity of the SiNPs. The nanofluids containing amorphous SiNPs showed higher specific 
heat when higher contents of nanoparticles were employed, which is the same trend observed in 
our experiments (our SiNPs are amorphous). 
Figure 5-12. Influence of the nanoparticle amount on the specific heat increment of SS-based with ANPs (left) and 
SiNPs (right). Results from the literature and this work. 
5.3.5.1.2 Analysis according to theoretical models 
Several models to predict the specific heat of nanofluids have been developed. They are usually 
based on the assumption of a thermal equilibrium between the nanoparticles and the surrounding 
fluid. The mathematical model in Eq. 5-5 was proposed by Zhou et al. in 2008 [60] to match their 
experimental results of water-based nanofluids with ANPs. This expression takes into account the 













 Eq. 5-5 
where cp is the specific heat (kJ·kg-1·K-1), ф is the volume fraction of nanoparticles and ρ is the 
density (kg·m-3). Subscripts nf, np, and bf denote nanofluid, nanoparticle and base fluid, 
respectively. 
The Eq. 5-5 is not suitable to predict the specific heat increment experimentally determined on 
MSBNFs, as described in several works [37,56,61–64]. Shin and Banerjee [63] proposed three  
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considers a higher specific heat of the nanoparticles due to their reduced size, a second model 
takes into account the interfacial thermal resistance between the nanoparticles and the molten salt 
and the third model includes the formation of a molten salt nanolayer on the nanoparticle surface. 
The first model is able to predict the increase of the specific heat of a nanomaterial compared with 
that of the bulk material. The model forecasts an specific heat enhancement of 25% when ANPs 
are employed [71] and an increment of 10% when SiNPs are used [199]. 
These models have been employed to analyse our experimental results. The specific heat of the 
nanofluids produced in this work were calculated according to the Eq. 5-5 proposed by Zhou et 
al. [60] and the specific heat increment of the particles in the nanometric range proposed by Shin 
and Banerjee (first model) [63]. The results have been included on Figure 5-13. To do these 
calculation, the values employed for the density were extracted from the literature [200]. A 
density of 3,950 kg·m-3 was used for the ANPs and 2,650 kg·m-3 for the SiNPs. The density of the 
SS was determined as 1,974 kg·m-3, 1,906 kg·m-3 and 1,838 kg·m-3 at the temperatures of 196 ºC, 
296 ºC and 396 ºC according to the expression proposed by Janz et al. [201]. The specific heat of 
the nanoparticles were experimentally determined at the temperatures of interest with the same 
method used with the salt and the nanofluids (Table 5-7). 
Table 5-7. Specific heat (cp) of the nanoparticles at the three tested temperatures and Standard Deviation (SD) of the 
meaasurements. 













ANPs 1.195 0.039 1.237 0.009 1.471 0.031 
SiNPs 0.970 0.112 0.943 0.243 1.157 0.143 
As seen on Figure 5-13, the expression proposed by Zhou et al. [60] did not predict the 
experimentally determined increment of the specific heat of any of the nanofluids. This is because 
the specific heat of the nanoparticles is smaller than the specific heat of the SS and this model 
solely includes those values for the prediction. A small enhancement of the specific heat  (0.5% 
– 1%) was forecasted by the first model of Shin and Banerjee [63] for the nanofluids with ANPs,
very small in comparison to the experimentally encountered values. 
Consequently, it is clear that these theoretical models are unable to predict the enhancements 
which were experimentally determined. Thus, another effects should be taken into account. In 
this sense, the third model proposed by Shin and Banerjee [63] considering a nanolayer around 
the nanoparticles with enhanced thermal properties could be playing an important role. 
Unfortunately, the features of this nanolayer cannot be made by experimental methods but 





Figure 5-13. Theoretical increment of the specific heat of the nanofluids with ANPs (left) and SiNPs (right) according 
to Eq. 5-5. Evolution with the nanoparticle concentration and the temperature. 
 
5.3.5.2 Thermal conductivity 
5.3.5.2.1 Experimental determination 
The thermal conductivity (k) of the nanofluids and the undoped SS was calculated with Eq. 5-3, 
considering the specific heat results and the thermal diffusivity (α) measured with the LFA device. 
As mentioned in the previous section, the density of the SS was calculated according to Janz et 
al. [201] for the three tested temperatures while the density of the nanoparticles were found in 
[200]. The density of the nanofluids were calculated considering the nanoparticle and the salt 
concentration on each case. 
First, the analysis of the results of thermal diffusivity (Table 5-8) led to several observations. On 
one hand, the thermal diffusivity values of the initial SS are higher than those of the literature 
[180] (0.165 mm2·s-1 at 296 ºC and 0.180 mm2·s-1 at 396 ºC), The differences could be attributed 
to the different techniques used by other authors and the non-analytical grade of the SS. On the 
other hand, the highest increments of this property are found in the nanofluids containing 1% and 
1.5 wt% of ANPs and 1% of SiNPs. On the other hand, moderate decrements were obtained for 
the nanofluid with 0.5 wt% of SiNPs. In the solid state the enhancements of the thermal diffusivity 
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Table 5-8. Thermal diffusivity (α) and SD of the undoped SS and the nanofluids at the three tested temperatures and 
change with respect to the SS. The samples SS (1) and SS (2) denote the initial mixture of SS used for the nanofluids 
with ANPs and SiNPs respectively. 

















SS (1) 0.2030 0.0092 --- 0.2015 0.0093 --- 0.2120 0.0240 --- 
SS05A 0.1585 0.0173 -21.92 0.2055 0.0279 1.98 0.2325 0.0485 9.67 
SS1A 0.2170 0.0054 6.89 0.2405 0.0191 19.35 0.2430 0.0249 14.62 
SS15A 0.2170 0.0096 6.89 0.2700 0.0266 33.99 0.2890 0.0236 36.32 
SS (2) 0.2030 0.0092 --- 0.2015 0.0093 --- 0.2120 0.0101 --- 
SS05Si 0.1625 0.0040 -19.95 0.1615 0.0104 -19.85 0.1745 0.0229 -17.69 
SS1Si 0.2095 0.0240 3.20 0.2530 0.0059 25.56 0.2860 0.0050 34.91 
SS15Si 0.1925 0.0062 -5.17 0.2055 0.0028 1.98 0.2185 0.0028 3.07 
 
The thermal conductivity results of the SS lie between 0.47 W·m-1·K-1 and 0.60 W·m-1·K-1 
depending on the temperature, which are in the range of the data published in the literature 
[86,174]. The changes of the thermal conductivity of the nanofluids in comparison to the base salt 
depend on the test temperature and the nanoparticle concentration (see Table 5-9 and Figure 5-14). 
In the solid state (196 ºC), the nanomaterials SS05A and SS05Si have a lower thermal 
conductivity than the SS (-15%). Increments of the thermal conductivity are found for the 
nanocomposites SS1A, SS15A, SS1Si and SS15Si (the increment is higher than 12%). 
In the liquid state, there are noticeable increments of the thermal conductivity, with the exception 
of the nanofluid SS05Si (≈-18%). The maximum increment is found for the nanofluid SS15A 
(60%). When the SiNPs are present, the highest increase is 45% for the SS1Si. 
These thermal conductivity results are following a very similar trend than those of the thermal 
diffusivity, which implies that they are mainly influenced by them rather than those of the specific 
heat. 
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Table 5-9. Thermal conductivity (k) and SD of the undoped SS and the nanofluids at the three tested temperatures 
and change with respect to the SS. The samples SS (1) and SS (2) denote the initial mixture of SS used for the 
nanofluids with ANPs and SiNPs respectively. 













SS (1) 0.4775 0.0332 0.5348 0.0333 0.5348 0.0333 
SS05A 0.4056 0.0333 0.5709 0.0349 0.6429 0.0545 
SS1A 0.6001 0.0104 0.7128 0.0281 0.7159 0.0519 
SS15A 0.6287 0.0216 0.8339 0.0326 0.8960 0.0236 
SS (2) 0.4775 0.0332 0.5747 0.0283 0.6060 0.0241 
SS05Si 0.4408 0.0470 0.4653 0.0244 0.4991 0.0519 
SS1Si 0.5867 0.0440 0.7788 0.0289 0.8812 0.0260 
SS15Si 0.6106 0.0272 0.7041 0.0308 0.7637 0.0128 
Figure 5-14. Changes on the experimental thermal conductivity of the nanofluids according to the nanoparticle 
concentration and the test temperature. 
5.3.5.2.2 Analysis according to theoretical models 
The determined thermal conductivity values were compared with the conventional theoretical 
model of Hamilton-Crosser [204]. This model considers Brownian motion and states a 
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nanoparticles, respectively. Subscripts t, b, and np denote total value for the nanocomposite, the 
base fluid and the nanoparticle, respectively. The empirical shape factor (n) is related to the 
sphericity (ψ), which is the ratio of the surface area of a sphere (with the same volume as the 
given particle) to the surface area of the particle: n = 3/ψ. In this work, the ANPs are fibres with 
10 nm of diameter and 50 nm length (ψ = 0.70; n = 4.28) and the SiNPs are spherical (ψ = 1; n = 
3). The thermal conductivity values employed for the nanoparticles were extracted from the 
literature, 40 W·m-1·K-1 [45] and 1.4 W·m-1·K-1 [107] for the ANPs and the SiNPs respectively. 
The enhancements of the thermal conductivity calculated with the Eq. 5-6 are depicted in Figure 
5-15. The increments are proportional to the nanoparticle concentration and the temperature. The 
nanofluids with SiNPs have a higher enhancement than those with ANPs, due to the smaller 
difference between the thermal conductivity of the SiNPs and that of the SS. 
Although these theoretical estimations predict an increase of the thermal conductivity whatever 
the temperature or the nanoparticle amount, the experimental determination of the thermal 
conductivity gave higher values than those predicted. Thus, other effects in addition to the 
Brownian motion of the nanoparticles should be considered to explain the empirical results. In 
this sense, the review of nanofluids from Goharshadi et al. [45] gathers several potential 
mechanisms that have been proposed so far to explain the enhancement of the thermal 
conductivity. Among them, the existence of an ordered layer of salt ions at the nanoparticle 
surface and the nanoparticle clustering creating a percolation network are considered to be the 
most influencing factors on this phenomenon. 
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5.3.5.3 Available surface and thermal properties 
Figure 5-16 shows the size of the ANPs and the SiNPs both in the initial dispersions and in the 
prepared nanofluids. The Table 5-10 includes the available surface of the nanofluids calculated 
from these distributions, accounting the sizes and their frequency (Eq. 5-4). 
The size range of the initial nanoparticles is mostly under 100 nm, which indicates that these 
initial suspensions contain individual nanoparticles which are not agglomerated. However, after 
the synthesis of the nanofluid these nanoparticles form clusters and increase their size. The degree 
of agglomeration depends on the nanoparticle percentage in the nanofluid. The cluster sizes are 
higher in the nanofluids containing SiNPs (around 400 nm is the most frequent size) while those 
with ANPs registered smaller size (notice for example the distribution of the SS15A nanofluid on 
the Figure 5-16). Regarding the available surface of the nanoparticles to interact with the ions of 
the molten salt, the results (0.030 – 0.080 m2·g-1) are very similar to those obtained by Andreu-
Cabedo et al. [113], who studied the relationship between the specific heat and the available 
nanoparticle surface of SS-based nanofluids with SiNPs (0.025 – 0.080 m2·g-1).  
 
Figure 5-16. Nanoparticle size distribution of the initial nanoparticles and the nanofluids, including the mode of the 
distribution. 
 
Table 5-10. Available surface (m2 of nanoparticle surface/g of material) of the nanofluids with ANPs and SiNPs. 
 SS05A SS1A SS15A SS05Si SS1Si SS15Si 
Available surface, m2·g-1 0.0402 0.0926 0.5743 0.0323 0.0795 0.0763 
Andreu-Cabedo [113] et al. and Ho and Pan [66] found a direct dependence between this available 
surface and the enhancement of the specific heat of the nanofluid. Figure 5-17 shows this 
relationship according to our experimental data both for the specific heat and the thermal 
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The nanofluids containing ANPs do not experience any increment of specific heat (Figure 5-17, 
left) in comparison to the base material and, as a result, they are independent on the nanoparticle 
available surface. However, they experience a relevant increment of the thermal conductivity 
(Figure 5-17, right) which fits into a potential relationship with the available surface. The highest 
enhancement (60%) is for the nanofluid containing 1.5 wt% of ANPs. 
Regarding the nanofluids with SiNPs, a parabolic trend between the specific heat and the available 
nanoparticle surface (Figure 5-17, left)  can be plotted. The maximum enhancement (14.64%) is 
obtained by the nanofluid with 1.5 wt% of SiNPs (0.0763 m2·g-1), which has a similar available 
surface than that with 1 wt% of SiNPs (0.0795 m2·g-1). This could be due to differences on the 
nanoparticle size between the sample measured in the DLS and that one of the specific heat tests. 
Moreover, the increment of the thermal conductivity (Figure 5-17, right) follows the same trend 
as the specific heat versus the available surface. The biggest increment (45%) is for the nanofluid 
with 1 wt% of SiNPs in this case. 
  
Figure 5-17. Left: Specific heat enhancement at 396 ºC versus the available surface of the nanofluids with ANPs 
(diamond symbols) and SiNPs (cross symbols). Right: Thermal conductivity enhancement at 396 ºC versus the 
available surface of the nanofluids with ANPs (diamond symbols) and SiNPs (cross symbols). 
As a summary, the increment of the thermal properties of the SS-ANPs nanofluids did not follow 
any clear pattern, while a direct correlation (parabolic) was found for those with SiNPs. It is 
important to remark that these results are conditioned by the possible overestimation of the size 
in ANPs due to their non-spherical shape (the DLS device is measuring the hydrodynamic 
diameter). This could explain the absence of a clear correlation between the specific heat and the 
available surface. The nanoparticle sizes in the nanofluids with SiNPs may be the most similar to 
the real ones. In this case, a minimum surface of nanoparticles is needed to achieve enhancements 
of the thermal properties. There is also a maximum surface which generates different increments 
of the specific heat and the thermal conductivity. Thus, it should be more unknown factors apart 


















































































This study is pioneering on analysing the thermal conductivity of the MSBNFs in the liquid state. 
More in detail, the specific heat and the thermal conductivity of six nanofluids of Solar Salt with 
different contents of alumina and silica nanoparticles were measured. Enhancements higher than 
20% were found for the specific heat and the thermal conductivity of the nanofluids with 1 wt% 
and 1.5 wt% containing both types of nanoparticles, respectively. The most promising nanofluids 
were that with 1.5 wt% of silica nanoparticles (14% of specific heat increment) and 1.5 wt% of 
alumina nanoparticles (60% of thermal conductivity increment).  
The theoretical models to calculate the improvement of these thermal properties are unable to 
predict the obtained experimental results. Complex models requiring high computing power are 
needed to go deeper into the reasons of these spectacular enhancements. Finally, the available 
nanoparticle surface, which interacts with the ions of the molten salt, was estimated from the 
measurement with the DLS technique. A direct correlation (parabolic) was found between this 
parameter and the high specific heat and thermal conductivity of the nanofluids with silica 
nanoparticles, which confirms a main thermal transfer role to the nanoparticle size. 
The obtained increase of both, the specific heat and the thermal conductivity, in the studied 
nanofluids is a significant step towards the achievement of real savings in the TES systems of the 
CSP plants. More experimental and modelling research is needed in this particular field to 
corroborate the results published up to date and to optimize the system. 
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6 THERMAL PROPERTIES OF SODIUM NITRATE-BASED NANO-ENHANCED 
PHASE CHANGE MATERIALS (NEPCMS) 
6.1 INTRODUCTION 
The present Chapter deals with the determination of the thermal properties of NePCMs based on 
Sodium Nitrate: the specific heat, the latent heat, the phase change temperature and the thermal 
conductivity. Following is the Journal contribution 6, which gathers an interesting comparison 
between experimental and simulation results on this subject. 
6.2  JOURNAL CONTRIBUTION 6. EXPERIMENTAL AND SIMULATION STUDY OF THE 
THERMAL PROPERTIES OF SODIUM NITRATE-BASED NANO-ENHANCED PHASE CHANGE 
MATERIALS (NEPCMS) 
Authors: Belén Muñoz-Sánchez, Javier Nieto-Maestre and Ana García-Romero 
Journal: Solar Energy Materials and Solar Cells (to be submitted) 
Abstract: Sodium Nitrate-based Nano-Enhanced Phase Change Materials (NePCMs) are a new kind of 
PCM of high temperature developed in this investigation for the first time. As other salts containing 
nanoparticles, these NePCMs have a potential to improve the thermal properties of the Sodium Nitrate. 
With this aim, the influence of the nanoparticle type (silica or alumina), its concentration (0.5, 1 or 1.5 
wt%), as well as the purity of the Sodium Nitrate (analytical, refined or industrial grade) was analyzed. The 
specific heat of the NePCMs showed a strong dependence on the salt purity, with little decrements (≈-3%) 
in those based on the analytical grade and increments in those containing the refined or industrial grade 
(≈3%). The latent heat of fusion and crystallization decreased with the addition of nanoparticles to the 
Sodium Nitrate of analytical grade, while remain unchanged in the NePCMs containing the salt of refined 
or industrial grade. The phase change temperatures (both fusion or solidification) of the Sodium Nitrate 
were not affected by the presence of the nanoparticles. The onset temperature of fusion followed the same 
trend of the latent heat. The thermal conductivity of the Sodium Nitrate of analytical grade was sensibly 
increased by the addition of 1 wt% of alumina nanoparticles, both in the solid (97%) and the liquid state 
(124%). The modelling of Sodium Nitrate with 0.5, 1 or 1.5 wt% of alumina nanoparticles in FLUENT 
predicted the improve of the thermal conductivity and dynamic viscosity and the reduction of the latent 
heat and specific heat with increasing the amount of nanoparticles. Consequently, the addition of 
nanoparticles should have a negative effect in the total energy storage capacity of the material, though the 
duration of the charging and discharging cycles could be reduced. The disagreement found between the 
experimental and simulation results of specific heat, latent heat and thermal conductivity suggests that some 
mechanism such as the nanoparticle agglomeration or sedimentation may influence the empirical 
measurements. 






Nitrate salts are commonly used in Concentrated Solar Power (CSP) plants either as a sensible 
Thermal Energy Storage Material (TESM) or as a Heat Transfer Fluid (HTF) [24]. In recent years, 
a great research effort has been dedicated to the development of new TES systems using Phase 
Change Materials (PCM) of high temperature [33,205,206]. Sodium Nitrate (NaNO3) is 
considered as a suitable PCM for Direct Steam Generation (DSG) applications in CSP due to the 
good match between its melting temperature (306 ºC) and the phase change temperature of the 
saturated steam from the solar field (310 ºC at a pressure of 100 bar) [33,34]. In this sense, an 
extense study of its thermophysical properties as PCM were reviewed by Bauer [33] and 
experimental TES systems have been developed with this salt [207]. 
The Sodium Nitrate has several advantages over other TESMs including thermal oils, alloys or 
liquid metals [208] in terms of costs, thermal stability, availability and eco-friendliness. However, 
its low conductivity (0.57 W·m-1·K-1 at 307 ºC [209]) is a serious drawback in order to use this 
material as PCM, especially during discharge cycles where the heat transfer through the solid 
layer is only by conduction. To overcome this problem, D. Laing et al. [207,210] proposed the 
use of aluminium fins to improve the heat transfer, and Wu and Zhao [211] proposed metallic 
foams and expanded graphite to increase the thermal conductivity of Sodium Nitrate. These 
solutions require complicated TES devices to achieve an adequate heat transfer rate. In this 
context, other attempts have used the nanotechnology to improve the thermal performance of 
inorganic salts, as explained below. 
The new materials are known as Nano-enhanced PCMs (NePCMs) and are created by adding 
nanoparticles to an inorganic salt. The inclusion of the nanoparticles is presumed to enhance the 
thermal properties (specific heat and thermal conductivity) of the base salt, as demonstrated by 
several researches [36,37,64,74,112,113]. Despite the importance of these properties on the heat 
and transfer processes, there are others implied on the phase change (latent heat, onset and melting 
temperature) which have been much less studied [31,32,35–40]. In general, the accomplished 
results of the thermal properties showed to be inconsistent between different research groups 
analysing the same NePCM, impeding their comparison. The novelty of this field make difficult 
the standardization of the synthesis procedures, source materials and analytical procedures, which 
are the main factors influencing the results. 
The experimental investigation of these materials is still limited due to the high melting 
temperatures and the corrosive nature of the salts and the physical limitations (working 
temperatures, compatibility) of the analytical devices. In this sense, the validation of models 
through the use of simulation software is an important tool to advance into the knowledge of these 
complex mixtures. Unfortunately, the scientific literature of this subject is still very scarce 




None of the previous investigations addresses the study of NePCMs with the Sodium Nitrate as 
the base salt, though it is considered a plausible PCM in the CSP plants. This research aims to 
cover this gap by developing and characterizing several NePCMs. The influence of the 
nanoparticle concentration (0.5%, 1% or 1.5% by weight), the shape and nature of the 
nanoparticles (alumina or silica) and the purity of the Sodium Nitrate (analytical, refined or 
industrial grade) were studied. The latter factor is justified by the economical unfeasibility of 
using Sodium Nitrate of analytical grade into the CSP facilities (required amount of 14 tons 
[207]). 
On one hand, a complete thermophysical characterization of the NePCMs was performed. The 
specific heat (solid and liquid), the latent heat of fusion and crystallization, the phase change and 
the onset temperatures, the thermal conductivity and the thermal cycling resistance were 
determined. On the other hand, the nanoparticle size distribution was measured by DLS and the 
microstructure analysed by SEM. The influence of the nanoparticle size on the final 
thermophysical properties was discussed. 
Finally, the thermophysical behaviour of these NePCMs was predicted by means of the FLUENT 
Software, and compared with the experimental results. The divergences were explained by 
agglomeration/sedimentation processes not considered in the initial model. 
 
6.2.2 Experimental study 
6.2.2.1 Materials 
The raw Sodium Nitrate was used in different purities: the analytical grade, ASN (Labkem, 
NaNO3≥99.5 wt%); the refined grade, RSN (SQM, NaNO3≥99.5 wt%) and the industrial grade, 
ISN (SQM, NaNO3≥98.0 wt%). 
Two types of ceramic nanoparticles were selected, Alumina Nanoparticles (ANPs) Figure 6-1, 
left and Silica Nanoparticles (SiNPs) Figure 6-1, right. ANPs were purchased from Kawaken 
Chemicals as an industrial water-based nanofluid, Alumisol-10A, containing fiber-shaped 
boehmite nanoparticles (L=50 nm, ϕ=10 nm) at 10 wt% according to the manufacturer. The 
boehmite (aluminium oxyhydroxide, AlOOH) is a precursor of the γ-Al2O3. On the other side, a 
dispersion of colloidal silica at 30 wt%, LUDOX® SM-30, from Sigma-Aldrich was used as a 





Figure 6-1. TEM images of the ANPs (left) and the SiNPs (right). 
 
6.2.2.2 Synthesis of the NePCMs 
Several NePCMs were synthetized with contents of 0.5, 1 or 1.5 wt% of nanoparticles and the 
three Sodium Nitrates (Table 6-1) to study the influence of these variables on the thermal 
properties. The NePCMs were prepared according to the well-known hot plate method developed 
for this kind of materials [56]. First, the Sodium Nitrate of desired purity was dissolved in distilled 
water (50:50 %wt) and then the proper quantity of Alumisol-10A or LUDOX® SM-30 was added 
respectively drop by drop under mild stirring. This solution was poured carefully into a hot plate 
(ϕ = 15 cm) and the water was then removed by heating at 100 ºC in an oven for at least 2 hours. 
The dried material was scrapped off from the hot plate, melted at 396 ºC for 30 minutes and cooled 
down at room temperature. The solid material was milled and a representative sample was taken 
to be further characterized. 
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Table 6-1. Name and composition of the NePCMs used in this study. 
ASN,  wt% RSN,  wt% ISN,  wt% ANPs,  wt% SiNPs,  wt% 
ASN 100.0 − − − − 
ASN05A 99.5 − − 0.5 − 
ASN1A 99.0 − − 1.0 − 
ASN15A 98.5 − − 1.5 − 
ASN05Si 99.5 − − − 0.5 
ASN1Si 99.0 − − − 1.0 
ASN15Si 98.5 − − − 1.5 
RSN − 100.0 − − − 
RSN05A − 99.5 − 0.5 − 
RSN1A − 99.0 − 1.0 − 
RSN15A − 98.5 − 1.5 − 
RSN05Si − 99.5 − − 0.5 
RSN1Si − 99.0 − − 1.0 
RSN15Si − 98.5 − − 1.5 
ISN − − 100.0 − − 
ISN05A − − 99.5 0.5 − 
ISN1A − − 99.0 1.0 − 
ISN15A − − 98.5 1.5 − 
ISN05Si − − 99.5 − 0.5 
ISN1Si − − 99.0 − 1.0 
ISN15Si − − 98.5 − 1.5 
6.2.2.3 Methods 
6.2.2.3.1 Nanoparticle size distribution 
The size of the nanoparticles (ANPs and SiNPs) was measured on each nanofluid with the aim of 
establishing a relationship between these sizes and the specific heat. The NePCMs were 
characterized using the Dynamic Light Scattering method (DLS, ZetaSizer Nano ZS, Malvern 
Instruments, Ltd. Malvern, UK). The nanoparticle size distribution of these NePCMs were thus 
obtained as the number of nanoparticles at each size between 0.4 and 10,000 nm. It is important 
to mention that the nanoparticle size measured by the DLS device is the hydrodynamic diameter. 
This magnitude is considering the diameter of a sphere with the same movement as the particle 
being measured. In this sense, due to the fibrilar structure of the ANPs the real distributions could 
be different. 
The available surface of the nanoparticles to interact with the molten salt can be inferred from the 
distribution by using the following relation (Eq. 6-1): 












where Sa is the available surface of nanoparticles per gram of nanofluid (m2·g-1), φNP is the fraction 
of nanoparticles in the nanofluid, ρNP is the density of the nanoparticles, n is the number of size 
classes in the distribution, Ni is the number of nanoparticles of each size and Di is the diameter of 
each nanoparticle. 
6.2.2.3.2 Thermogravimetric analysis 
The following procedure was employed to determine the thermal stability of the raw Sodium 
Nitrate and the NePCMs. About 20 mg of the dried sample was introduced in a platinum crucible 
specifically supplied for the TGA measurements. The crucible is placed in the TGA device 
(SETARAM SETSYS Evolution –1750, Setaram Instrumentation, France) and subjected to the 
following heating program. First, a heating-ramp from 20 ºC to 90 ºC at 5 ºC/min to remove 
humidity. This ramp is followed by a second heating-ramp from 90 ºC to 400 ºC at 2 ºC/min. 
Then, the sample is hold at the highest temperature for 3 hours and cooled again until 90 ºC (2 
ºC/min). Finally, two additional heating and cooling cycles between 90 ºC to 400 ºC were applied 
in order to know if the weight losses were reversible or not. 
The analyses were always carried out under air atmosphere instead of an inert one, to account the 
worst scenario. The weight loss of the sample was precisely registered along the time with the 
thermobalance. 
6.2.2.3.3 Specific heat 
The apparatus employed in this work to determine the specific heat of the Sodium Nitrate and the 
NePCMs was a Differential Scanning Calorimeter Q100 (TA Instruments) with autosampler. It 
was used to perform the specific heat measurements with MDSC under an isothermal procedure. 
First, the solid material was dried at 100 ºC at least for 2 hours in an oven to remove the ambient 
humidity. Then, around 30 mg of the sample were introduced in a T-zero aluminium crucible 
which was heated on a hot plate before being hermetically sealed afterwards. The crucible filling 
and sealing was developed inside a glove box filled with argon. Once inside the DSC, the sample 
was first stabilized at 326 ºC (liquid state) for an isothermal period of 10 min to achieve the salt 
thermal equilibrium. The data collection was carried out for 20 min at this temperature. Nitrogen 
was used as inert gas inside the device. The specific heat was then measured at 308 ºC (solid 
state). The temperature modulation of the DSC technique was set-up to 0.6 °C of amplitude and 
a period of 110 s in order to provide good sensitivity. Three crucibles with different portions of 
each sample were measured to obtain a representative result. This measurement method proved 
to achieve a high precision, as demonstrated in [157,158]. 
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6.2.2.3.4 Latent heat and phase change temperature 
The phase change properties (latent heat and melting temperature) of the Sodium Nitrate and the 
NePCMs were measured with the DSC just after measuring the specific heat, in the same 
crucibles. The sample was first melted by increasing the temperature up to 350 ºC, followed by 
two heating and cooling cycles between 350 ºC and 200 ºC at a heating/cooling rate of 10 ºC/min. 
The results of the latent heat and melting temperature were obtained from the second thermal 
cycle.  
6.2.2.3.5 Thermal conductivity 
The thermal conductivity of the base salts and the nanofluids were indirectly calculated by means 
of the thermal diffusivity, which was measured in the Laser Flash Analyzer (LFA) technique. 
This device works by shining a pulsed laser on the sample surface, leading to a an increase of its 
temperature and the propagation of the heat by conduction. The temperature distribution inside 
the sample depends only on the thermal diffusivity of the material if other conditions remain 
invariable. Further comprehensive information on this technique can be found elsewhere [160].   
The relationship between the thermal conductivity (k) and the thermal diffusivity (α) can be 
calculated from the Eq. 6-2: 
𝑘 = 𝛼 𝜌 𝑐𝑝             Eq. 6-2
where k is the thermal conductivity (W·m-1·K-1), α is the thermal diffusivity (m2·s-1), ρ is the 
density (kg·m-3) and cp is the specific heat (kJ·kg-1·K-1). 
The specific heat of this Eq. 6-2 was calculated with the DSC, as detailed in the precedent section. 
The density was calculated for each temperature and salt according to the values reported in the 
literature [161]. 
A laser flash device model LFA427 from Netzsch, with a temperature range from -150 ºC to 2000 
ºC was used to measure the thermal diffusivity (α). The tests were conducted under a nitrogen 
atmosphere with a flow rate of 100 mL/min, a laser voltage of 500 V and a pulse period of 0.80 
ms. A platinum holder (ϕ = 12.7 mm, Figure 6-2, left) suitable to contain the molten salt was used 
in this work. Figure 6-2, left shows the empty holder prior to the measurements. An external 
graphite coating (Figure 6-2, right) is necessary to increase both the absorption of the laser on the 
sample’s front surface and the surface emissivity. A mathematical model considering a composite 
material structured on three layers (platinum + sample + platinum) is used by the device to 
calculate the thermal diffusivity [160]. The platinum holder was filled with a sample of 
approximately 92 mg. Two portions of each salt or nanofluid were analysed in the LFA. Each of 
these portions were analysed at 256 ºC (solid) and 326 ºC (liquid) twice. Then, all these data were 
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used to calculate the mean thermal diffusivity and its Standard Deviation (SD), as well as the 
thermal conductivity results. 
Figure 6-2. Platinum holder (pan and lid) used to contain the salt, empty (left) and coated before the analysis (right). 
6.2.2.3.6 Microstructure 
The physical distribution of the nanoparticles in the matrix of Sodium Nitrate was evaluated in 
the solid samples by using a Field Emission Scanning Electron Microscope (FESEM LEO 440i, 
Leica-Zeiss). The specimen preparation involves placing the solid sample on a microscopy slide 
covered with a graphite layer prior to their characterization. Secondary Electrons (SE) images 
were useful on giving quantitative information of the nanoparticle and agglomerates sizes. The 
Energy-dispersive X-ray spectroscopy (EDX) was used to know the atomic composition in certain 
areas of the pictures. 
6.2.3 Simulation study 
A numerical study about variations of thermo-physical properties of Sodium Nitrate doped with 
ANPs was performed. In particular, we focus on numerical investigation of the melting and 
solidification of Sodium Nitrate-based NePCMs with three different concentrations of ANPs (0.5, 
1 or 1.5 wt%) which are heated or cooled from one side of a square enclosure of dimensions of 1 
cm × 1 cm. The integrated simulation system ANSYS Workbench 15.0 for the numerical study 
was used including mesh generation tool ICEM and FLUENT software. In FLUENT, the melting 
and solidification model with Volume of Fluid (VOF) that includes the physical model to disperse 
the ANPs in the Sodium Nitrate and their interactions is applied. During melting and solidification 
processes, the enhancement of the heat transfer is considered. With this aim, the thermophysical 
properties of both starting materials (Sodium Nitrate and ANPs) were required as inputs. The 
values (Table 6-2) were obtained both from existing literature and our experimental results. 
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Table 6-2. Thermophysical properties of Sodium Nitrate from existing literature or experimentally measured. 
Property Sodium Nitrate Ref ANPs Ref 
Density (kg·m-3) 2320 – 0.715·T(K) [203] 3980 [212] 
Specific heat (kJ·kg-1K-1) 2.431 (256 ºC)* 1.195 (196 ºC)* 
1.776 (326 ºC)* 1.237 (296 ºC)* 
1.471 (396 ºC)* 
Conductivity (W·m-1·K-1) 0.570 (250 ºC, solid) [213] 26.4 (127 ºC) [214] 
0.514 (306 ºC, liquid) [215] 20.2 (227 ºC) 
15.8 (327 ºC) 
12.6 (427 ºC) 
Viscosity (mPa·s, cp) 0.1041·e(1.63·10-4/(8.314·T)) [203] 
Latent heat of fusion (kJ·kg-1) 180* 
Melting temperature (ºC) 308 [33] 
* Experimental measurements (The data for Sodium Nitrate are those of the ASS).
The square enclosure contains Sodium Nitrate or Sodium Nitrate with different concentrations 
(0.5, 1 or 1.5 wt%) of ANPs. For the charging process, the Sodium Nitrate (or the NePCM) is at 
an initial temperature of 298 ºC, two wall sides are at a constant temperature of 318 ºC and the 
other two walls are adiabatic. For the discharging process, the Sodium Nitrate (or the NePCM) is 
at an initial temperature of 318 ºC, two wall sides are at a constant temperature of 298 ºC and the 
other two walls are adiabatic. 
Assumptions made: 
- The flow is Newtonian, incompressible and laminar. 
- The viscous dissipations are negligible. 
- The physical properties of PCM are temperature-dependent. 
- Heat transfer is both conduction and convection controlled. 
- The volume variation resulting from the phase change is neglected. 
- 2D model is used, neglecting 3D convection. With this hypothesis, the results may be 
considered almost real because the 3D convection duration is very short compared with the 
whole melting process. 
Storage System: Fluid flow, heat transfer and phase change of the Sodium Nitrate and the 
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Where P is the static pressure,   is the stress tensor, and g  and F  are the gravitational body 












where H is the enthalpy, T is the temperature, ρ is density, K is the thermal conductivity, U  is 
the velocity and S is volumetric heat source term and is equal to zero in the present study. 
The total enthalpy H of the Sodium Nitrate or the NePCMs is computed as the sum of the sensible 
enthalpy, h and the latent heat, ΔH. The latent heat content, in terms of the latent heat of the 
NePCM, L is: 
LH   Eq. 6-6 
Where β is liquid fraction and is defined as: 
0     If  
solidTT 








 If  liquidsolid TTT  Eq. 6-7 
The solution for temperature is essentially an iteration between the energy Eq. 6-5 and the liquid 
fraction Eq. 6-7. The enthalpy-porosity technique treats the mushy region (partially solidified 
region) as a porous medium. The porosity in each cell is set equal to the liquid fraction in that 
cell. In the fully solidified region, the difference in the solidus and liquid temperatures defines the 
transition from the solid to liquid phases during the melting of the Sodium Nitrate or the NePCMs. 
The density, specific heat capacity and latent heat of the Sodium Nitrate or the NePCMs are 
defined as follows [219]: 
pcmnpnpcm  )1(  Eq. 6-8 
















 Eq. 6-10 
Where φ is volumetric fraction of nanoparticle. The dynamic viscosity and thermal conductivity 




 enpcm  Eq. 6-11 
Thermophysical Properties: The effective thermal conductivity of the NePCMs, which includes 
the effects of particle size, particle volume fraction and temperature dependence as well as 























 Eq. 6-12 
where B is the Boltzmann constant = 1.381×10−23 J/K and 
07304.1)100(4407.8  k Eq. 6-13 
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refT
T
Tf  Eq. 6-14 
Where refT  is the reference temperature. The first part of Eq. 6-12 is obtained directly from the
Maxwell model while the second part accounts for Brownian motion, which causes the 
temperature dependence of the effective thermal conductivity. Note that there is a correction 
factor   in the Brownian motion term, since there should be no Brownian motion in the solid 
phase. Its value is defined as the same as for liquid fraction, β in Eq. 6-7. 
For the numerical study, the integrated simulation system ANSYS Workbench 15.0 is used. The 
platform includes mesh generation tool ICEM and FLUENT software. In order to reduce the 
computational time, first, a fine structured mesh near the boundary layer and an increasingly 
coarser mesh in the rest of the domain is generated, and then the mesh is exported into FLUENT 
for solving the governing equations. To investigate both about dispersed nanoparticles in the PCM 
that about their interactions, in FLUENT, the melting model together to Volume Of Fluid (VOF) 




this technique, the melt interface is not tracked explicitly. The liquid fraction indicating the 
fraction of the cell volume that is in liquid form is computed at each iteration, based on an enthalpy 
balance. The mushy zone is the region where the porosity increases from 0 to 1 as the PCM melts. 
To account for temperature dependence, the input parameters of Sodium Nitrate and of ANPs 
were defined using different user- defined functions (UDF) written in C++ language. The 
PRESSURE BASED method with the FIRST ORDER UPWIND differencing scheme are used 
for solving the momentum and energy equations, whereas the PRESTO scheme is adopted for the 
pressure correction. The under-relaxation factors for the velocity components, pressure correction 
and thermal energy are 0.5, 0.3 and 1 respectively. Grid dependence test showed that the 
maximum difference of the PCM temperature at an identical time is within 0.01% between using 
4000 cells and 4800 cells with a time step of 0.1 s. After mesh independence study, considering 
both accuracy and computing time, 4400 cells with a time step of 0.1 s are used in the 
computations. 
 
6.2.4 Experimental results 
6.2.4.1 Nanoparticle size distribution 
The size distributions of the eighteen NePCMs analysed in this study are gathered in the Figure 
6-3. The mode of each distribution is pointed out over each curve. In view of these distributions, 
most of them are in the nanometric range (<100 nm) or very near from it. This fact is indicative 
that little agglomeration took place during the synthesis procedure. The maintaining of small sizes 
may favour the heat transfer improvement since a higher surface of the nanoparticles is free to 
interact with the salt ions, as theorized by Shin and Banerjee [63]. 
This available surface of the nanoparticles has been computed from the distributions (Eq. 6-1) 
and the results are showed in the Table 6-3. The available surface in the NePCMs based on ASN 
and RSN increases directly with the amount of nanoparticles, for both nanoparticles (ANPs and 
SiNPs). On the contrary, those based on ISN and ANPs have the opposite behaviour. Finally, the 
NePCMs of ISN and SiNPs have a maximum value at 1 wt% of nanoparticle concentration. The 
differences between the ISN-based NePCMs and the others could be attributable to a higher 
nanoparticle agglomeration in these materials caused by the impurities of the base salt. 




Figure 6-3. Nanoparticle size distributions of the NePCMs synthetized with the three Sodium Nitrates. The mode of 




















































































































































































Table 6-3. Avalaible surface of nanoparticles for each of the NePCMs calculated with the Eq. 6-1 
 Available surface of nanoparticles, Sa (m2·g-1) 
 ANPs SiNPs 
 0.5 wt% 1 wt% 1.5 wt% 0.5 wt% 1 wt% 1.5 wt% 
ASN 0.116 0.226 0.492 0.049 0.072 0.133 
RSN 0.027 0.051 0.263 0.052 0.201 0.291 
ISN 0.224 0.211 0.174 0.129 0.379 0.310 
 
6.2.4.2 Thermogravimetric analysis 
The weight loss of the two NePCMs ISN1A and ISN1Si with the thermal program described in 
the method section is showed in the Figure 6-4. First important issue to be noticed is that both 
samples have little weight losses after the thermal treatment (1.62% for ISN1A and 0.65% for 
ISN1Si). It means that, in principle, the addition of nanoparticles to the ISN does not affect their 
performance under thermal cycling. It may be interesting to perform an extended durability test 
with a high number of thermal cycles to confirm this behaviour. In the other hand, the higher 
weight loss of the NePCM containing ANPs is explained by the change of this nanoparticle with 
the temperature. The ANPs are constituted by the boehmite, a precursor of the γ-Al2O3. According 
to our self-measurements [127], the desorption of intralaminar water located between the 
nanoparticles starts at temperatures higher than 300 ºC. Following this process, the boehmite starts 
the transformation in γ-Al2O3. 
There are several researches which evaluates the thermal stability of NePCMs based on inorganic 
salts [32,64,89,113]. However, the test results are measuring the change of the specific heat before 
and after the thermal cycling, not the weight loss. This makes impossible to compare our results 
with those of the literature. 
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6.2.4.3 Specific heat 
In the Figure 6-5, the specific heat results in the solid (256 ºC) and the liquid phase (326 ºC) are 
depicted. First, the results of the pure Sodium Nitrate salts (ASN, RSN and ISN) are in agreement 
with the published ones [33] (1.7 kJ·kg-1·K-1 as average value at 326 ºC). The higher cp in the 
solid state is due to the proximity of the melting point. 
Regarding the NePCMs, there are different trends depending on their base salt. Those containing 
ASN show a reduction of the specific heat linked to the nanoparticle concentration. This 
decrement is higher in the NePCMs containing ANPs. This behaviour could be attributable to a 
higher agglomeration tendency of these nanoparticles compared to that of the SiNPs, mainly due 
to their shape and higher density difference with the molten Sodium Nitrate (3,950 kg·m-3 of the 
ANPs [200], 2,650 kg·m-3 of the SiNPs [200] vs. 1,980 kg·m-3 of the liquid salt [201]). The 
sedimentation rate may be faster for the ANPs than the SiNPs. Lower enhancements of specific 
heat were obtained with RSN-based NePCMs, with ANPs compared with those containing SiNPs. 
The materials containing ISN and ANPs obtained small enhancements of the specific heat, while 
those with SiNPs had lower values than the base salt. 
The specific heat of Sodium Nitrate-based NePCMs is not appearing in the scientific literature, 
which makes infeasible the comparison of our experimental results. The specific heat of similar 
mixtures such as those based on Solar Salt (60 wt% NaNO3 – 40 wt% KNO3) [31,35–37,115] or 
KNO3 [37,39] revealed inconsistencies between them due to divergences on the synthesis method, 
materials or the analytical procedure. There is not a complete agreement on the effect of the 
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Figure 6-5. Specific heat of the Sodium Nitrate salts (ASN, RSN and ISN) and their nanofluids measured in the solid 
(256 ºC) and the liquid state (326 ºC). 
6.2.4.4 Latent heat and phase change temperature 
The latent heat of fusion and crystallization of the Sodium Nitrate and the NePCMs are gathered 
in Table 6-4. The first issue to be noticed is the difference of the latent heat (fusion or 
crystallization) between the three Sodium Nitrates without nanoparticles. The ASN has the 
highest values of latent heat in agreement with the literature (178 kJ·kg-1 [33]), followed by the 
RSN (with 18 kJ·kg-1 less) and finally the ISN, diminished by 55 kJ·kg-1 compared to the ASN. 
These differences are due to the internal crystalline structure of the salts. The RSS and ISS contain 
impurities which impede the existence of a high-ordered structure as shown by the ASS. 
Regarding the latent heat of the NePCMs, two trends are easily identified. On one side, the 
addition of nanoparticles to the ASS is lowering the value of this property in a direct relation with 
the percentage of nanoparticles. This observation is valid for the two nanoparticles (ANPs and 
SiNPs) and both the fusion and solidification processes. The reason of this reduction may be the 
disordered caused by the introduction of the nanoparticles into the well-defined crystal structure 
of the ASS. More in detail, it is seen that the decrease is depending on the nanoparticle, with 
higher decrements of the SiNPs. This observation is related to the nanoparticle shape and density. 
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kg·m-3) may be easily agglomerated and settled down at the bottom of the crucible from the first 
heating ramp. In comparison, some of the SiNPs may be less agglomerated and remain dispersed 
into the molten salt due to their rounded shape (see Figure 6-1) and similar density to the molten 
salt (2,650 kg·m-3 vs. 1,980 kg·m-3). Thus, more SiNPs than ANPs may be embedded into the 
ASN, creating a higher entropy in its ordered structure. Concerning the NePCMs based on RSN 
and ISS, their latent heat (fusion or solidification) does not change with the addition of the 
nanoparticles and is independent of their concentration. This is related to the presence of 
impurities on the base salts, which generates entropy into their crystalline structure during the 
solidification process. Thus, the phase change process is not affected by the introduction of new 
additives in low quantities, such as the nanoparticles. 
Table 6-4. Latent heat of fusion and crystallization of the ASN, RSN, ISN and the NePCMs synthetized from them. 
The variation of the results compared with the initial Sodium Nitrates is included. 
  ANPs SiNPs 
  Fusion Crystallization Fusion Crystallization 





0 180.53 ± 1.15 --- 181.43 ± 1.15 --- 180.53 ± 1.15 --- 181.43 ± 1.15 --- 
0.5 178.57 ± 0.23 -1.09 179.00 ± 0.46 -1.34 176.73 ± 1.39 -2.10 177.40 ± 1.31 -2.22 
1 176.84 ± 0.52 -2.04 177.58 ± 0.74 -2.13 172.73 ± 2.10 -4.32 173.57 ± 1.75 -4.34 





0 161.65 ± 3.04 --- 163.20 ± 0.85 --- 161.65 ± 3.04 --- 163.20 ± 0.85 --- 
0.5 165.03 ± 0.98 2.09 165.77 ± 1.68 1.57 162.87 ± 0.45 0.75 165.30 ± 0.85 1.29 
1 163.17 ± 0.64 0.94 164.27 ± 0.46 0.65 162.80 ± 0.72 0.71 164.63 ± 0.90 0.88 




0 124.67 ± 3.06 --- 126.37 ± 3.27 --- 124.67 ± 3.06 --- 126.37 ± 3.27 --- 
0.5 125.23 ± 1.42 0.45 128.30 ± 1.56 1.53 132.90 ± 3.41 6.60 131.37 ± 0.93 0.93 
1 125.47 ± 0.61 0.64 128.47 ± 1.16 1.66 130.13 ± 1.72 4.39 128.20 ± 1.13 1.13 
1.5 124.87 ± 1.36 0.16 125.20 ± 2.08 -0.92 128.90 ± 0.78 3.40 126.23 ± 1.86 1.86 
 
The fusion and crystallization temperatures were also analysed (Table 6-5). For the raw salts, the 
phase change temperature is reduced in the order ASN>RSN>ISN by the higher entropy into the 
crystalline structure, as detailed before. However, in opposition to the latent heat results, the phase 
change temperature is not particularly affected by the introduction of nanoparticles. In general, it 
can be seen a decrease in the ASN-based NePCMs and a tiny increment in the RSS- and ISN-
based NePCMs. It is worth mentioning the subcooling observed both for the initial salts and the 





Table 6-5. Temperatures of the fusion and crystallization processes of the ASN, RSN, ISN and the NePCMs 
synthetized from them. The variation of the results compared with the initial Sodium Nitrates is included. 
  ANPs SiNPs 
  Fusion Crystallization Fusion Crystallization 





0 310.98 ± 1.03 --- 300.79 ± 0.42 --- 310.98 ± 1.03 --- 300.79 ± 0.42 --- 
0.5 309.84 ± 0.11 -0.37 300.64 ± 0.17 -0.05 310.13 ± 0.39 -0.27 300.52 ± 0.18 -0.09 
1 310.48 ± 0.25 -0.26 300.53 ± 0.05 -0.04 309.35 ± 0.46 -0.52 300.48 ± 0.04 -0.10 





0 307.07 ± 0.00 --- 296.28 ± 0.35 --- 307.07 ± 0.00 --- 296.28 ± 0.35 --- 
0.5 309.98 ± 2.82 0.95 297.62 ± 0.19 0.45 309.45 ± 1.06 0.78 298.03 ± 1.45 0.59 
1 309.15 ± 1.17 0.68 298.34 ± 0.15 0.70 309.17 ± 1.46 0.68 298.35 ± 0.74 0.70 




0 300.01 ± 0.27 --- 292.19 ± 0.81 --- 300.01 ± 0.27 --- 292.19 ± 0.81 --- 
0.5 297.84 ± 4.64 -0.72 292.60 ± 0.38 0.14 300.79 ± 0.20 0.26 292.84 ± 0.06 0.22 
1 300.35 ± 0.17 0.11 292.65 ± 0.21 0.16 300.51 ± 0.10 0.17 292.06 ± 1.19 -0.04 
1.5 300.44 ± 0.18 0.14 292.77 ± 0.09 0.20 300.51 ± 0.11 0.17 292.69 ± 0.36 0.17 
The onset temperatures of fusion are gathered in the Table 6-6. This variable determines the 
starting point of the fusion process. The results depend on the purity degree of the base salt, as 
seen in the previous analysis. In this sense, the onset temperature experiences a little reduction 
with the increasing amount of nanoparticles in the ASN-based NePCMs. The results are very 
similar for the RSN and its NePCMs and an increase of this property is seen in the materials which 
have the ISN as the base salt. It is though that these differences are related to the entropy of the 
internal structure of the base salt in the same line as detailed before.  
In the literature there is not any study of the phase change properties of NePCMs with SN as the 
base salt. However, we can compare our results (only those based on ASN) with other very similar 
NePCMs based on Solar Salt [31,35–37,115] or KNO3 [37,39]. In the same trend of our results, 
the latent heat was found to decrease proportionally to the nanoparticle content [31,35,115]. Other 
researchers found an increase at certain percentages of addition [36,37,39]. These authors suggest 
that the nanoparticle agglomerates may have solid salt entrapped which require more energy to 
be melted, causing an increase of the latent heat. On the other hand, these studies did not found 
any change on the melting temperature with the addition of the nanoparticles and all of them 
reported a decrease of the onset temperature. This latter trend is coincident with our result of the 
NePCMs based on ASN, which is logical since any of the examined publications use salts of 
analytical quality. 
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Table 6-6. Onset temperatures of fusion of the ASN, RSN, ISN and the NePCMs synthetized from them. The 
variation of the results compared with the initial Sodium Nitrates is included. 
  ANPs SiNPs 





0 305.75 ± 0.03 --- 305.75 ± 0.03 --- 
0.5 305.45 ± 0.10 -0.10 305.45 ± 0.25 -0.10 
1 305.40 ± 0.07 -0.11 305.38 ± 0.06 -0.12 





0 301.62 ± 0.00 --- 301.62 ± 0.00 --- 
0.5 301.73 ± 0.45 0.04 --- --- 
1 --- --- 301.55 ± 0.58 -0.02 




0 289.76 ± 0.66 --- 289.76 ± 0.66 --- 
0.5 290.07 ± 0.31 0.11 290.48 ± 0.16 0.25 
1 289.74 ± 0.33 -0.01 290.02 ± 0.42 0.09 
1.5 289.97 ± 0.25 0.07 290.13 ± 0.13 0.13 
6.2.4.5 Thermal conductivity 
The thermal diffusivity and the thermal conductivity of the ASN and the NePCM ASN1A were 
analysed by the LFA method. The results and the increments compared to the base salt ASN are 
gathered in the Table 6-7, as well as those of the specific heat. The densities of the ASN were 
calculated at each temperature according to the expression proposed by Janz et al. [201]. The 
densities of the ASN1A take into account the value of 3,950 kg·m-3 for the ANPs [200]. 
First, the thermal diffusivity results of the ASN without ANPs are a bit low in comparison to those 
of the literature (0.15 mm2·s-1 at 256 ºC and 0.17 mm2·s-1 at 326 ºC) [33]. Consequently, the 
thermal conductivity results are also below those published. This discrepancy could be due to the 
different crystal structure of the analysed Sodium Nitrate [33]. 
Regarding the data obtained for the ASN1A, both the thermal diffusivity and the thermal 
conductivity were highly enhanced by the addition of ANPs to the base salt. This increment of 
the conductivity could be related by the great thermal conductivity of the boehmite (30 W·m-1·K-
1 [220]) in comparison to that of the Sodium Nitrate (0.5 W·m-1·K-1 [33]).  
The scarce information in the literature of NePCMs about this phenomena, makes difficult the 
direct comparison of our results with other researches. Some researchers have studied the thermal 
conductivity of different pairs of salt and nanoparticles, and their results were controversial. Silica 
nanoparticles added to an eutectic mixture of carbonates gave enhancements around 40% [30,102] 
in the solid state. However, the doping of Solar Salt with these nanoparticles obtained decrements 




Table 6-7. Thermal diffusivity, specific heat and thermal conductivity of the ASN and the nanofluid ASN1A in the 
solid (256 ºC) and the liquid state (326 ºC). 
  Thermal diffusivity Specific heat Density Thermal conductivity 
  α, mm2·s-1 ∆α, % cp, kJ·kg-1·K-1 ∆cp, % ρ, kg·m-3 k, W·m-1·K-1 ∆k, % 
256 ºC 
(solid) 
ASN 0.089 ± 0.001 --- 2.431 ± 0.034 --- 2.257 0.490 ± 0.035 --- 
ASN1A 0.169 ± 0.003 89.08 2.365 ± 0.016 -2.69 2.274 0.969 ± 0.019 97.78 
326 ºC 
(liquid) 
ASN 0.096 ± 0.004 --- 1.776 ± 0.043 --- 1.892 0.321 ± 0.047 --- 
ASN1A 0.195 ± 0.004 104.45 1.755 ± 0.020 -1.18 1.912 0.719 ± 0.024 124.01 
6.2.4.6 Microstructure 
The study of the microstructure of the NePCMs was done over a sample of ISN1A. In the Figure 
6-6, several SEM images of this nanostructured material can be observed with different grades of 
magnification. In these images, the matrix of Sodium Nitrate is seen as a continuous surface (in 
dark grey) covered with rounded-shape particles (in bright grey). These particles could be either 
the ANPs or the impurities which are present in the ISN salt (chlorides, phosphates, sulphates, 
calcium, magnesium…). 
The compositional analysis of the samples was done over the images appearing in the Figure 6-7, 
by using the EDX over several points. The results are gathered in the tables attached to the Figure 
6-7. The most abundant elements are nitrogen, sodium and oxygen, as they are composing the 
Sodium Nitrate. In addition, the aluminium is appearing in considerable amounts when the ANPs 
are present in the analysed region (points 1 and 4 of the Figure 6-7A and 1 and 3 of the Figure 
6-7B). From these images, it is seen that the agglomerates of the ANPs are of a few microns in 
size (1-3 µm). Other elements such as magnesium, chlorine and potassium are found incidentally 
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Figure 6-6. SEM images of a NePCM of ISN with 1 wt% of ANPs. The images A. B and D were done under Back-
Scattered Electrons (BSE) with 2,500x (A), 5,000x (B) and 5,000x (D) od magnification. The image C was done 
under Secondary Electrons (SE) with 15,000x of magnification. 
Figure 6-7. SEM images of a ISN1A nanofluid including the area where the EDX analysis have been performed. 
Amount, % wt. 
Element 1 2 3 4 
O 61.25 21.24  58.77 
N 18.45 43.01 25.81 16.53 
Na 16.57 35.75 74.19 17.51 
K 1.10 1.40 
Al 2.63 5.26 
Mg 0.66 
Cl 0.86 
Total 100 100 100 100 
Amount, % wt. 
Element 1 2 3 
O 40.11 25.81 37.13 
N 
Na 21.08 74.19 34.69 
K 
Al 31.25 28.18 
Mg 7.56 
Cl 
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6.2.5 Simulation results 
Transient two-dimensional numerical simulations were implemented for Sodium Nitrate and 
Sodium Nitrate-based NePCMs with 0.5%, 1% and 1.5% by mass of ANPs, during charging and 
discharging processes. The aim was examining the influence of the addition of ANPs suspended 
in the Sodium Nitrate in relation to the thermo-physical properties and the heat transfer rate. In 
addition, limitations and advantages of the addition of ANPs were analysed considering the 
numerical results. 
6.2.5.1 Thermophysical Properties 
This section is analysing the thermophysical properties of the Sodium Nitrate and the NePCMs. 
Essentially, the Figure 6-8 shows the thermal conductivity and the dynamic viscosity of the 
Sodium Nitrate (SN) and its NePCMs doped with 0.5%, 1% and 1.5% by mass of ANPs, are 
plotted as a function of the temperature and the nanoparticle mass concentration. The Figure 6-9 
gathers the specific heat and the latent heat of the Sodium Nitrate (SN) and the NePCMs. 
Figure 6-8. Thermal conductivity (Left) and dynamic viscosity (Right) of Sodium Nitrate-based NePCMs doped with 
ANPs (0.5, 1 or 1.5 wt%) 
As it can be seen in Figure 6-8 left, the thermal conductivity of Sodium Nitrate doped with ANPs 
is higher than the base salt Sodium Nitrate. The higher the concentration of ANPs is, the higher 
increment of thermal conductivity. Hence, the NePCMs have higher heat transfer rate compared 
to the same mass of Sodium Nitrate. Nonetheless, the viscosity of Sodium Nitrate-based NePCMs 
increases with the mass concentration of ANPs, as shown in Figure 6-8 right. On one hand, the 
addition of ANPs to the Sodium Nitrate will lead to higher heat transfer rates and lower charging 
and discharging cycles. On the other hand, the higher dynamic viscosities for the ANPs-doped 
nanofluids will affect negatively to the heat transmission by convection. These two effects will 
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Figure 6-9. Left: Specific heat of Sodium Nitrate and its NePCMs vs concentration of ANPs and temperature. Right: 
Latent heat of Sodium Nitrate and its NePCMs vs concentration of ANPs. 
The specific heat of Sodium Nitrate-based NePCMs is expected to decrease with the concentration 
of ANPs as predicted in CFD simulations (Figure 6-9). The differences are more notable at 
temperatures below the melting point (308 ºC). An important decrease of the ∆Hf that reached 
13.9% for the higher concentration of ANPs (1.5 wt%) was predicted. Several reasons could be 
behind this decrease. The first one is the lower specific heat of the ANPs compared to the Sodium 
Nitrate (1.2 kJ·kg-1·K-1 vs. 2.4 kJ·kg-1·K-1 at 256 ºC and 1.5 kJ·kg-1·K-1 vs. 1.8 at 326 ºC). 
Consequently, the overall thermal absorbance of the NePCM will decrease with increasing mass 
fraction of ANPs which in turn decreases the latent heat of fusion of NePCMs. The second 
parameter is that the high thermal conductivity of ANPs should be quite enough to increase the 
thermal conductivity of NePCMs, enhancing the heat transfer characteristics of the Sodium 
Nitrate and accelerating the energy storage and release at a faster rate. 
6.2.5.2 Heat transfer rate 
Figure 6-10 shows time evolution of charging (326 ºC) and discharging (256 ºC) of the Sodium 
Nitrate (SN) and its NePCMs doped with ANPs at different concentrations (0.5, 1 or 1.5 wt%). 
These temperatures were approximately 20 ºC over the melting temperature and 50 ºC below the 
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Figure 6-10. Time evolution of charging (326 ºC) (Left) and discharging (256 ºC) (Right) of Sodium Nitrate and its 
NePCMs doped with ANPs at different concentrations (0.5, 1 or 1.5 wt%). 
The charging and discharging cycles are slightly shortened with the addition of ANPs (Figure 
6-10). This is mainly due to the enhancement of the thermal conductivity with the presence of 
ANPs (Figure 6-8, left), despite of the lower convection heat transfer due to the higher dynamic 
viscosities (Figure 6-8 right) for NePCMs. Discharging cycles are normally longer than charging 
ones because of the formation of a solid layer of lower conductivity that becomes a barrier to the 
heat conduction. It is thought that these small improvements of the heat transfer performance 
could be considerably increased if higher volumes of NePCMs would be used in the simulation 
(now the domain is 1 cm x 1 cm). 
6.2.6 Comparison of experimental and simulation results 
In this section, the thermophysical properties predicted by the integrated simulation system 
ANSYS Workbench 15.0 were compared with the experimental measurements of ASN and ASN-
based NePCMs. Results are shown in Figure 6-11 (cp measurements) and Figure 6-12 (latent heat 
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Figure 6-11. Comparison between experimental and simulation results. Specific heat of Sodium Nitrate-based 
nanofluids as a function of the concentration (wt%) of ANPs at 256 ºC (Left) and 326 ºC (Right). 
Figure 6-12. Comparison between experimental and simulation results. Left: Latent heat of fusion as a function of the 
concentration of ANPs. Right: thermal conductivity of Sodium Nitrate and a NePCM with 1 wt% of ANPs. 
As it can be seen, the predictions of the specific heat and the latent heat of fusion are in good 
agreement with the experimental results for concentrations of ANPs equal or lower than 1 wt% 
The higher deviations were found in the case of the highest concentration tested (1.5 wt%). 
However, these differences are within the standard deviation of the measurements for the two 
thermophysical properties. The reasons of these major differences are not well known. It is 
possible that other processes like agglomeration and/or sedimentation of the ANPs may take 
place, and these are not considered in modelling. 
Figure 6-11 shows that the specific heat at 256 ºC (solid) and 326 ºC (liquid) of Sodium Nitrate-
based NePCMs doped with ANPs did not vary significantly between 0 and 1 wt% of ANPs. A 
strong decrease was observed when the concentration of ANPs rose from 1 wt% to 1.5 wt% of 
ANPs. The specific heat at 256 ºC decreased a 3.9% by simulation results and 5.2% by 
experimental ones from the NePCMs with 1 wt% to 1.5 wt% of ANPs. At 326 ºC, the decrease 



















































































































In the case of the latent heat of fusion, Figure 6-12 left, it decreased constantly within the whole 
range of concentration of ANPs studied. In the simulation results, the rate of decrease was lineal 
and between 1.3% and 1.5% when the content of ANPs was increased by 0.5 wt%. However, the 
experimental results showed an unexpected increase from 0.5 wt% to 1 wt% of ANPs. 
Finally, the comparison of the thermal conductivity (Figure 6-12 right), led to interesting 
observations. Both in the solid and the liquid state, the predicted value for the Sodium Nitrate was 
higher than that which was experimentally measured. This is not surprising, considering that our 
experimental results were low compared to those published by other researchers. However, this 
thermal conductivity had a huge increase with the addition of 1 wt% of ANPs to the Sodium 
Nitrate (98% in solid and 124% in liquid). In comparison, the enhancement was minimal when 
predicted by the simulation programs (around 13%). This difference could mean that other factors 
than those considered in the simulations are implied on the rise of the thermal conductivity, such 
as the surface interactions of the Sodium Nitrate ions with the ANPs. 
6.2.7 Conclusions 
This study has performed a global analysis of the thermal properties of Sodium Nitrate-based 
NePCMs. The research has obtained both experimental and simulation results, which has been 
then compared. 
Regarding the empirical analysis, several factors affecting the thermal properties have been 
considered: nanoparticle concentration (0.5, 1 and 1.5 wt%), nanoparticle shape and material 
(ANPs or SiNPs) and the purity of the Sodium Nitrate (analytical, refined or industrial). By 
combining these factors, 18 NePCMs have been synthetized. 
The size distribution demonstrated that most of the nanoparticles maintain their nanometric size 
(≤100 mm) after the synthesis procedure. The surface of the nanoparticles available to interact 
with the Sodium Nitrate is of high importance on their thermal properties. This surface is 
increasing with the nanoparticles concentration in the NePCMs based on ASN and RSN but not 
in those containing ISN. 
The thermal stability of the Sodium Nitrate is scarcely influenced by the addition of nanoparticles 
at the working temperatures of these materials. The presence of ANPs generates larger mass losses 
in the NePCMs due to its loss of interlaminar water and its conversion into γ-Al2O3. 
The specific heat of the NePCMs followed different trends depending on the purity of the Sodium 
Nitrate. In this way, those based on ASN showed decrements of this property with the addition of 
nanoparticles, while increments were shown if the RSN was used as the base salt. The specific 
heat of the NePCMs containing ISN and ANPs was increased, while the contrary occurred with 
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the addition of SiNPs. 
A decrement on the latent heat of fusion and crystallization was observed for the NePCMs based 
on ASN, while this property remained unchanged or with tiny increments if the Sodium Nitrate 
was RSN or ISN. The phase change temperatures (of fusion or solidification) of the Sodium 
Nitrate were not affected by the presence of the nanoparticles in no case. Subcooling around 10 
ºC was observed both for the Sodium Nitrate and the NePCMs. The onset temperature of fusion 
followed the same trend of the latent heat. 
The thermal conductivity of a NePCM of ASN and 1 wt% of ANPs was sensibly increased 
compared to the initial Sodium Nitrate, both in the solid and the liquid state.  
The study of the microstructure of a NePCM composed of ISN and 1 wt% of ANPs revealed that 
the nanoparticles are agglomerated in clusters of about 1 to 3 µm in size. The compositional 
analysis of the images confirmed the presence of ANPs as well as some impurities coming from 
the ISN, such as potassium, magnesium and chlorides. 
The simulation results were performed by considering the Sodium Nitrate with addition of 0.5, 1 
and 1.5 wt% of ANPs. About the thermophysical properties, the simulation predicted a direct 
correlation between the increase on the thermal conductivity and dynamic viscosity and a higher 
amount of ANPs. However, the specific heat and the latent heat of fusion followed the inverse 
trend. The heat transfer rate was improved with the addition of the ANPs and the charging and 
discharging cycles were slightly shortened. 
In the final section, the experimental and simulation results were compared. The predicted and 
measured specific heat seem to be comparable both in the solid and the liquid state. The latent 
heat followed the same lineal decrement with the increasing amount of ANPs, with the exception 
of the NePCM containing 1 wt%. The experimental enhancement of the thermal conductivity of 
the NePCM with 1 wt% of ANPs was much higher than the value predicted by the simulations. 
It may be interesting to perform a deeper research on the thermal cycling, thermal conductivity 
and simulations on these materials. In general, the results obtained with this study are promising 
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7 STABILITY OF SOLAR SALT-BASED NANOFLUIDS IN THE LONG TERM 
7.1 INTRODUCTION 
This Chapter deals with one of the main challenges of the MSBNFs: the stability of the 
nanoparticles in the molten salt in the long term. This is essential to maintain the extraordinary 
thermal properties showed by these materials. Despite its importance, there are not references in 
the literature considering this topic. With the aim of contributing to the knowledge of this issue, 
some preliminary results are presented in this Chapter. 
7.2 JOURNAL CONTRIBUTION 7: STABILITY OF CERAMIC NANOPARTICLES IN 
MOLTEN SOLAR SALT: THE KEY FOR THE INDUSTRIAL APPLICATION OF HIGH 
TEMPERATURE NANOFLUIDS 
Authors: Belén Muñoz-Sánchez, Javier Nieto-Maestre and Ana García-Romero 
Journal: Solar Energy Materials and Solar Cells (to be submitted) 
Abstract: The stability of nanoparticles in molten salts is essential to assure the excellent thermal properties 
of high temperature nanofluids in the long term. This research experimentally determines the evolution of 
ceramic nanoparticles dispersed in Solar Salt with the time. Six different nanofluids were prepared 
containing Solar Salt as the base material and 1 wt% of silica or alumina nanoparticles. Three different 
purity grades of Solar Salt were used: analytical, refined and industrial grade. These nanofluids were 
maintained in liquid state for 5 hours without any external stimulus. The evolution of their physical aspect, 
the nanoparticle size distribution and their mass concentration was analysed. The nanoparticles present in 
these nanofluids were quickly agglomerated and settled, except for the combination of industrial Solar Salt 
and 1 wt% of silica nanoparticles, which remained stable at least for 24 hours. It is though that some 
impurities from the molten salt are able to create a stable colloid with the silica nanoparticles. The stability 
of nanoparticles in the molten salt is determined by the electrostatic repulsion and Van der Vaals attraction 
forces between different nanoparticles and the interactions between the molten salt ions and the surface of 
the nanoparticles. 
Keywords: Stability · Solar Salt · Nanoparticles · TES · CSP 
 
7.2.1 Introduction 
The research on nanofluids have gained increased attention since their discovery by Choi and 
Eastman [42] two decades ago. These new materials are composed of a fluid where nanometric 
particles (<100 nm) are homogenously dispersed. The main feature of the so-called nanofluids is 
their improved thermal performance in comparison to the base fluid [42,43]. This is an interesting 
feature in many industries, and specifically in the generation of electrical energy by the 






The principle behind this system lies on the capture and concentration of the sun rays, heating a 
carrier fluid in order to produce electricity in a turbine. Thus, this Heat Transfer Fluid (HTF) 
requires excellent thermal properties such as high specific heat and high thermal conductivity. 
Molten nitrate salts are currently playing this role in the CSP plants with power tower technology, 
due to their broader range of working temperatures (250 – 565 ºC), especially when compared to 
the organic thermal oils (250 – 400 ºC) presently employed in the parabolic through systems. 
Nitrates offer low cost, high availability and are harmless to the environment. However, these 
molten nitrates have a reduced thermal specific heat (for example, Solar Salt has 1.5 kJ·kg-1·K-1 
[180]) and thermal conductivity (Solar Salt has 0.5 W·m-1·K-1 [180]). In recent years, many 
authors have demonstrated that the addition of nanoparticles to these salts improves their specific 
heat [31,32,36,61,62,74,112,113]. These new materials are known as Molten Salt-Based 
Nanofluids (MSBNFs) and their research is still on an initial stage. 
Currently, one of the main challenges of these materials is the stability of the nanoparticles in the 
molten salt along the time. Their unique thermal properties are related to the nanometric size of 
the nanoparticles and their homogeneous dispersion in the molten salt. Thus, the stability of the 
nanoparticles is of high importance to ensure that the thermal features of the MSBNFs are 
invariable over time. 
The possible degradation factors of the MSBNFs include the collision between the nanoparticles 
embedded in the molten salt, due to their characteristic Brownian motion. Due to their small size, 
after the impacts the nanoparticles may remain together because of the Van der Waals forces of 
attraction, in the absence of any other repulsive forces [87]. The agglomeration process is also 
favoured by the minimization of the free surface energy of the nanoparticles. When these 
aggregates reach a certain size, they will settle down and the nanoparticles will no longer be 
present in the bulk of the molten salt, except of a negligible quantity.  
The stability of the MSBNFs depends on the characteristics of both, the suspended nanoparticles 
(particle morphology, chemical structure, density) and the molten salt (density, viscosity) as well 
as the relationship between them. The Stokes law (Eq. 7-1) predicts the sedimentation rate of 
spherical particles into a fluid under stationary conditions [32].  
𝑉 =  
2𝑅2
9𝜇
 (𝜌𝑃 −  𝜌𝐿) · 𝑔 Eq. 7-1 
where V is the particle’s sedimentation velocity (m/s); R is the spherical particle’s radius (m); µ 
is the liquid medium viscosity (Pa·s); ρP and ρL are the particle and the liquid medium density 
(kg·m-3), respectively and g is the acceleration of gravity (m/s2).  
 




The interaction forces between the nanoparticles related to their colloidal stability are usually the 
electrostatic repulsion and the van der Waals attraction. In addition, other forces such as hydration 
and steric can also impact on the colloidal stability of the system. The van der Waals forces have 
three components: the attraction of permanent dipoles (Keesom), the attraction between a 
permanent and an induced dipole (Debye) and the force between two particles which are induced 
dipoles (London) [87]. The latest are the forces of attraction which are present on our system of 
nanoparticles and molten salt. 
The colloidal stability of a system is commonly evaluated according to the DVLO theory, which 
is accounting the global energy of interaction between the particles with the electrostatic repulsion 
and the van der Waals forces of attraction [87,221]. Between two particles, there is an energy 
barrier that should be overcome to stick and agglomerate them. The existence of ionic components 
into the fluid screens the electrostatic interactions and weaken this energy barrier. In a molten 
salt, the ionic concentration is so high that this energetic barrier is completely supressed and all 
the collisions between particles lead to their aggregation. These impacts are more frequent with 
increasing temperature of the liquid, because of a rise on the random Brownian motion of the 
particles. 
The DVLO theory does not consider the hydrodynamic effects (hydration and solvation forces), 
which are depending on the medium viscosity [87,221]. The existence of a layer of fluid around 
the particles may delay their agglomeration due to the high difficulty to come into contact. Thus, 
the roughness of the particle is also of high importance on attaching these portions of liquid on 
its interface. These effects have been observed in dispersions of nanoparticles in ionic liquids, 
which possess organic ions of big size capable of effectively surrounding the nanoparticles. 
However, the inorganic ions composing the molten salts are quite small to reach this scenario and 
thus, useless for this objective. It is also unfeasible to gain colloidal stability in this ionic liquid 
media (molten salts) by means of particle functionalization with polymers because of their high 
working temperatures (>300 ºC). 
In summary, controlling the homogeneous dispersion of nanoparticles in molten salt and avoiding 
their agglomeration in this media is a great challenge. 
According to the published literature, the colloidal interactions between (nano)particles 
embedded in an inorganic molten salt has been deeply analysed only by Somani [87]. This author 
performed turbidity measurements on the long term in MSBNFs. The nanofluids employed in this 
study consisted of dispersions of a molten salt with 0.1 wt% of nanoparticles. Sodium nitrate (at 
350 ºC) and a mixture of NaCl-KCl (at 750 ºC) were used as molten salts. Dispersions of silica, 
alumina and titania nanoparticles were produced (Table 7-1). A direct correlation was found 






had a higher agglomeration rate but the formed clusters remained dispersed in the molten sodium 
nitrate. This was due to the small density difference between the nanoparticles and the molten 
salt. This behaviour was not achieved when the other nanoparticles were dispersed in sodium 
nitrate or when the mixture of chlorides was used as the base fluid. 
Table 7-1. Experimental details of the published studies of the stability of MSBNFs and the properties evaluated on 
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Other studies evaluated the long term stability by measuring changes of the nanofluid thermal 
properties [31,32,38,112] (Table 7-1). Mondragon and coworkers [112] evaluated the behaviour 
of a nanofluid composed of Solar Salt and 0.5 wt% of silica nanoparticles at 500 ºC for 12 hours. 
After the test, the specific heat of the fluid on the upper part of the sample was lower than the 
specific heat of the liquid at the bottom area, which remained with the same initial value. The 
authors attributed the decrease of the specific heat to the settling of the nanoparticles. Betts and 
Schuller [32,38] cycled a nanofluid between two temperatures in the liquid state. The specific 
heat of the material was measured in the liquid extracted from three different areas of the container 
(up, middle and bottom). The results indicated that there was not a relevant change in this 
property. An interesting study was carried out by Lasfargues [31] with a nanofluid composed of 
Solar Salt with 0.1 wt% of CuO nanoparticles, at 300 ºC. Under static conditions, the 
nanoparticles settled and the specific heat was significantly reduced after 840 hours. Three 
different strategies were analyzed in order to avoid the settling of the nanoparticles, bubbling, 
forced circulation and mechanical stirring. Mechanical stirring provided a proper nanoparticle 
dispersion and the specific heat remained unchanged along the test time. The other evaluated 




techniques were less effective on retaining the initial thermophysical properties (specific heat, 
melting point and latent heat of fusion). 
Some other additional research works related to the stability of nanofluids have been published, 
mostly performing thermal cycling of the nanofluids between the solid and the liquid state 
[32,64,89,113]. This information, although interesting, has not been included in this analysis 
because is out of the scope of the herein approached research. 
Due to the novelty of the MSBNFs, there are not standard or agreed procedures to evaluate their 
stability in the long term. Thus, the experimental conditions employed on the mentioned studies 
are different from each other and, as a result, it is not possible to establish a direct comparison 
between the obtained results. 
This research aims to contribute in increasing the current knowledge about the stability of 
MSBNFs in the foreseen working conditions. The stability of Solar Salt-based nanofluids has 
been analyzed by measuring nanoparticle size and nanoparticle concentration before and after the 
tests. In addition, a potentially critical variable has been evaluated as well: the salt purity. The 
research published so far has been carried out using salts of analytical grade, which are not used 
in the real CSP plants due to their high cost. Salts containing solid impurities (refined and 
industrial grade) are actually employed in the CSP plants. Performing stability test with these salts 
is of special importance to understand how the impurities could affect the stability of the 
nanoparticles in the real application of the material. It is thought that these impurities may 
interfere the colloidal interactions in a positive manner by generating a “solvation sphere” around 
the nanoparticles and, thus slowing down their agglomeration and clustering rate. 
 
7.2.2 Materials 
To prepare the Solar Salt (60:40 wt% of NaNO3:KNO3), sodium nirate and potassium nitrate were 
acquired in three different levels of purity: the analytical grade (onwards named with the acronym 
ASS) produced with NaNO3 of purity≥ 99.5 wt% and KNO3 of purity ≥ 99.8 wt%, both supplied 
by Labkem; the refined grade (onwards named with the acronym RSS) produced with NaNO3 of 
purity ≥ 99.5 wt% and KNO3 of purity ≥ 99.6 wt%, both supplied by SQM; and the industrial 
grade (onwards named with the acronym ISS) produced with NaNO3 of purity ≥ 98.0 wt% 
supplied by SQM and KNO3 of purity ≥ 95.0 wt% supplied by Haifa Multi-K GG. 
These salts were ground in a mortar, dried in an oven at 100 ºC to remove the moisture and mixed 
in the mentioned proportions. Then, these mixtures were melted in a furnace at 396 ºC for 30 
minutes, cooled down at room temperature until their solidification and finally grounded in a 
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mortar to obtain a fine powder in order to ensure their homogeneity (Figure 7-1). In this way, the 
ASS, RSS and ISS were ready to be further mixed with the nanoparticles. 
Figure 7-1. Visual appearance of the three Solar Salts in the molten state (396 ºC). ASS (left), RSS (middle), ISS 
(right). Solid impurities are clearly seen in RSS and ISS. 
Two types of ceramic NPs were employed, Alumina Nanoparticles (onwards named with the 
acronym ANPs) (Figure 7-2, left) and Silica Nanoparticles (onwards named with the acronym 
SiNPs) (Figure 7-2, right). ANPs were purchased from Kawaken Chemicals as an industrial 
water-based nanofluid, Alumisol-10A, containing fiber-shaped NPs (L=50 nm, ϕ=10 nm) at 10 
wt% according to the manufacturer. A dispersion of colloidal silica at 30 wt%, LUDOX® SM-30, 
from Sigma-Aldrich was used as a source of spherical SiNPs. 
Figure 7-2. TEM images of the ANPs (left) and the SiNPs (right). 
ASS RSS ISS




7.2.3 Synthesis of the nanofluids 
Six nanofluids (Table 7-2) were prepared by dissolving the Solar Salt in water (50:50 by weight) 
and then adding the proper quantity of Alumisol-10A or LUDOX® SM-30 respectively to achieve 
the desired nanoparticle concentration (1 wt%) in the final nanofluid. All the nanofluids contained 
a concentration of 1 wt% of nanoparticles in the final material. The water was then removed by 
heating at 100 ºC in an oven. Finally, the solid material was ground in a mortar and stored in a 
dry place until the stability tests were done. 
Table 7-2. Nomenclature and composition of the nanofluids used in this study. 
 Salt purity Nanoparticles type 
 ASS RSS ISS ANPs SiNPs 
ASS1A X   X  
ASS1Si X    X 
RSS1A  X  X  
RSS1Si  X   X 
ISS1A   X X  
ISS1Si   X  X 
 
7.2.4 Stability tests 
The nanofluids were melted inside a glass flask and maintained in the liquid state (at 396 ºC) in a 
furnace for a certain period to evaluate the stability of the nanoparticles. Pictures of the flasks 
were taken after 0.5 h, 1 h and 5 h to compare the visual appearance of the nanofluids. These 
periods of time were selected based on preliminary experience. In addition to this visual analysis, 
sampling was done at the same periods of time. As illustrated in Figure 7-3, liquids aliquots 
(around 5 mL) were extracted from the middle area of the flask by means of a glass pipette and 
were subsequently dropped onto a glass surface. Once the picture and the sample had been taken, 
the flask was returned into the furnace until the next sampling time. After the test, the samples 
were stored in a dry place for their further characterization (detailed later). 
It is worth mentioning that the sampling should be done in the liquid state. Otherwise, the 
nanoparticles may agglomerate at the bottom during the solidification process, making it 
unfeasible to analyze their properties under real conditions. To determine if this assumption is 
correct, the nanofluid was left at room temperature after finishing the stability test until its 
solidification. Then, the glass flask was broken and a portion from the bottom of the sample 







Four samples were extracted from the middle region of each of the six nanofluids detailed in 
Table 7-2, one sample after each testing period. The non-analytical Solar Salts used in this study 
(RSS and ISS) were also maintained in the molten state for 5 hours to analyze the stability of the 
contained impurities. 
    
 
Figure 7-3. Development of the stability test: schematic representation and picture of the flask containing the 
nanofluid and dropping off the sample in a glass surface (up). Solid sample after the stability test (bottom).  
 
7.2.5 Characterization 
7.2.5.1 Solar Salt impurities 
The main impurities contained in the supplied Solar Salts (RSS and ISS) were analysed and 
quantified, as they may influence the stability of the nanoparticles in the molten salts. The ASS 
was not considered for this analysis since its low content of impurities is outside the detection 
limit of the used techniques. 
Specific analytical methods were carried out depending on the contaminant. Inductively coupled 
plasma optical emission spectrometry (ICP/OES, Thermo ICAP 7400 DUO) was used to 
determine sulphates, phosphates, calcium and magnesium. Ionic chromatography was employed 
to analyse the chlorides. The nitrites were evaluated through the colorimetric method according 
to the standard “4500-NO2 –B: Nitrite by colorimetry. Standard Methods for the Examination of 
Water and Wastewater”. Finally, the hydroxides and carbonates were analysed by titration with 
8.5 cm
2.8 cm
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HCl according to the standard UNE-EN ISO 9963-1:1996 and UNE-EN ISO 9963-2:1996, 
respectively. 
The analysis of impurities was carried out before and after performing the stability tests (5 h in 
the molten state) on the solar salts (not on the nanofluids). The analysis carried out after the 
stability test was done over a little portion recovered from the lower side of the flask. 
7.2.5.2 Nanoparticle size distribution 
The size distribution of the nanoparticles was measured on the extracted aliquots with the aim of 
determining their agglomeration and settling in the long term. The Dynamic Light Scattering 
method (DLS, ZetaSizer Nano ZS, Malvern Instruments, Ltd. Malvern, UK) was employed for 
this purpose. 
7.2.5.3 Nanoparticle concentration 
The quantity of nanoparticles in the aliquots was measured to find out how many of them 
remained dispersed on the nanofluid after a certain period of time. 
With this aim, the amount of aluminium and silicon was determined by ICP-OES (Thermo ICAP 
7400 DUO) in an alkaline digestion. An amount of about 0.1 g of the solid sample was mixed 
with 1 g of lithium metaborate inside a platinum crucible. This mixture was melted in a furnace 
at 950 ºC for 20 minutes. The molten sample was then extracted in a beaker with an aqueous 
solution of HCl. The analysis was performed twice for each sample in order to confirm reliable 
results. 
The mass concentration of Al2O3 and SiO2 were determined from the percentages of Al and Si 
according to the Eq. 7-2 and Eq. 3-3, respectively. 
% 𝐴𝑙2𝑂3 =  
% 𝐴𝑙 · [𝐴𝑙2𝑂3]𝑚𝑤
2 · [𝐴𝑙]𝑎𝑤
Eq. 7-2 
% 𝑆𝑖𝑂2 =  
% 𝑆𝑖 · [𝑆𝑖𝑂2]𝑚𝑤
[𝑆𝑖]𝑎𝑤
Eq. 7-3 







7.2.6 Results and discussion 
7.2.6.1 Solar Salt 
7.2.6.1.1 Visual inspection 
Figure 7-4 shows the pictures of the molten salts RSS and ISS taken during the stability test. The 
salt ASS was not considered in this case due to its stability, as showed in Figure 7-1. As time goes 
by, the impurities of the molten RSS and ISS disappear from the bulk salt and concentrate at the 
lowest part of the flask after 5 h of test. 
RSS ISS 
  
30 min 1 hour 5 hours 30 min 1 hour 5 hours 
      
Figure 7-4. Pictures of the RSS and the ISS during the stability test. Impurities settle down at the bottom of the glass 
flask only after 5 h in the molten state. 
 
7.2.6.1.2 Impurities concentration 
The amount of the impurities found both in the supplied salts RSS and ISS and the samples from 
the bottom of the flask is gathered in Table 7-3. With the aim of comparison, these quantities are 
expressed in percentages and represented on the Figure 7-5. Initially, the main impurities 
contained both in the RSS and the ISS are chlorides and sulphates. Phosphates are more abundant 
in the RSS and the quantity of nitrites is very similar in the two salts. The high amount of chlorides 
in the ISS is the limitation to use this grade of Solar Salt in the current CSP plants, since chlorides 
increase the corrosion rate of the molten salt [222–224]. 
TIME TIME
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After being 5 hours in the molten state, the main impurities found at the bottom of the flask are 
phosphates and magnesium both for the RSS and the ISS. The magnesium is supposed to be 
initially as Mg(NO3)2 and a percentage may precipitate as MgO when heating over 330 ºC, 
according to the following reaction [225]: 
Mg(NO3)2→MgO(s)+ 2NO2(g)+ ½O2(g) 
The specific reactions of other impurities that could be occurring in these molten nitrate salts 
during heating are not described in the literature. However, due to their ionic melt nature there 
will be Lux-Flood acid-base interactions between them [226].  






After 5 hours in the 
molten state 




After 5 hours in the 
molten state 
(Bottom flask sample) 
Chlorides (total), 
ppm 
400 500 2,460 2,300 
PO43-, ppm 230 3,200 40 800 
SO42-, ppm 1,080 1,100 780 1,000 
CO32-, ppm <100 160 290 110 
OH-, ppm <50 707 <50 2,350 
NO2-, ppm 140 94 560 59 
Mg2+, ppm 40 500 277.2 2,300 

































After 5 h molten (Bottom flask)
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Figure 7-5. Percentage of impurities found in the bulk salt and after 5 h on the molten state in the RSS (up) and the 
ISS (down). 
7.2.6.2 Nanofluids stability 
7.2.6.2.1 Visual inspection 
The pictures taken during the stability test are compared in the Figure 7-6. They are classified 
according to the base salt (RSS or ISS) and the nanoparticle added (ANPs or SiNPs). The ANPs 
settle down completely after 5 h in the molten salt. A cloud of impurities (and presumably the 
nanoparticles) is clearly observed at the bottom part of the flask. The nanofluids containing SiNPs 
show two different trends. On one side, the SiNPs are unstable in the RSS, as they sink in the 
molten salt after only 30 minutes of test. On the other side, a stable colloid forms between the 
SiNPs and the molten ISS, which is an encouraging result in comparison to the behaviour of the 
previous nanofluids. In view of this result, this mixture (ISS1Si) was synthetized and tested again 
for a longer time (24 h). Figure 7-7 shows the evolution of this second nanofluid ISS1Si along the 
time. The pictures are very similar to those shown in Figure 7-6 and the colloid of nanoparticles 
and impurities remains very stable after 24 h in the molten state. The pictures of the ISS1Si 
nanofluid are very alike to those presented on the Somani’s doctoral dissertation [87], who studied 

































After 5 h molten (Bottom flask)
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RSS1A ISS1A 
30 min 1 hour 5 hours 30 min 1 hour 5 hours 
RSS1Si ISS1Si 
30 min 1 hour 5 hours 30 min 1 hour 5 hours 
Figure 7-6. Pictures of the RSS and the ISS with ANPs and SINPs during the stability test. 
TIME TIME
TIME TIME
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ISS1Si (2) 
30 min 1 hour 5 hours 24 hours 
Figure 7-7. Second stability test done in the sample ISS1Si. The colloid created between the SiNPs and the impurities 
is still flowing into the molten salt after 24 hours. 
In view of this situation, a new stability experiment was devised and performed to identify which 
of the ISS impurities are the responsible of this colloid stabilization. The influence of two 
impurities were studied: chlorides and calcium. These impurities were selected by two reasons. 
On one side, the amount of chlorides is near three times in the ISS (59 wt%) in comparison to the 
RSS (21 wt%), which led to consider that this impurity may have a high influence on the stability 
of the SiNPs into the ISS. On the other side, other nanofluid of HITEC XL salt with 1 wt% ANPs 
demonstrated high stability (unpublished results). This nitrate salt is a mixture with a high content 
of calcium (15 wt% of NaNO3, 43 wt% of KNO3 and 42 wt% of Ca(NO3)2). 
To perform the test, four nanofluids based on ASS (without impurities) and 1 wt% of SiNPs were 
synthetized as explained in the Section 7.2.3. Increasing amounts of NaCl (as the source of 
chlorides) were included in the composition to have 0, 400, 1000 and 2000 ppm of chloride 
respectively, in order to emulate the concentration encountered on RSS (≈ 400 ppm) and ISS (≈ 
2000 ppm). In addition, Ca(NO3)2·4H2O (as the origin of calcium) was added to a nanofluid of 
ASS and 1 wt% of SiNPs in a proper amount to have 87.8 ppm of Ca2+ (the concentration 
determined in the ISS).  
The pictures taken of these nanofluids along the test time are shown in Figure 7-8. The addition 
of chlorides seems to have no influence on maintaining the colloidal dispersion of SiNPs. All the 
flasks look very similar, with a white cloud at the bottom of the flask after 5 hours of test. The 
TIME




addition of calcium was also ineffective on achieving a homogeneous dispersion of nanoparticles. 
Thus, these impurities are not the responsible of this behaviour and others or a combination 
between them should be tested. 
  ASS1Si + [Cl-], ppm ASS1Si + [Ca2+], ppm 
















7.2.6.2.2 Evolution of the nanoparticle size 
The nanoparticle size distribution determined on all the nanofluid aliquots extracted from the 
stability tests are gathered on Figure 7-9. Different trends can be noticed in these graphs, 
according to the salt purity. 
The ASS-based nanofluids with ANPs or SiNPs (Figure 7-9, up) have similar distributions after 
30 minutes and 1 hour. In the aliquot taken after 5 hours of test, the ANPs are much bigger than 
the SiNPs. This fact may be related to a higher settling of the latter where only isolated small 
SiNPs would be dispersed in the middle of the flask. In both nanofluids, ASS1A and ASS1Si, the 
agglomeration of the nanoparticles is clear during the solidification process (samples called 
“sol”). As detailed in the methodology, these samples were taken from the bottom part of the flask 
after the solidification. 
The nanofluid RSS1A (Figure 7-9, middle, left) shows high agglomeration (mode of 342 nm) 
after 30 min of starting the test. The size of these nanoparticles from the middle of the nanofluid 
is reducing to distributions with a mode of 220 nm (1 h) and 50 nm (5 h), which means that the 
largest agglomerates have settled down, and only a low amount of tiny nanoparticles remained in 
the bulk of the flask. The distribution of the last aliquot “sol” is into the nanometric range and 
very similar to that after 5 hours in the molten state. It is probable that only a tiny number of 
nanoparticles left suspended in the liquid and thus, they remained isolated and the crystallization 
process does not affect their sizes. It is also possible that the existence of a high agglomeration 
made more improbable to select the portion where this big agglomerates are located and led to 
analyse a portion with nanoparticles of small sizes. The nanoparticles on the sample RSS1Si 
(Figure 7-9, middle, right) follows a similar process but high agglomeration is perceived after 1 
h of test. From this moment, these clusters sink into the liquid and the sizes are reduced. 
Figure 7-9, bottom left, shows the evolution of the size distribution of ISS1A with the time. The 
nanoparticle and cluster sizes are growing in direct relation with the test time. This could be 
related to a certain stability of the ANPs into the ISS, due to their shape and stabilized by the 
impurities, despite it is not seen in the visual inspection. After the crystallization, the size 
distribution is smaller, as for the RSS1A. The ISS1Si (Figure 7-9, bottom, right) shows the 
opposite trend, where the sizes are smaller with the time and the crystallization creates big clusters 
of nanoparticles. This fact could be indicative of the agglomeration and settling of the SiNPs, 
remaining the smallest nanoparticles in suspension in the ISS. They should be in the cloud seen 
in the visual inspection (Figure 7-6). 
 




   
   
   
Figure 7-9. Nanoparticle size distribution of the tested nanofluids according to the sampling time. The denomination 
“sol” is related to those samples recovered in the solid state after the test. The mode of each distribution is indicated 
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7.2.6.2.3 Evolution of the nanoparticle concentration 
The Figure 7-10 shows the results of the nanoparticle concentration measured by ICP for the 
aliquots of each of the studied nanofluids. The data missing in this graph are those samples which 
mass percentage of nanoparticles is below the detection limit of the technique and consequently 
cannot be quantified. The data with 0 wt% of nanoparticles are those detected with very low 
amount and in the detection limit. 
The ANPs reduce very fast their concentration in the core of the molten salt. The measured 
concentrations in the nanofluids RSS1A and ISS1A are very low and in the detection limit of the 
technique only after 1 hour. It seems that at least a little amount of the ANPs in the nanofluid 
ASS1A are able to remain dispersed after being 5 hours in the molten salt (0.19 wt% of Al2O3). 
On the other side, the SiNPs exhibit dissimilar trends depending on the salt purity. The RSS1Si 
is quickly losing the nanoparticles in the molten salt core, in the same manner as the nanofluids 
with ANPs. The nanofluid based on ASS has a constant amount of SiNPs in the molten salt (0.3 
wt%) until the end of the test. Higher concentration of SiNPs were found in the nanofluid ISS1Si, 
ranging from 1.33 and 0.86 along the test time. This fact confirms the enhanced stability of this 
pair of molten salt and nanoparticles observed in Figure 7-7 and having nanoparticles of sizes 
between 20 and 35 nm (Figure 7-9, down right). 
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7.2.6.2.4 Estimation of the settling time 
As seen in the previous discussion, the nanoparticles are agglomerated and settled in the molten 
salt in a short time (<5 hours). The Stokes law (Eq. 7-1) can be used to have an approximate 
prediction of the settling time of the nanoparticles depending exclusively on the viscosity and 
density of the fluid and the size and density of the nanoparticles in absence of any other external 
force. The settling time of the ANPs can also be analysed with the Stokes law though is valid for 
spherical nanoparticles, since the size obtained from DLS measurements (used for the 
calculations) accounts for the solvation sphere around the nanoparticle. 
Table 7-4 is showing the results for each nanofluid submitted to the stability tests. The 
nanoparticle diameter (D30’) consider on each case is the mode of the size distributions after 30 
minutes in the liquid state (Figure 7-9). The sedimentation velocity is calculated with the Eq. 7-1 
and the needed time to cover the length of the flask (4 cm) is also determined.  
The computed results give an idea of the strong dependence of the nanoparticle size and the 
settling rate. If the diameter is in the nanometric range (<100 nm), the velocity is below 10-10 m/s 
but this value is greatly increased if the size is a hundred of nanometers. The difference of density 
between the nanoparticle and the molten salt is also influencing the results. This divergence is 
higher if ANPs are used, with the subsequent increment on their sedimentation velocity. 
Our results on the settling rate of ANPs in molten SS of analytical grade (nanofluid ASS1A) are 
in the same order with those calculated by Schuller et al. [32] (4.52 · 10-10 m/s). 
The estimated time of settling in our experimental arrangement (t4cm) is not coincident with the 
behaviour of the samples according to the visual inspection (Figure 7-6) or the measurement of 
the nanoparticle amount (Figure 7-10). This contrast indicates that other phenomena are 
influencing the settling of the nanoparticles. These may be related to the Brownian motion and 
the colloidal interactions described in the introduction: the London forces created between two 
induced dipoles. Modelling and simulation tools are needed to perform an in-depth analysis of 
these forces. The scientific knowledge of this topic is very scarce and dispersed in the literature 






Table 7-4. Estimation of the settling rate of the nanoparticles (V) according to the Stokes law. The minimum time to 
cover a distance of 4 cm (length of the flask) is also included. 
µSS (396 ºC) = 3 mPa·s ρAl2O3 = 3,960 kg·m-3 
ρSS (396 ºC) = 1,838 kg·m-3 ρSiO2 = 2,650 kg·m-3 
 D30’, nm V, 1010 m/s  t4 cm, hours (years) 
ASS1A 37.84 5.48 20245 (2.31) 
RSS1A 342 448.31 10.33 
ISS1A 396.06 601.24 7.70 
ASS1Si 43.82 2.83 39267 (4.48) 
RSS1Si 255 95.82 48.31 
ISS1Si 50.75 3.79 29275 (3.34) 
 
7.2.6.2.5 Global comparison of results 
This final section aims to draw an overall analysis which gathers the described properties and 
results. There are different trends and behaviours depending on the purity of the base salt and the 
nanoparticle. 
The nanofluids containing ASS are showing nanoparticles under 100 nm during the stability test 
(Figure 7-9). The nanoparticle concentration is quickly reduced (<1 hour) from the initial 1 wt% 
to 0.2 wt% in the molten salt in the nanofluid containing ANPs. The concentration maintains 
constant (0.3 wt%) in the nanofluid of ASS with SiNPs after 5 hours. 
The pictures of the RSS-based nanofluids (Figure 7-6) revealed the fast settling of the 
nanoparticles, specially the SiNPs, in this molten salt. The sizes are in the range of 200 – 300 nm 
and the available surface of the nanoparticles is decreasing as the time goes on. The amount of 
nanoparticles dispersed into the molten salt is very little (0.1 wt%) in comparison to their initial 
concentration only after 1 hour of test. 
The nanofluids with the ISS as the base fluid had dissimilar behaviour depending on the added 
nanoparticle. Along the pictures in Figure 7-6, the ANPs are quickly sunk in the molten salt while 
the SiNPs are arranged in a stable colloid which remains at least for 24 hours. The nanoparticle 
sizes are of several hundred nanometres for the nanofluid with ANPs and under 100 nm for that 
with SiNPs. This behaviour was directly reflected on the available surface: the nanofluid ISS1Si 
had the highest value of any sample analysed in this study. The unusual stability of this nanofluid 
is noticeable according to the high nanoparticle concentration in the molten salt (Figure 7-10). 
The influence of some Solar Salt impurities (chlorides and calcium) on this behaviour was 
discarded through visual inspection. It is though that others such as magnesium, sulphates or a 
combination between them could have the answer. 
 





This study analyses the complex issue of the stability of nanoparticles in molten salts. A specific 
test was designed to track the time that the nanoparticles remained dispersed in the core of the 
molten salt. Six nanofluids containing Solar Salt of different purities (analytical, refined and 
industrial grade) as the base salt and two nanoparticles (silica and alumina nanoparticles) at a 
mass concentration of 1% were submitted to this test. The results from the characterization of the 
samples at different times (0.5, 1 and 5 hours) suggested discrepancies between the nanofluids 
depending on the base salt. After 5 hours in the molten state, the nanoparticles were agglomerated 
and settled down at the bottom of the flask in every of the studied nanofluids. The exception was 
found for the nanofluid with Solar Salt of industrial grade and 1 wt% of silica nanoparticles, which 
seems stable at least for 24 hours. A deep simulation and modelling work is needed to have a 
wider understanding of this phenomena. The inexistence of specialized publications on the 
interactions of ceramic nanoparticles and molten salts makes very difficult to enunciate or propose 
any mechanism to explain this phenomenon in detail. 
At this moment, the absence of a homogeneous nanoparticle dispersion in the long term in 
MSBNFs is one of the main challenges to the industrial application of these materials. An external 
physical force such as ultrasounds or mechanical stirring of the nanofluid is needed to maintain 









7.3 CONFERENCE CONTRIBUTION 5: MOLTEN SALT BASED NANOFLUIDS BASED ON 
SOLAR SALT AND ALUMINA NANOPARTICLES: AN INDUSTRIAL APPROACH 
Authors: Belén Muñoz-Sánchez, Javier Nieto-Maestre, Luis Guerreiro, José Enrique Juliá, Manuel Collares 
Pereira and Ana García-Romero. 
Journal: AIP Conference Proceedings 1850, 080016 (2017); doi: 10.1063/1.4984437 (published) 
Abstract: Thermal Energy Storage (TES) and its associated dispatchability is extremely important in 
Concentrated Solar Power (CSP) plants since it represents the main advantage of CSP technology in relation 
to other renewable energy sources like photovoltaic (PV). Molten salts are used in CSP plants as a TES 
material because of their high operational temperature and stability of up to 600°C. Their main problems 
are their relative poor thermal properties and energy storage density. A simple cost-effective way to 
improve the thermal properties of molten salts is to dope them with nanoparticles, thus obtaining the so-
called salt-based nanofluids. Additionally, the use of molten salt based nanofluids as TES materials and 
Heat Transfer Fluid (HTF) has been attracting great interest in recent years. The addition of tiny amounts 
of nanoparticles to the base salt can improve its specific heat as shown by different authors [38,72,113]. 
The application of these nano-enhanced materials can lead to important savings on the investment costs in 
new TES systems for CSP plants. However, there is still a long way to go in order to achieve a commercial 
product. In this sense, the improvement of the stability of the nanofluids is a key factor. The stability of 
nanofluids will depend on the nature and size of the nanoparticles, the base salt and the interactions between 
them. In this work, Solar Salt (SS) commonly used in CSP plants (60 wt% NaNO3 + 40 wt% KNO3) was 
doped with alumina nanoparticles (ANPs) at a solid mass concentration of 1 wt% at laboratory scale. The 
tendency of nanoparticles to agglomeration and sedimentation is tested in the molten state by analyzing 
their size and concentration through the time. The specific heat of the nanofluid at 396 ºC (molten state) is 
measured at different times (30 min, 1 h, 5 h). Further research is needed to understand the mechanisms of 
agglomeration. A good understanding of the interactions between the nanoparticle surface and the ionic 




TES in CSP plants is an effective way to produce, store and have a high dispatchability of 
electricity. This is the main advantage of this technology when comparing with PV or other 
renewable energy forms. 
In order to collect this energy and to have a higher power block efficiency, molten salts are used 
in CSP plants, for now mainly as a TES material, in the future more and more also as the HTF 
from the solar field. Their stability up to 600 °C has been proved, however there is still potential 
to improve their thermal properties and energy storage density. A simple cost-effective way to 
improve it is to dope them with nanoparticles, thus obtaining the so-called salt-based nanofluids, 
a topic that has been attracting great interest in recent years. 




Especially relevant is the stability of this nanofluid and its heat capacity. If both features are 
guaranteed, this would mean that the fluid would increase the overall plant efficiency since it 
would increase its heat transfer capability, and thus for the same energy yield one could have a 
smaller storage system, and thus a higher return and a lower Levelized Cost of Electricity (LCOE). 
Therefore, analysing this stability on the short and medium time range is an important issue. 
7.3.2 Aim 
The aim of this work is the development of a nanofluid based on SS and ANPs. The heat transfer 
properties of this molten salt based nanofluid (MSBNF) as well as its stability under working 
conditions will be analysed in order to evaluate the possible application of this nanomaterial on 
real TES systems for CSP Plants. 
7.3.3 Method 
7.3.3.1 Raw Materials 
7.3.3.1.1 Solar Salt 
Prills of sodium nitrate (Refined grade, SQM) and potassium nitrate (Refined grade, SQM) were 
used as starting materials. The refined grade of purity is commonly used in TES systems for CSP 
Plants, due to the low chloride content (<0.1 wt%) that guarantees a good chemical compatibility 
with the containing materials. First of all, the prills were milled in a mortar and dried in an oven 
at 100 ºC for 1 hour to remove any trace of moisture. Then, sodium nitrate (SN) and potassium 
nitrate (PN) were mixed to obtain the composition of 60 wt% SN and 40 wt% PN. The mixture 
was then melted in a furnace at 396 ºC for ½ h to achieve a homogeneous base salt. After cooling 
it to room temperature, the salt was crushed in a mortar and stored under dry conditions. 
7.3.3.1.2 Nanoparticles 
A water dispersion of ANPs known as Alumisol-10A supplied by Kawaken Fine Chemicals Co. 
with a concentration of ANPs of 10 wt% was used as received. The initial NP size was 10 nm 
according to the specifications of the manufacturer.  
7.3.3.2 Nanofluid Synthesis Procedure 
First, the solid SS was dissolved in water. Then, the necessary amount of Alumisol-10A was 
added drop by drop under mild stirring. The solution was poured into a Petri Dish and the water 
was removed by heating at 100 ºC in an oven. The dried material was scrapped off and placed 







7.3.3.3 Stability Test 
Two flasks containing SS and the SS-based nanofluid doped with 1% of ANPs (SS1A) were 
melted in a furnace at 396 ºC. The flasks were taken out from the furnace at specific times (30 
min, 1 h and 5 h) for visual inspection and sampling for measuring the ANPs size distribution, 
their concentration and specific heat. The samples were taken from the middle of the flask in the 
molten state and dropped on the surface of a watchglass. Fast cooling was procured in order to 
avoid agglomeration of NPs during the solidification of this little portion. The solidified sample 
was milled and stored for further analysis. 
7.3.3.4 Characterization Methods 
7.3.3.4.1 Dynamic Light Scattering (DLS) 
The nanoparticle size distribution of the ANPs and the sample SS1A was characterized using the 
DLS technique (ZetaSizer Nano ZS, Malvern Instruments, Ltd. Malvern, UK). The procedure of 
measurement consisted of dissolving the sample in water at a specific concentration depending 
on the expected sizes of the NPs in agreement with the Malvern experts’ advices. In the case of 
the initial NP distribution of sizes, the concentration was 0.5 mg·mL-1. Though, in the case of the 
SS doped with ANPs (SS1A), a concentration of 0.1 mg·mL-1 was more appropriate to perform 
the measurement. The method takes into account the presence of nitrates in the water dispersion. 
For this purpose, the refractive index (RI) and the viscosity of the base nitrate solution were 
introduced as parameters. The distribution of sizes, the Zave (the mean diameter obtained from the 
cumulative analysis of sizes) and the first peak (nm) were obtained and compared. 
7.3.3.4.2 Transmission Electron Microscopy (TEM) 
The size and the shape of the ANPs were observed by means of TEM using a device JEOL 2100 
operating at a voltage of 100 kV. 
7.3.3.4.3 Inductively Coupled Plasma (ICP) 
The analysis of aluminium is carried out by inductively coupled plasma optical emission 
spectrometry (ICP-OES), Thermo ICAP 7400 DUO, previous alkaline fusion of the sample. The 
analysis was performed twice for each sample in order to obtain reliable results. 
7.3.3.4.4 Differential Scanning Calorimetry (DSC) 
A MDSC device (TA Instruments, Q1000) was used to measure the cp of the SS and the MSBNF 
with ANPs (SS1A). An isothermal procedure was using with the MDSC method of the equipment. 
The modulation was set up with 0.6 ºC of amplitude and a 110 s period according to the TA 




Instruments expert advices. A weight of around 25 mg of the sample was introduced in an 
aluminum pan, dried on a hotplate at 100 ºC and sealed hermetically under dry argon atmosphere 
(<0.5 ppm H2O, <0.5 ppm O2). A stabilization period of 10 min at 396 ºC was performed to 
achieve the salt thermal equilibrium prior to data collection (20 min). The same protocol was 
employed for the other two temperatures (296 ºC and 196 ºC). The sapphire sample commonly 
used as the reference material was first measured under the same protocol in order to detect 
possible device divergences and correct the final sample results. Three different replicas were 
measured for each sample, and the average cp and the Standard Deviation (SD) were obtained. 
7.3.4 Results and discussion 
7.3.4.1 Nanofluid Synthesis 
A nanofluid based on SS doped with 1% of ANPs was synthetized. During the preparation, the 
starting NP size was 10 nm, according to the TEM image (Figure 7-11a). The sizes were increased 
(Figure 7-11b) during the different stages of the synthesis (mixing and drying), but after the drying 
stage, the NP sizes are within the nanometrical range (0-100 nm). 
Figure 7-12 shows the evolution of the parameters Zave and the highest peak of the distribution 
during the different stages of fabrication. It should be considered that the ANPs are not spherical, 
but flat-shaped (Figure 7-11a). The size measurements are done considering the equivalent 
spherical diameter of the NP. Therefore, the Zave and the highest peak data may not be the mean 
size of the NPs. 
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Figure 7-12. Zave measurements (a) and first peak (b) during the different preparation stages. 
7.3.4.2 Stability Test 
The pictures shown in Figure 7-13 show the appearance of the SS and the SS1A at different times 
during the stability tests at 396 ºC. A solid white layer is clearly differenced from the supernatant 
clear molten salt in the case of the SS doped with ANPs SS1A. This layer is not so clear in the 
case of the base SS. The reason is the agglomeration and sedimentation of the ANPs with time. 
The NPs (0-100 nm) are normally invisible, but as soon as they agglomerate to form bigger 
clusters, they become visible. The NPs are dispersed in the molten salt because of their nanometric 
sizes. The higher the available surface of the NPs, the higher the interaction with the surrounding 
ions that prevents them from agglomeration and sedimentation. If this interaction is not strong 
enough, the NPs will agglomerate. Then, sedimentation may occur as a consequence of the 
difference of density between the NP material [227] and the base salt [203]. 
In spite of starting from refined SN and PN, these salts always contain impurities that also 
precipitate with the time. The presence of impurities may affect the stability of the NPs. The white 
layer observed in the doped molten salt is probably a mixture of agglomerated NPs and insoluble 


















































   
  SS 30 min SS 1h SS 5 h 
   
SS1A 30 min SS1A 1h SS1A 5h 
Figure 7-13. Evolution of SS and SS doped with 1% of ANPs with time (30 min, 1 h and 5h) 
Figure 7-14 shows the Zave values (Figure 7-14a) and the distribution of sizes vs time (Figure 
7-14b). As time goes on, the distribution of sizes is becoming narrower and moving to lower sizes. 
This shows an agglomeration process where the NPs grow and then fall down to the bottom of 
the flask. The measurement of the distribution of sizes is performed on a sample that was taken 
from the middle of the flask. For this reason, the sizes of NPs are becoming lower with time. As 
it was explained before, the Zave is a parameter provided by the device showing the mean diameter 
obtained from the cumulative analysis of sizes. The behaviour of Zave could seem strange: an 
increase in the first 1 h, and a decrease after 5 h. However, this could be a proof of the process of 
agglomeration plus sedimentation that takes place in the sample. The count rate in kcounts per 
second (kcps) is a parameter related to the duration of the measurement. The lower the count rate, 






sample. The lower the ANP concentration, the lower the count rate is. As it can be seen in Figure 
7-15, the evolution of the count rate follows the same pattern as the Zave. A count rate of 38.7 after 




Figure 7-14. Evolution of the Zave (a) and the distribution of sizes of SS1A with time (b). 
 
 
Figure 7-15. Evolution of the count rate for the size distribution of SS1A with the test time. 
 
The result of the ICP test performed to the sample at 30 min shows a concentration of Al below 
the limit of detection of the device (<0.05 wt%). This means that the concentration of Al2O3 is 
very low. The process of agglomeration and sedimentation of NPs is faster than expected from 
the pictures and DLS measurements. The measured sizes of ANPs measured by DLS are due to a 
small fraction of the ANPs that still remains disperse within the molten salt after 30 min.  
With regard to the cp measurements (Table 7-5), no increment on the cp was found on the SS-
based nanofluid SS1A with respect to the base salt after 30 min. The cp of the nanofluid resulted 
to be very similar to the base salt. Due to the low concentration of ANPs that remains in the 
nanofluid, as measured by the ICP analysis, there is almost no effect of the addition of ANPs on 


















































































Table 7-5. cp measurements on SS, SS doped with 1% ANPs SS1A, the Δcp (%) and the RSE (%) 
cp  SS SS1A 30 min Δcp RSE 
 kJ·kg-1·K-1 kJ·kg-1·K-1 % % 
196 ºC 1.451 1.472 1.42 11.75 
296 ºC 1.602 1.616 0.85 9.88 
396 ºC 1.612 1.624 0.72 9.82 
7.3.5 Conclusions 
The study of the stability of ANPs in a molten salt with time has been analyzed. A nanofluid based 
on SS and 1 wt% of ANPs was successfully synthetized at a laboratory scale and the distribution 
of sizes of ANPs was within a nanometrical range (0-100 nm) before performing the test. 
However, these ANPs got quickly agglomerated and their sedimentation took place only after 30 
minutes of test. In addition, the specific heat of the SS was not enhanced by the addition of the 
ANPs  
Further research should be done to understand the mechanisms of agglomeration and 
sedimentation of nanoparticles in MSBNFs and to find a strategy to avoid this phenomenon. 
Experiments shall be made both in static and dynamic conditions for a reasonable period of time 
(>150 h). This is the only way to warrant a future application of the nanotechnology on TES 
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8 RHEOLOGY OF SOLAR SALT-BASED NANOFLUIDS 
8.1 INTRODUCTION 
This Chapter describes the deep research performed on the rheological properties of the 
nanofluids. The Journal Contribution 9 is the result of the fruitful collaboration between different 
research groups to study this subject. The article is reproduced hereafter as in the original 
manuscript. 
8.2 JOURNAL CONTRIBUTION 8. RHEOLOGY OF SOLAR-SALT BASED NANOFLUIDS FOR 
CONCENTRATED SOLAR POWER. INFLUENCE OF THE SALT PURITY, 
NANOPARTICLE CONCENTRATION, TEMPERATURE AND RHEOMETER GEOMETRY 
Authors: Belén Muñoz-Sánchez, Javier Nieto-Maestre, Elisabetta Veca, Raffaele Liberatore, Salvatore Sau, 
Helena Navarro, Yulong Ding, Nuria Navarrete, J. Enrique Juliá, Ángel G. Fernández and Ana García-
Romero 
Journal: Solar Energy Materials and Solar Cells (accepted for publication) 
Abstract: Solar Salt-based nanofluids have attracted significant scientific interest in recent years due to their 
improved thermal properties, making them strong candidates as thermal energy storage materials and/or 
heat transfer fluids in CSP plants. There have been reports on increased specific heat due to the addition of 
nanoparticles, however, there is a lack of comprehensive information on other essential properties affecting 
the heat transfer, such as the viscosity. This article concerns the rheological behaviour of nanofluids made 
of Solar Salt (mass percentage at 60% NaNO3 - 40% KNO3) as the base fluid and silica or alumina 
nanoparticles as additives. The evolution of these nanofluids viscosity as a function of the shear rate (1 - 
1000 s-1) at a temperature range of 250 ºC - 400 ºC was measured and analysed. The impact of the salt 
purity (refined or industrial grade), the nanoparticle concentration (0.5% - 1.5 wt%) and the rheometer 
measuring configuration (coaxial cylinder or parallel plate) are examined. The results showed in general a 
Newtonian behaviour of the nanofluids with independency of the rheometer configuration. The relationship 
between the viscosity and the temperature follows an Arrhenius model. The influence of the nanoparticle 
concentration on the viscosity of the refined grade Solar Salt is analysed according to the Maron-Pierce and 
Kriegher-Dougherty models for the nanofluids containing alumina and silica nanoparticles respectively, 
due to their different shape 
Keywords: Rheology · Solar Salt · Nanofluid · Nanoparticles · CSP · TES 
 
8.2.1 Introduction 
The worldwide increasing energy demand compels to use and develop new technologies based 
on renewable resources. The main disadvantage of these sustainable energy sources is their 
intermittence and thus, their low availability on demand in comparison to the non-renewable 




importance due to its proven dispatchability and efficiency [228–232]. Although the electricity 
costs are still high, they are expected to decrease consistently in the years to come [233]. The use 
of a Thermal Energy Storage (TES) system in the current CSP plants allows to size the storage 
system according to the requested plant operation time. For example, at the moment Termosol 1 
and 2 (solar trough technology) in Spain reach 9 hours of thermal storage [234] and Gemasolar 
(solar central receiver system) even reachs 15 hours, allowing in some periods the daily continuity 
production [235,236]. The presently employed TES systems store the energy as sensible heat. 
They consist of two tanks filled with a molten salt at different temperatures: the “cold” tank is 
around 300 ºC and the “hot” tank at 400 ºC in the solar plants with parabolic through technology, 
and 565 ºC in the plants with power tower technology, respectively. This salt is a mixture of 
sodium and potassium nitrate (60:40 wt%) known as Solar Salt, with a melting point of 238 ºC 
[140,237]. This mixture is used instead the eutectic one (NaNO3:KNO3 50:50 wt%) to reduce the 
material costs [174]. Presently, the working temperature in the solar field is becoming 
increasingly higher in modern central receiver plants (tower), and therefore, Heat Transfer Fluids 
(HTFs) with a broader range of thermal stability are required. So far, thermal oils (Dowtherm™, 
Therminol® VP-1) have been mostly used as HTFs in parabolic trough plants. However, their 
degradation temperature is very low (400 ºC). However, they have many drawbacks such as their 
toxic nature, high cost, low degradation temperature (400 ºC) and the need of working under 
pressure to avoid their degradation. Hence, Solar Salt represents a great alternative to these oils 
with a wider range of working temperatures (250 ºC – 600 ºC), low cost and harmless for the 
environment. 
Despite these advantages, its thermal properties (specific heat and thermal conductivity) are poor 
and there is still a large potential to improve them and/or to decrease their minimum working 
temperature, limiting the nocturnal losses and making the Operation & Management tasks easier 
[238–241]. A simple and cost-effective way to enhance their thermal conductivity and specific 
heat consists of adding nanoparticles to the Solar Salt. This new type of materials is known as 
Molten Salt-Based Nanofluids (MSBNFs) and has attracted great interest on the scientific 
community in recent years [57,58]. The main feature of these nanofluids is the relevant specific 
heat increment In comparison to the base salt, which has been systematically observed 
[31,36,98,112,113]. The amount of stored heat is directly related to the specific heat and as a 
result, the enhancement of this property allows storing more energy per unit volume, thus 
extending the duration of CSP plant production. Incidentally, only MSBNFs show the 
enhancement of the specific heat, while nanofluids based on water or oils as the base fluid do not 
show it [202]. The mechanisms which govern the interaction between the nanoparticles and the 
molten salt are not still well-known, although some hypotheses have been proposed in the 
literature [63,99]. Due to the encountered evidences, most of the scientific research on this field, 
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including the analysis of new molten salts mixtures, has been devoted to the study of the specific 
heat and only some few works deal with the thermal conductivity [242–245], while other 
properties have received very little attention. 
Apart from the MSBNFs thermal properties, their rheological performance is of high importance 
for their industrial implementation as HTFs or in the TES system [31,74,84,95,114]. The 
introduction of the nanoparticles into the molten salt leads to the rise of the viscosity. This will 
increase the pumping energy required and could occasionally require design changes of some 
elements. A commitment should be reached between the larger heat transfer rates achieved by the 
MSBNFs and the higher costs associated to the pumping [74]. In addition, heat transfer is directly 
affected by viscosity because the Reynolds number changes. In spite of the industrial relevance 
of the rheological properties of the MSBNFs, the research on these properties is still very scarce 
[31,74,84,95,114]. 
 
8.2.1.1 Factors influencing the viscosity 
The viscosity of the MSBNFs depends on many factors, such as the shear rate, the temperature 
and the nanoparticle concentration. Besides, the geometry of the rheometer is also a factor to be 
considered in non-Newtonian fluids, which is typical of colloidal systems [183,184]. Even though 
the dependence of the viscosity on the shear rate and the temperature is of general knowledge, a 
brief review has been included in Appendix A to help in the understanding of this article. The 
influence of the nanoparticle concentration is detailed hereafter, as a significant property owned 
by the nanofluids.   
Several models are proposed in the literature to estimate the fluid increment of viscosity due to 
the presence of solid particles (a two-phase mixture) [45,246]. These models take into account 
the particle concentration and their shape, as well as their agglomeration caused by the flowing 
fluid. They have been developed from the pioneering model by Einstein (Eq. 8-1), which 
considers the existence of non-interacting hard spheres on a fluid with a volume fraction smaller 
than 1%. 
 5.21μR  Eq. 8-1 
 
where µR is the relative viscosity (viscosity of the dispersion/viscosity of the base fluid) and φ is 
the volume concentration of particles. 
On the limited literature about the rheology of MSBNFs, the Krieger and Dougherty (K-D) model 
[74,84,95] and the Maron – Pierce (M-P) model [247] have been used to explain the viscosity 


















 1μR  Eq. 8-2 
 
where µR is the relative viscosity, φa is the volume fraction of aggregates, φm is the maximum 
volume fraction at which flow can occur and µ is the intrinsic viscosity. Considering φm = 0.605, 
























aa  Eq. 8-3 
 
where µR is the relative viscosity, ϕ is the volume concentration of nanoparticles, aa is the size of 
aggregates and a is the size of the primary nanoparticles. 
















 Eq. 8-4 
 
where µR is the relative viscosity, φa is the volume fraction of aggregates, φm is the maximum 
volume fraction at which flow can occur. This parameter can be evaluated according to the aspect 







  Eq. 8-5 
 
8.2.1.2 Rheology of Solar Salt and MSBNFs 
The viscosity of MSBNFs made of molten carbonates with multi-Wall Carbon Nanotubes 
(MWCNTs) accounting for 1, 2 or 5  wt% was studied by Jo and Banerjee [84]. Jung et al. [74,95] 
and Lasfargues et al. [31,114] studied the viscosity of the molten Solar Salt with silica 
nanoparticles (0.5 and 1 wt%) and molten Solar Salt with copper oxide nanoparticles (0.1  wt%). 
The viscosity increase due to the presence of the nanoparticles is described in all these works: 
11%, 93% and 1130% for the MWCNTs mass concentrations of 1%, 2%, and 5%, respectively 
[84]. Jung [74] found a viscosity increment between 39% to 65% when silica nanoparticles were 
added to obtain a concentration of 0.5% and an increment between 57% to 68% when 1% 
concentration was produced. The viscosity increment reported by Lasfargues et al. [114] at the 
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temperature range from 250 ºC to 450 ºC was comprised between 4.7% and 18.3%. Finally, Jo et 
al. [95] determined a viscosity increment of 63% at 300 ºC and 79% at 400 ºC. The reviewed 
literature, indicates that there is not an agreement on the Newtonian [31,114] or non-Newtonian 
behaviour [74,84,95] of the nanofluids though the well-known Newtonian nature of the molten 
salts [31,74,95,114]. The nanoparticle agglomeration during the tests may influence the results, 
as well as the measuring method employed. 
The viscosity of the Solar Salt has been measured by several authors in different conditions, as 
gathered in Table 8-1. Most of them analyses the equimolar mixture of sodium and potassium 
nitrate (45.7:54.3  wt%) instead of the industrial Solar Salt composition (60:40  wt%) 
[164,185,201,248,249]. The rheology of both mixtures is supposed to be very similar according 
to the findings reported by Serrano-Lopez et al. [86] and Jin et al. [164], where the viscosity of 
both compositions have been compared. These studies include different testing methods and 
temperatures, while the influence of the shear rate on the rheological properties has not been 
extensively investigated. Table 8-1 also includes the most relevant testing conditions employed 
on the publications about the rheological behaviour of Solar Salt-based nanofluids [31,74,95,114] 
and the conditions employed in this work for the sake of comparison. 
All these research works have been carried out with high purity Solar Salt. However, this salt is 
very expensive to be used in the storage tanks at CSP plants. Instead, due to economic reasons 
[250], these tanks are filled in with non-analytical grade Solar Salt, which contains several 
dissolved and solid impurities [135,138]. As above remarked, it is well-known that the rheology 
of dispersions is different from that of pure fluids [183,184], and therefore the presence of the 
impurities could influence it. 
In this context, this research aims to cover the existing gaps on the rheological properties of the 
commercial grade Solar Salt, as well as the properties of the nanofluids based on it, produced with 
silica nanoparticles and with alumina nanoparticles. Our research includes the viscosity 
dependence on a wide range of shear rates (10–1000 s-1) and the definition of their rheological 
profile. Besides, the evolution of the viscosity with the temperature in the working range (250–
400 ºC) and the influence of the nanoparticle concentration (0.5–1.5 wt%) has also been studied. 
The nanofluids were tested in two different rheometers using two different measuring systems, a 
coaxial cylinder and a parallel plate, to study their influence on the viscosity values. The samples 
were also tested in a third rheometer with the parallel plate configuration to study the behaviour 
at higher shear rates (>250 s-1). 
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250 – 450 --- 45.7/54.3 
Analytical 
grade 






275 – 600 --- 45.7/54.3 
Analytical 
grade 
Coscia et al. 
[249] 
Coaxial cylinder 222 – 547 --- 45.7/54.3 
Analytical 
grade 
Jin et al. [164] Coaxial cylinder 
243 – 447 30 rpm 60/40 
Analytical 
grade 
233 – 440 30 rpm 45.7/54.3 
Analytical 
grade 
Jung [74] Cone-plate 300 – 400 1 - 1000 
60/40 
59.7/39.8/0.5 (SiO2 NPs) 
59.4/39.6/1.0 (SiO2 NPs) 
Analytical 
grade 




250 – 500 1 - 400 
60/40 
59.95/39.95/0.1 (CuO NPs) 
Analytical 
grade 
Jo et al. [95] Cone-plate 300 - 400 1 - 1000 
60/40 








Parallel plate 300 – 400 1 – 250 




Parallel plate 300 – 400 
1 – 250 
100 - 1000 
8.2.2 Materials and methods 
8.2.2.1 Raw materials 
Sodium and potassium nitrate were acquired from the company SQM (Sociedad Química y 
Minera de Chile, S.A.) in two different levels of purity: the refined grade (NaNO3 ≥ 99.6 wt%; 
KNO3 ≥ 99.8 wt%) and the industrial grade (NaNO3 ≥ 98.0 wt%; KNO3 ≥ 95.0 wt%). The salts 
were ground in a mortar, dried in an oven at 100 ºC to remove the moisture and mixed to the 
required proportions. At this stage. the Refined grade Solar Salt (RSS) and the Industrial grade 
Solar Salt (ISS) were ready to be further mixed with the NPs. 
Two types of ceramic NPs were selected, Alumina Nanoparticles (ANPs) (Figure 8-1, left) and 
Silica Nanoparticles (SiNPs) (Figure 8-1, right). ANPs were purchased as boehmite (hydrated 
alumina) from Kawaken Chemicals as an industrial water-based nanofluid, Alumisol-10A, 
containing fiber-shaped NPs (L=50 nm, ϕ=10 nm) at 10 wt% [127,251]. On the other side, a 
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dispersion of colloidal silica at 30 wt%, LUDOX® SM-30, from Sigma-Aldrich was used as a 
source of spherical SiNPs (7 nm) [144]. 
 
 
Figure 8-1. TEM images of the ANPs (left) and the SiNPs (right). 
 
8.2.2.2 Synthesis of the nanofluids 
Eight formulations were prepared by adding 0.5, 1 or 1.5 wt% of ANPs and SiNPs respectively 
to the RSS and the ISS salt (Table 8-2) following the common hot plate method described in the 
following publication [126]. The initial Solar Salt was dissolved into water and the nanoparticle 
suspensions were added drop by drop under constant stirring. The resulting solution was placed 
on a Petri dish to evaporate the water by means of heating. The dried material was scrapped off 
and then stored in absence of humidity until the rheological tests were performed. 
Table 8-2. Reference name and composition of the samples used in this study. 
 Salt purity SS,  wt% ANPs,  wt% SiNPs,  wt% 
RSS Refined 100.0 − − 
RSS05A Refined 99.5 0.5 − 
RSS1A Refined 99.0 1.0 − 
RSS15A Refined 98.5 1.5 − 
RSS05Si Refined 99.5 − 0.5 
RSS1Si Refined 99.0 − 1.0 
RSS15Si Refined 98.5 − 1.5 
ISS Industrial 100.0 − − 
ISS1A Industrial 99.0 1.0 − 










8.2.2.3 Rheological tests 
The viscosity and the shear stress of the salts and the nanofluids were measured under different 
shear rates and temperatures. The rheological study includes two approachs: 
- Influence of the measuring system. Two different configurations were used: coaxial cylinders 
and parallel plate. The rheometer features may impact the viscosity results, as reported by Jin et 
al. [164]. A coaxial cylinder rheometer consists of an inner concentrically rotating cylinder with 
an outer stationary cylinder where the test sample is placed, according to the schema shown in 
Figure 8-2, left. On the other side, a parallel plate rheometer consists of two parallel disks where 
the sample is placed with an adjustable gap (Figure 8-2, right). 
- Influence of the nanoparticle concentration. Nanofluids with RSS as the base fluid and different 
nanoparticles percentage were tested in one of the parallel plate rheometers. The results were 
evaluated with the theoretical predictions for this materials. 
Table 8-3 summarizes the test conditions established for each of the three rheometers used in this 
study. 
 
Figure 8-2. Schematic representation of the geometry of the rheometers used in this study: coaxial cylinders (left) and 
parallel plate (right). 
 




Table 8-3. Experimental conditions of the viscosity measurements carried out with the three rheometers. 
 Rheometer 1 Rheometer 2 Rheometer 3 
Device (brand and model) DV-III Ultra, Brookfield Inc. AR 2000ex, TA Instruments MCR 3502, Anton Paar 
Configuration Coaxial cylinders Parallel plate (45 mm) Parallel plate (35 mm) 
Shear rate range, s-1 1-250 100-1000 1-250 
Tested temperatures, ºC 250, 270, 290, 300 300, 350, 400 300, 350, 400 
Materials analysed 
RSS, RSS1A, RSS1Si 
ISS, ISS1A, ISS1Si 
ISS, ISS1A, ISS1Si 
RSS, RSS1A, RSS1Si, RSS05A, 
RSS05Si, RSS15A, RSS15Si 
Sample amount, g 9.0 2.0 1.7 
Gap, mm --- 0.35 1.00 
Time for thermal stabilization, min 60 5 5 
Number of cycles 
(1 cycle = min-max-min shear rate) 
3 5 2 
Shear rate points per range 20 20 36 
Time at each shear rate, s 10 10 -- 




8.2.2.3.1 Coaxial cylinders 
The viscosity of the undoped salts, RSS and ISS, and four nanofluids based on them (RSS1A, 
RSS1Si, ISS1A, ISS1Si) were measured with a programmable rotational rheometer (DV-III Ultra, 
Brookfield Inc., USA) coupled with a furnace (maximum temperature 300 ºC) and a temperature 
controller. The coaxial cylinders system consists of a cone spindle which is introduced in a sample 
chamber (Figure 8-3). This assembly is placed inside a closed thermal chamber during the high 
temperature measurements avoiding the evaporation of the sample. The shear rate testing range 
was comprised between 1 and 250 s-1. The samples were tested at 250 ºC, 270 ºC, 290 ºC and 300 
ºC (Test 1). The calibration of the viscometer was verified before and during the course of the 
measurements by measuring a reference fluid, Brookfield Viscosity Standard Fluid HT-30000 
(see Appendix B). 
Following the recommendations given by the rheometer manufacturer, around 9 g of the solid 
sample were placed inside the stationary cylinder and melted at the lowest temperature, 250 ºC. 
After the sample was molten, the spindle was slowly inserted and put into contact with the molten 
flluid with special care to prevent the formation of any bubble that may alter the results. The 
sample was held at the test temperature for 60 minutes to reach its thermal equilibrium before 
collecting the data. Then, three increasing and decreasing shear rate cycles were applied to obtain 
the different steady state flow curves versus temperature. On each cycle, measurements were 
taken at 20 different shear rates, 6 points per each shear rate. Once this experimental procedure 
finished, a new experiment starts by heating up the same previous sample at the next target 
temperature, 270 ºC, reproducing the same experimental procedure to obtain measurements. This 
process is repeated at the different temperatures until the last experiment is carried out at 300 ºC. 
At each new temperature, the sample is thermally equilibrated again for 60 minutes prior to 
replicate the test. The mean shear stress, the mean viscosity and the Standard Deviation (SD) of 
the measurements were calculated for each analyzed shear rate. The results for very low shear 
rates, under 50 s-1, were omitted due to their low repeatability (torque <10%), according to the 
Brookfield user manual [165].  
These four nanofluids (RSS1A, RSS1Si, ISS1A and ISS1Si) were also tested at 300 ºC (Test 2) 
on the same conditions as in the former Test 1, but without performing the tests at temperatures 
lower than 300 ºC. The purpose was to determine if the previously attained results could have 
been influenced by nanoparticles agglomeration at the bottom of the measuring system due to the 









Figure 8-3. Left: The spindle and the sample chamber used for the rheological tests (Rheometer 1). Right: General 
view of the rheometer. The spindle is hanged on the device which applies the rotational force and then immersed into 
the molten salt contained in the sample chamber. 
 
The size of the NPs into the nanofluids was measured before and after performing the rheological 
tests with this rheometer. The NPs size gives an indication about the possible agglomeration under 
the dynamic forces exerted during the experiments. To do these measurements, the raw materials 
employed to produce the nanofluids (NPs dispersion, SiNPs and ANPs) and the four nanofluids 
(RSS1A, RSS1Si, ISS1A and ISS1Si) were characterized using a Dynamic Light Scattering 
method (DLS, ZetaSizer Nano ZS, Malvern Instruments, Ltd. Malvern, UK). 
 
8.2.2.3.2 Parallel plate 
As mentioned along the introduction, the nanofluid viscosity values may differ depending on the 
employed rheometer geometry [164]. Thus, with the aim to determine if this could be the case in 
our samples and in order to attain reliable results, two high temperature rotational rheometers with 
parallel plate geometry were used. In these rheometers, the tests were done at higher temperatures 
(300 ºC to 400 ºC) than in the coaxial cylinder device. These temperatures are in the range of the 
real operating conditions, as detailed in the introduction. Unfortunately, the maximum working 
temperature of the previous rheometer was 300 ºC. The data obtained at this temperature is further 
used to compare the performance of the two rheometers. 
On one side, the samples ISS, ISS1A and ISS1Si were measured with a rheometer AR 2000ex, 
from TA Instruments (Rheometer 2, Figure 8-4, left). About 2 g of the solid sample were placed 
between the parallel plates with a gap of 0.35 mm. The sample is heated up to the desired testing 
temperature and then analysed at shear rates between 10 and 1000 s-1. The testing temperatures 
were 300 ºC, 350 ºC and 400 ºC. Five cycles of increasing and decreasing shear rates were 
performed on each temperature, to find out the possible time dependency. 20 shear rate 




the little amount of sample needed, the thermal equilibrium is shortly reached. Fresh sample was 
put on the device to carry out the tests at each temperature. The calibration of the rheometer was 
done by measuring a reference fluid according to the ISO 17025 Standard (see Appendix B). The 
reomether was checked with the standard before testing the samples and the results were 
eventually corrected by using it as external reference. 
 
Figure 8-4. The rheometers with the parallel plate configuration. Rheometer 2: AR 2000ex (left) and Rheometer 3: 
MCR 302 (right). 
 
The viscosity of the samples RSS, RSS1A and RSS1Si were measured on the second parallel 
plate rheometer (Rheometer 3), an Anton Paar MCR 3502, where about 1.6 g of the solid sample 
were placed between the parallel plates of the rheometer, fixing a gap of 1 mm between them 
(Figure 8-4, right). The sample is heated up to the desired testing temperature, and then the test 
start. The shear rates employed ranged from 10 s-1 to 1000 s-1. The testing temperatures were 300 
ºC, 350 ºC and 400 ºC. The calibration of the rheometer was done by measuring the standard fluid 
WACKER® AK 1000000 SILICONE FLUID (see Appendix B). 
It is worth mentioning that parallel plate rheometers require a precise amount of sample to attain 
reliable measurements (Figure 8-5). Underfilling the container may lead to errors and overfilling 
it may cause the loss of fluid [166]. The use of these two different rheometers was merely due to 
their availability on the laboratory at the time of performing the measurements. The main 
difference between them is the maximum possible shear rate to perform the experiments, while 
the rest of their features are similar and equivalent. The objective is to compare the results of the 
nanofluids analysed on each one with those of the coaxial cylinder rheometer. 





Figure 8-5. The amount of loaded sample into the parallel plate geometry is critical. 
 
8.2.2.4 Nanoparticle size distribution 
The nanoparticles size distribution of nanofluids based on RSS was characterized using the DLS 
technique (ZetaSizer Nano ZS, Malvern Instruments, Ltd. Malvern, UK). The produced MSBNFs 
solid samples were dissolved in water prior to the measurements, which were carried out at room 
temperature. The apparatus determines the number of nanoparticles of each diameter and 
calculates the modal distribution. The distributions are the results of three different measurements 
on the same sample. It is important to remark that the nanoparticle sizes are calculated by DLS 
according to their hydrodinamic diameter. This is the size of a equivalent sphere for non-spherical 
nanoparticles, as is the case of the ANPs. Thus, these results are always approximative and cannot 
be considered as absolute numbers [148]. 
 
8.2.3 Results and discussion 
8.2.3.1 Coaxial cylinders configuration 
8.2.3.1.1 Influence of the shear rate 
Figure 8-6 shows an example of the lineal dependence between the shear stress and the shear rate 
at 300 ºC. The same lineal relationship was found at the other tested temperatures. A linear 
regression based on the Bingham rheological model fits this trend (see Appendix C, Table 8-9). 
The results correspond to the mean of the six data obtained at each shear rate. The Bingham 
rheological profile implies a constant viscosity once the yield stress has been overcome. In 
agreement with the high coefficients of determination (R2 >0.99) found, it can be concluded that 
the samples show a Bingham profile. In the case of the ISS and their nanofluids, the lineal fitting 
is not as good as in the previous samples. The region of low shear rates (<100 s-1) and at certain 
temperatures (250 and 270 ºC) these materials show a shear thinning behaviour (Figure 8-6, right). 




where the alignment of the particles with the flow direction occurs, as observed by several authors 
in colloidal dispersions [182,183,247].  
 
 
Figure 8-6. Dependence between the shear stress (τ) and the shear rate (γ) on undoped salts and nanofluids at 300 ºC. 
Solar Salt and nanofluids of Refined Grade (left) and Industrial Grade (right). The error bars are the SD of the six 
measurements at each shear rate. 
 
The effect of the shear rate on the Solar Salt viscosity has been briefly studied on the scientific 
literature. All these studies employed analytical grade raw materials (Lasfargues et al. [31,114] 
and Jung et al. [74,95]). In those studies, the Solar Salt is described as a Newtonian fluid. On the 
contrary, the results presented in this study show that it is a Bingham fluid. The reason for these 
differences could be related to the purity of the raw salts, where both, RSS and ISS, contain solid 
impurities [135,136,138,139] which may modify their rheological profile, as pointed out by 
[183,184]. Other important factors responsible of the differences between our results and those 
obtained by other authors are the limited shear rate range employed in the present work (1-250 s-
1) In comparison to the wide shear rate range (1-1000 s-1) used on most other articles and the 
rheometer configuration (a cone-plate geometry was employed on the other studies). 
Regarding the rheological behaviour of Solar Salt-based nanofluids, two different trends have 
been reported on the literature. On one side, Lasfargues and co-workers [31,114] found that the 
Newtonian character of the Solar Salt was not affected after the addition of a tiny amount (0.1 
wt%) of CuO nanoparticles. On the other side, Jung et al. described a shear thinning behaviour 
[74,95] when 1 wt% of silica nanoparticles were incorporated into the Solar Salt. The 
discrepancies on the results among these studies may chiefly come from the different 
concentration of the nanoparticles. According to these studies, the initial Newtonian character of 
the Solar Salt changes if the concentration of dispersed nanoparticles is over a certain percentage. 
Our study indicates a certain shear-thinning character on the nanofluids based on ISS at the higher 




temperatures, as shown on Figure 8-6 (right). This agrees with the results obtained by Jung [74] 
and Jo et al. [95]  with the nanofluids produced with analytical grade Solar Salt and SiNPs. 
However, no shear thinning behaviour was determined on the nanofluids produced with RSS in 
the present study. 
 
8.2.3.1.2 Influence of the temperature 
Figure 8-7 shows the mean viscosity determined for shear rates higher than 100 s-1 at different 
temperatures. It was observed that at shear rates between 100 and 250 s-1 the viscosity values 
remained constant on all the studied nanofluids with this coaxial cylinder rheometer (Table 8-3). 
 
Figure 8-7. Viscosity and Standard Deviation (SD) for shear rates above 100 s-1.of the undoped salts and the 
nanofluids at different temperatures. The error bars are the SD of the viscosity results at shear rates higher than 100 s-
1. The viscosity variation (%) with respect to the base salt has been included with numbers. 
 
The viscosity of the undoped Solar Salt is around 5.70 mPa·s for the RSS grade and between 4.00 
mPa·s and 7.00 mPa·s for the ISS grade. These viscosity values are higher than those reported by 
[164] for the analytical grade mixtures, probably due to presence of impurities on our salts. The 
viscosity of the RSS is independent of the test temperature, which is not in agreement with the 
commonly reported viscosity decrease when the temperature is risen.  
The addition of the nanoparticles to the Solar Salt causes a viscosity increment in comparison to 
the undoped salts. This occurs whatever the temperature, the salt grade or the kind of nanoparticle 
employed. The nanofluids based on the RSS show higher viscosity increments than the ISS-based 
nanofluids. On the first case, the ANPs produce higher viscosity increment at the lower 
temperatures than at high temperature (61% at 250 ºC versus 47% at 270 ºC), while the SiNPs 
cause the largest increments at 290 ºC (31%) and 300 ºC (29%). This result is probably related to 
the higher agglomeration and settling of the ANPs when the temperature is increased in 
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comparison to the SiNPs. 
Figure 8-8 shows the results of RSS and ISS and the corresponding nanofluids RSS1A, RSS1Si, 
ISS1A, and ISS1Si, compared to those found in the literature (undoped salts). The well-known 
models relating the viscosity and the temperature are detailed in Appendix A. The models of 
Arrhenius or Vogel, Tamman and Fulcher (Appendix A, Eq. 8-9 and Eq. 8-10) are of common 
use by the majority of the authors [74,164,185,248,249] but others analysed their data according 
to a polynomial relationship [114,185]. The results of the undoped Solar Salt show that on the 
case of the RSS quality the viscosity is independent of the temperature (on the evaluated 
temperature range), while the ISS results agree with those published by Nissen [185]. The 
viscosity of the nanofluids follows a similar trend to those from the literature, but presenting 
higher viscosity values. The mixture RSS1A is an exception, showing an inverse lineal 
dependence with the temperature. 
As seen on Figure 8-8, our experimental results are very high In comparison to those from the 
literature. The reason has been attributed to the considerable amount of solid particles on the salts 
used in this study, compared to their absence on the analytical salts tested by other authors.  
Figure 8-8. Viscosity measured with the Rheometer 1 (coaxial cylinders) versus temperature. RSS, ISS and their 
nanofluids compared with the published results of Solar Salt. 
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8.2.3.1.3 Stability of the nanoparticles during the measurements 
The study of the agglomeration of the nanoparticles during the viscosity measurement is discussed 
in this section. Table 8-4 shows the mean viscosity and the Standard Deviation (SD) of both Test 
1 and Test 2 measurements. The nanofluids based on RSS exhibit higher differences between the 
results obtained on these two tests than those based on ISS, which have similar values on both 
tests. These divergences can be related to the nanoparticle agglomeration, see the distribution on 
Figure 8-9. On one hand, the SiNPs experience higher agglomeration during the rheological tests 
in comparison to the ANPs, probably due to the fibre-shape of the latter ones, that allows the 
nanoparticles to align with the flow direction, remaining as individual nanoparticles rather than 
forming agglomerates. On the other hand, the nanoparticles size increases more after Test 1 than 
after Test 2, which has been attributed to the longer time spent on the former one. This 
circumstance confirms that the measurements of viscosity are affected by the experimental 
conditions. 
As it can be seen in Table 8-4, the viscosity values of all the experiments carried out on the Test 
2 are very similar to each other, independently of the kind of nanoparticle or the salt purity. This 
means that after one hour in the molten state, there is not any significant viscosity difference for 
any of the materials evaluated on the test. 
Table 8-4. Viscosity of the different nanofluids measured at 300 ºC with the coaxial cylinder method. 
Coaxial cylinder method 
Shear rate range: 1-250 s-1 
Test 1 (300 ºC) Test 2 (300 ºC) 
Sample µ, mPa·s SD, mPa·s µ, mPa·s SD, mPa·s 
RSS1A 5.85 0.31 4.46 0.09 
RSS1Si 7.94 0.29 4.71 0.08 
ISS1A 4.72 0.10 4.23 0.05 
ISS1Si 4.64 0.30 4.94 0.05 
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Figure 8-9. Nanoparticle size distribution of the nanofluids before and after performing the viscosity measurements. 
The ANPs on the left, the SiNPs on the right. Test 1 upper graphs, Test 2 below. 
8.2.3.2 Parallel plate configuration 
8.2.3.2.1 Influence of the shear rate 
The Figure 8-10 shows the relationship between the shear stress and the shear rate when the Solar 
Salts and the nanofluids were tested with the parallel plate rheometers at 350 ºC. The error bars 
represent the SD of the different measurements performed. In general, these flow curves can be 
fitted to the power law fluid model (Appendix A, Eq. 8-7). According to the Figure 8-10, several 
rheological performances can be noticed on these flow curves. 
The tests performed on the Rheometer 3 with the samples containing RSS (Figure 8-10, left) 
reveal two different tendencies. At low shear rate (<100 s-1) the fluids show a shear thinning 
behaviour, while at higher rates a shear thickening behaviour is displayed. As mentioned in the 
analysis of the results corresponding to the coaxial cylinder geometry, this change on the 
rheological behaviour is related to the deagglomeration of the nanoparticles or impurities 
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followed by a reagglomeration beyond a certain shear rate (100 s-1). No alignement of the 
nanoparticles with the flow has been inferred on these tests, probably due to the sample size. The 
good correlation of the shear thickening trend is shown on Appendix C, Table 8-10.  
The samples produced with the industrial salt (ISS, ISS1A and ISS1Si) analyzed in the Rheometer 
2, exhibit a clear Newtonian behaviour (Figure 8-10, right). Accordingly, suitable fittings are 
obtained in this case (Appendix C, Table 8-10). 
Figure 8-10. Shear stress (τ) versus shear rate (γ) on undoped salts and nanofluids at 350 ºC. Solar Salt and nanofluids 
of Refined Grade (left) and Industrial Grade (right). The error bars are the SD of four measurements at each shear rate 
point for the Refined Grade and five measurements per shear rate point for the Industrial grade respectively. 
The Newtonian rheological profile of the Solar Salt proposed by Lasfargues et al. [31,114] and 
Jung et al. [74,95] is in agreement with the results of ISS. The upper shear rate employed on our 
study is the same employed by those authors (1000 s-1), and the rheometer geometry (parallel 
plate) is more similar than the cone-plate configuration employed by them. The non-Newtonian 
character of the samples produced with the RSS can be explained by the strong influence of the 
impurities and/or nanoparticles at reduced shear rates in the small volume of sample required on 
the experiments. The higher shear rates used with the ISS and their nanofluids may led to the 
discussed Newtonian behaviour and the inexistence of a shear thickening region at high shear 
rates (>250 s-1).  
 Despite the non-Newtonian profile showed by the RSS in the Rheometer 3, the proper working 
of this device was checked since the molten salts are Newtonian fluids. With this aim, a Solar Salt 
of analytical grade (Sigma Aldrich, NaNO3> 99.9 wt%, KNO3 > 99.9 wt%) was tested three times 
under the same conditions. Figure 8-11 is showing the mean results of shear stress versus shear 
rate at 300 ºC, 350 ºC and 400 ºC. This profile is similar to that found for the RSS and their 
nanofluids. The fitting of these data both for a Newtonian (n=1) or non Newtonian trend is 
gathered in Appendix C, Table 8-11. The best regression coefficients are obtained when the salt 
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is considered a non-Newtonian fluid at 350 ºC and 400 ºC. The results at 300 ºC have almost the 
same R2. Thus, the Rheometer 3 has some kind of deviation at the higher shear rates, specially at 
temperatures >300 ºC. 
One detail to be noticed is that the flow behaviour index (n) of the analytical Solar Salt is much 
close to 1 (0.9425 at 300 ºC, 1.1448 at 350 ºC and 1.1602 at 400 ºC) than that of the RSS (1.1374 
at 300 ºC, 1.2866 at 350 ºC and 1.3788 at 400 ºC). This means that despite the anomaly observed 
with this Rheometer 3, the role of the impurities of the RSS on their non-Newtonian character is 
proved. 
Figure 8-11. Shear stress (τ) versus shear rate (γ) of the analytical Solar Salt in Rheometer 3. 
8.2.3.2.2 Influence of the temperature 
On Figure 8-12 the viscosity values of the samples according to the test temperature are 
represented, measured at 250 s-1 for the RSS and its nanofluids and over 300 s-1 for the ISS and 
its nanofluids. The viscosity of the undoped RSS Solar Salt determined with the parallel plate 
rheometers lies in between 8.58 mPa·s and 6.43 mPa·s, and between 3.55 mPa·s and 2.17 mPa·s 
on the ISS grade. The RSS viscosity values determined in this work are much higher than those 
published in the literature [164], while those obtained with the ISS grade lie within the average 
viscosity reported on the literature at different temperatures. These differences lay on the selected 
shear rate range and the presence of impurities on the salts used in this study. 
The addition of the nanoparticles to the Solar Salt affects very little to the viscosity values 
obtained by this technique (parallel plates). The nanofluids based on the RSS at 300 ºC even show 
a viscosity reduction in comparison to the undoped RSS, which could be attributed to the 
uncertainty of the technique and the higher data scattering induced by the presence of the 
nanoparticles. The maximum viscosity increment corresponds to the RSS1Si at 400 ºC (a 
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viscosity increment of 4%). The addition of nanoparticles (SiNPs or ANPs) produces an average 
viscosity increment of 11% for the ISS1A and 13% for the ISS1Si.  
Figure 8-12. Average viscosity values and Standard Deviation (SD) at different temperatures, determined at 250 s-1 
(left) and between 300 s-1 and 1000 s-1 (right) for the undoped salts and the nanofluids. The error bars are the SD of 
the viscosity results. The viscosity variation (%) with respect to the base salt has been included with numbers. 
The evolution of the viscosity with the temperature determined by the parallel plate configuration 
has been evaluated in the same way as the results attained with the coaxial cylinder geometry. 
Figure 8-13 shows the obtained data together with those from the literature. All the results follow 
a similar trend to that reported by other researchers. The absolute values of the RSS and RSS-
based nanofluids are higher than those reported on the literature, while the values corresponding 
to the samples ISS, ISS1A, ISS1Si are in agreement. As explained before, this difference is 
attributed to the reduced shear rate range on the determination of the RSS and its nanofluids, 
while the slightly larger viscosity determined on the ISS based materials, in comparison to the 
viscosity reported by other authors, is most probably due to the presence of solids (impurities 
and/or nanoparticles) on the industrial materials employed in this study. 
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Figure 8-13. Viscosity measured with the Rheometer 2 and 3 (parallel plate) versus temperature. RSS, ISS and their 
nanofluids compared with the published results of Solar Salt. 
8.2.3.2.3 Influence of the nanoparticle concentration 
The viscosity of the nanofluids based on RSS with 0.5 wt% to 1.5 wt% of SiNPs and ANPs was 
determined with the Rheometer 3 (parallel plate) with the aim of analysing the influence of the 
nanoparticle concentration on the viscosity. These nanofluids follow a shear thinning model for 
shear rates under 100 s-1 and a shear thickening behaviour over this shear rate up to 250 s-1 
(maximum shear rate available on the employed rheometer). This is the same behaviour 
previously observed on the sample containing 1 wt% of nanoparticles (Figure 8-10, left). 
Table 8-5 summarizes the results obtained at 250 s-1 and the increment of viscosity with the 
addition of nanoparticles to the undoped RSS. A detailed analysis reveals a disparity of trends. 
On one hand, the RSS nanofluids containing ANPs have lower viscosity than the original RSS, 
whatever the nanoparticle concentration or the testing temperature. On the other hand, the addition 
of SiNPs decreases (RSS05Si) or increases (RSS15Si) the viscosity depending on the 
concentration. 




Table 8-5. Viscosity of the RSS and RSS-based nanofluids with different nanoparticle concentration and 
temperatures. Measured on a parallel-plate viscosimeter at a shear rate of 250 s-1. The viscosity variation with respect 
to the undoped RSS is included.  
 300 ºC 350 ºC 400 ºC 
Sample µ, mPa·s 
SD, 
mPa·s 
∆µ, % µ, mPa·s 
SD, 
mPa·s 




RSS 8.98 0.13 --- 6.91 0.51 --- 6.43 0.16 --- 
RSS05A 6.60 1.51 -26.51 5.79 1.51 -16.17 5.40 0.96 -16.06 
RSS1A 7.82 0.75 -12.94 6.77 0.05 -1.94 6.36 0.64 -1.15 
RSS15A 7.66 0.06 -14.71 6.95 0.03 0.63 6.22 1.00 -3.32 
RSS05Si 7.89 0.01 -12.14 6.56 0.00 -5.02 6.10 0.65 -5.18 
RSS1Si 8.12 0.51 -9.58 7.00 0.15 1.35 6.70 0.58 4.14 
RSS15Si 9.29 1.07 3.49 8.08 1.25 17.04 7.83 0.90 21.75 
 
The models of Maron-Pierce (M-P) (Eq. 8-4) and Krieger-Dougherty (K-D) (Eq. 8-3) are used to 
analyze and predict the viscosity changes due to the addition of the ANPs and SiNPs, respectively. 
These models take into account the influence of the agglomerates on the viscosity, as detailed on 
the introduction. The parameter aa/a in both equations (the ratio between the agglomerates size 
and the individual nanoparticles size) was experimentally determined by DLS (Table 8-6)Table 
8-6. On the case of the nanosilica containing RSS fluids, the obtained values are similar to those 
proposed by Jung et al. [74] for Solar Salt based nanofluids containing 0.5 wt% and 1.0 wt% of 
SiNPs (32 and 20 respectively), and higher than those found by Jo et al. [95] for Solar Salt with 
1 wt% of SiNPs (13.8 and 16 at 300 ºC and 400 ºC). 
 Table 8-6. Size of agglomerates and individual nanoparticles experimentally determined in the RSS-nanofluids by 
DLS technique 
Sample aa, nm a, nm aa/a Sample aa, nm a, nm aa/a 
RSS05A 190.14 15.69 12.12 RSS05Si 396.06 13.55 29.23 
RSS1A 164.18 15.69 10.46 RSS1Si 295.31 13.55 21.79 
RSS15A 37.84 15.69 2.41 RSS15Si 458.67 13.55 33.85 
 
Both equations (Eq. 8-3 and Eq. 8-4) need the conversion of nanoparticles mass fraction (w) to 



















 Eq. 8-6 
Where w is the mass fraction of the nanoparticles, ρNP is the density of the nanoparticles and ρBF 
is the density of the base fluid. The density values considered in this case were 3,950 kg·m-3 and 
2,600 kg·m-3 for the ANPs and the SiNPs respectively. The density of the Solar Salt was calculated 




according to the expression proposed by Janz [201]. 
The relative viscosity (ηR) of the nanofluids with the percentage of ANPs and temperature is 
depicted on Figure 8-14, left. The Maron-Pierce model was used to calculate the theoretical 
relative viscosity of these nanofluids according to the Eq. 8-4. The maximum volume fraction of 
nanoparticles was calculated from Eq. 8-5 considering the ANPs with 10 nm in diameter and 50 
nm in length (aspect ratio, r = 5). The volume fraction of aggregates, φa, was estimated from the 
ratio aa/a (on Table 8-6) and a fractal index D = 2.1, commonly used for fibre-shaped nanoparticles 
[247]. These theoretical results are displayed on Figure 8-14 together with the experimental 
results at 300 ºC. The experimental results of nanofluids with 1 wt% and 1.5 wt% of nanoparticles 
present a good agreement with the M-P model whereas the nanofluids with 0.5 wt% of 
nanoparticles have a significantly lower viscosity than that forecasted by the model. 
The relative viscosity (ηR) of nanofluids at 300ºC predicted by the model with several SiNPs 
percentage, are presented on Figure 8-14, right, along with the experimental results attained at 
different temperatures. Also, the experimental and theoretical results (K-D model) of Jung [74] 
and Jo et al.[95] have been included on this plot.  
The experimental results obtained in this work follow a second-order polynomial correlation of 
the type ηR=Aϕ2+Bϕ+1 (see Appendix C, Table 8-12), as proposed by Batchelor et al. [252] 
(accounting the Brownian motion of the nanoparticles).  
 
Figure 8-14. Relative viscosity (ηR) of the RSS-based nanofluids with ANPs (left) and SiNPs (right). The values 
predicted by the Maron-Pierce (M-P) model for the ANPs and the Kriegher-Dougherty (K-D) model for the SiNPs 
have also been included on the plots. 
 
8.2.3.3 Comparative analysis of the results 
This final section aims to draw a global comparison of the described trends and results. The data 
at 300 ºC and shear rates between 100 and 250 s-1 are the common features to all the performed 
experiments and thus, they can be directly compared to each other in these conditions.  




Figure 8-15 (up) summarizes the results of the RSS and the RSS-based nanofluids with different 
measuring systems and a comparison with those from the literature: Jung [74] and Lasfargues et 
al. [31,114]. In both rheometers, a shear-thinning behaviour is observed for shear rates below 100 
s-1. Above this point, the coaxial cylinders rheometer indicates that all the samples are Newtonian 
while the measurements with the parallel plates points to a clear shear thickening behaviour. 
These differences could be attributed to the dissimilar amount of sample used (9 g in coaxial 
cylinder and around 2 g in parallel plate). The agglomeration of the nanoparticles causes a greater 
impact on the parallel plate configuration, generating the shear thickening profile. This 
explanation should be considered with caution having into account the little deviation showed by 
the Rheometer 3 of parallel plates at shear rates higher than 100 s-1. As reported in the literature 
[31,182], the increase of the shear rate in suspensions implies breaking the agglomerates and thus, 
the reduction of the viscosity (shear thinning). This is usually followed by a plateau of stable 
viscosity (Newtonian behaviour) due to the alignment of the particles with the flow at higher shear 
rates. This situation can progress through until the collapse of the structure, leading to high 
agglomeration of the nanoparticles (shear thickening) and an increase on viscosity at high shear 
rates.  
In Figure 8-15 (bottom), the results of the ISS and the ISS-based nanofluids with the two 
measuring systems are analysed and compared with the literature: Jung [74] and Lasfargues et al. 
[31,114]. The ISS and the ISS based nanofluids show a Newtonian profile in the coincident range 
of shear rates (100 – 250 s-1) with both measuring geometries: coaxial cylinder and parallel plate. 
In the latter rheometer, the samples are tested in a wider shear rate (100 - 1000 s-1). Thus, due to 
this high shear rate, the nanoparticles may be completely aligned with the flow after the first shear 
rate cycle, showing this Newtonian character. 
In the same manner, the parallel plate rheometers show opposite trends depending on the 
maximum shear rate applied. At low shear rates (1-250 s-1, Rheometer 3), the nanoparticles and 
impurities clusters are first broken (shear thinning) and then the viscosity increases due to the 
physical impacts between the nanoparticles. If higher shear rates are applied (100-1000 s-1, 
Rheometer 2), the nanoparticles and impurities are quickly aligned with the flow direction and 
the viscosity is similar to that of the neat molten Solar Salt. 
The published results [31,74,95,114] determined the Newtonian character of the Solar Salt at this 
temperature and shear rate range, while a shear thinning behaviour was observed by Jung [74] for 
the nanofluid with 1% of SiNPs (comparable to our nanofluids RSS1Si and ISS1Si). These two 
studies employed rheometers with a cone-plate configuration. Our results of RSS and ISS are 
coincident with those observed by these authors, but this is not the case of the nanofluids. The 




and shape, the rheometer configuration or the shear rate range studied. 
In summary, the rheological performance of our samples is strongly influenced by the rheometer 
configuration. The purity of the base salt or the presence of both ANPs or SiNPs seem insensitive 
to determine the rheological behaviour. 
  
Figure 8-15. Viscosity (µ) versus the shear rate (γ) at 300 ºC of the salts and the nanofluids analysed with two 
rheometer geometries. RSS and their based nanofluids (up) and ISS and their based nanofluids (bottom). The 
experimental data from Jung et al. [74,95] and Lasfargues et al. [31,114] at 300 ºC are also displayed to compare the 
rheology profiles.  
 
Regarding the viscosity results, the Figure 8-16 shows the relationship between the (average) 
viscosity at 300 ºC, the measuring system and the purity of the base Solar Salt. The viscosity 
values determined on the RSS materials by means of both rheometer configurations pose a notable 
difference (with exception of the RSS1Si), while the viscosity determined on the ISS materials 
by both techniques is very similar on all the equivalent materials and testing conditions. 
 
Figure 8-16. Mean viscosity and Standard Deviation (SD) at 300 ºC for the undoped salts and the nanofluids. 
 
The differences between the rheometers configuration for the RSS and RSS-based nanofluids may 
come from three interrelated factors: the amount of sample used on each rheometer is different, 




the time that the sample is at the molten state before being measured and the maximum shear rate 
applied. In this sense, in the coaxial cylinder rheometer, the sample has been in the molten state 
for several hours before being measured at 300 ºC and the impurities and/or nanoparticles may be 
agglomerated and settled at the bottom of the container. Thus, they are not dispersed in the molten 
salt during the measurement and the viscosity is lower than expected when taking into 
consideration the percentage of solids.  
The samples containing ISS gave comparable results but those obtained with the parallel-plate 
configuration were slightly smaller. The explanation is the same detailed for the rheological 
performance: the wider shear rate range applied in the parallel plate may cause a higher alignment 
of the nanoparticles with the flow. 
If these results are compared with those from other authors [31,74,95,114,164,185,203,249], a 
different behaviour has been observed in the present work, pointing at a dependence between the 
viscosity and the salt purity. The viscosity of the molten RSS at 300 ºC is higher than the viscosity 
published elsewhere for the analytical Solar Salt, while the viscosity of the molten ISS is near to 
those values. The viscosity of the nanofluid with SiNPs analysed by Jung [74] (equivalent to our 
nanofluids RSS1Si and ISS1Si), is between the values obtained for our RSS and ISS-based 
nanofluids. 
In view of these comparisons, the viscosity results are highly influenced by the salt purity rather 
than the rheometer configuration, the presence of the nanoparticles or their chemical composition. 
8.2.4 Conclusions 
The viscosity of eight Solar Salt-based nanofluids containing silica and alumina nanoparticles and 
two commercial Solar Salts with different purity grade has been measured at different shear rates 
and temperatures. The tests have been carried out by using two kinds of rheometers: one 
corresponding to a coaxial cylinder configuration and another one with a parallel plate geometry. 
After a detailed analysis of the collected results, the following conclusions can be drawn: 
- The rheological profile of the undoped Solar Salts and the nanofluids is influenced by the 
rheometer geometry. The measurements carried out with the coaxial cylinder method show that 
the samples have a Newtonian behaviour with a yield stress that needs to be exceeded to start the 
flow (Bingham profile). When the measurements are carried out with a parallel plate geometry, a 
shear thickening and a Newtonian behaviour are observed depending on the salt purity and the 
shear rate applied. This difference could be caused by some experimental deviation detected in 
the parallel plate system of the Rheometer 3. In both cases, the presence of nanoparticles did not 




- The viscosity of the undoped Solar Salt, determined by the coaxial cylinder method, is within 
the average value range reported by other authors. However, the results from the parallel plate 
configuration are clearly higher than those published by other authors when the sample is tested 
at low shear rates (1-250 s-1) and below the average for high shear rates (100-1000 s-1). This 
behaviour has been attributed to the dissimilar amount of sample tested on each technique (9 g in 
the coaxial cylinder and 2 g in the parallel plate). 
- The viscosity of the nanofluids with respect to the base Solar Salt shows two different trends 
depending on the employed rheometer. When the coaxial cylinder method is employed, the 
nanofluids show an increment of viscosity in comparison to the undoped base salt, regardless of 
the temperature, the nanoparticle type or the salt purity. The nanofluids based on Refined Grade 
Solar Salt show the highest increase of viscosity in comparison to the undoped salt. On the other 
side, the results obtained with the parallel plate configuration reveal a similar viscosity between 
the undoped Solar Salt and the nanofluids, with small increments or even diminution. These 
results are highly influenced by the small sample size required on the latter device, far from the 
conditions encountered in real applications. 
- The dependence of viscosity with the temperature has been observed in every tested sample. 
The relationship between these two variables for most samples is very similar to the mathematical 
expressions deduced by other researchers in the field (Arrhenius or VTF model). 
- The influence of the nanoparticle concentration on the nanofluid viscosity was studied with the 
parallel plate geometry and the refined grade Solar Salt as the base fluid. Viscosity reductions are 
observed with the addition of ANPs in all the analysed concentrations. On the opposite, the 
addition of SiNPs led to considerable viscosity increments, except for the nanofluid with very low 
silica content (0.5 wt%). The theoretical model of Maron-Pierce has been used to analyse the 
experimental behaviour of the ANPs nanofluids and the Kriegher-Dougherty model for the SiNPs 
nanofluids. Results do not agree with these models. Instead, the increase of viscosity on the 
nanofluids containing SiNPs follows a polynomial expression similar to that proposed by 
Batchelor. No clear trend was found for the nanofluids containing ANPs. 
The absence of published rheological studies of commercial purity Solar Salt impedes to compare 
and analyse the results reported in this work with equivalent materials.  
The bibliographic data encountered on the literature do scarcely report the shear rate at which the 
measurements were performed, which could have greatly influenced the values reported on those 
articles and have a strong impact on the inconsistent rheological profiles reported by different 
researchers. 
 




As a final remark, it is necessary to emphasize that the lack of information about the rheological 
properties of the high temperature nanofluids difficult the industrial implementation of these 
materials. In this sense, the aim of this article is to provide a step forward for the connection 







8.2.5 Appendix A 
8.2.5.1 General factors influencing the viscosity 
8.2.5.1.1 Influence of the shear rate 
Generally, the rheological behaviour of fluids is evaluated by comparing the variation of the shear 
stress (τ) as function of the shear rate (γ). Depending of this relationship, the fluids are classified 
as “time-independent”, “time-dependent” or “viscoelastic” fluids [182]. Most of the real fluids 
have a mixture of two or even three of these types. 
Time-independent fluids are characterized by a specific shear stress under a certain shear rate, 
temperature and pressure. The flow curves of these fluids follow to the power law fluid model 
(Eq. 8-7) (also known as the Ostwald de Waele model) [183]. 
𝜏 = 𝑘 · 𝛾𝑛   Eq. 8-7 
where k (Pa·sn) is the consistency index and n is the flow behaviour index. Power-law fluids can 
be subdivided into three different types of fluids based on the value of their flow behaviour index: 
n < 1  Shear thinning or pseudoplastic, decreasing viscosity with higher shear rates 
n = 1  Newtonian, constant viscosity with higher shear rates 
n > 1  Shear thickening or dilatant, increasing viscosity with higher shear rates 
Viscoelastic fluids are those with a behaviour characterized by the existence of a yield stress (τ0) 
which must be exceeded before the fluid will deform or flow. Among the models developed to 
explain this kind of fluids, the Bingham rheological model (Eq. 8-8) is widely accepted. It implies 
that the fluid is a rigid material under low shear stresses and has a Newtonian behaviour after 
overcoming the yield stress [182,183]. 
𝜏 = 𝜏0 + 𝜇0 · 𝛾  Eq. 8-8 
 
where τ is the shear stress applied over the sample, τ0 is the yield stress, µ0 is the plastic dynamic 
viscosity and γ is the shear rate. The flow behaviour of some particulate suspensions is close to 
this expression [182]. 
The time-dependent fluids are more complex and their viscosity depends not only on the shear 








8.2.5.2 Influence of the temperature 
The evolution of viscosity with the temperature usually follows an Arrhenius model, as seen in 
Eq. 8-9, although some authors use a simple polynomial regression [114,185]. 
/RT)exp(EAμ visc0  Eq. 8-9 
where µ is the viscosity, A0 is a constant, Evisc is the activation energy for viscous flow, R is the 
universal constant for the perfect gases, and T is the absolute temperature. Eq. 8-9 is commonly 
transformed into a lineal relationship by means of logarithms and known as the Vogel, Tamman 




 1000Alnμ  Eq. 8-10 
These three variables have a physical meaning: A is the result of calculating lnµ at a very high 
(infinite) temperature, B is the energy barrier to be overcome after any rearrangement of liquid 






8.2.6 Appendix B 
8.2.6.1 Calibration data of Rheometer 1 
The Rheometer 1 was calibrated with a standard reference fluid Brookfield Viscosity Standard 
Fluid HT-30000 provided by the device manufacturer (Brookfield Inc., USA). Three samples 
were tested at 25, 93.3 and 149 ºC. The Table 8-7 gathers the mean values obtained and the 
comparison with the theoretical. 
Table 8-7. Mean viscosity results at each tested temperature and comparison with the theoretical. 
Temperature, ºC 
Viscosity, mPa·s 
Experimental Theoretical Error, % 
25.0 29,120 30,000 2.93 
93.3 9,175 9,000 1.94 
149.0 4,600 4,500 2.22 
 
 
8.2.6.2 Calibration data of Rheometer 2 
The Rheometer 2 was calibrated with a standard reference fluid D10 according to the ISO 17025 
Standard provided by Parangon Standard, Ltd. Four different samples of this standard fluid were 
tested at 40 ºC, 60 ºC and 80 ºC between 100 and 1000 s-1. 
  
Figure 8-17. Experimental rheological profile and viscosity of the standard fluid D10 used to calibrate the Rheometer 
2. 
According to the Figure 8-17, this reference fluid D10 is clearly newtonian. The results of the 
lineal correlations of the Figure 8-17 left are showed in the Table 8-8, as well as the mean viscosity 
and the standard error compared to the theoretical data. 




Table 8-8. Consistency index (k), flow behaviour index (n) and coefficient of determination (R2) obtained when the 













40 ºC 0.0069 1 0.9996 6.3036 0.1149 6.3090 0.08 
60 ºC 0.0039 1 0.9985 3.5833 0.0696 3.7450 4.32 
80 ºC 0.0026 1 0.9970 2.3285 0.1096 2.4730 5.84 
 
 
8.2.6.3 Calibration data of Rheometer 3 
The Rheometer 3 was calibrated with a standard fluid (WACKER® AK 1000000 SILICONE 
FLUID) provided by the device manufacturer (Anton Paar) and according to their test program. 
Three different samples of this standard fluid were tested three times each one (Figure 8-18). 
The theoretical fluid curve crossover (G'/G'') is 120 rad/s. The experimental result of the curve 
crossover was 118.11 ± 1.01 rad/s with a Mean Average Error (MAE) of 2%. 
 
Figure 8-18. Experimental rheological profile of the standard fluid used to calibrate the Rheometer 3. 
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8.2.7 Appendix C 
8.2.7.1 Regression of rheological results of molten salts and nanofluids 
Table 8-9. Yield stress (τ0), plastic dynamic viscosity (µ0) and coefficient of determination (R2) from the lineal regression according to the Bingham rheological model (Eq. 8-8). 
250 ºC 270 ºC 290 ºC 300 ºC 
Sample τ0, Pa µ0, Pa·s R2 τ0, Pa µ0, Pa·s R2 τ0, Pa µ0, Pa·s R2 τ0, Pa µ0, Pa·s R2 
RSS 0.8038 0.0568 0.9957 1.0184 0.0514 0.9954 1.7570 0.0478 0.9945 1.1302 0.0498 0.9995 
RSS1A 3.6108 0.1235 0.9996 3.5279 0.0869 0.9993 1.2591 0.0666 0.9998 0.8730 0.0534 0.9987 
RSS1Si 3.8560 0.1019 0.9994 1.9967 0.0866 0.9994 1.3850 0.0760 0.9984 1.0772 0.0729 0.9997 
ISS 0.0680 0.4249 0.9996 0.9391 0.0590 0.9996 1.3852 0.0360 0.9930 0.8813 0.0351 0.9950 
ISS1A 2.1032 0.0740 0.9991 1.5382 0.0478 0.9935 1.7356 0.0394 0.9935 1.7485 0.0370 0.9919 
ISS1Si 6.1941 0.0813 0.9921 0.9521 0.0529 0.9944 0.9766 0.0428 0.9967 1.0396 0.0403 0.9977 
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Table 8-10. Consistency index (k), flow behaviour index (n) and coefficient of determination (R2) obtained when the experimental data are fitted to the power law fluid model (Eq. 8-7). RSS-
based nanofluids analysed between 1 and 250 s-1 (Rheometer 3) and ISS-based nanofluids analysed between 10-1000 s-1 (Rheometer 2). 
  300 ºC 350 ºC 400 ºC 
Rheometer N. Sample k, Pa·sn n R2 k, Pa·sn n R2 k, Pa·sn n R2 
3 (Parallel plate) 
RSS 0.0041 1.1374 0.9972 0.0014 1.2866 0.9973 0.0007 1.3788 0.9983 
RSS1A 0.0056 1.0543 0.9972 0.0011 1.3164 0.9971 0.0014 1.2565 0.9945 
RSS1Si 0.0006 1.0451 0.9912 0.0013 1.3057 0.9975 0.0011 1.3061 0.9980 
2 (Parallel plate) 
ISS 0.0036 1.0000 0.9935 0.0027 1.0000 0.9916 0.0022 1.0000 0.9908 
ISS1A 0.0040 1.0000 0.9910 0.0030 1.0000 0.9983 0.0025 1.0000 0.9986 
ISS1Si 0.0040 1.0000 0.9924 0.0032 1.0000 0.9933 0.0026 1.0000 0.9934 
 
 
Table 8-11. Consistency index (k), flow behaviour index (n) and coefficient of determination (R2) obtained when the experimental data of Analytical Solar Salt (ASS) are fitted to the power law 
fluid model (Eq. 8-7). 
  300 ºC 350 ºC 400 ºC 
Rheometer N. Sample k, Pa·sn n R2 k, Pa·sn n R2 k, Pa·sn n R2 
3 (Parallel plate) 
ASS (non-Newtonian) 0.0101 0.9425 0.9917 0.0025 1.1448 0.9871 0.0020 1.1602 0.9848 
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Table 8-12. Correlation coefficients determined to fit the experimental results to the equation ηR=Aϕ2+Bϕ+1 (ηR, (relative viscosity) versus ϕ (volume concentration of SiNPs nanofluids) at 
different temperatures). 
ηR=Aϕ2+Bϕ+1 
Temperature A B R2 
300 ºC 65263.5924 -180.7771 0.9938 
350 ºC 51591.3605 -98.6924 0.9992 
400 ºC 55322.5871 -97.8576 0.9947 































































9 CONCLUSIONS AND FUTURE RESEARCH LINES 
9.1 INTRODUCTION 
This Chapter summarizes all the conclusions obtained from the previous works according to the 
general objectives described in the Chapter 1. These conclusions are described in the next 
sections, followed by global remarks. In addition, several future research lines are proposed.  
9.2 CONCLUSIONS RELATED TO THE OPTIMISATION OF THE EXPERIMENTAL 
METHODS 
9.2.1 Specific heat 
A precise method for the specific heat measurements of Solar Salt-based nanofluids and Sodium 
Nitrate-based NePCMs by DSC has been developed. Relative standard errors on measurements 
of about 5% were achieved by using this method. Parameters as the type of crucibles, the amount 
of sample in the crucible, and the atmosphere inside the crucible were studied. 
- The use of flat-bottom crucibles (T-zero) reduced the scattering due to the better contact between 
the material and the crucible and, consequently, with the thermocouple of the device. 
- The use of large samples (30 mg) improved the precision of the results due to a presumably 
lower humidity absorption percentage. 
- The moisture absorbed by the sample during the manipulation to prepare the DSC specimens 
was the crucial factor on increase the precision of the results. The crucibles were closed under a 
controlled atmosphere in absence of moisture. 
Thus, the optimal conditions were: the use of the T-zero type crucibles, filled in with 30 mg of 
the sample and sealed under an inert atmosphere. The specific heat was determined according to 
a MDSC method with several isothermal stages. 
 
9.2.2 Dynamic Light Scattering (DLS) 
A method for the measurement of the nanoparticle size distribution of Solar Salt-based nanofluids 
and Sodium Nitrate-based NePCMs by the DLS technique was developed in this tesis. An optimal 
dilution ratio of 0.1 mg·mL-1 of the solid sample into deionized water was selected. The samples 





9.3 CONCLUSIONS RELATED TO THE RAW MATERIALS 
9.3.1 Salts 
9.3.1.1 Solar Salt 
Three Solar Salts of different purity were studied: analytical grade, refined grade and industrial 
grade. The first one allows the comparison with the literature values, where is of common use. 
The second one is currently used in the CSP plants as TES and heat transfer material. The last one 
is analysed as a cheaper alternative to the latter. 
- The main difference between the refined and the industrial grade are the amount of impurities 
contained on them (chlorides, sulphates, phosphates, carbonates, sodium and magnesium). The 
high amount of chlorides in the Solar Salt of industrial grade is limits its use as TES material, 
since they increase the corrosion rate of the molten salt [222–224]. 
- The Solar Salt of industrial grade withstood the thermal cycling between 100 ºC and 550 ºC 
without showing any evidence of decomposition. As expected, the weight loss in this temperature 
range was minimal because of the thermal stability of nitrates until 600 ºC [31,33,113,180]. 
- The specific heat of the Solar Salt was measured both in the solid (196 ºC) and in the liquid state 
(296 ºC and 396 ºC). The results were very similar for the three Solar Salts: 1.4 kJ·kg-1·K-1 in 
solid and 1.5 kJ·kg-1·K-1 in liquid, in agreement with the specialized literature [86,180]. 
- The thermal diffusivity and the thermal conductivity were measured by the LFA method in the 
Solar Salt of refined grade at these three temperatures. The results were between 0.203 mm2·s-1 
and 0.212 mm2·s-1 for the thermal diffusivity and between 0.441 W·m-1·K-1 and 0.499 W·m-1·K-1 
for the thermal conductivity. The differences with the literature could be attributed with the 
different techniques used by other authors and the presence of impurities on this Solar Salt of 
refined grade [180]. 
- The SEM images of these salts revealed an homogeneous distribution of the different crystals 
of sodium and potassium nitrate, similarly as those appearing in diverse publications [31,74].  
- The stability in the long term of the dispersed impurities in the Solar Salts of refined and 
industrial grade was analysed as a previous step to understand the stability of the nanoparticles 
on them. The salts were kept in the molten state for five hours. The impurities sank into the molten 
salt at different rates. The analysis of the bottom area of the solid salt revealed a high concentration 
of phosphates and sulphates in the refined grade and chlorides and magnesium in the industrial 
grade. 




- The rheology of the Solar Salts of refined and industrial grade was measured at different shear 
rates (1-1000 s-1) and temperatures (250-400 ºC). Three rheometers with geometries of coaxial 
cylinders and parallel plate were used for the tests. The results revealed a Newtonian rheological 
profile of the salts, as proposed by Lasfargues et al. [31,114] and Jung et al. [74,95]. The evolution 
of the viscosity with the temperature followed the Arrhenius model. The geometry of the 
rheometers had a certain influence on the final viscosity results, related to the different amount of 
sample tested and the shear rate applied on each case. 
9.3.1.2 Sodium Nitrate 
In the same manner as the Solar Salt, three purities of Sodium Nitrate were studied: the analytical, 
the refined and the industrial grade. This is used as PCM of high temperature to storage the 
thermal energy as latent heat in the CSP plants. 
- The Sodium Nitrate of industrial grade was thermally cycled between 100 ºC and 400 ºC (the 
working temperature in the solar system). The mass loss was very small (1.2 wt%), in agreement 
with the results of Bauer et al. [33]. 
- The specific heat of the three Sodium Nitrates was measured in solid (256 ºC) and in liquid (326 
ºC). The values ranged from 2.4 kJ·kg-1·K-1 to 2.8 kJ·kg-1·K-1 in solid and 1.6 to 1.7 in liquid, 
depending on the salt purity. These results are in the range found by different researchers [33] 
(1.7 kJ·kg-1·K-1 as average value at 326 ºC). The high cp showed by the experimental results in 
the solid state is due to the proximity of the melting point. 
- The latent heat (fusion and crystallization) of the three Sodium Nitrates was strongly influenced 
by the purity of the salt. The results were 180 kJ·kg-1 (reference value, 178 kJ·kg-1 [33]), 162 
kJ·kg-1 and 125 kJ·kg-1 for the analytical, refined and industrial grade, respectively. These 
differences were caused by the internal crystalline structure of the salts. The refined and the 
industrial grade contains impurities which impede the existence of a high-ordered structure as in 
the analytical grade. The phase-change temperature (fusion or crystallization) followed the same 
trend. The melting temperature suffered a reduction with the increasing amount of impurities: 
Sodium Nitrate of analytical grade (310 ºC), refined grade (307 ºC) and industrial grade (300 ºC). 
The subcooling effect was observed in the three salts (10 ºC). 
- The thermal diffusivity and the thermal conductivity of the analytical Sodium Nitrate was 
measured at the same temperatures as the specific heat (256 ºC in solid state and 326 ºC in liquid 
state). The experimental results of the thermal diffusivity (0.09 mm2·s-1 in solid and 0.10 mm2·s-
1 in liquid) are a bit low in comparison to those of the literature [33]. Consequently, the thermal 




published. This discrepancy could be due to the different crystal structure of the analysed Sodium 
Nitrate and that employed by other researchers [33]. 
 
9.3.2 Nanoparticles 
9.3.2.1 Alumina nanoparticles 
- The thermal cycling between 100 ºC and 550 ºC revealed three different stages related to the 
loss of humidity (∆m=-11.3% at 80 ºC), the desorption of the intralaminar water (∆m=-13.3% at 
390 ºC) and the start of the transformation from boehmite to γ-Al2O3 temperature range (∆m=-
5.6% at 550 ºC). These results are in agreement with the literature [186,187]. 
- The nanoparticle size distribution of the Alumisol-10A ranged from 10 nm to 190 nm and the 
most frequent size is 15.69 nm. Most of the nanoparticles (90%) are smaller than 21.70 nm. The 
zeta potential is inside the region of electrical stability (≥35 mV) at pHs between 2 and 9. 
- The specific heat of these nanoparticles is ranging from 1.195 kJ·kg-1·K-1 (196 ºC) to 1.471 
kJ·kg-1·K-1 (396 ºC). These values are higher than the results from Furukawa [193] and Auerkari 
[194]. This could be due to the increment on the specific heat on alumina nanoparticles with 
respect to the bulk material, as proposed by Wang et al. [192]. 
- The microstructure was observed with SEM and revealed that the alumina (boehmite) 
nanoparticles consists of several layers arranged in a fiber-like structure. The XRD diffraction 
pattern obtained coincident peaks with the boehmite structure. The analysis after heating the 
boehmite up to 550 ºC revealed the loss of crystallinity related to the conversion from boehmite 
to γ-Al2O3, confirming the thermal cycling results. 
9.3.2.2 Silica nanoparticles 
- The thermal cycling between 100 ºC and 550 ºC revealed two different stages related to the loss 
of physically adsorbed water (∆m=-6.3% at 90 ºC), the desorption of the chemically adsorbed 
water bonded to Si-OH (∆m=-2.5% at 550 ºC). These results are in agreement with the thermal 
degradation of amorphous silica [188,189] 
- The nanoparticle size distribution of the LUDOX® SM-30 ranged from 10 nm to 105 nm and 
the most frequent size is 13.55 nm. Most of the nanoparticles (90%) are smaller than 25.40 nm. 
The zeta potential is inside the region of electrical stability (≤-35 mV) at pHs between 4 and 10. 
- The specific heat of these nanoparticles is ranging from 0.970 kJ·kg-1·K-1 (196 ºC) to 1.157 
kJ·kg-1·K-1 (396 ºC). These values are a bit lower than the results from the literature [253], 




presumably due to the amorphous character of this silica. 
- The microstructure was observed with SEM and revealed that the morphology of the silica 
nanoparticles consists of spheres which are clustered together forming chains. The XRD 
diffraction pattern confirmed the absence of crystallinity of this silica, as declared by the supplier 
of the LUDOX® SM-30.  
 
9.4 CONCLUSIONS RELATED TO THE SYNTHESIS PROCEDURE 
A detailed research about the synthesis methods of Solar-Salt based nanofluids was developed 
with the focus on their impact in the thermal properties. Three different methods (the traditional 
hot plate, the sprayed nanoparticles and the low-water hot plate) were compared by measuring 
the nanoparticle size distribution and the specific heat. The industrial viability of the method and 
the reduce nanoparticle agglomeration during the nanofluid production were the two essential 
factors considered to select the method. 
- The nanoparticle size distribution was highly dependent on the synthesis method. The 
agglomeration in the final material was important on the traditional hot plate method (712 nm) In 
comparison to the low-water hot plate (68 nm). It is understandable due to the use of solid 
nanoparticles which need to be disaggregated in the traditional hot plate procedure. The 
nanofluids obtained with the sprayed nanoparticle and the low-water hot plate methods had 
equivalent size distributions. However, the first one generated nanofluids with a high 
heterogeneity. 
- The specific heat was measured in these nanofluids in the solid (196 ºC) and in the liquid state 
(396 ºC). The nanofluids generated by the traditional hot plate method had decrements (-2.43% 
at 396 ºC) in comparison to the base Solar Salt but increments were registered in those obtained 
by the low-water hot plate procedure (7.75% at 396 ºC). The comparison between the specific 
heat of the nanofluids from the sprayed nanoparticles method and the low-water hot plate method 
was favourable to the first with the addition of alumina nanoparticles (10.01% vs. 6.31% at 396 
ºC). The results were quite similar between these two methods if the nanofluid contained silica 
nanoparticles (1.97% vs. 2.59% at 396 ºC). 
Despite the results of specific heat, the low homogeneity showed by the nanofluids synthetized 
according to the sprayed nanoparticles method impedes, at the moment, its consideration as 
alternative to the traditional hot plate procedure. Thus, the low-water hot plate method was 




- The use of ultrasound to disperse the nanoparticles is avoided. This is possible due to the use of 
commercial aqueous nanofluids (where nanoparticles are still well dispersed) instead of solid 
nanoparticles. 
- The amount of water needed to disperse the nanoparticles and dissolve the salts is reduced by a 
hundred times.  
- This method ends by melting the nanofluid as an additional step to homogenise the sample as 
much as possible before testing it. 
The two first points have a direct incidence on the synthesis cost of the MSBNFs. In addition, by 
using commercial nanofluids as the source of nanoparticles and salts of non-analytical grades the 
possibility of producing it at an industrial scale is closer. 
The final stage of the research was devoted to optimise the variables of this synthesis route. The 
best conditions found for the process were: salt concentration of 50 wt% in the initial aqueous 
solution, mixing temperature between 30 ºC and 50 ºC, mixing speed between 60 rpm and 130 
rpm, surface to volume ration higher than 0.1168 m-1 and a drying temperature of 100 ºC. 
 
9.5 CONCLUSIONS RELATED TO THE THERMAL PROPERTIES OF SOLAR SALT-BASED 
NANOFLUIDS 
The thermal properties of Solar Salt-based nanofluids were investigated with the focus on two 
properties: the specific heat and the thermal conductivity. 
9.5.1 Specific heat 
The specific heat enhancement of Solar Salt-based nanofluids were analysed according to several 
factors: the salt purity (analytical, refined or industrial grade), the nanoparticle concentration (0.5, 
1 or 1.5 wt%), the nanoparticle type (alumina or silica nanoparticles). 
- The specific heat results were inconsistent when comparing equivalent nanofluids synthetized 
independently or repeated measurement on the same material. This low repeatability is due to the 
high heterogeneity typical of the nanofluids and it is a general issue observed in other published 
researches. However, some global trends were drawn from the specific heat results. The influence 
of the nanoparticle percentage and the purity of the Solar Salt were interrelated. The more 
important increments were obtained with the addition of 1.5 wt% of alumina or silica 
nanoparticles to the Solar Salt of analytical or refined grade. On the other hand, a mass 
concentration of 1 wt% of nanoparticles in the Solar Salt of industrial grade obtained the best 
enhancements. 




- The theoretical calculations of the specific heat with the models of Zhou et al. [60] and Shin and 
Banerjee [63] were too far from the experimental results. 
- The relationship between the specific heat and the available surface of the nanoparticles 
(computed from the DLS measurements) was erratic and did not provide any clear conclusion. 
- The SEM images revealed that those nanofluids with the highest enhancements had little 
agglomeration between the nanoparticles, which were homogeneously dispersed. The existence 
of a special nanostructure was observed in a nanofluid of Solar Salt of industrial grade and 1 wt% 
of alumina nanoparticles. This nanostructure was considered the responsible of the specific heat 
improvement in this nanofluid (39.17% in the solid state). 
9.5.2 Thermal conductivity 
The LFA method was used to measure the thermal conductivity of several nanofluids based on 
Solar Salt of refined grade with different contents (0.5%, 1% or 1.5%) of alumina or silica 
nanoparticles. The thermal conductivity of these materials were measured for the first time in the 
liquid state, since there is not any precedent in the literature. 
- Increments of the specific heat and thermal conductivity were found on the nanofluids with 1% 
and 1.5 wt% of both types of nanoparticles (alumina or silica). The results were especially 
remarkable for concentrations of 1.5% of silica nanoparticles (14% of specific heat increment) 
and 1.5 wt% of alumina nanoparticles (60% of thermal conductivity increment).  
- The theoretical models of Zhou et al. [60] and Shin and Banerjee [63] were used to estimate the 
specific heat of the nanofluids and that of Hamilton-Crosser [204] to evaluate the thermal 
conductivity. The predictions obtained from them were very far from the experimental results, 
which led to suppose that additional factors are involved on the increase of the thermal properties.  
- The available nanoparticle surface was estimated from the measurement with the DLS 
technique. A direct correlation (parabolic) was found between this parameter and the high specific 
heat and thermal conductivity of the nanofluids with silica nanoparticles, which confirms the 
important influence of the nanoparticle size on the thermal properties. 
 
9.6 CONCLUSIONS RELATED TO THE THERMAL PROPERTIES OF SODIUM NITRATE-
BASED NANO-ENHANCED PCMS 
This study included both experimental and simulation results, which were then compared. 




- The specific heat of the NePCMs was highly dependent on the salt purity. Decrements (around 
3%) in comparison to the original Sodium Nitrate were found in the NePCMs containing Sodium 
Nitrate of analytical grade (both with alumina or silica nanoparticles) and those with Sodium 
Nitrate of industrial grade and alumina nanoparticles. The others NePCMs showed the opposite 
trend (with increments around 3%). 
- The latent heat of fusion and crystallization decreased (up to 7% depending on the temperature) 
with the addition of nanoparticles to the Sodium Nitrate of analytical grade. There were not 
changes on this property for those NePCMs based on Sodium Nitrate of refined or industrial 
grade. The phase change temperatures (of fusion or solidification) of the Sodium Nitrate were not 
affected by the presence of the nanoparticles in any of the studied NePCMs. The subcooling 
phenomena (≈10 ºC) affected both the Sodium Nitrates and the NePCMs. The onset temperature 
of fusion followed the same trend of the latent heat. 
- The thermal conductivity was measured in a NePCM based in Sodium Nitrate of analytical grade 
and 1 wt% of alumina nanoparticles. It had a considerable enhancement in comparison to the 
initial Sodium Nitrate, both in the solid (97.78%) and in the liquid state (124.01%).  
- The SEM images of a NePCM of Sodium Nitrate of industrial grade and 1 wt% of alumina 
nanoparticles revealed the existence of agglomerates of about 2 or 3 nm in size. The compositional 
analysis with the EDX confirmed the presence of aluminium as well as some impurities coming 
from the Sodium Nitrate, such as potassium, magnesium and chlorine. 
- The simulation results considered three NePCMs with Sodium Nitrate and 0.5, 1 or 1.5 wt% of 
alumina nanoparticles. About the thermophysical properties, the simulation predicted 
enhancements and a direct correlation between the thermal conductivity and dynamic viscosity 
and the amount of alumina nanoparticles. The specific heat and the latent heat of fusion followed 
the inverse trend. The heat transfer rate was improved with the addition of the alumina 
nanoparticles and the charging and discharging cycles were slightly shortened. 
- The comparison between the experimental and the simulation results revealed several trends. 
The specific heat results were comparable both in the solid and the liquid state. The latent heat 
had an inverse correlation with the content of alumina nanoparticles, with the exception of the 
NePCM with 1 wt%. The experimental enhancement of the thermal conductivity was much higher 
than the value predicted by the simulations (≈13%). It is though that other mechanisms not 
considered in the simulations are responsible of these great increments. 
 
 




9.7 CONCLUSIONS RELATED TO THE STABILITY OF SOLAR SALT-BASED NANOFLUIDS 
IN THE LONG TERM 
The stability of nanoparticles in molten Solar Salt was analysed with a specific test designed with 
this objective. Six nanofluids based on Solar Salt of analytical, refined and industrial grade and 1 
wt% of silica or alumina nanoparticles were maintained at 396 ºC for 5 hours. 
The characterization of the nanoparticle size in these nanofluids at different times (0.5, 1 and 5 
hours) suggested discrepancies between the nanofluids depending on the base salt. The visual 
inspection and the analysis of the nanoparticle percentage at these times revealed that they are 
agglomerated and settled down at the bottom of the flask in all the studied nanofluids. The 
exception was found for the nanofluid with Solar Salt of industrial grade and 1 wt% of silica 
nanoparticles, which seems stable at least for 24 hours. It is thought that some of the impurities 
contained in this salt were the responsible of the stabilization of the silica nanoparticles. 
A deeper research is needed in this particular subject, since there is not much scientific knowledge 
up to now. The modelling of these systems of molten salts and ceramic nanoparticles combined 
with experimental research could be a great option to foster the know-how in this issue. 
 
9.8 CONCLUSIONS RELATED TO THE RHEOLOGY OF SOLAR SALT-BASED NANOFLUIDS 
The rheology of several Solar Salt-based nanofluids with 1% by weight of alumina or silica 
nanoparticles was studied at different shear rates and temperatures in two kinds of rheometers: 
coaxial cylinder and parallel plate. The collected results led to the following conclusions: 
- The rheology of the Solar Salts was not changed by the addition of nanoparticles. The rheology 
of the initial Solar Salts and their nanofluids was influenced by the rheometer geometry. The 
results from the coaxial cylinder showed a Bingham profile, which is a Newtonian behaviour with 
an initial yield stress. The results from the parallel plate showed both a Newtonian and a shear 
thickening performance. The latter is possibly due to an experimental deviation of the rheometer.  
- The viscosity was increased by the addition of nanoparticles to the pure Solar Salts. These 
increments depended on the rheometer geometry, salt purity and the kind of nanoparticle. In the 
coaxial cylinder method, the nanofluids based on the refined Solar Salt and 1 wt% of silica 
nanoparticles had the highest increments (28.7% at 300 ºC), while the industrial Solar Salt 
obtained similar enhancements both with silica (13.1% at 300 ºC) or alumina nanoparticles 
(14.6% at 300 ºC). The differences are related to the high content of impurities of the Solar Salt 




are at the bottom of the sample chamber and no more dispersed in the molten salt. In the parallel 
plate rheometer, there are little increments and even decrements for the Solar Salt of refined grade 
at shear rates under 250 s-1. The increase at high shear rates (1000 s-1) was of 9.3% for the addition 
of alumina nanoparticles and 10% at 300 ºC for the addition of silica nanoparticles to the Solar 
Salt of industrial grade. These results are highly influenced by the small sample size required on 
the latter device, far from the conditions encountered in real applications. 
- The viscosity of the nanofluids followed an Arrhenius model with respect to the temperature. 
This relationship was found with independency of the type of nanoparticle, base salt or rheometer 
geometry. 
- The influence of the nanoparticle concentration (0.5, 1 or 1.5 wt%) on the viscosity was studied 
with the parallel plate geometry and the refined grade Solar Salt as the base fluid. The addition of 
alumina nanoparticles in any concentration led to reductions on the Solar Salt viscosity (around 
15%). On the opposite, the addition of silica nanoparticles led to considerable viscosity 
increments (up to 21% with 1.5 wt% at 400 ºC). Two theoretical models were used to analyse 
these results: the Maron-Pierce model for the nanofluids of alumina nanoparticles and the 
Kriegher-Dougherty model for those with silica nanoparticles. These models did not agree with 
the experimental measurements. Instead, the increase of viscosity of the nanofluids with silica 
nanoparticles followed a polynomial expression similar to that proposed by Batchelor. No clear 
trend was found for the nanofluids containing alumina nanoparticles. 
 
9.9 GENERAL CONCLUSIONS 
According to the particular conclusions developed in the previous sections, the main contributions 
of this doctoral dissertation are the following: 
- The designing and optimisation of a precise method based on a MDSC isothermal program to 
determine the specific heat of molten salts and MSBNFs. 
- The development and optimisation of a new synthesis method different from the traditional hot 
plate procedure commonly employed for the MSBNFs. This innovative method is effective on 
avoiding the nanoparticle agglomeration without the use of ultrasounds and reduces a hundred 
times the amount of water needed in the process. 
- The synthesis and characterization of MSBNFs based on non-analytical grade salts is an 
innovation of this research and allows a more precise evaluation of the industrial application of 
these materials. 




- The determination of the thermal properties of Solar Salt-based nanofluids with a special focus 
on the thermal cycling of the nanofluids, the reproducibility of the specific heat results, the 
thermal conductivity in the solid and the liquid state by the LFA method. 
- The determination of the thermal properties of Sodium Nitrate-based NePCMs with a special 
focus on the thermal cycling of the NePCMs, the influence of the salt purity and nanoparticle 
concentration on the specific heat, latent heat and phase change temperature and the thermal 
conductivity in the solid and the liquid stated by the LFA method. In addition, the simulation and 
modelling of these materials and the comparison with the experimental results. 
- The designing and execution of a specific test to evaluate the stability of the nanoparticles in the 
molten salt in the long term. 
- The determination of the rheological properties of Solar Salt-based nanofluids with a special 
focus on analysing the influence of the salt purity, nanoparticle concentration, temperature and 
rheometer geometry on the results. 
 
9.10 FUTURE RESEARCH LINES 
Based on the previous particular and general conclusions, it seems clear that there is still a huge 
research work to be done in the field of MSBNFs. With this aim, several future research lines are 
proposed: 
- Assure the reproducibility of the specific heat results by synthetizing and analysing a huge 
number of equivalent samples. In addition, it would be interesting to perform a round-robin test 
of the specific heat of one (or several) MSBNFs between different research laboratories working 
on the subject. 
- Perform a deep study of the stability of MSBNFs under thermal cycling, by increasing the 
number of cycles and the nanoparticle concentration. 
- Conceive and develop valid strategies to improve the stability of the nanoparticles in molten 
salt. A deep knowledge of the mechanisms involved in this process could be helpful, as well as 
modelling and simulation works in this particular subject. Regarding the experimental field, it 
would be interesting working with nanoparticles with a similar density to that of the molten salt 
or investigate the use of high temperature surfactants. 
- Design of a reproducible, suitable and industrially viable method of production of these 




avoiding the use of ultrasonic power or water. Ideally, this method would be performed by the 
mining companies that are currently selling the salt for the CSP plants in their own production 
lines. In this sense, the sprayed nanoparticles method described here is a great starting point to try 
the scalability of the procedure. 
- Finally, there is a need to perform corrosion tests to assure the absence of chemical reactions 
between the MSBNFs and the container materials (diverse steels) of the thermal storage tanks or 
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